


aqwv 


1dd4 403 Ajwey Z m@LINUIdNsS 2UL 


766} 


The SUPERNET® 2 Family for FDDI 
1994 World Network Data Book 


ra 


Advanced 
Micro 
Devices 





The SUPERNET® 2 Family for FDDI 
1994 Data Book 


ADVANCED MICRO DEVICES a | 


© 1994 Advanced Micro Devices, Inc. 


Advanced Micro Devices reserves the right to make changes in its products 
without notice in order to improve design or performance characteristics. 


This publication neither states nor implies any warranty of any kind, including but not limited to implied warrants of merchantability or fitness 
for a particular application. AMD® assumes no responsibility for the use of any circuitry other than the circuitry in an AMD product. 


The information in this publication is believed to be accurate in all respects at the time of publication, but is subject to change without notice. 
AMD assumes no responsibility for any errors or omissions, and disclaims responsibility for any consequences resulting from the use of the 
information included herein. Additionally, AMD assumes no responsibility for the functioning of undescribed features or parameters. 


Trademarks 


SUPERNET is a registered trademark of Advanced Micro Devices, Inc. 
FASTcard is a trademark of Advanced Devices, Inc. 


Product names used in this publication are for identification purposes only and may be trademarks of their respective companies. 


TABLE OF CONTENTS . 


INTFOGUCTION: 64.5.5. 6 Fa ech a da Be i eS Re re Bees see AS 1-1 
Am79C830A 

FORMAG PRIS: ioscan vee nGdie See en chee ena eer ete aor Eee Seas 2-1 
Am79C864A 

Physical Layer Controller with Scrambler ............. 2.0... eee eee eee ees 31 
Am79865/Am79866A 

Physical Data Transmitter/Physical Data Receiver ............. 2.2.0.0 eee eee 4-1 
FASICAIG2 f5w pack eiacteava Cian eneiwurind eee neater vada eda ee a CaN 5-1 
Physical Dimensions ...........0..0.. 0.0 c cece cece eee ete ee eens etn eneenes 6-1 

CGX169 

169-Lead Pin Grid Array Without Heat Sink ......... 0.0... 2 eee ee eens 6-2 

PQR 168 

168-Pin Plastic Quad Flat Pack (Trimmed and Formed) .................-..0-. 6-3 

PQR168 

168-Pin Plastic Quad Flat Pack (TapePak) .......... 0... 0... ce eee eee eee ees 6-4 

PQR120 

120-Pin Plastic Quad Flat Pack (Trimmed and Formed) ....................05. 6-5 

PQR120 | 

120-Pin Plastic Quad Flat Pack (TapePak) ............ 0.00... cece eee eee 6-6 

PL 020 

20-Pin Plastic Leaded Chip Carrier ........ 0.0... ccc ee eee ee 6-7 
Appendix A 

Interface Connection Diagrams .............. 0.0 cc eee ee eens A-1 





The SUPERNET 2 Family for FDDI 1994 Data Book i 


cl AMD 


ii The SUPERNET 2 Family for FDDI 1994 Data Book 


“4 ct 


7 INTRODUCTION 


The SUPERNET 2 Family for FDDI 
(Am79C830A, Am79C864A, Am79865, AM79866A) ............-. 0.0 cee eee eee 1-3 





The SUPERNET 2 Family for FDDI 1994 Data Book 1-1 


al AMD 


1-2 


THE SUPERNET®2 FAMILY FOR FDDI c\ 
(Am79C830A, Am79C864A, Am79865, Am79866A) 





DISTINCTIVE CHARACTERISTICS 
m@ Compliant with the ANSI X3T9.5/ISO 9314 specifications 


— 100 Mbps data rate 
— Timed token-passing protocol 
— Ring topology 
m@ Complete memory management 
— Supports 256K bytes of local frame buffer memory 
— Supports buffer memory bandwidths of 200 Mbps and 400 Mbps 
— Non-Tag Mode: linked list transmit frame structure compatible with SUPERNET 1 


— Tag-Mode: minimum latency/highest performance buffer memory management, 
ideal for adapter card designs 


ANSI-compliant TP-PMD Stream Cipher Scrambling/Descrambling 
Full duplex operation: 200 Mbps continuous data rate 

Supports both fiber optic and copper twisted-pair media 
Diagnostic features 


— Multiple loopback modes for run-time diagnostics 
— Built In Self Test (BIST) in Physical Layer Controller with Scrambler (PLC-S) 
Hardware Physical Connection Management support 


m@ Low power consumption—reduction of more than 50% from SUPERNET 1 solution 
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SUPERNET 2 Chip-Set Interconnect Block Diagram for Single Attachment 
Station (SAS) | 7 
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GENERAL DESCRIPTION 


The ANSI X3T9.5/ISO 9314 specifications, named the Fiber Distributed Data Interface 
(FDDI), define a means of interconnecting equipment with a very high-speed network. 
Running at a data rate of 100 Mbps over fiber optic or copper twisted pair cable, this 
standard offers ten times the speed of Ethernet, excellent noise immunity, and a 
timed-token passing protocol which guarantees each node access to the network. 
The 4-chip SUPERNET 2 family implements the FDDI standards and offers a variety 
of additional system features. 


SUPERNET 2 is a second generation FDDI chip-set from AMD. Like the first generation 
SUPERNET solution, SUPERNET 2 provides complete buffer management functions 
common to most network protocols. When used in non-tag mode, the FORMAC Plus 
replaces and is fully downward compatible with the previous generation three chip 
combination made up of the Am79C81B (RBC), the Am79C82B (DPC) and the 

_ Am79C83B (FORMAC). In tag-mode, the FORMAC Plus manages the buffer memory 
as multiple FIFOs. 
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There are two key advantages to tag-mode operation; 1) programmable transmit and 
receive thresholds allow early notification (receive) and transmission yielding absolute 
minimum frame latencies and 2) the multiple FIFO structure simplifies interfacing with 
the FORMAC Plus thus reducing software/hardware overhead. Because of these 
characteristics, tag-mode is particularly well suited to adapter cards and motherboards 
where the local memory is tuned to allow high performance operation with network and 
buffer latencies taken into consideration. For a more detailed understanding of buffer 
memory sizing in FDDI adapter designs, refer to AMD PID#16294A, Sizing Local Buffer 
Memory in FDDI. 


In addition to providing a software compatible upgrade path from SUPERNET 1, the 
linked-list data structure of non-tag mode is well suited for concentrator designs where 
the FORMAC Plus buffer memory is the target memory. In this case, frames can be 
operated on in the FORMAC Plus controlled buffer memory obviating the need for an 
additional component to perform “system interface functions.” 


The FORMAC Plus provides DMA channels, arbitrates access to the network buffer 
memory, and controls the data path between the buffer memory and the medium. The 
FORMAC Plus also fully implements the timed-token protocol and receive/transmit 
control specified for the Media Access Control (MAC) sublayer of the ISO standard 
9314-2 for FDDI. Physical sublayer (PHY) tasks defined by the ISO standard 9314-1 are 
performed by a three-chip combination of the Am79C864A Physical Layer Controller 
with Scrambler (PLC-S), the Am79865 Physical Data Transmitter (PDT) and the 
Am79866A Physical Data Receiver (PDR). The three chips are collectively known as the 
AmPHY. The PDT/PDR connect to the fiber optic transceiver which converts an optical 
signal coming from the medium to an equivalent electrical logic signal or vice versa. The 
PDT/R devices also interface to a copper-based PMD. 


The PLC-S device includes a Stream Cipher Scrambler/Descrambler as prescribed in 
the ANSI TP-PMD standard for transmission over twisted-pair cable. For copper-based 
designs, the scrambler/descrambler may be enabled either through software or 
hardware. For fiber-based designs, the scrambler/descrambler is disabled by default. 
For a detailed description of the ANSI-compliant copper FDDI system using the PLC-S 
device, refer to AMD PID #18258A, Implementing FDDI over Copper; The ANSI X3T9.5 
Standard. 


INTRODUCTION 


The block diagram on page 1 shows AMD’s SUPERNET 2 architecture which meets 
the ISO 9314 FDDI data communications standard. The primary function of the 
SUPERNET 2 chip-set is to act as an interface between a host computer and the 
network medium, using the FDDI protocol, to transfer and convert data petwegn 
parallel form, at the host, and serial form, at the media. 


SYSTEM DATA PATHS 


The station receives data in serial form from the network medium. The fiber optic or 
copper transceiver interfaces the medium to the PDR. Using its clock recovery PLL, the 
PDR derives clocking information from the encoded stream and converts the bit stream 
to unframed 5-bit symbols. The PLC-S chip receives the symbol-wide (5-bit) data along 
with a 25 MHz recovered clock from the PDR and searches for a JK symbol pair, also 
known as the starting delimiter. The PLC-S uses a starting delimiter to establish byte 
boundaries and to frame the incoming data. The data is decoded and sent to the 
FORMAC Plus. The receive demultiplexer in the FORMAC Plus formats four bytes of 
data into a 32-bit long word which is temporarily stored in the receive FIFO until the 
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buffer memory is ready to receive it. The FORMAC Plus sets up addresses on the 16-bit 
address bus to store the frame in buffer memory. 


The data can then be sent to the host memory from the buffer memory on the 32-bit 
data bus. Initialization and control of the SUPERNET 2 chipset is realized through a 
node processor (NP) interface via a 16-bit bus called the NP bus. In addition, the NP 


interface provides an alternate access method to buffer memory using the MAR and 


MDR registers. 


SYSTEMS COMPONENTS 


Host Systems 


The term “host” is used here to refer to any mainframe, workstation, minicomputer, or 

computer peripheral (such as a disk drive or a printer) to which a network interface is | 
attached. In a large system, a powerful NP may be used to off-load various networking 

specific chores. In simpler systems, the host and NP may be one and the same, 

meaning that the host computer performs all NP functions. Lower-cost systems may use 

this configuration. 


Node Processor 


The Node Processor (NP) can be a microprogrammed or conventional microprocessor- 
based system used for overseeing the operation of the SUPERNET 2 chip-set. Its main 
function is to initialize the devices and respond to various system-level and frame-level 
interrupts. In the simplest case it can be a minimal state machine. More complex 
architectures can have all the sophistication required to execute the upper-layer 
protocols specified by the seven-layer International Standards Organization (ISO) Open 
System Interface (OSI) model. 


The NP communicates with the SUPERNET 2 chip-set using the NP-bus and various 
bus handshakes and instructions lines. Its handshake with the Host system is user-de- 
fined and depends on the partitioning of functions between the Host and the Node 
Processor. 


The NP can communicate with the buffer memory by issuing an NP memory request to 
the FORMAC Plus and, when access is granted, using the 32-bit data bus. An alternate 
method is provided through use of software instructions to the FORMAC Plus in 
conjunction with accessing the internal MAR and MDR registers. The 32-bit wide 
Memory Data Register (MDR) is used for data transfer between the node processor and 
buffer memory. A typical NP could consist of a microprocessor with assorted peripheral 
chips (for DMA, interrupts, etc.) and local memory. The NP treats the SUPERNET 2 
chip-set as a peripheral for networking functions. The NP has complete control over 
(and knowledge of) the state of the SUPERNET 2 chip-set and buffer memory. These 
chips make their status available to the NP to help it maintain this control. 


The NP can run either synchronously or asynchronously with respect to the network 
clock. Any required synchronization with ICs surrounding the SUPERNET chip-set is 
performed by the FORMAC Plus. 


Buffer Memory 


The Buffer memory, consisting of static RAM, is used for intermediate storage of frames. 
Its addresses are generated and controlled by the FORMAC Plus. The buffer memory 
cycles are controlled by a buffer memory clock (BMCLK) which is independent of the 
network clock. The BMCLK may have a frequency of either 12.5 MHz or 25 MHz making 
the total memory bandwidth 200 Mbps or 400 Mbps, respectively. This allows for the 
possibility of operating on the frames as they reside in the buffer memory while leaving 
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ample bandwicth to continue the exchange of frames on the network. Optionally, a node 
processor (NP) can do any processing necessary to assure the host that the frame is 
good. Finally, the frame is transferred to the host. Frame transmission is just the 
reverse. At a 100 Mbps data rate, a 70-ns access time is generally adequate. Both 
separate I/O and multiplexed I/O configurations can be used. As an option, the memory 
can be set up to be protected with byte parity. 


The memory can be accessed by the FORMAC Plus, NP and the host. Only one of 
these can access the memory at any time, and the FORMAC Plus arbitrates all requests 
to determine who can access the memory. 


Am79C830A Fiber Optic Media Access Controller (FORMAC) Plus 


The FORMAC Plus performs the Media Access Control (MAC) layer protocol for the 
FDDI standard networking scheme. The FORMAC Plus determines when a node can 
get access to the network and implements the logic required for token handling, address 
recognition, and CRC. 


Upon receiving a frame, the FORMAC Plus strips away all the physical layer headers. 
Any preamble or start of frame delimiters are detected and discarded. Also, any 
end-of-frame characters or postamble is removed. The FORMAC Plus checks incoming 
frames for destination address and when a match does occur the data from the received 
frame is loaded into the receive FIFO and the long words are transferred into buffer 
memory. It also generates and checks CRC on frames. 


The FORMAC Plus’ interface with the PLC-S consists of three 10-bit (eight data bits and 
two control bits) buses. Two of these handle received data frames, while the third is 
used for data transmission. Data on these buses move synchronously with the byte rate 
clock (BCLK). | 


Am79C864A Physical Layer Controller with Scrambler (PLC-S) 


The PLC-S, along with the PDT and PDR, perform the Physical sub-layer (PHY) 
protocol and portions of Station Management (SMT) for the FDDI standard. 


The FORMAC Plus transmits data frames in the form of 8-bit bytes accompanied by two 
control characters. The PLC-S receives byte-wide data from the MAC at 12.5 million 
bytes per second, then performs 4B/5B encoding which maintains the DC balance in the 
output waveform and guarantees that no more than three consecutive 0’s will be present 
in an encoded pattern. The encoded data is sent out symbol-wide at 25 million symbols 
per second to the PDT. The repeat filter in the transmit path detects corrupted symbols 
and converts them into a specific pattern of HALT and Idle symbols. 


During frame reception, the PLC-S receives symbol-wide (5 bits) data along with a 
25 MHz clock. The PLC-S frames data using the start delimiter. The framed data is 
then sent to the Elasticity Buffer which serves to compensate for the frequency differ- 
ence between the recovered clock and the local clock. The data is then decoded and 
sent to the FORMAC Plus. The data is byte-wide (10 bits) and clocked by a 12.5 MHz 
local clock. 
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The PLC-S also communicates with the NP to force FDDI-specified line states onto the 
medium and performs various loopback functions and BIST. 


Some functions specific to Station Management is also performed by the PLC-S. The 
PLC-S chip contains the Physical Connection Management (PCM) state machine which 
determines the timing and state requirement. Also contained in the PLC-S is the 
Physical Connection Insertion (PCI) state machine which performs the necessary ring 
scrubbing and data path switching. 


For copper-based FDDI designs, the Stream Cipher Scrambler/Descrambler is 
activated. The Scrambler/Descrambler may be enabled either through software 
or hardware. 


Am79865 Physical Data Transmitter (PDT)/Am79866A Physical 
Data Receiver (PDR) 


The PDT in the transmit path converts the symbol-wide data received from the PLC-S to 
serial format and sends an NRZI (non-return-to-zero, inverted on ones) bit stream to the 
fiber optic transmitter (or copper interface). The on-chip PLL in the PDT, driven by a 25 
MHz external crystal controlled clock source, generates a bit rate clock. 


The PDR receives serial NRZI data stream and converts them to NRZ. Using its on-chip 
PLL, the PDR extracts encoded clock information from the serial NRZI data stream and 
recovers the data. The recovered clock is used for the serial-to-parallel data conversion. 
The PDR provides a symbol-wide unframed data to the PLC-S. | 


Fiber Optic Transceiver 


Fiber optic receivers typically consists of a pin diode, amplifier, equalizer, automatic gain 
control circuit, and comparator. The PIN diode receives an optical signal from the fiber 
and converts it into an electrical waveform. The signal is then amplified and conditioned. 
Amplifier gain is variable and depends on the magnitude of the incoming signal. The 
conditioned waveform is then passed through comparator which determined whether the 
output should be a logic “1” or “O”. The resulting bit stream is then fed to the ok with a 
pair of differential drivers. | 


The fiber optic transmitter accepts a differential signal from the PDT and, by means of 
a light-emitting diode (LED), converts it into an optical output for transmission onto the 
fiber optic cable. 
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SYSTEM BANDWIDTH 


The SUPERNET 2 chip-set is designed to provide the maximum data rate of 100 Mbps 
on the network medium. This speed implies that the buffer memory bus on the FORMAC 
Plus can support a minimum data rate of 12.5 MBytes/sec, the equivalent of 100 Mbps. 
Figure 1 shows the bandwidth provided in the complete system. The buffer memory 
interface is designed to support 200 Mbps or 400 Mbps sustained transfer rates on the 
32-bit buffer memory bus. This translates to a minimum rate of 25 MBytes/sec or 6.25 
Mega “long words”/sec at the buffer memory. Therefore, at 12.5 MHz with network 
transmit or receive occurring (100 Mbps) at a node, only half the memory bandwidth is 
used by the FORMAC Plus for reception or transmission of frames. The remaining 100 
Mbps bandwidth on the memory is available to either the NP or the host. At 25 MHz, 
only one fourth of the bandwidth is required for network activity leaving 300Mbps of 
bandwidth available. The FORMAC Plus lets the NP or the host share this bandwidth 
through cycle stealing while frames are transferred. When the FORMAC Plus is neither 
transmitting nor receiving, the complete bandwidth of the buffer memory can be 
available to the NP or the Host. This bandwidth may be used by either the NP or host 
exclusively, or shared between the two. 


This ample availability of memory bandwidth is provided to minimize the buffer space 
required. SUPERNET 2 allows partial or complete frames to be emptied as they are 
received. Buffers can be small and the node interface can be simple. 


System Bandwidth 






ronmac [TT pics | | PDTmOR 






“J 200 Mbps 


400 Mbps 
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Am7/9C830A 


FORMAC Plus 


DISTINCTIVE CHARACTERISTICS 


lm Implements the FDDI Media Access Control 
(MAC) layer protocol for ISO standard 9314-2 


m@ Buffer-memory clock frequency range: — 
— 12.5 MHz to 25 MHz 


@ Full-duplex operation: 200 Mbps continuous 
data rate 


m@ Supports buffer memory bandwidths of 
200 Mbps to 400 Mbps 


@ Full support for synchronous transmission 


™@ Three asynchronous priority queues with 
individually programmable threshold levels 


™ Two basic modes of operation: 


— Nontag mode: On a per-frame basis, identical 
in operation with the AMD RBC/DPC/FORMAC 
combination 

— Tag mode: Operates on partial frames in buffer 
memory for both transmit and receive, allowing 
for reduced buffer-memory requirements and 
increased station data throughput 


GENERAL DESCRIPTION 


The Am79C830A FORMAC Plus implements the timed- 
token protocol and receive/transmit control specified for 
the Media Access Control (MAC) sublayer of the ISO 
Standard 9314-2 describing the Fiber Distributed Data 
Interface (FDDI). The FORMAC Plus is a CMOS device 
that provides in a single chip an interface between the 
physical layer of a station on an FDDI network, and the 
station’s memory. Also provided on the Am79C830A is 
its interface to a host system and a complete interface to 
a buffer memory for transmitted and received data. The 
FORMAC Plus operates in either of two modes. In one 
mode (called the nontag mode), it replaces and is fully 
downward compatible with the previous-generation 
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@ Pointers to claim and beacon frames 
@ Supports transmit linked-list addressing 
m@ Integrated buffer-memory management: 
— DMA arbitration between NP, buffer memory, 
and host interfaces 
— MAC of choice for FDDI concentrators. Handles 
SMT and MAC frames without the need for 
complex network DMA function 
M@ Bridging features: 
— Implements void/counter stripping algorithm 
— Control of CRC ona per-frame basis 
— Control of A and C bits 
— External address-match support 
— Programmable delay for frame flushing 


— Tag mode allows maximized frame-forwarding 
rates 


SUPERNET 1 three-chip combination made up of the 
Am79C81B (RBC), the Am79C82B (DPC), and the 
Am79C83B (FORMAC). In its second mode (called the 
tag mode), in addition to having the full operational ca- 
pabilities of the nontag mode, FORMAC Plus trans- 
forms the associated buffer memory into multiple 
FIFOs, thus reducing data movement within the buffer 
memory and substantially improving throughput. Other 
FORMAC Plus features include on-chip receive and 
transmit FIFOs; separate receive and transmit CRC 
generation and checking logic; SMT capabilities; and 
three separately-prioritized asynchronous queues. 
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CONNECTION DIAGRAM | 
169-Pin PGA Bottom View (Pins Facing Up) 


A B CG bD E >F G H J K LM N P R TT JU 


HSREQ2 RST NPADDR4 NPADDR3 NPADDRO NP14. NP12 NP10 BCLK NP7 NP3 NP1 DS (AS) MINTR1 XDAMAT 


RDATA HSREQO NPMEMRQ NPADDR6 NPADDR2 BMCLK NP13° NP11 NP9 NP8& NP2 Csi RW MINTR2 XSAMAT 


QCTRL1 HSACK HSREQ1 NPMODE NPADDRS5 NPADDR1 NP15 GND Vcc GND NPO READY HOFLXI RACU  RA7 


ADDR15 QCTRL2 NPMEMACK KEY RAG 


ADDR14 QCTRLO 


FORMAC Plus — Am79C830A 
169-Pin PGA 


BD6 BD8 BD10 BD15 BD17 BD22 BD24 BD26 BD28 BD31 BDP2 


BDS BD11 BD12 BD16 BD18 BD21 BD23 BD25 BD27 BD29 BDPO BDP3 xXS2 





A B Cc D E F G H J K L M N P R T U 
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PGA PIN DESIGNATIONS 
Listed by Pin Number 
- HSREQ2 - NPADDR4 GND 
RDATA - NPMEMRQ - BD26 
QCTRL1 - HSREQ1 - BD25 
ADDR15 - NPMEMACK NP1 


2-12 


ADDR14 

ADDR12 

ADDR10 
ADDR8 
ADDR7 
ADDR5 


ADDR3 
ADDR1 
cso 
RD 
BDO 
BD2 
BD5 
RST 
HSREQO 
HSACK 
QCTRL2 
QCTRLO 
ADDR13 
ADDR11 
ADDR9 


ADDR6 
ADDR4 
ADDR2 
ADDRO 
WR 
BDTAG 
BD1 
BD4 
BD7 


GND 
GND 
Vcc 
Vec 
Vcc 
Vcc 
Vcc 
GND 
GND 
GND 
BD3 
BD6 
BD9 
NPADDR3 
NPADDR6 
NPMODE 
GND 
BD8 
BD11 
NPADDRO 
NPADDR2 
NPADDRS5 
GND 
BD10 
BD12 
NP14 
BMCLK 
NPADDR1 
GND 
BD13 
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READY 
BD30 
BD28 
BD27 


Ds (AS) 


RW 
HOFLXI 
BDP1 
BD31 
P-17 
MINTR1 


MINTR2 
RACU 
RA6 
RA2 
RBCU 
GND 
GND 
GND 
GND 


Vcc 
GND 
X3 
X0 
XSO 
BDP2 
BDPO 


XDAMAT 
| XSAMAT 
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PGA PIN DESIGNATIONS (continued) 
Listed by Pin Number 


Pin No. Pin Name Pin No. Pin Name Pin No. 
T-3 


T-4 
T-5 
T-6 
T-7 
T-8 
T-9 

T-10 





AMD cl 


Pin Name Pin No. Pin Name 
S4 
RS2 
RSO 
XCL 
X7 
X5 


X2 


N 
R 
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PGA PIN DESIGNATIONS 
Listed by Pin Name 





ADDRO- 
ADDR1 
ADDR2 
ADDR3 
ADDR4 
ADDR5 
ADDR6 
ADDR7 
ADDR8 
ADDR9 
ADDR10 
ADDR11 
ADDR12 
ADDR13 
ADDR14 


GND 
GND 
GND 
GND 
GND 
GND 
GND 
HOFLXI 
HSACK 
HSREQO 
HSREQ1 
HSREQ2 
MINTR1 


MINTR2 | 


NPADDR3 
NPADDR4 
NPADDR5 
NPADDR6 
NPMEMACK 
NPMEMRQ 
NPMODE 
QCTRLO 
QCTRL1 
QCTRL2 
RAO 
RA1 
RA2 
RA3 
RA4 


ADDR15 - NPO RAS 


BCLK : | : NP1 : RAG 
BDO : 3 NP2 RAZ 
BD1 . NP3 1 RACL 
BD2 , : NP4 : RACU 
BD3 2 NP5 RBO 
BD4 : Csi : NP6 RB1 
BDS : CSO : NP7 : RB2 
BD6 : DS (AS : NP8 : RB3 
BD7 : NP9 : RB4 
BD8 : : NP10 : RBS 
BD9 : : NP11 He RB6 
BD10 . Ce NP12 RB7 
BD11 : : NP13 RBCL 
BD12 : : NP14 : RBCU 
BD13 : : NP15 RDATA 
BD14 _F- : NPADDRO : RD 
BD15 : : NPADDR1 
BD16 -17 | : NPADDR2 
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PGA PIN DESIGNATIONS (continued) 
Listed by Pin Name 


| PinName | PinNo. | PinName | PinNo. | PinName | PinNo. | PinName | Pin No. 
WR B-13 X7 
XO R-14 XCL 
X1 T-15 XCU 





X2 U-16 XDAMAT 
X3 R-13 XSO 
X4 T-14 XS1 
X5 U-15 XS2 


X6 T-13 XSAMAT 
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CONNECTION DIAGRAM 
168-Pin PQFP (Top View) 


168167166165 164163162 161160159 158157156 155154 153152151150149148 147 146 145 144 143142 141 140139 138 137136 135134 133 132 131130129 128127 


OnN Oa rh WD — 


22 
23 
24 
25 
26 
27 
28 
29 
x” 
31 
32 
3 
34 
35 
% 
37 
38 
39 
40 


& 2 


43 44 45 46 4748 49 50 51 52 53 54 55 56 5758 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 75 76 77 78 79 80 81 82 83 84 
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PQFP PIN DESIGNATIONS 
Listed by Pin Number 
| HSREQ1 35 cso 69 103 RS4 
HSREQO 36 WR 70 104 GND 
NPMEMACK 37 RD 71 105 GND 
HSACK 38 72 106 GND 
RDATA 39 73 107 GND 
QCTRL2 40 74 108 RBO 
QCTRL1 41 75 109 RB1 
- QCTRLO 42 76 110 RB2 
ADDR15 43 77 111 RB3 
ADDR14 44 78 112 RB4 
ADDR13 45 79 113 RB5 
GND 46 80 114 RB6 
ADDR12 47 81 115 RB7 
ADDR11 48 82 116 RBCL 
GND 49 83 117 RBCU 
ADDR10 50 84 118 RAO 
ADDR9 51 85 119 RA1 
Vcc 52 86 120 RA2 
Vcc 53 87 121 RA3 
Vcc 54 88 122 RA4 
Vcc 55 89 123 RA5S 
Vcc 56 90 124 RA6 
ADDR8 57 91 125 RA7 
ADDR7 58 92 126 RACL 
GND 59 93 | 127 RACU 
ADDR6 60 94 128 XSAMAT 
ADDRS5 61 95 129 XDAMAT 


GND 62 96 | 130 HOFLXI1 




















ADDR4 63 97 131 MINTR2 


ADDR3 64 98 132 MINTR1 
GND 65 99 133 READY 

ADDR2 66 RW 

ADDR1 67 DS (AS) 
BD22 CSI i csi 
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PQFP PIN DESIGNATIONS (continued) 
Listed by Pin Number 


[Pre [rinse [pene [rntine [ens | rntine [Anne [Penne 


NP12 NPADDR3 
NP13 NPADDR4 


NP14 NPADDRS5 


NP15 NPADDR6 
BMCLK RST 
NPADDRO NPMODE 
NPADDR1 NPMEMRQ 
NPADDR2 HSREQ2 
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PQFP PIN DESIGNATIONS 
Listed by Pin Name 


[enone [rma | Prnene [prvi [Pnntne [Pv [Phvane [rnin 


ADDRO BD17 NPADDR3 
ADDR BD18 NPADDR4 
ADDR2 BD19 NPADDRS 
ADDR BD20 NPADDR6 
ADDR4 BD21 NPMEMACK 
ADDR5 BD22 NPMEMRQ 
ADDR6 BD23 NPMODE 
ADDR7 BD24 QCTRLO 
ADDR8 BD25 | QcTRL1 
ADDR9 BD26 4 QCTRL2 
ADDR10 BD27 2 RAO 
ADDR11 BD28 RAY 
ADDR12 BD29 RA2 
ADDR13 BD30 MINTRT RAS 
ADDR14 BD31 ) MINTR2 : RA4 
ADDR15 BDPO RAS 
BCLK BDP1 RAG 
BDO BDP2 | RA7 
BD1 BDP3 RACL 
BD2 BDTAG RACU 
BD3 BMCLK RBO 
BD4 Csi RBI 
BDS CSO RB2 
BD6 DS (AS) RB3 
BD7 GND RB4 
BD8 GND NP10 RB5 
BD9 GND NP11 RBG 
BD10 GND NP12 RB7 
BD11 GND NP13 RBCL 
BD12 GND NP14 RBCU 
BD13 GND NP15 | AD 
BD14 GND NPADDRo RDATA 
BD15 GND NPADDR! READY 
BD16 GND NPADDR2 RSO 
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PQFP PIN DESIGNATIONS (continued) 
Listed by Pin Name 


Tanne [oom [poe [rom [rome [mom [mom [mm 





XCL 
XCU 


_ XDAMAT 
-XSO 
XS$1 
XS2 

XSAMAT 





M 


| | 
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LOGIC SYMBOL 
CSI 
DS (AS) TITNGa=t 
NP RW MINTRD NP 
[——__ ¥ NPADDR6-0 
NPMODE NP15-0K—/ 
HOST (9 HSREQ2-0 
HOST 
QCTRL2-0[_____) 
NP DMA NP DMA 
NICREAGE NPMEMRQ NPMEMACK INTERFACE 
Am79C830A | 
FORMAC Plus 
RACL 
RACU 
>} RA7-0 
PHY 
hisisie ADDR15-0[/____ a 
RBCU 
[—— > RB7-0 BD31-0K-—/ 
HOFLXI BDP3-0K, > 
EXTERNAL XDAMAT 
ADDRESS-MATCH eee 
LOGIC XSAMAT 
CLOCKS { ee 
NP RST Xx7-0{__ > 
10 
TZ Vcc Rs4-0[___> 
18 
CL Z-AGND- XS2-0[___» 
16287C-4 
Legend: 
NP -— Node Processor 
PHY ~— Physical Layer 
BM -—_ Buffer Memory 
Vcc — +5 Volts 
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ORDERING INFORMATION. 
Standard ocuce 


AMD standard products are available in several packages and ewe ranges. The order number (Valid Combination) is 
formed by a combination of: 


AM79C830A K Cc \W 


a ALTERNATE PACKAGING OPTION 
\W = Trimmed and Formed | in a tray 
(PQJ168) 





TEMPERATURE RANGE 
C = Commercial (0°C to +70°C) 


PACKAGE TYPE 
G = 169-Lead Pin Grid Array (CGX169) 
K = 168-Plastic Quad Flatpack (PQR168) 


SPEED OPTION 
Not Applicable 


DEVICE NUMBER/DESCRIPTION 
Am79C830A 
FORMAC Plus 


Valid Combinations | Valid Combinations 
AM79C830A GC, KC, KC\W Valid Combinations list configurations planned to be 


supported in volume for this device. Consult the lo- 
cal AMD sales office to confirm availability of specific 
valid combinations and to check on newly released 
combinations. 
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PIN DESCRIPTION | 
Physical-Layer (PHY) Interface (30 pins) 


The following section describes the pins that interface 
the FORMAC Plus with the physical layer (PHY) device. 
These signals are synchronous to BCLK. 


RACU 
Receive A Control Upper (input) 
RACU is asserted high to indicate that the upper nibble 


of the RA bus (RA7-4) is a network control character. — 


When RACU is low, this nibble contains data. RACU is 
synchronous to BCLK. 


RACL 
Receive A Control Lower (input) 


RACL is asserted high to indicate that the lower nibble of 
the RA bus (RA3-0) is a network control character. 
When RACL is low, this nibble contains data. RACL is 
synchronous to BCLK. 


RA7-0 
Receive Bus A (input) 


The RA bus is used to receive information from the 
physical layer (PHY) device. Bytes clocked from the 
physical layer (PHY) into the FORMAC Plus RA bus in- 
put are synchronous to BCLK. 


RBCU 
Receive B Control Upper (input) 


RBCU is asserted high to indicate that the upper nibble 
of the RB bus (RB7-4) is a network control character. 
When RBCU is low, this nibble contains data. RBCU is 
synchronous to BCLK. 


RBCL 
Receive B Control Lower (input) 


RBCL is asserted high to indicate that the lower nibble of 
the RB bus (RB3-0) is a network control character. 
When RBCL is low, this nibble contains data. RBCL is 
synchronous to BCLK. : 


RB7-0 
Receive Bus B (input) 


The RB-bus is used to receive information from the 
physical layer (PHY) device. Bytes clocked from the 
physical layer (PHY) into the FORMAC Plus RB bus in- 
put are synchronous to BCLK. 


XCU 
Transmit Control Upper (output) 


The XCU output signal is used to flag control symbols 
being presented on the upper nibble of the transmit bus. 
This signal is synchronous to BCLK. If XCU is asserted 
high, the upper nibble of the X bus is interpreted as a 
network control character. Otherwise, itis interpreted as 
a data nibble. 


XCL 
Transmit Control Lower (output) 


The XCL output signal is used to flag control symbols 
being presented on the lower nibble of the transmit bus. 
This signal is synchronous to BCLK. If XCL is asserted 
high, the lower nibble of the X bus is interpreted as a net- 
work control character. Otherwise, it is interpreted as a 
data nibble. 


X7-0 

Transmit Bus (output) 

This eight-bit output bus is used to send control and data 
information to the physical layer (PHY) device to be 
transmitted over the medium. Information on the X bus 
output is synchronous to BCLK. 


Node-Processor (NP) interface (30 pins) 


The following paragraphs describe the pins used to 
interface the FORMAC Plus with the node processor 
(NP) or other control devices. The NP interface is used 
for initializing the FORMAC Plus as well as for 
reporting status. 


CSI 
Chip Select Input (input) 


— Asynchronous when NPMODE = 0 
— Synchronous when NPMODE = 1 


The chip-select Input (active low) enables Read and 
Write operations to the FORMAC Plus. In the asyn- 
chronous mode, the data output is enabled while CSI 
and DS are both low and R/W is high. In the 
synchronous mode, the data output is enabled while 
CSI is low and R/W is high. 


DS (AS) 

Data Strobe/Address Strobe (input) 
—Asynchronous when NPMODE = 0 
—Synchronous when NPMODE = 1 


The DS input (active low) is used in the handshake be- 
tween the NP and FORMAC Plus when the FORMAC 
Plus acts as bus slave during register accesses. In the 
asynchronous mode, this input signal is set by the node 
processor to transfer data between the NP and the 
FORMAC Plus. The direction of the data transfer is dic- 
tated by the logic level of the R/W line. The NP sets DS 
low to initiate a data transfer. In the synchronous mode, 
DS functions as an address strobe (AS) and is used in 
conjunction with BCLK to latch the NPADDR bus (see 
Figure 2). In either mode, the chip-select input (CSI) 
must be low while DS is low in order to start an NP bus 
transaction. 
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NPADDR6-0 
NP Address bus (input) 


The NPADDR6-0 input lines allow direct access to 
FORMAC Plus internal registers. In addition, these lines 
are used to place FORMAC Plus into different 
operating states. 


The NPADDR bus of the FORMAC Plus saioriie two 
control functions. First, the inputon NPADDR6-0 acts as 
an address, selecting the proper internal register for a 
read or write operation that is controlled by the R/W pin. 
The data is either read onto or loaded fromthe 16-bit NP 
bus. For a discussion of the results of read and load in- 
structions, see the section under Programming the 
FORMAC Plus. Secondly, using the NPADDR bus, in- 


structions or commands can be _ issued to 
FORMAC Plus. 
NP15-0 


NP Data Bus (input, output, high impedance) 


The NP bus is a 16-bit wide bidirectional data bus used 
to interface the FORMAC Plus to the node processor. 
Data transfer on the NP bus can be synchronous or 
asynchronous depending upon the setting of the 
NPMODE pin. For asynchronous operation, a two-wire 
handshake is provided through the READY and data- 
strobe (DS) lines. 


NPMODE 
NP Bus Mode (input) 


The level on the NPMODE pin defines the type of NP- 
- bus interface with the FORMAC Plus. When NPMODE 
is strapped high, the NP interface operates synchro- 
nously with BCLK. When NPMODE is strapped low, 
asynchronous interface operation is selected. 


MINTR1 
Maskable Interrupt 1 (output, open drain) 


The MINTR1 output (active low) is an attention line to 
the NP. MINTR1, when active, indicates an interrupt due 
to one or more unmasked flags in status register 1. In 
general, the active state of MINTR1 indicates that an un- 
masked interrupt condition or a transmit condition has 
occurred. MINTR1 is deactivated once either the lower 
or upper 16 bits of status register 1 (ST1L or ST1U) are 
read. Once MINTA1 is asserted, all 32 bits of status reg- 
ister 1 must be read to enable any future interrupt on this 
pin. 


MINTR2 
Maskable Interrupt 2 (output, open drain) 


The MINTR2 output (active low) is an attention line to 
the NP. MINTR2, when active, indicates an interrupt 
due to one or more unmasked flags in status register 2. 
In general, the active state of MINTR2 indicates that an 
unmasked interrupt condition, a receive condition, ora 
change in ring status has occurred. MINTR2 is 
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deactivated once either the lower or upper 16 bits of 
status register 2 (ST2L or ST2U)are read. Once 


MINTR2 is asserted, all 32 bits of status register 2 must 


be read in order to enable any future interrupt on this pin. 


READY 


Ready (output, open drain) 


In asynchronous mode, the READY output (active low) 
is used in the handshake between the NP and FORMAC 
Plus. The FORMAC Plus READY output provides an 
asynchronous acknowledgment to the NP that data 
transfer is complete. The FORMAC Plus asserts 


READY when it has put the data onto the NP bus during 


a read cycle, or when it has taken the data from the NP 
bus during a write cycle. READY is a response to the 


_ CSland DS, and returns high after the CSI or DS signal 
goes high. 





in the synchronous mode, the READY line goes active 
onthe BCLK edge whenCSi and DS are active. READY 
goes inactive on the following BCLK edge. Inthe case of 
loading/reading of the MDR (memory data register), 
READY goes active on the BCLK edge after the comple- 
tion of any pending data transfer from/to buffer memory. 


R/W 
Read or Write select (input) 


The R/W line is used to select the type of access (i.e. 
read or write) between the FORMAC Plus and the NP. If 
R/W is high, data is read from the FORMAC Plus to the 








NP. If R/W is low, the data flow is from the NP to the 


FORMAC Plus. 


Buffer-Memory Interface (56 Pins) 


ADDR15-0 
Buffer Memory Address (output, high impedance) 


The 16-bit ADDR-bus provides the addresses that ac- 
cess the buffer memory. The address selection de- 
pends on the result of bus arbitration in the FORMAC 
Plus. Each memory access lasts for two BMCLK clock 
cycles and the address is valid for both of these cycles. 
When buffer memory control has been released to the 
NP, the ADDR bus is in the high-impedance state. 


Note: As long as the use of the buffer memory has not 
been granted to the node processor or host (HSACK 
and NPMEMACK not active), the FORMAC Plus may 
drive the address lines even though no control signals 
are active. 


- BD31-0 


Buffer Memory pate Bus (input, output, high 
impedance) 


The 32-bit BD bus interfaces the FORMAC Plus to the 
buffer memory or any external logic using this bus. 
These lines transfer data to and from the buffer memory 
for the FORMAC Plus. These signals are synchronous 
to BMCLK. 
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BDP3-0 
Buffer Data Parity Bus (input, output, high 
impedance) 


The BDP3-0 bus contains the four byte-parity lines for 
the BD bus, in both the nontag and tag modes, as shown 
in the following table: 


BD-Bus Lines Corresponding Parity Lines 


(tag mode only) 


__BD15-8 BDP1 
BD23-16 BDP2 
BD31-24 BDP3 


Note: 


BD bus parity can be either even or odd, based on the 
state of the parity bit (bit 12) in mode register 2 (MDREG2). 






BDTAG 
Tag Mode Only (input, output, high impedance) 


in receive mode, this bit defines whether the information 
on the BD bus is data (BDTAG = 0) or frame status 
(BDTAG = 1). In transmit mode, when BDTAG = 1, it in- 
dicates that the end of a frame has been reached, as in- 
dicated by the presence of a tag bit in both the last long 


word and the descriptor word at the end of the frame. In 
transmit mode, when BDTAG = 0, it indicates that the in- 
formation on the BD bus is data, i.e. end-of-frame not 
yet reached. | 


CSO 
Chip-Select Output (output, high impedance) 


The chip-select output (active low) is a select signal for 
buffer memory read and write operations. This line is in 
the high-impedance state when buffer memory control 
is released to the NP. 


RD 

Buffer Memory Read (output, high impedance) 
This output signal (active low) controls the buffer mem- 
ory during a buffer-memory read accesses. This line is 
in the high-impedance state when buffer memory con- 
trol is released to the NP. 


WR 

Buffer Memory Write (output, high impedance) 
This (active low) output signal, in its active-low state, al- 
lows write accesses to buffer memory. This line is in the 
high-impedance state when buffer memory control is re- 
leased to the NP. 
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Host/Buffer-Memory Interface (8 pins) 
All these signals are synchronous to BMCLK. 


HSACK 

Host Acknowledge (output) | 

This signal indicates that the current host read/write re- 
quest is being granted by FORMAC Plus and allows 
read/write accesses of buffer memory by the host. 


HSREQ2-0 

Host Request Bus (input) 

The host request bus specifies to FORMAC Plus the 
type of buffer memory access the host requires, as de- 
scribed in Table 1. 


Special-frame write requests are used to set up claim, 
beacon, and auto-void frames in the buffer memory. 
(see the discussion under Buffer Memory Operation). 


These requests make use of the WPXSF register to set 


up special frames in the special-frame area. 


Read request is used to retrieve received frames from 
buffer memory and store them in the system memory. 
Write requests are used to set up frames in buffer mem- 
ory for transmission. 


Table 1. Encoding of the Host Request Bus (HSREQ2-0). 


Type of Request ; 











Reserved. 


Special Frame Write Request. 








Write Request: Synchronous Queue. 





QCTRL2-0 
Buffer Queue Control (output) 


These three status output lines are encoded as de- 
scribed in Table 2. These signals are valid in tag mode 
only. 


These signals communicate to the host the current 
condition of the transmit queues. The meanings of these 
states are as follows: 


a. Quiescent; or space remains for more data while - 
loading a transmit queue. 


The quiescent state exists when FORMAC Plus is nei- 
ther transmitting nor receiving. This queue-status mes- 
sage is also sent to the host while loading a 
buffer-memory transmit queue (and not yet reading out 
of the queue) and space remains for more data. 


b. Request transfer into Synchronous queue; 
Asynchronous queue 0; Asynchronous queue 1; or 
Asynchronous queue 2. 


These signals are sent to the host as long as the corre- 
sponding queue is not yet in the almost full state and, at 
the same time, the FORMAC Plus is reading out of the 
queue. The host can transfer more data into this queue 
on receiving any of these signals. 


Po fT ll 

so 

oo de oe 

of 1] Read Request: Recowve Queue 
ek a : 

To 1] Write Reauest: Asynchronous Queue. 
a 

ah aie aa ee Se ee, | 


Write Request: Asynchronous Queue 1. 
Write Request: Asynchronous Queue 2. 








These are level signals and remain in this state as long 
as this condition exists. 


c. Abort this transmit frame 


This queue-status message is given to the host when all 
of the following three conditions are satisfied: 

1. The host has issued a write request for this queue 
2. Transmit FIFO underrun occurs 


3. Transmit buffer-memory underrun occurs for this 
queue. 


This signal condition is asserted for one BMCLK cycle 


only. 


d. Current Queue Almost Full 


This queue-status message is sent to the host to indi- 


cate that the number of free long words remaining in the 
transmit queue being written to has decreased to the al- 
most-full value (AFULL3-0) programmed in mode regis- 
ter 2. This signal condition is asserted for one BMCLK 
cycle. 


Note: If AFULL3-0 is set to 0000, no current-queue-al- 
most-full message is produced, even when the transmit 
FIFO in buffer memory is full. 


Some combinations of QCTRL2-0 may appear one 


_BMCLK period later than the time indicated. 
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Table 2. Encoding of the Buffer Queue Control (QCTRL2-0) Pins. 


QCTRL1 QCTRLO Meaning(s) 


(1) Quiescent. 
(2) Space remains for more data while host is loading a transmit queue. 


FORMAC Plus unload frame from Synchronous Queue. 
FORMAC Plus unload frame from Asynchronous Queue 0. 











FORMAC Plus unload frame from Asynchronous Queue 2. 
Abort this transmit frame. 





RDATA 
Receive Data (output) 


This signal indicates that received data is present in the 
buffer memory and is ready to be transferred by the host 
to system memory. Read requests are not acknowl- 
edged when RDATA is inactive. This signal is valid in tag 
mode only. 


Node Processor (NP)/Buffer-Memory 
Interface (2 pins) 

NPMEMRQ 

Node Processor Memory Request (input) 


The input signal NPMEMRQ is a request by the node 
processor to obtain control of buffer memory. 


te ne FORMAC Plus unload frame from Asynchronous Queue 1. 


Current queue almost full. 





NPMEMACK 

Node Processor Memory Access Acknowledge 
(Output) 

This signal indicates that an NPMEMRQ has been 
granted and that the NP now has control of buffer mem- 
ory (ADDR-bus, RD, WR, CSO, BDP, BD, and BDTAG). 
If NPMEMACK is forced low while NPMEMRQ is active 
(due to a higher priority request), the NP must release 
control of the bus within two BMCLK periods after the 
NPMEMACK line goes inactive. 
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Special-Functions (11 pins) RS4-0 
HOFLXI Receive Status (output) 
Hold/Flush/inhibit (input) | The receive-status (RS4-0) pins indicate the type of 


frame received, and the condition of the receive state | 
machine. These status output pins are encoded as illus- 
trated in Table 3. 


The FORMAC Plus HOFLXI pin can be programmed to 
perform either of three functions: it can provide a sus- 
pend/resume function for the chip (i.e. HOLD); a receive 
frame flush function; or it can provide an unconditional 
transmit-inhibit function. For a more detailed description 
of this feature see Mode Register 1 (MDREG?1) in the 
Programming the FORMAC Plus section. 


Table 3. Encoding of the Receive Status (RS4—0) Pins. 


LLC Frame received. 


Own frame received and an S or R symbol is present in the E, 
A, and C indicators of the frame-status area. 


























Legend: 
X = Don't care. 


E, A, and C here have either a 1 or 0 value, depending upon the actual set/reset status, respectively, of the E, A, and C indicators in 
the receive frame. 


Note: 


All of these status conditions, other than the quiescent state, are asserted for only one BCLK cycle. Ring Operational (11100) and 
Ring Not Operational (11101) may be asserted for up to two BCLK cycles. 
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The states shown in this table have the following 
meanings: 


a. Quiescent State 


This state is entered after reset. While these pins are in 
the 00000 state, no status is generated by FORMAC 
Plus. 


b. Claim-, Beacon-, Void-, LLC-, SMT-, or Implementor- 
frame types received. 


These status conditions indicate the type of frame re- 
ceived. The received frame must be valid, with an R (re- 
set) in its E frame-status indicator. Frame status is 
indicated in the second BCLK cycle after receiving the 
byte containing the end delimiter (T symbol) of the re- 
ceived frame. 


c. Premature end of frame stripping (RS4-0 = 07 hex) 


This output is provided during on-line special mode 
when the frame strip counter is reset to zero under the 
following conditions: 


@ AMAC frame (Claim or Beacon frames) was 
received with SA # MA while the FORMAC Plus is 
in T2 (Transmit) or T3 (Issue Token) state. This 
will cause the frame strip counter to be reset to 
zero and the current frame under transmission to 
be aborted. 


@ Avalid void frame (other than My_Void) was 
received while the FORMAC Plus is in T2 
(Transmit) or T3 (Issue Token) state. This will 
cause the frame strip counter to be reset to zero 
but frame transmission will continue. 


d. Start Delimiter (SD) Received with Short Address 


This output is provided when the start delimiter (JK) is 
received and the frame being received has a short 
address. This output is asserted in the second BCLK 
cycle following the start delimiter (JK). 


e. Start Delimiter (SD) received with Long address 


This output is provided when the start delimiter (JK) is 
received and the frame being received has a long 
address. This output is asserted in the second BCLK 
cycle following the start delimiter (JK). 


f. Own frame received, with frame-status indicated 


This status signal is provided when a frame is received 
whose source address equals this station’s 16-bit or 
48-bit address (“my address”), i.e. SA = MA. The error-, 
address- and frame-copied status of the frame are indi- 
cated by an S (set) or R (reset) in the E, A, and C indica- 
tors. On the RS2, RS1, and RSO lines, the set or reset 
status of each indicator is denoted by a 1 or 0, respec- 
tively. These signals are asserted in the clock cycle im- 
mediately after the frame-type status is presented (see 
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b. above), i.e. in the third BCLK cycle after the end de- 
limiter is received. 


The E line (RS2) is set low if the error-detected indicator 
(E) is received as reset (R), and is set high if the error- 
detected indicator received is not reset. 


The A line (RS1) is set high if address-recognized indi- 
cator (A) received is set (S), and is set low if the indicator 
is received as reset (R). 


The C line (RSO) is set high if frame-copied indicator (C) 
received is set (S), and set low if the indicator is received 
as reset (R). 


Exception: If either the address-recognized indicator 
(A) or the frame-copied indicator (C) received is neither 
set (S) nor reset (R), then the A line (RS1) is set low and 
the C line (RSO) is set high. 


Note: A “my-frame-received” signal can be created in 
two clock cycles by first decoding the RS4-0 lines for 
frame type (see b, above), and then, on the second 
clock, decoding for “own frame received” (as in this step) 
and neglecting the status of E, A, and C. (i.e. decoding 
lines RS4 and RS3 only). 


g. Pass Token — Nonrestricted 


Indicates that a nonrestricted token is received on the 
RA or RB bus and is being repeated on the X-bus. This 
status is asserted in the third clock cycle following the 
byte containing the end delimiter of the token on the RA 
or RB bus. 


h. Pass Token — Restricted 


Indicates that a restricted token is received on the RA or 
RB bus and is being repeated on the X-bus. This status 
is asserted in the third clock cycle following the byte con- 
taining the end delimiter of the token on the RA or 
RB bus. 


i. Capture Token — Nonrestricted 


Indicates that a nonrestricted token is received on the 
RA or RB bus and is being captured. This status is as- 
serted in the third clock cycle following the byte contain- 
ing the end delimiter of the token on the RA or RB bus. 


j. Capture Token — Restricted 


Indicates that a restricted token is received onthe RAor - 
RB bus and is being captured. This status is asserted in 
the third clock cycle following the byte containing the 
end delimiter of the token on the RA or RB bus. 


k. Ring Operational 


This output Combination is provided when the current 
status of the ring changes from not-operational to opera- 
tional, as defined by FDDI standards. If this transition 
occurs at the same time as any other status change, 
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then ring-operational status is given lesser priority. It is 
then provided in the clock cycle following any other 
status signal on the RS4-0 pins. This output combina- 
tion may be two BCLK cycles wide. 


I. Ring Not Operational 


This output combination is provided when the current 
status of the ring changes from operational to not-opera- 
tional, as defined by FDDI standards. If this transition 
occurs at the same time as any other status change, 
then ring-not-operational status is given lesser priority, 
and is then provided in the clock cycle following any 
other status signal on the RS4—0 pins. This output com- 
bination may be two BCLK cycles wide. 


m. Missed Frame 


Whenever an internal or external destination-address 
match occurs and the received frame could not be cop- 
ied into buffer memory, then this status is asserted on 
the RS4-0 pins in the clock cycle following that in which 
frame-type status is generated (see paragraph b. on 
previous page). 


XDAMAT 
External Destination Address Match 
(input, active low) 


This input provides a means for additional destination- 
address detection external to the FORMAC Plus. This 
pin should be tied high when external destination-ad- 
dress detection is not used. This input should remain as- 
serted for at least one BCLK cycle, and must be 
deasserted for at least one BCLK cycle before a subse- 
quent external destination address match is recognized. 
See the discussion of Special Functions under On-Line 
Mode. 


XSAMAT 
External Source Address Match (input) 


This input provides a means for additional source-ad- 
dress detection external to the FORMAC Plus. This pin 
should be tied high when external source-address de- 
tectionis not used. This input should remain asserted for 
at least one BCLK cycle, and must be deasserted for at 
least one BCLK cycle before a subsequent external des- 
tination address match is recognized. See the discus- 
sion of Special Functions under On-Line Mode. 


XS2-0 : 
Transmit Status (output) 


These three pins indicate the transmit-status conditions 
of the FORMAC Plus and are valid for one BCLK cycle. 
These status signals are not present for repeated or 
stripped frames. The status conditions indicated by 
these pins are encoded as described in Table 4. 


Note the following explanations: 
a. Transmit Aborted 


This status message is provided when the data on the X 
bus is aborted and idles are sent. This output is asserted 
in the same clock cycle as that in which the idle appears 
on the X bus following the data. 


b. Token Issued 


After a token is issued by FORMAC Plus, this status out- 
put is asserted in the same BCLK cycle as that in which 
the end delimiter of the token appears on the X bus. This 
status output is not provided if a token is received on the 
RA or RB bus and simply repeated onto the X bus. 


c. Transmitting Synchronous Queue; Asynchronous 
Queue 0; Asynchronous Queue 1; or Asynchronous 
Queue 2 


These status outputs are asserted in the same BCLK cy- 
cle as that in which the start delimiter (SD) appears on 
the X bus. 

Other Signals (3 pins) 

BMCLK 


_ Buffer memory Clock (input) 


BMCLK is the clock signal that FORMAC Plus uses for 
generating the signals to the buffer memory. BMCLK is 
driven by a clock signal with a frequency of either 
12.5 MHz or 25.0 MHz. The skew between BMCLK and 
BCLK shall be in the range of 0 to 8 ns (i.e., the rising 
edge of BMCLK shall lead the rising edge of BCLK by a 
minimum of 0 ns and a maximum of 8 ns). BMCLK is 
chosen by the user to match the timing and throughput 
requirements of the buffer memory. Refer to the discus- 
sion of buffer-memory operation for more details re- 
garding the relationship between BMCLK and BCLK for 
a synchronous NP interface. 


BCLK 

Byte Clock (input) 

The BCLK is the network 12.5 MHz clock that runs the 
FORMAC Plus media-access logic. Data transmitted 
and received from the physical-layer (PHY) interface is 
synchronous to BCLK. 
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Table 4. Encoding of the Transmit Status (XS2-0) Pins. 












Indicated Status 


so 
en 
a 
: 
a . 
es | 
oo 
a 









a Se Transmitting Synchronous Queue 
ee ee ee 1 Transmitting Asynchronous Queue 0 


Transmitting Asynchronous Queue 1. 
a ek Sa Pe 


Transmitting Asynchronous Queue 2. 


RST 

Reset (input) 

The RESET (RST) signal (active low) is an asynchro- 
nous input that initializes the internal FORMAC Plus 
state machines and registers. This signal should be ac- 


Vcc 
+5 V Power (input) 


There are ten pins carrying +5-V power (Vcc) on the 
FORMAC Plus chip. They must all be connected to a 
+5-V +5% source. 


tive for at least 4 BCLK periods. 


Power and Ground 
GND 
Ground (input) 


There are eighteen ground (GND) pins onthe FORMAC 
Plus chip. They must all be connected to a common ex- 
ternal ground reference. 
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INTERFACE DESCRIPTION 


PHYSICAL LAYER (PHY) INTERFACE. The RA-, RB-, 
and X- busses and their associated control lines (see 
Figure 1) make up the FORMAC Plus interface with the 
FDDI physical layer (PHY). Each of these three busses 
includes eight information lines, plus two control lines. 
The control lines, one for each nibble, indicate to the 
FORMAC Plus in receive, and to the physical layer in 
transmit, whether the corresponding nibble contains a 
control or data symbol. The use of two receive busses, 
RA and RB, permits network operation i inthe FDDI dual- 
ring configuration. 


NODE PROCESSOR (NP) INTERFACE. The node 
processor interface includes the following functions: 


1. DATA TRANSFER (NP bus). Data for initializing, 
reading or writing the various registers, timers and 
pointers in the FORMAC Plus is received over the 
16-bit NP bus. Data transfers can be either synchro- 
nous or asynchronous to the BCLK used. 


2. RESOURCE SELECTION (NPADDR). The 7-bit 
NPADDR bus allows the node processor to access 
any FORMAC Plus internal register, such as the 
Mode-, Status-, Command-, Buffer-Memory-Man- 
agement, and other registers. 


3. INTERRUPTS. The interrupt signals MINTR1 or 
MINTR2 (one for each status register) are asserted 
when FORMAC Plus status changes. The interrupts 
are selectively maskable. 

4. NP/FORMAC Plus HANDSHAKE. The data strobe 
(DS), read/write (R/W), chip-select Input (CSI) and 
ready (READY) signal-lines support the handshake 
between the node processor and FORMAC Plus. 

BUFFER MEMORY INTERFACE. The buffer memory 

interface includes the following: 


1. 32-BIT DATA BUS (BD). This bus is the path for all 
data transfers between the FORMAC Plus and the 
buffer memory. It is also the data path for 32-bit DMA 
data transfers between the host and buffer memory. 

2. DATA-BUS PARITY LINES (BDP). The four BDP 
lines provide one parity bit for each of the four bytes 
of the BD bus. 

3. BUFFER-MEMORY TAG-BIT LINE (BDTAG). The 
BDTAG line supplies buffer-memory frame-bound- 
ary information when FORMAC Plus is in tag mode. 
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4. 16-BIT ADDRESS BUS (ADDR). This bus contains 
the address for all transfers of data into and out of the 
buffer memory. Each buffer-memory address is gen- 
erated in response to specific network requests, 
node-processor requests, or host DMA requests. 


5. BUFFER-MEMORY READ, WRITE, AND CHIP-SE- 
LECT LINES (RD, WR, and CSO). RD and WR con- 
trol whether a given data access is to be a read or 
write. CSO is a chip-select signal that is asserted 
when a buffer-memory read or write takes place. 


HOST INTERFACE. The host processor and the buffer 
memory communicate via a DMA path. It includes the 
following functions: 


1. HOST REQUEST BUS (HSREQ and HSACK). Us- 
ing the three-bit encoded HSREQ bus, the host can 
specify six types of buffer-memory-access requests. 
When asserted, the HSACK signal indicates that the 
FORMAC Plus has granted a host read/write access 
to buffer memory. 


2. QUEUE CONTROL BUS (QCTRL). The three-bit 
QCTRL bus provides the host with queue-state infor- 
mation that enables host access to buffer memory. 
The QCTRL bits are encoded into six states indicat- 
ing to the host when it can access a queue that is be- 
ing filled, when the queue is almost full, and when to 
abort a transmit frame. 


3. RECEIVE DATA PRESENT (RDATA). This signal 
indicates that received data is present in the buffer 
memory, and ready to be transferred to the host. 


NODE-PROCESSOR-TO-BUFFER-MEMORY INTER- 
FACE. (NPMEMRQ and NPMEMACK). These two sig- 
nals permit direct NP-to-buffer-memory access. 
NPMEMRO is asserted when a buffer-memory request 
is made by the node processor. When the FORMAC 
Plus grants the request, NPMEMACK is asserted. 


SPECIAL INTERFACE LINES. (RS, XS, XSAMAT, 
XDAMAT, and HOLD/XMTINH). For special functions, 
in conjunction with external hardware, these five signals 
provide receive- and transmit-status to the host (RS and 
XS); permit external source and destination address de- 
tection (KSAMAT and XDAMAT); and to either suspend/ 
resume operation, or to _ inhibit transmission 
(HOLD/XMTINH). 
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FUNCTIONAL DESCRIPTION 


Receive Data Path 
General 


The receive data path (see Figure 1) selects between 
one of three possible inputs; performs a CRC check of 
the data integrity of the frame; sets or resets the appro- 
priate frame-status symbols at the end of the frame; and 
latches the frame to the 8-bit-to-32-bit receive 
demultiplexer. 


input Multiplexer 


The first stage in the receive data path is a three-input 
multiplexer. Its inputs are the RA or RB data busses 
from the FDDI physical layer (PHY), or the X (transmit) 
bus output, as shown in Figure 1. In a dual-ring network 
configuration, requiring two PHYs, the RA input comes 
fromone PHY and RB comes from the other. In a single- 
ring topology, the RB input remains unused. The selec- 
tion of which of these busses is used as the active input 
to the FORMAC Plus is determined by the state of the 
SELRA bit in mode register 1. Also, in internal-loopback 
mode, which is used in self-test, the X-bus transmit out- 
put becomes the input to the receive data path. These 
inputs are Summarized as follows: 


| Condition Input to Receive Data Path 












Receive CRC Checker 


This logic performs a CRC calculation on the received 
frame using the FDDI-specified 32-bit Autodin II polyno- 
mial. The result is compared with the CRC value in the 
FCS field of the received frame. If there is a match, the 
frame is repeated on the ring with the frame-status E in- 
dicator (error indicator) unchanged. If the indicators do 
not match, the E indicator is set by the symbol filter and 
the frame is repeated. As a programming option, frames 
received with errors may be flushed, or stored in buffer 
memory. 


Symbol Filter 


The symbol filter checks each frame for validity in accor- 
dance with FDDI criteria. It then modifies the received 
frame status in the E, A, and C indicators to reflect the 
outcome of these checks. The contents of the E indica- 
tor denotes frame validity. The A indicator denotes 
whether there is a match between the destination ad- 
dress (DA) on the frame and this station’s own address 
(designated as “MA”, for “My Address”, i.e. address of 
this station). The C indicator denotes whether the frame 
is copied. The following Table 5 summarizes this. Note: 
The S (set) and R (reset) symbols in the table are either 
received on the frame or modified by the frame-status 
logic before the frame is repeated back to the ring. 


Table 5. Summary of Frame Status E, A, and C Indicators. 





No Address Frame 
Address Match is Not 
Present Copied 
and 
Frame is 


Notes: Legend 
1. An “address-match” condition is present when any of the following Ri = Reset 
is true: S = Set 


DA = SAID (short address, individual; i.e. 16-bit addressing) 
DA = SAGP (short address, group; i.e. 16-bit addressing) 
DA = LAID (long address, individual; i.e. 48-bit addressing) 
DA = LAGP (long address, group; i.e. 48-bit addressing) 


2. In all cases, DA must not equal zero. 


3. If the address-match is performed external to FORMAC Plus, 
_ then XDAMAT is asserted for each address match. 


4. The E, A, and C fields are not modified for void frames and 
implementor frames. 
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MAC Receive Control 
General 


The MAC Receive Control contains the receive state- 
machine, address-detection logic, and frame-status de- 
tection and generation logic. It also signals the receive 
FIFO control circuits when data is present for loading in 
the receive FIFO. 


Receive State-Machine 


The receive state-machine is the control and sequenc- 
ing logic that implements the various steps in the frame- 
receive process, as required by the FDDI specification. 


Address-Detection Logic 


The address-detection logic in the MAC Receive Con- 
trol compares the source address (SA) and destination 
address (DA) on each received frame with the 16-bit or 
48-bit address of this station (MA). A frame is stripped 
when the source address on a frame matches the sta- 
tion’s own address (i.e. SA = MA). This is how frames 
are removed once they have circulated around the ring. 
Normal frame reception occurs when the destination ad- 
dress (DA) of the frame matches the station’s address 
(i.e. DA = MA). In this case, the data from the received 
frame is loaded into the receive FIFO and the long words 
are transferred into buffer memory. Note that, as shown 
in the following table, address detection can also be per- 
formed by logic external to the FORMAC Plus. Address 
detection is summarized as follows: 









DA=MA Normal frame reception 
Frame stripped (see Note 1) 


XDAMAT asserted Normal frame reception 
(see Note 2) | 


Notes: 


1. When SA = MA takes place, using logic external to 
FORMAC Plus, the XSAMAT input line is asserted. 


2. When DA = MA takes place, using logic external to 
FORMAC Plus, the XDAMAT input line is asserted. 


SA =MA Frame stripped 


Frame-Status Logic 


The frame-status logic verifies the minimum-length re- 
quirement of the frame’s data field; interprets the con- 
tents of the frame control (FC) field in order to determine 
frame type; and generates various status bits that are 
used internally as control signals and that are written to 
a status register for later access. 


MAC Timers 
General 


The Media Access Control (MAC) timer logic (Figure 1) 
contains the timers and registers required to implement 
the FDDI timed token protocol. 


Timer Logic 


The timer logic contains the circuits that control the to- 
ken claim and beacon process; and the circuits control- 
ling the sequencing of transmission from synchronous 
and asynchronous queues. 


The TRT (token rotation timer) timer counts the time be- 
tween receipt of tokens. When the ring is operational, 
the initial value of TRT is the result of the claim process 
and is stored in the TNEG (negotiated TRT) register. 
The Target Token Rotation Timer (TTRT) defines how 
often a station on the ring needs to receive a token. If the 
time counted by the TRT between the receipt of tokens 
exceeds the target token rotation time currently in use 
by the network, then the token is considered to be late. If 
TRT expires twice before a token is received, then net- 
work recovery (claim) action is initiated. 


Once TTRT is negotiated and a token has been re- 
ceived, synchronous frames (S-frames) can be trans- 
mitted until the expiration of the TMSYNC timer which is 
loaded with a preset synchronous-transmission period. 
This period is set by the node processor and defines the 
total amount of synchronous transmission time to be 
available during any token period. 


Synchronous and Asynchronous Queue Timing 


Synchronous transmission (i.e., the transmission of S- 
frames) can take place as soon as a token is captured. 
When synchronous transmission has terminated (or if 
there are no S-frames to transmit), the transmission of 
asynchronous frames (A-frames) can then take place. 
The time available for asynchronous transmission is 
measured by the THT (token holding time) counter, 
which is loaded with the TRT value at the time the token 
is captured, and starts counting at the completion of syn- 
chronous transmission. It continues counting until the 
token is released. The expiration of THT forces the re- 
lease of the token after the current frame transmission is 
complete. 


FORMAC Plus maintains three queues for asynchro- 
nous transmission. For each of these queues, the node 
processor assigns a priority value to each queue. This 
value and the THT value determine the amount of time 


during which the queue can transmit. When bandwidth 
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is available, FORMAC Plus examines each queue, in 
the order: asynchronous queue 0, asynchronous queue 


1, and asynchronous queue 2, and compares its priority _ 


value to THT. The first queue whose priority value is less 
than the contents of THT is allowed to transmit. When 
transmission is complete, the next queue in the se- 
quence is checked. Again, if its priority value is less than 
that in the THT counter, it can transmit. This sequence 
continues until either all asynchronous queues have 
been transmitted or THT has expired, and the token is 
released. 


The TVX (expected time between valid transmissions) 
timer measures the time between the end-delimiter 
(ED) fields of valid frames. The maximum value of TVX 
is assigned by the node processor viathe NP bus. If TVX 
ever expires, it indicates a ring problem that has inter- 
rupted the circulation of both frames and tokens. When 
this happens, ring recovery is initiated. 


Receive Demultiplexer 


Received data from a frame is sent via an 8-bit bus to the 
receive demultiplexer (see Figure 1). The demultiplexer 
formats four bytes of data into a 32-bit long word, and 
loads it, a long word at a time, into the receive FIFO. 
Control of the reading and writing of the demultiplexer is 
done by the receive FIFO read/write control circuits. 


Receive FIFO Read/Write Control 


During the reception of data, the MAC receive—control 
circuits signal the receive FIFO read/write control when 
the data from a frame is to be stored in the receive FIFO. 


The receive FIFO read/write control circuits include two. 


state machines: one to control and sequence the writing 
of data into the receive FIFO, and one to control the 
reading of data out of the FIFO and into the buffer mem- 
ory. These circuits also control the loading of the receive 
demultiplexer, count the length of the data field, and 
send the requests to the buffer-address arbiter and to 
the buffer-memory interface to store the data contained 
in the receive FIFO. 


Receive FIFO 


The receive FIFO is a 32-bit by 10-word first-in-first-out 
register that assures continuity of data reception by tem- 
porarily storing received data until the buffer memory is 
ready to receive it. The data-storage format per long 
word in the FIFO includes an extra bit location that is set 
to designate the end of each frame, making the actual 
FIFO format 33 bits by 10. 


Buffer Memory Interface 


The buffer-memory interface (Figure 1) includes a parity 
generator for data written to the buffer memory; a parity 
checker for data read out of the buffer memory; and con- 
trol circuits for the 32-bit memory data register (MDR) 
that is used by the node processor when it requires di- 
rect communication with the buffer memory. The 


PRELIMINARY 


buffer-memory interface also includes a single output 
line (BDTAG) for setting the tag bit at the end of a frame 
in buffer storage (tag-mode only). FORMAC Plus sup- 
ports odd or even parity per byte, as selected by the 
host. | 


Memory Data Register (MDR) 


The Memory Data Register (MDR) is a 32-bit holding 
register used for data transfer between the node proces- 
sor and buffer memory. The MDR and its associated 
control circiuts have access to both the 16-bit NP bus 
and the 32-bit buffer-data (BD) bus. The NP reads data 


from or writes data to the MDR 16 bits at a time, via the 


NP bus. : 


Node Processor (NP) Interface 


The node-processor interface is the path for all address, 
data, control and status communication passing be- 
tween the FORMAC Plus and the node processor. 
Node-processor handshake signals include the bi- 
directional 16-bit data bus, the 7-bit address-bus input, 
and various control lines. The NP interface-control cir- 
cuits also include the logic for generating chip-wide re- 
sets; the logic for generating interrupts to the node 
processor; and a register that stores pending MDR 
requests. 


Command Decoder and Status Registers 


The Command Decoder and Status Register logic reads 
and decodes commands and instructions sent to the 
FORMAC Plus on the 16-bit NP data bus. All instruc- 
tions are written into one of two command registers 
(CMDREG1 and CMDREG2). These instructions in- 
clude such commands as entering or changing various 
modes of operation, loading the memory data register, 
clearing or transmitting from specific queues, software 
reset, etc. The status-register logic allows for status re- 
porting to the node processor via the 16-bit NP bus. This 
status information can be read out directly or reported 
using either of the two maskable-interrupt lines MINTR1 
or MINTR2. 


Buffer Memory Address File 


The buffer-memory address file stores up to thirty 16-bit 
pointers i.e., addresses. These pointers are involved in 
the various stages of reading and writing the claim-, 
beacon-, void-, receive-, synchronous-transmit, and the 
three levels of asynchronous-transmit queues. Prior to 
any operation involving buffer memory, all the pointers 
for the queues must be initialized. After initialization, 
claim and beacon frames are loaded into buffer mem- 
ory, and the system can then go into normal on-line 
mode. 


Buffer Memory Address Generator 


As data is read into and out of buffer memory, the ad- 
dress of each frame in the queue is read from the ad- 
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dress file and incremented by the logic in the address 
generator. The incremented address is then written 
back to the address file, thus sequentially developing 
the address of each frame to be accessed. In this man- 
ner, frames are read or written until the last frame of the 
queue is detected. Queue sizes and end addresses of 
queues are allocated by the node processor. When the 
end of a queue is detected by the address-generator 
logic, the next address wraps back to the start of the 
queue and reading or writing continues until the end of 
the data. 


Buffer Memory Queue Counters 
Introduction 


The buffer-memory queue counters work in conjunction 
with the address-arbitration logic to perform two func- 
tions that enhance the movement of data. The first is de- 
tection of an aimost-full condition in a queue. The 
second is the use of a threshold level that permits read- 
ing of a partial frame in a queue in transmit and receive 
mode. 


Aimost-Full Detection 


When loading long words into buffer memory to build a 
transmit queue, the almost-full logic compares the allo- 
cated size of the queue to the amount of space remain- 
ing as the queue fills. When the amount of space 
remaining (as measured in free long words) decreases 
to a predetermined minimum level, an almost-full signal 
is sent to the host via the three QCTRL lines. The host 


then uses this information in deciding whether or not to - 


continue loading in order to avoid overflow and the 
transmission of partial frames. 


Threshold Detection 


In both transmit and receive modes, when enough long 
words are assembled in a frame to reach a predeter- 
mined threshold, readout of the frame can then take 
place at the same time that the frame is being written. 
This reduces the delays associated with waiting for the 
complete frame. This is valid in tag mode only. 


Buffer Memory Access Arbitration Logic 


In the course of normal operation, at any given moment 
the FORMAC Plus must arbitrate between various re- 
quests contending for access to buffer memory. Arbitra- 
tion must be made between requests to transmit queued 
data; requests to store received data; direct host re- 
quests for buffer-memory access; memory-data-regis- 
ter access to buffer memory; and node-processor 
requests for buffer-memory use. To perform this arbitra- 
tion, the access-arbitration logic assigns the following 
priority to each type of request: 






Type of Request Assigned Priority Level 
| Transmit, ft 
[ Recove | tC 







Memory Data 
Register (MDR) 


Note that transmit and receive requests are assigned 
the same priority. When both transmit and receive re- 
quests are received, they are serviced in turn; then, on 
each subsequent request their order of being serviced is 
reversed. 


The access-arbitration logic also controls and se- 
quences the operation of the queue counters, the next- 
address generation logic, the address file, and the 
address drivers. 


Buffer Memory Address Drivers 


Each 16-bit address stored in the buffer-memory ad- 
dress file is transmitted to the external buffer memory 
via the tristate address drivers. 


Transmit FIFO 


The transmit FIFO (Figure 1) is a 36-bit by 8-word first- 
in-first-out register that temporarily stores data to be 
transmitted. In this way, continuity of data transmission 
is assured by providing a way to store a portion of the 
output data stream to compensate for delays involved in 
accessing the buffer memory. The data-storage format 
per word in the FIFO includes 32 bits for the four data 
bytes in each word, plus one parity bit per data byte, i.e. 
four parity bits per long word, thus making the actual 
FIFO format 36 by 8. 


Transmit FIFO Read/Write Control 


The primary purpose of the transmit FIFO read/write 
control is to provide control for the loading and unload- 
ing of the transmit FIFO. The FIFO read/write control 
also checks the pointers and descriptors that are part of 
each data frame sent to the FIFO from the buffer mem- 
ory. If a pointer or descriptor is found to be incorrect, the 
frame is aborted, transmission of that queue is stopped, 
and an interrupt is generated. This does not prevent the 
transmission of other queues. Another function of the 
transmit FIFO control is to interface with the buffer- 
memory access-arbitration logic as part of the transmis- 
sion process. The transmit-FIFO control also interfaces 
with the 16-bit node-processor data bus for purposes of 
control and status functions. The FIFO read/write con- 
trol logic signals the MAC transmit-control when data is 
ready to be transferred to the ring. 
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Transmit Multiplexer 


Data to be transmitted is sent from the transmit FIFO to 
the transmit multiplexer in the form of 32-bit long words 
(plus parity). The transmit multiplexer reformats each 
32-bit long word into a sequence of four 8-bit bytes. 
These form the input to the transmit data-path logic. The 
transmit FIFO read/write control circuits sequence the 
writing in and reading out of this multiplexer. Note that 
the parity bits are not actually transmitted to the ring, but 
are used within the FORMAC Plus for special symbol- 
control purposes. 


Transmit Data Path 
‘General 


The transmit data path includes a multiplexer that, under 
state-machine control, selects between data to be trans- 
mitted from the transmit multiplexer, and received data 
that is to be repeated back to the ring, as per FDDI speci- 
fications. The transmit data path also includes the logic 
that adds a CRC value and control symbols to each 
transmitted frame. | 


Input to Transmit Path 


Depending upon the operating mode in use, the transmit 
data path selects one of two input sources for the trans- 
mitted output to the physical layer (PHY). If the FOR- 
MAC Plus is in normal transmit mode, then the transmit 
data-path input is the byte stream from the transmit mul- 
tiplexer. When a frame is being repeated, the input to the 
transmit data-path is the received-data stream, which 
has been analyzed as to its origin and validity by the 
MAC receive-control. If a received frame either origi- 
nated from this station or is defective, as soon as the na- 
ture of the frame is determined, the MAC receive-control 
signals the MAC transmit-control to prevent further re- 
peating of the frame to the ring. All other frames are re- 
peated back to the ring. 
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Adding CRC to Transmitted Frames 


The CRC logic in the transmit data-path computes a 
32-bit value from the contents of the frame and then 
adds this value to the frame-check sequence (FCS) field 
of the frame, as per FDDI specifications. Note that the 
FORMAC Plus contains two CRC checking circuits: one 
for the receive path and one for the transmit path, thus 
permitting true full-duplex operation. 


Adding Control Symbols to Transmitted Frames 


The transmit state machine controls the generation of 
the special symbols that are added to transmit data be- 
fore being sent out on the ring. The control-symbol-gen- 
eration logic is part of the transmit data path. These 
symbols include the idle symbols for the frame pream- 
ble; the J and K start-delimiter symbols; the T symbol at 
the start of the end-delimiter field; andthe S and R sym- 
bols that designate the set/reset status of the E, AandC 
indicators at the end of a transmitted or repeated frame. 
This logic also controls the generation of tokens when 
they are to be issued. 


MAC Transmit Control 


The MAC transmit control contains a state machine that 
operates on two levels. The first-level state machine im- 
plements the FDDI MAC transmit protocol. The second 
level state machine controls the generation of frame 
symbols and tokens. The MAC transmit control also 
maintains transmit-status information; controls the re- 
stricted-token protocol; and controls idle-symbol trans- 
mission so that at least 16 idle symbols are transmitted 
between frames. 
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Three State Feature of the FORMAC Pius 


The FORMAC Plus can be placed into a three state 
mode by activating the HOLD pin during the reset proc- 
ess. In this mode, the FORMAC Plus will drive all out- 
puts and bidirectional input/outputs into a high 
impedance state. 


Procedure: 


1. Start the reset process by driving the RSTL pin 
low. 


2. After one BCLK period, drive the HOLD pin high. 
When the HOLD pin is asserted HIGH and the 
RESET pin is asserted LOW, the FORMAC Plus 
will drive all the outputs and the input/outputs into 
a high impedance state until the HOLD pin is 
driven low. 


To guarantee that the FORMAC Plus will return to the 
correct state after reset, the RSTL pin should be left as- 
serted LOW according to parameter T132 after driving 
the HOLD pin low. This will bring the FORMAC Plus into 
a normal reset condition. 


The following is a list of pins which will transition to three 
state mode: 


XCU, XCL, X7-0 
NP15—0 
MINTR1, MINTR2 
READY 
ADDR15—0 
BD31-0 

BDP3—0 

BDTAG 
CSO,RD,WR 
HSACK 
QCTRL2-0 
RDATA 
NPMEMACK 
RS4—0 

XS2-0 





RST \ / 


HOFLXI / , \ 
] 


16287C-6 
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FORMAC Pius OPERATIONAL MODES 


Introduction 


This section describes the various tasks performed by 
the FORMAC Plus. FORMAC Plus operation is broken 
down into five basic modes: _ 


@ Initialization Mode 
Memory-Active Mode 
On-Line Mode 
On-Line Special Mode 
Loopback Mode 


Initialization mode is entered after reset. Memory active 
allows the downloading of frames while the MAC is not 
on-line. The On-Line mode enables the receive and 
transmit state machines for operation on the ring. On- 
Line Special mode is a special case useful in certain ap- 
plications such as bridge operations. The two types of 
loopback mode permit station self-check before enter- 
ing the on-line state. Selection of these modes is done 
through mode register 1 (MDREG1). 


(1) Initialization Mode 


GENERAL. Initialization mode is selected by writing 
three zeroes in the MMODE bits of MDREG1 (bits 
14-12). This mode is automatically entered on a hard- 
ware or software reset. In initialization mode, the re- 
ceive and transmit state machines are locked in the 
reset condition. The network data path is locked in a 
‘blind-repeat’ configuration in which the data input to the 
selected receive bus (i.e. RA or RB) is repeated on the 
X-bus with no protocol processing. Note: When enter- 
ing initialization mode from on-line mode there must be 
a wait of at least eight BCLK periods before accessing 
the FORMAC Plus buffer-memory-management regis- 
ters. This wait is necessary because when changing 
mode, the FORMAC Plus state machines may be updat- 
ing the registers, and time must be allowed for the com- 
pletion of this process. 


FORMAC Plus station-address registers can be written 
only with the chip in initialization mode. Although the 
timer default values can be written in any mode, the ef- 
fect on the ring of changing these parameters while on- 
line should be understood before it is attempted. 
Network events can occur asynchronous to the loading 
of the registers. The timers can be loaded with the de- 
fault at any time. The user, however, cannot determine if 
the timer is currently operating with the new or old de- 
fault time. 


During Initialization mode, no receiver protocol is exe- 
cuted. When the chip is placed in this mode, certain ring 
events such as claim or beacon may be missed. Thus, a 
FORMAC Plus leaving the Initialization mode may not 
necessarily be operating with current parameters such 
as the negotiated operative token rotation time for 
the ring. 
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TIMERS. Even though the transmit state machine will 
not process the information, the internal timers, i.e. 
TRT, THT and TVX, continue to operate. This permits 
rough timer checkout before going on-line or performing 
loopback. On reset, TVX is loaded with its terminal count 
value. This timer expires in 255 clock cycles and status 
is set accordingly. TVX stops, once expired, until it is re- 
loaded. On reset, TRT is set to 0000 and THT is set to 
FFFFH. TRT expires in 2exp(21) BCLK cycles. THT 
stops when the terminal count is reached. Once expired, 

TRT is reloaded with the current TMAX value and then 
resumes counting. 


COUNTERS. All counters resume sequencing when re- 
loaded. Reloading can be forced by direct writes to the 
counters. These instructions can be used with the timer 
expiration bits inthe status register to verify timer opera- 
tion against ‘soft’ timers during a power-on confidence 
test of the station hardware. It should also be noted that 
the timers are loaded with their default values when the 
MMODE bits of MDREG1 are programmed to exit the in- 
itialization mode. For default values of the timers refer to 
the table: Initialization Values for Timers, Counters, and 
Related Registers under Programming the FOR- 
MAC Plus. 


(2) Memory Active Mode 


After FORMAC Plus is initialized, the Memory Active 
mode may be entered to allow the movement of data 
into the buffer memory. During the Memory Active 
mode, FORMAC Plus will neither receive frames nor re- 
spond to claim or beacon conditions. After the special 
frames are loaded into buffer memory, the on-line mode 
may be entered for normal operation. 


In Memory Active mode, the transmit and receive state 
machines are held in TO and RO states (i.e., the FOR- 
MAC Plus will be in “blind repeat” configuration). 


(3) On-Line Mode 


When this mode is entered, FORMAC Plus performs the 
on-line operational sequences. The chip exits the on- 
line mode if the MMODE bits are altered or a chip reset 
occurs. 


Receive State 


When on-line, the FORMAC Plus continually processes 
the incoming symbol stream, as per the FDDI receive 
state-machine. The receive state machine also controls 
some special-function outputs and counters that are 
used to log ring statistics, support external address de- 
tection and provide general status information. 


Frame Reception 


GENERAL. Frame reception is defined as the action of 
loading network data into the receive FIFO and subse- 
quently into the buffer memory. FORMAC Plus must be 
in the on-line, on-line-special or loopback modes. 
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RECEPTION OF FRAME. Normal frame reception can 
occur in any of the modes selected by the states of the 
address-detect (ADDET2-0) bits in mode register 1 
(MDREG1). In general, when reception occurs, the data 
from the network is loaded into the receive FIFO, and 
the long words in the FIFO are transferred to buffer 
memory. The reception of the end delimiter indicates the 
end of a frame. Frame status is loaded into buffer mem- 
ory at the end of the frame in the tag mode, and at the 
begining of the frame in the nontag mode. Note that to- 
ken frames, while recognized, used, and repeated, are 
not “received” since they are not stored. 


For frame reception, if all criteria have been met, the 
state of the transmitter must be considered if the FOR- 
MAC Plus is programmed for half-duplex mode. For 
half-duplex operation the transmitter must be in the idle 
or repeat state for frame reception. If the FULL/HALF bit 
is set in MDREG1, the FORMAC Plus is in full duplex 
mode and may receive frames independent of the trans- 
mit state. 


Reception does not occur if the receive queue is locked, 
or if the ADDET2-0 bits in MDREG1 are set to the dis- 
able-receive mode. 


Received frames can be stored starting at arbitrary byte 


boundaries using the RXFBB1-0 bits in MDREG2, 


which act as least significant bit extensions to the WPR 
pointer. The aligning of frames on a byte boundary is 
done within FORMAC Plus. Since only long words can 
be written to the buffer memory, during the first write op- 
eration a few of the bytes may be undefined. The start 
byte boundary cannot be changed on aper-frame basis. 
Even though there may be undefined bytes in any long 
words, all bytes/words will have valid parity to prevent 
generation of parity errors when parity is used. 


Frame Flushing 


GENERAL. As long as the RCVERR (receive errored 
frames) bit (bit 4 in MDREG2) is set to 0, frames can be 
flushed, based on the address-matching or reception- 
mode criteria selected by the states of the ADDET2-0 
bits (bits 10, 9, and 8) in mode register 1 (MDREG1). 
When a frame is flushed, no references to it are left in 
buffer memory and the corresponding pointers are 
restored. 


The conditions under which flushing occurs in both tag- 
and nontag modes are described in the following 
paragraphs: 


(1) Frame Flushing In Tag Mode 


CASE A: If RTHR (receive threshold) is not equal to 
zero, flushing occurs under any of the following 
conditions: 
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B If no internal destination-address match or no ex- 
ternal destination-address match (XDAMAT) oc- 
curs before the end delimiter is received. 


B if the number of long words received on the RA or 
RB bus is less than the value RTHR times 4, and 
the conditions for receive do not exist. 


@ If the number of long words received on the RA or 
RB bus exceeds the value RTHR times 4, and the 
conditions for receive do not exist, the received 
frame is aborted in buffer memory by setting the 
memory-status-receive-abort bit (MSRABT) in the 
received frame’s status word. In this case, the 
status-receive-abort bit (SRABT) in SR2 is not set. 


@ lf the frame ends on a nonintegral byte boundary 
(i.e. the frame contains an odd number of network 
symbols), in the tag mode, flushing occurs if the 
number of long words received on the RA or RB 
bus is less than four times the value of RTHR. 


See the discussion of Special Function Operation for 
other conditions that cause flushing. Also, see the dis- 
cussion of the address-detect bits ADDET2-0 
(MDREG1) for conditions that affect frame flushing. 


CASE B: If RTHR (receive threshold) = 0, flushing oc- 
curs if no internal destination address match or external 
destination match (KDAMAT) occurs before the end de- 
limiter is received; or if the frame ends on a nonintegral 
byte boundary (i.e. the frame contains an odd number of 
network symbols). 


(2) Frame Flushing In Nontag Mode 


CASE A: If RTHR (receive threshold) is not equal to 
zero, flushing occurs in any of the following conditions: 


@ If no internal destination address match or no ex- 
ternal destination address match (KDAMAT) oc- 
curs before the end delimiter is received 


w If the number of long words received on the RA or 
RB bus are less than the value RTHR times 4 and 
the conditions for receive do not exist 

m lf the frame ends on a nonintegral byte boundary 
(i.e. the frame contains odd number of network 
symbols) 

See the discussion of Special Functions for other condi- 

tions that cause flushing. Also, see the discussion of the 

address-detect bits ADDET2-0 (MDREG1) for condi- 
tions that affect frame flushing. 


CASE B: If RTHR = 0, flushing occurs in either of the fol- 
lowing two conditions: 
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@ If no internal destination-address match or exter- 
nal-destination match (XDAMAT) occurs before the 
end delimiter is received 


m If the frame ends on a nonintegral byte boundary — 
(i.e. the frame contains odd number of network 
symbols) 


- (3) Frame Flushing of Stripped and Lost Frames 


Stripped frames are frames that were partially repeated 
by a station i.e., the station began to transmit idle (I) 
symbols before the end delimiter was repeated. The re- 
sultant symbol stream is referred to as a stripped frame. 
A lost frame is one whose symbol stream is corrupted so 
that a symbol encountered after the start delimiter re- 
sults in a non-data, non-idle and a non-end-delimiter 


symbol. In the nontag mode, these frames are flushed. 


In the tag mode, these frames are flushed if the number 
of bytes received does not exceed the receive thresh- 
old. If the number of bytes does not exceed the receive 
threshold these frames are flushed if the receive condi- 
tions do not exist; otherwise, they are aborted if 
DA=MA. 


Frame Abort 


During frame reception, an abort can occur under any of 
the following conditions: 


mw When the receive queue becomes full 


@ Ifthe FORMAC Plus enters a non-repeat, or non- | 
idle transmit state in half-duplex mode 


w Ifthe disable-receive (DISRCV) condition is pro- 
grammed in MDREG1, i.e., the ADDET2-0 bits are 
set to the binary 1 0 0 states, respectively 


w@ If the FORMAC Plus is forced out of on-line mode 
to initialization or memory-active mode 


_ ™ = Ifidle/listen, claim/listen or beacon/listen com- 
mands are issued 


m If the number of long words received on the RA or 
RB bus in tag mode exceeds four times the RTHR 
value, and the receive conditions are not satisfied 
already, abort (rather than flush) occurs 


See the discussion of stripped or lost frames , under 
Frame Flushing, for other information on frame abort. 


FORMAC Plus tolerates an inter-frame gap as small as 
one byte between two frames on the network. If there is 
not enough free space in the receive FIFO, then the sec- 
ond frame is aborted, and the MSRABT (memory status 
receive abort) bit in the receive status word of the sec- 
ond frame is set. 


Note: Any length information in the status word of an 
aborted frame may be inaccurate and should be 
ignored. 


Frame Stripping (non-repeat to ring) 


Frames received on the selected RA or RB bus are re- 
peated on the X-bus. In the normal case the entire frame 


is repeated with the E, A and C frame-status (FS) 
indicators modified according to the FDDI specification. 
The FORMAC Plus transmitter can leave the repeat 
mode for several reasons. When this occurs, the frame 
received at that time is not repeated and is said to have 
been stripped. 


One primary cause for stripping is the recognition of a 
frame whose source address (SA) equals the station’s 
own 16-bit or 48-bit address (my address, or MA). This 
also takes place when XSAMAT (external source-ad- 
dress match) is activated. Assertion of XSAMAT results 
in stripping action begining with the byte received on the 
RA or RB bus at the time of assertion. This is the mecha- 
nism for removing frames once they have circulated 
around the ring. Refer to the paragraphs on special- 
function operation (below) for a description of stripping — 
action due to external source-address match. 


Stripping also occurs when a lost frame is encountered. 
The byte containing the illegal symbol as well as all sub- 
sequent bytes are removed from the ring. Tokens are 
also stripped when the FORMAC Plus decides to cap- 
ture one. In this case, only the start delimiter of the token 
is repeated on the X-bus. 


Frame-Status (FS) Handling 


The two bytes at the end of each frame (except a token 
frame) are formatted as follows: 


First nibble: 
End Delimiter (ED) field contains the symbol T. 


Second, third and fourth nibbles: | 
Frame-Status (FS) indicators. The Frame-Status (FS) 
indicators contain: 


@ €E (error) indicator (second symbol) 
m@ A (address-match) indicator (third symbol) 
mw C (frame-copied) indicator (fourth symbol) 


The FS indicators at the end of a frame are repeated, 
stripped or modified according to the FDDI protocol. 
The first control symbol encountered before the frame- 
status indicators must be a ‘T’ in the end-delimiter (ED) 
field located in the most significant (i.e. upper) nibble on 
the RA or RB bus. The ED field signifies the end of frame 


-- data. Note that if the first control character encountered 


is misplaced and the ‘T’ is shifted into the lower nibble of 
the RA or RB bus, it indicates a problem; i.e., that the 
frame has‘an odd number of symbol pairs. When this 
happens, the byte containing the ‘T’ and all subsequent 
indicators are stripped. Additionally, if the upper nibble 
in the byte containing T is Q or H, the lost counter is in- 
cremented. 


The error indicator received should be either set or re- 
set, i.e. it should contain an ‘S’ or ‘R’ symbol. If the error 
indicator is not an‘S’ or‘R’, an‘S’ is assumed. FORMAC 
Plus recovers the missing error indicator by transmitting 
an ‘S’ in the E indicator, and the other indicators are 
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dicator or C indicator are not ‘R’ or ‘S’ symbols, the byte 
is stripped. 


if the frame received is addressed to the stationi.e., the 
internal or external destination-address-match criterion 
is met and the frame is valid, then the A indicator is set in 
the repeated frame. If the receive buffer is not full and 
the frame is copied in the buffer memory, then the C 
(copied) indicator is set in the repeated frame. If the 


frame received is not a valid frame (see FDDI stan- | 


dards) then the E indicator is set and the A and C indica- 
tors are repeated as received. 


Non-Repeated Frames 


Frames are not repeated when the FORMAC Plus 
transmitter is in the transmit-data, issue-token, claim or 
beacon states, or the send-immediate mode. 


Special Functions 


The FORMAC Plus receiver processes additional infor- 
mation that is input via certain special-function pins. 
The following paragraphs explain the special operations 
performed using these pins: 


HOLD/FLUSH/INHIBIT Feature. The FORMAC Plus 
HOFLXI pin can be programmed to perform either of 
three functions: it can provide a suspend/resume func- 
tion for the chip (i.e. HOLD); a receive frame flush func- 
tion; or it can provide an unconditional transmit-inhibit 
function. For a more detailed description of this feature 
see Mode Register 1 (MDREG1) in the Programming 
the FORMAC Plus section. 


EXTERNAL SOURCE-ADDRESS MATCH (XSAMAT). 
XSAMAT causes the received frame to be stripped from 
the ring. In reference to external address detection, the 
XSAMAT input can come as late as the appearance of 
the end delimiter on the RA or RB bus. 


If Source-address matching is also being used as a crite- 
rion for frame reception (programmed in the MDREG1 
register), the XSAMAT should also be correctly as- 
serted to prevent the frame from being flushed. Note the 
following cases: 


CASE 1: If RTHR (receive threshold) is not equal to 
zero, XSAMAT should be asserted before the number of 
long words received on RA or RB bus exceeds the value 
RTHR times 4. 


CASE 2: If RTHR is zero, assertion of XSAMAT can 
come as late as the end delimiter on the RA or RB bus. 
For external-address timing, see Figure 34. 


EXTERNAL DESTINATION ADDRESS MATCH 
(XDAMAT). If destination-address matching is being 
used as a criterion for frame reception (programmed in 
the MDREG1 register), the XDAMAT should be cor- 
rectly asserted to prevent the frame from being flushed 
and for correct setting of the ‘A’ frame status indicator. 
Note the following: 


CASE 1: If the receive threshold (RTHR) programmed in 
FRMTHR is not zero, the XDAMAT must be asserted 
before the number of long words received on the RA or 
RB bus exceeds RTHR times 4. 


CASE 2: If RTHR is zero, assertion of XDAMAT can 
come as late as the end delimiter on the RA or RB bus. 


XDAMAT should not be asserted before the third clock- 


cycle following the start delimiter on the RA or RB bus. 
For external-address timing, see Figure 34. 


Transmit State 
Introduction 


The FORMAC Plus transmitter controls the timing of 
station transmission as a result of network activity. The 
operation of the transmitter depends on whether the 
FORMAC Plus is in normal mode or send-immediate 
mode. 


NORMAL MODE. In the normal mode of operation the 
transmitter reacts to timer expiration and received MAC 
frames to queue the claim and beacon frames. The 
transmitter controls the station's flow of data by enabling 
data transmission as a result of token capture. The 
transmitter makes capture and pass decisions based 
upon the transmit frames queued in tag mode or trans- 
mit instructions issued in the nontag mode and token 
mode (restricted or unrestricted) when the token is 
received. 


Synchronous frames are given priority when conditions 
indicate that either synchronous or asynchronous 
frames can be transmitted. When synchronous frames 
are being transmitted the THT timer is held. This keeps 
synchronous transmission from reducing the asynchro- 
nous bandwidth. Once synchronous transmission is 
done, the priorities of the asynchronous queues are 
evaluated and the frames from the highest priority 
queue are transmitted. The FORMAC Plus re-evaluates 
the decision to transmit each time a frame transmission 
is completed. If there are frames queued for transmis- 
sion the FORMAC Plus checks the token-holding crite- 
ria to determine whether another frame can be sent (see 
FDDI specifications). The FORMAC Plus transmitter 
enters the transmit-idle state when reset. 


SEND-IMMEDIATE MODE. When the FORMAC Plus is 
put into this mode using the NP instructions, it can trans- 

mit frames from the synchronous queue without captur- — 
ing a token. This mode of operation can violate normal 
FDDI network operation and must be used with caution. 
In this mode FORMAC Plus does not perform any ac- 
tions as a result of frames received on the RAor RB bus, 
including MAC frames; i.e., FORMAC Plus can't per- 
form claim or beacon functions due to receive activity. 


As soon as the FORMAC Plus enters the send-immedi- 
ate mode, itloads the TRT with TMAX and, on expiration 
of TRT, it exits send-immediate mode and performs re- 
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As soon as the FORMAC Plus enters the send-immedi- 
ate mode, it loads the TRT with TMAX and, on expiration 
of TRT, it exits send-immediate mode and performs re- 
covery if the late count was not zero. This provides an 
upper time bound for using send-immediate mode. 


The following sequence of operations is needed to 
transmit frames using send-immediate mode: 


1. Reset the transmit queues 


2. Load the frames to be transmitted into the 
synchronous queue 


3. Give the command ‘Enter Send Immediate Mode’ 
4. Unlock the synchronous queue 


In tag mode as soon as the ‘Enter Send Immediate 
Mode’ command is given, frames are unloaded from the 
buffer memory synchronous queue for transmission in 
the same way as is done in the normal mode for trans- 
mission from the synchronous queue except that FOR- 
MAC Plus will not use the TSYNC timer for ending 
transmission. Transmission is performed as long as 
FORMAC Plus is in send-immediate mode and frames 
are ready in the buffer memory synchronous queue for 
transmission. 


Inthe nontag mode, after the FORMAC Plus is put into 
send-immediate mode, frames from the synchronous 
queue are transferred out of buffer memory for trans- 
mission as soon as the ‘transmit synchronous queue’ 
command is given. As long as FORMAC Plus is in this 
mode, it transmits each time a transmit command is 
given. 


FORMAC Plus exits to the normal mode of operation 
when it receives the ‘exit send immediate mode’ com- 
mand from NP, or when TRT expires. Send-immediate 
mode is state T6 in the state machine register. 


Frame Transmission 


If the FORMAC Plus has transmission requests pend- 
ing, the next appropriate token (based on restricted/ 
nonrestricted token mode) is captured. The requests 
are prioritized and data from the selected queue is 
loaded into the FORMAC Plus transmit FIFO. The FOR- 
MAC Plus will hold transmission of data if required to in- 
sure that at least 8 bytes (16 idle symbols) of preamble 
have been transmitted. : 


FORMAC Plus starts transmission by sending a start- 
delimiter (SD) on the X-bus immediately prior to trans- 
_ mission of the first frame byte from buffer memory. The 

frame check sequence (FCS) is appended after the last 
byte of the frame. FCS is not appended if the NFCS (no 
frame check sequence) bit in the frame’s transmit de- 
scriptor word (in buffer memory) is set. After the FCS 
field, a ‘T’ and ‘R’ symbol are output on the upper and 
lower nibbles of the X-bus, respectively. These are the 
frame’s end delimiter and error-status (E) indicators. 
This is followed by two more R’s for the address (A) and 
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copy (C) indicators in the upper and lower nibbles, re- 
spectively, in the last byte of the frame. 


A transmit abort occurs in any of the following cases: 


m= When the XMTABT (transmit abort) bit is set in the 
descriptor of the frame. 


@ The frame underruns i.e., WPX = RPX. 
The transmitter is forced into another state. 


m The command ‘Abort Current Transmit’ is issued 
using command register 2. In this case, the next 
byte to be placed on the X-bus is replaced by idles. 
The status transmit abort (SXMTABT) bit in status 
register 1 (bit 15 in ST1U) is set, and a token is 
issued to the ring. Transmission can still take place 
from other queues if transmission conditions exist. 
If not, a token is issued. 


In the nontag mode, the start of a frame may be on any 
byte boundary in buffer memory. Two bits in the first byte 
of the frame descriptor are used to determine the byte 
boundary. These are the TXFBB1-0 (transmit frame byte 
boundary) bits. In essence, these bits act as two least 
significant bit extensions of the transmit read pointers to 
allow byte-boundary addressing. TXFBB1-0 can be dif- 
ferent for each frame, if necessary. 


Recovery Operation 


The FORMAC Plus transmitter can go into recovery 
based upon frames received, instructions from the node 
processor, and timer expirations. There are two states in 
the FDDI transmitter state machine which are relevant 
to ring recovery operation. These are the claim and bea- 
con states. Claim is used to negotiate the operative time 
for token rotation and determine which station will issue 
the token. Beacon is used to guarantee ring integrity by 
verifying the path of the ring. 


Claim and beacon state can be entered at any time. 
Once claim or beacon state is entered, FORMAC Plus 
responds by placing the corresponding claim or beacon 
frames on the X-bus. The read pointer for transmitting 
special frames (RPXSF) is loaded with the contents of 
SACL or SABC and the claim/beacon frame is queued 
for transmission. In non-tag mode, using MORE bit in 
the frame descriptor, claim/beacon frames can be con- 
tinuously sent. In tag mode, the frame is repeatedly sent 
until the FORMAC Plus is forced out of the claim/beacon 
state by virtue of receive state-machine transitions, or 
by issuing commands through command register 1. 


Claim or beacon state can be entered during the trans- 
mission of a frame. inthis case, the current transmission 
is aborted, the current transmit queue read pointer is up- 
dated to the next frame, and the transmit-abort-due-to- 
reset-or-recovery status bits are set in status register 1 
(ST1U). FORMAC Plus can go from claim to beacon or 
beaconto claim. Each ofthese transitions sets the claim 
or beacon status bits in ST2U. 
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Void Frame Stripping in On-Line Special Mode 
(OSM) 


One of the operational modes of FORMAC Plus is on- 
line special mode (OSM). This mode provides special 
features and functions needed to allow the FORMAC 
Plus to be used in bridge applications. 


The OSM allows the Formac Plus to strip the frames 
transmitted from this station regardless of the normal 
address matching rules. In this mode the FORMAC Plus 
transmits two void frames at the end of frame transmis- 
sion just before the token is reissued. To keep track of 
the number of frames to be stripped the Formac Pius 
has a frame strip counter (FSCNTR) that can count up 
to 1024 frames per token time. The FORMAC Plus uses 
the frame strip counter and the two void frames at the 
end of transmission for stripping the frames. This double 
tracking mechanism minimizes the probability of over 
stripping and under stripping of frames. 


Frame Stripping in OSM: 


The FORMAC Plus strips all frames in OSM as long as 
the frame strip counter (FSCNTR) has a non zero value. 


Frame Strip Counter Operation: 


The frame strip counter is incremented after each trans- 
mission of a valid frame from any of its four possible 
transmit queues (Sync, Async0, Async1 and Async2). 
The frame strip counter is not incremented on transmis- 
sion of any special frame i.e., auto-void, claim and bea- 
con frames from the special frames queue. However, if 
the special frames are transmitted from any of the four 
transmit queues, the frame counter will be incremented 
accordingly. Hence, special frames should not be trans- 
mitted by a station from any of the four transmit queues 
(Sync, Async0, Asynci and Async2) when operating in 
OSM. If a frame is aborted during the transmission, the 
frame strip counter is not incremented. 


The FORMAC Plus decrements the frame strip counter 
whenever the counter is not zero and a valid frame is re- 
ceived on the selected receive bus. The counter is not 
decremented when the special frames viz. void, claim or 
beacon frames are received on the receive bus. The 
counter is also not decremented when a token is re- 
ceived on the receive bus when an already captured to- 
ken for frame transmission is not yet released. 


The frame strip counter is reset to zero if any of the fol- 
lowing conditions occur: 


@ A token is received when the FSCNTR is not equal 
to zero and the token is already released 

@ Avoid frame is received 

B Aclaim frame is received 

@ A beacon frame is received 


The frame strip counter (FSCNTR) can be read or writ- 
ten at any time with NPADDR6-0 = 44hex. This counter 
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should only be written while debugging. Reading the 
value of the counter will not guarantee a timely value be- 
cause it is dynamically being incremented, decre- 
mented or reset. 


Frame Reception in OSM: 


During reception in OSM, the FORMAC Plus receive 
block behaves differently compared to other operational 
modes. In OSM, if the frame strip counter is not zero (in- 
dicating that frame stripping is still in progress), the For- 
mac Plus will not copy any frame from the ring except 
when it is programmed for promiscuous mode (ADDET 
[2:0] = 7 in MDREG1). This means that an incoming 
frame will not be copied into buffer memory even though 
it satisfies frame copy criteria. Thus, all frames received 
for forwarding must be checked for address match con- 
dition (and copied, if necessary) before being for- 
warded. The promiscous mode can should be used as a 
debug mode only, for receiving all frames regardless of 
the address match criteria. 


Special Cases in OSM: 


@ If aclaim or beacon frame is received before an 
already captured token is not yet released, the 
frame strip counter is reset to zero and an indica- 
tion is provided on the RS4—0 pins and the current 
frame under transmission is aborted. 


w If atoken is received on the receive bus when an 
already captured token is not yet released after the 
frame transmission, the FORMAC Plus strips the 
received token, doesn’t decrement the FSCNTR 
and sets the Status Token Error (STKERR in 
Status Register 2). Additionally, this status is indi- 
cated on the RS[4:0] pins as 1F hex. 


mw If atoken is received after the transmission is com- 
pleted and the token is released and the FSCNTR 
is not equal to zero, the FORMAC Plus strips the 
token by not repeating it, resets the FSCNTR to 
zero and indicates the status “End of frame strip- 
ping due to token received” using the status bit 
SESTRIPTK in the status register 2. 


m@ If avoid frame is received before an already cap- 
tured token is released, then the void frame is ig- 
nored, the FSCNTR is reset to zero and the 
transmission is continued as usual. 
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Precautions: 


@ The void frame created in the special frames area 
should have the proper source address, viz. SA = 
My Short Address if short address is selected and 
SA = My Long Address if the long address is se- 
lected. The address match criteria follows the se- 
lected type of address in mode register 1, bit 11. 


@ The transmit frames created in the buffer memory 
should be valid FDDI frames. For example, the 
transmit frame should satisfy the minimum length 
requirement. 


@ Ifthe FSCNTR is written a non-zero value in any 


mode other than OSM, then the counter will be 
reset on the following BCLK. Thus a write followed 
by a read operation on the FSCNTR in other 
modes will always return a zero value. 


EAC Indicator Table 


Received Indicators MAC State Machine Flags Transmitted Indicators 


a ee or ae a oe | R | Stripped _| 
Sa eee Se 





nL Seed 


po | x | 
Dx oo fT sip — 


N_F Next Station Addressing Flag. 
A_F Destination Address Match Flag. 
C_F Frame Copied Flag. 

EF Frame Error Flag. 


Note: 


In On-Line Special Mode (OSM), external DA weiss will not set the A flag. In On-Line Spe- 
cial Mode, the transmitted E and C indicators are handled in the same manner as in online 
mode. The setting of A indicator is also the same except when external address match oc- 


curs, the A-indicator is not modified. 
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(5) Loopback Mode 


Loopback mode is useful for ‘in-circuit’ testing of the 
FORMAC Plus and associated station hardware before 
insertion on the ring. Loopback operation can be per- 
formed in two modes: internal loopback and external 
loopback. If internal loopback is selected, the FORMAC 
Plus’s X-bus is connected internally to the RA or RB bus 
input. Data on the RA and RB busses is ignored. If exter- 
nal loopback is selected, the loopback connection is as- 
sumed to be outside of the chip boundary. 


When the FORMAC Plus is programmed for either of the 
loopback modes, the first four bytes following the frame 


source-address field are stored in the two MAC in- 


formation registers (MIR). These two registers can be 


read from the NP bus. In full-duplex mode the FORMAC 
Plus also writes the entire received frame to the buffer 
memory if the conditions for receive exist. If the FOR- 
MAC Plus is programmed for half-duplex and is in trans- 
mit state, the received data is not written to buffer 
memory. 


The internal timers are stopped during loopback mode. 
This prevents a timeout that could cause FORMAC Plus 
to unnecessarily enter the recovery state. 


FORMAC Plus contains separate transmit and receive 
FCS generators. This allows FCS checking of received 
loopback frames while simultaneously transmitting in 
loopback. 
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NODE-PROCESSOR-BUS OPERATION 


GENERAL. The NP can run on either a synchronous 
Clock or on an asynchronous clock with respect to the 
byte clock (BCLK). See Figures 2, 3, and 4 for the tim- 
ings of these signals. The NPMODE pin (external pin 
D3) must be strapped high to select FORMAC Plus syn- 
chronous operation and strapped low to select FOR- 
MAC Plus asynchronous operation. 


Synchronous Mode 


There are two possible methods for synchronous opera- 
tion of the FORMAC Plus: 


@ BMCLK frequency equals BCLK frequency (i.e., 
12.5 MHz), and both clocks must be in-phase. 


@ BMCLK operates at twice BCLK (i.e. BMCLK = 
25 MHz), and both clocks must be in-phase. 


In either method, the DS (data strobe) should be active 
for only one BCLK cycle. All register accesses complete 
in two clock cycles and READY is asserted at the begin- 
- ing of the second clock cycle. An exception is for MDR 
accesses that may take more than two clock cycles, at 
which point the assertion of READY is deferred until the 


: To : T1 


T*IDLE 


PRELIMINARY 


last clock period of the execution cycle. CSI (chip select 
input) must go high (inactive) for at least one BCLK pe- 
riod between successive accesses. 


Regardless of how many clock cycles are needed for 
executing an instruction, READY stays active only for 
one clock cycle. 





Asynchronous Mode 


In this mode, handshaking between the NP and the 
FORMAC Plus is used to indicate the completion of data 
transfer and instruction execution. 


NP asserts the DS and CSI lines and issues an instruc- 


~ tion on the NPADDR6-0 bus. FORMAC Plus synchro- 


nizes CSI and DS signals internally and then decodes 
the instruction. For a load instruction, FORMAC Plus 
latches the data into the internal register and then as- 
serts READY. For a read instruction, FORMAC Plus 
drives valid data on the bus and then asserts the 
READY signal. The READY signal stays asserted as 
long as CSI and DS both are active. Any one of them go- 
ing inactive causes READY to go inactive. 


To : Ti : 


NPADDR6-0 


NP 15-0 





| NP BUS READ | 


T*IDLE = (0 — N) Clocks 





OXXXKKXX ___ OXY <3 


NP BUS WRITE | 


16287C-7 


Figure 2. NP Bus Synchronous Read/Write Cycles 
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NP-Bus Synchronous MDRU/MDRL Read Cycle 
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NP-Bus Synchronous MDRU/MDRL Write Cycle 
Figure 3. NP-Bus Synchronous MDRU/MDRL Read/Write Cycles 
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NPADDR6-0 


NP15-0 





READY . 
16287C-10 


NP-Bus Asynchronous Read Cycle 


NPADDR6-0 _ 


XXXKKRRRRRRRRKKKKK 1} XR 






NP15-0 








READY 
16287C-11 


NP-Bus Asynchronous Write Cycle 


Figure 4. NP-Bus Asynchronous Read/Write Cycles 
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BUFFER-MEMORY OPERATION 


Introduction 


GENERAL. Buffer memory management is performed 
in two distinct and independent ways depending upon 
the selection of the tag mode or nontag mode (see Fig- 
ure 5). Intag mode FORMAC Plus provides local buffer 
management that is transparent to the host. Nontag 
mode is used when functional emulation of the previous- 
generation RBC/DPC/FORMAC local-buffer linked-list 
structure is desired. 


LOADING END-ADDRESSES. Prior to any operation 
involving buffer memory, the NP must load the end ad- 
dresses of all the queues. For the tag mode, the queue 
pointers should be in the order shown in Figure 5, i.e. in 
the order: special frame area, receive queue, synchro- 
nous queue, asynchronous queue 0, asynchronous 
queue 1, and asynchronous queue 2. For the non-tag 
mode, only EACB and EARV need to be in the order 
shown in Figure 5 and other transmit queues (synchro- 
nous, asynchronous 0, ansynchronous 1, and asyn- 
chronous 2) may be organized in any order. If any queue 
is to be ignored, its end address must be the same as 
that of the previous queue. For example, if the synchro- 
nous queue is to be ignored, then the pointer EAS = 
EARV. The NP must also program the read/write point- 
ers of all the queues being used. After the FORMAC 
Plus has been initialized, the memory-active mode may 


AMD cl 


be entered to allow the loading of special frames into the 
special-frame area. Special frames are: claim, beacon 
and auto-void frames. During the memory-active mode 
the FORMAC Plus neither receives frames nor re- 
sponds to claim or beacon conditions. After the special 
frame is loaded into memory, the on-line mode may be 
entered for normal operation. 


In tag mode the pointers associated with the clain/bea- 
con frames can be changed while FORMAC Plus is in 
any mode, whereas, to insure correct operation, all the 
other pointers should be changed only when FORMAC 
Plus is in the initialize mode. 


In the nontag mode the claim/beacon (SACL/SABC) 
pointers can be changed in any mode. However, it 
should be noted that the RPXSF register is loaded with 
the changed pointer only when FORMAC Plus next en- 
ters claim/beacon state. 


USE OF LSB BIT. The FORMAC Plus provides two 
ways of organizing the bytes within long words in mem- 
ory: When the LSB bit in MDREG2 is set (high), the least 
significant byte in a long word is transmitted/received 
first. When LSB is low, the most significant byte of a long 
word is transmitted/received first. The order of bits ina 
byte is not changed. The state of the LSB bit does not 
affect the byte ordering of the pointer/descriptor/status 
words. 





Am79C830A 2-51 


£1 amo PRELIMINARY 





Tag Bit Parity Bits 


T _P3 P2 Pi PO 


SACL 
BEACON | 
SPECIAL FRAME AREA SABC - 
EACB 
RPR 
RECEIVE QUEUE SWPR 
EARV WPR 








RPXS 
SYNCHRONOUS QUEUE | SWPXS 
(TRANSMIT) eve 
EAS 
RPXAO 
ASYNCHRONOUS QUEUE 0 SWPXAO 
(TRANSMIT) 
WPXAO 
EAAO - 
RPXA1 
ASYNCHRONOUS QUEUE 1 SWPXA1 
RANSM 
(TRANSMIT) WPXA4 
EAA 
RPXA2 
ASYNCHRONOUS QUEUE 2 SWPXA2 
(TRANSMIT) 
WPXA2 
EAA2 
16287C-12 
Figure 5. Buffer Memory Organization (Tag Mode and Nontag Mode) 
Tag Mode FORMAC Plus. Requests are serviced based on the 


state of the queue being requested. FORMAC Plus ac- 


Oeeing StTranemit rrames (tag mode) knowledges each request in one of the following ways: 


TRANSMIT-FRAME FORMAT. Transmit frames (See 


Figure 6) in the tag mode must consist of aligned data, § ™ If the requested transmit queue has space for 
i.e. all words in buffer memory must contain four valid more frames, then FORMAC Plus acknowledges 
bytes, except that the last data word may consist of less the request and the three QCTRL pins are output 
than four bytes. The frame data is always followed by a as all 0's. 

descriptor word. The last data word (or partial word) in = w_‘If the number of free long words in the requested 
the frame, and the descriptor word, have their tag bits transmit queue is exactly two times the value of 
Set to 1. AFULL3-0 (in mode register 2), FORMAC Plus 


acknowledges the request and QCTRL indicates 


Upon host request, transmi iti 
pon host request, transmit frames are loaded from the the ‘almost full’ condition. 


host into the buffer memory under control of the . 
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@ If the requested transmit queue is full, FORMAC 


Pius does not acknowledge the request, the three 
QCTRL pins are all 0’s, and the status transmit 
buffer full bit (STBFLS or STBFLA (in ST1U)) for 
that queue is set. 


If the requested transmit queue or FIFO has under- 
run and the host has placed a write request for this 
queue, then the QCTRL pins indicate the “abort 
this transmit frame” (underrun) condition. 


If the full or underrun condition has not occured for 
the requested transmit queue, FORMAC Plus 


FRAME 1 


LAST WORD OF } = LASTWORDOFFRAME1 | 1 


ee EE 
me 
eescnrrone [| 
<a 


| LASTWORDOF FRAMES WORD OF FRAME 3 


FRAME 4 


Note: 
Tag mode frames must be contiguous. 
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acknowledges the request and the write pointer for 
the requested queue (WPXS or WPXA0-2) is in- 
cremented. If the word written into the buffer mem- 
ory has the tag bit set to 1, indicating the last data 
word of the frame, the next word (the descriptor) 
must also have the tag bit set to 1. When the de- 
scriptor is written, the shadow-write pointer for the 
requested queue (SWPXS or SWPXAO-2) is 
loaded with the value of the write pointer of the 
requested queue (WPXS or WPXA0-2), which 
points to the beginning of the next frame. 





“4 Bit Pies a Bits . 


P3 P2 Pt Came 


Read Pointer for 
Transmit Queue 


Shadow Write Pointer 
for Transmit Queue 


Write Pointer for 
Transmit Queue 


End Address of 
Transmit Queue 


16287C-13 


Figure 6. Buffer Memory Transmit Queue (Tag Mode) 
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Frame Transmission From Buffer Memory 

(tag mode) 

TRANSMISSION CRITERIA. A frame is ready for trans- 
mission when either of the two following conditions is 
satisfied: 


@ The buffer-memory tag-bit signal BDTAG equals 1. 
This means that the last-word and descriptor-word 
tag-bits of a frame both equal 1, thus indicating 
that the frame has been completely loaded into 
buffer memory. 


@ The number of long words currently in buffer mem- 
ory exceeds the transmit-frame threshold value 
XTHR (in the FRMTHR register) and the value in 
XTHR is not equal to zero. 


TRANSMISSION OF QUEUES. When a token is cap- 
tured, transmission of a queue can begin. If all of the fol- 
lowing three conditions are satisfied, frames are read in 
from buffer memory for transmission by FORMAC Plus 
until a tag bit set to 1 is encountered: 


@ FORMAC Plus is not in send-immediate mode. 


@ TRT and TMSYNC have not expired, if synchro- 
nous frames are present and transmission criteria 
(above) are met. 


@ Both TRT and THT have not expired, if asynchro- 
nous frames are present and transmission criteria 
(above) are met. 


END OF QUEUE. As long as transmission conditions 
are satisfied, frames are read in for transmission until 
the read pointer value for the queue being transmitted 
(RPXS or RPXAO-2) is equal to the shadow write pointer 
value for this queue (SWPXS or SWPXA0-2). 


While transmission is in progress, and after complete 
transmission of a frame, FORMAC Plus fetches more 
data from this queue into its on-chip transmit FIFO for 
transmission only if the write pointer value, WPXx minus 
the shadow write-pointer value SWPXx (where x = S, 
AO, A1 or A2 for the queue), exceeds the threshold 
(XTHR) programmed in the frame-threshold register. 
FORMAC Plus chécks queues for transmission until the 
token is released. 


Transmission from a queue is completed when RPXx = 
WPXx, or RPXx = SWPXx, and WPXx — RPXx < XTHR 
(where x = S, AO, A1 or A2 for the queue). 


If the read pointer for the queue being transmitted 
(RPXS or RPXA0-2) becomes equal to the write pointer 
for that queue (WPXS or WPXA0-2), and the transmit 
FIFO empties in the middle of a frame, an underrun con- 
dition is implied. If this condition is encountered, the cur- 
rent frame is aborted and the appropriate bit in the lower 
half of status register 1 (ST1L, bits 12-15), i.e. STBURS 
or STBURAO-2, is set. If the host tries to load the queue, 


FORMAC Plus does not acknowledge the request and 
the QCTRL bits indicate ‘abort this transmit frame’. 
When this QCTRL message is encountered, the host 
aborts transfers of the rest of the frame to buffer 
memory. 


Transmitting Send-Immediate Frames from Buffer 
Memory (tag mode) 


Insend-immediate mode transmission of frames is done 
fromthe synchronous queue exactly as in normal opera- 
tion, except that FORMAC Plus does not wait for atoken 
in order to transmit frames. 


Loading of Claim/Beacon/Auto-Void Frames 
(tag mode) 


ClainVvbeacon/auto-void frames (also called special 
frames) reside in the buffer-memory special-frames 
area (see Figure 5). The format of these special frames 
must be the same as that of the transmit frames, and the 
last word and descriptor word must have their tag bits 
set to 1. 


There can be several claim and beacon frames but only 
one auto-void frame (starting at location 0000) in the 
special frames area. The special frames are loaded one 
at atime. The NP loads the WPXSF (write pointer trans- 
mit special frames) with the appropriate address of the 
frame and then instructs the host to load the special 
frame. 


The special frames are loaded by the host into buffer 
memory under the control of FORMAC Plus. The host 
makes an encoded request on the HSREQ2-0 pins to 
FORMAC Plus to load the special frame. FORMAC Plus 
acknowledges the request. Special frames must be 
completely loaded before transmission begins. When 
the NPMEMRQ pin is used by the NP (or DMA), the ad- 
dress bus and memory control signal lines are placed in 
the high-impedance state by the FORMAC Plus. This 
gives the NP (or DMA) free access to load buffer mem- 
ory (the frames must conform to the format defined). 


When the NP uses the MARW and MDR to load buffer 
memory, it first loads the MARW with the starting ad- 
dress of the frame. Then the MDRU (memory data regis- 
ter upper 16-bits) is loaded from the NP-bus followed by 
the MDRL (memory data register lower 16-bits). As 
soon as the second 16-bit data word is loaded, FOR- 
MAC Plus sets an internal request to move the contents 
of the MDR to the buffer memory. The MARW is incre- 
mented after the write operation is completed. Any new 
request to load the MDR is held (i.e., READY not as- 
serted) until the previous transfer to memory has been 
completed. The last word and descriptor word must 
have their tag bit set to 1. To do this, use the command- 
register-2 Set Tag Bit command. 





2-54 The SUPERNET 2 Family for FDDI 1994 Data Book 


PRELIMINARY 


Note: At least one claim and one beacon frame must be 
loaded in the special-frame.area before FORMAC Plus 
is set ON-LINE. To change a claim/beacon frame while 
FORMAC Plus is ON-LINE, the user must load the new 
claim/beacon frame at a free location in the special 
frames area and then change the SACL or SABC (start 
address claim/beacon) pointers. 

The auto-void frame must be loaded at location 0000 
before FORMAC Plus enters the restricted-token mode. 
When in restricted-token mode, a single auto-void frame 
is automatically transmitted after the reception of a re- 
stricted token if there are no frames queued for trans- 
mission. Transmitting an auto-void frame ensures that 
stations in nonrestricted token mode will have their TVX 
timers reset during restricted dialogues. Auto-void 
frames have a destination address of all zeros. 


Transmitting Claim/Beacon/Auto-Void Frames 

(tag mode) 

Of the several claim and beacon frames that may be 
stored in the special frames area, the addresses of the 
selected claim frame and beacon frame are stored inthe 
address registers SACL (start address claim) and SABC 
(start address beacon) respectively. 


When a Claim/beacon frame is to be transmitted, the 
FORMAC Plus loads RPXSF (read pointer transmit spe- 
Cial frame) with the contents of SACL/SABC and reads 
the claim/beacon frame for transmission. At the end ofa 
transmission, the RPXSF is reloaded from the SACL/ 
SABC and the cycle repeats until the FORMAC Plus is 
forced out of the claim/beacon state. 


When a void frame needs to be sent out, the RPXSF is 
loaded with 0000 and the frame is read out for transmis- 
sion. Hence, before FORMAC Plus enters the re- 
stricted-token mode, the void frame should be stored at 
the location 0000. The status conditions of the special 
frames are reflected by the status SERRSF bit in ST2U 
(bit 7). 


Loading Receive Frames into Buffer Memory 

(tag mode) 

Ina receive frame (tag mode), a 16-bit status word anda 
16-bit frame-length word make up the last long word of 
the frame. Also, the tag-bit of this last long word is set to 
1. See Figure 7. 


AMD cl 


When the receive buffer queue has an overflow condi- 
tion during frame reception, the status register bit indi- 
cating an overflow error in the receive queue, SRBFL (in 
ST2U, bit 12), is set high. When the FORMAC Plus en- 
counters a buffer-full condition, it stops writing data into 
the buffer memory. If the frame is an aborted frame, then 
its status word contains the receive-abort condition. 


The receive frames are loaded into the buffer memory 
by -FORMAC Plus, which can be programmed (in 
MDREG1) for single-frame receive mode (SNGLFRM = 
1) or multi-frame receive mode (SNGLFRM = 0). The 
RDATA timing depends upon the receive threshold 
value programmed into the frame threshold register in 
multi-frame receive mode. 


LOADING IN MULTI-FRAME RECEIVE MODE (tag 
mode). RDATA is set high either when the number of 
long words inthe buffer memory exceeds RTHR times 4 
if RTHR is not equal to zero, orwhen acomplete frame is 
received in buffer memory. 


After the frame (data) has been written into buffer mem- 
ory, FORMAC Pluswrites the status word and the length 
of the received frame (tag-bit = 1 indicating the end of 
the frame) in bytes at the end of the frame just received. 
RDATA remains high until all the completed frames in 
the receive queue (in buffer memory) have been read 
out by the host. 


LOADING IN SINGLE-FRAME RECEIVE MODE (tag 
mode). In this mode FORMAC Plus interrupts the NP by 
setting the SRCVFRM (receive single frame) bit in 
status register 2 (ST2U) when either of the following 
occurs: 


@ The number of received-frame long words written 
into buffer memory exceeds RTHR times 4 if 
RTHR is not equal to zero. 


m@ The status word is written in the buffer memory for 
a frame. 
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Tag Bit Parity Bits 
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FRAME 1 
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FRAME 2 
STATUS WORD 2 FRAME 2 LENGTH 
FRAME 3 
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Note: 
In this example, frame 3 was aborted due to error conditions (i.e., RCVABT = 1) 


Figure 7. Buffer Memory Receive Queue (Tag Mode) 
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Unloading Receive Frames from Buffer Memory 
(tag mode) 

The RDATA line enables the host to unload the receive 
frame. If the host makes a read request while RDATA is 
high, the FORMAC Plus acknowledges the request. 


UNLOADING IN MULTI-FRAME RECEIVE MODE (tag 
mode). When the RPR pointer reaches the end of a 
frame, if the receive queue in buffer memory is empty or 
the receive queue contains only a partial frame that has 
not crossed the receive threshold, the RDATA signal 
goes low. 


UNLOADING IN SINGLE-FRAME RECEIVE MODE 
(tag mode). When FORMAC Plus interrupts the NP us- 
ing SRCVFRM bit in status register 2 (ST2U), it expects 
NP to give an ‘enable single frame receive’ command. 
When FORMAC Plus decodes this command it asserts 
the RDATA signal high for transfering the received 
frames out of buffer memory. The RDATA signal is de- 
asserted (low) when the following two conditions are 
valid: 


1. When the location immediately after the word with 
the tag bit set is read. (Note: RPR will still point to 
the location after the word with the tag bit set.) 


2. When any of the following three conditions is 
satisfied: 


m The receive queue contains only a partial frame 
that has not crossed the receive threshold. 


w@ The receive frame counter is zero. 


m@ No new ‘enable single frame receive’ is 
received from the NP. 


Nontag Mode | 
Loading Transmit Frames (nontag mode) 


GENERAL. The format of a transmit frame (Figure 8) in 
the nontag mode consists of a descriptor word, followed 
by data words, followed by a pointer word. This format is 
the same as that supported by the prior-generation 
RBC/DPC/FORMAC chips. The descriptor word in- 
cludes the length of the frame in bytes. The pointer word 
contains the address of the descriptor for the following 
frame. The first and last data words can be partial words 
(less than 4 bytes). The location of the first byte in the 
first long word is defined by the byte-boundary bits in the 
descriptor word. For formats of the pointer and descrip- 
tor see the discussion under Data Handling and 
Formats. 


Transmit frames are loaded by the host into the buffer 
memory either by using the host request pins, or by NP 
(or DMA) transfers using the NP memory request pin, or 
by using the FORMAC Plus registers: MARW (memory 
address register for writes) and MDR (memory data 
register). 


When using the host request pins, FORMAC Plus re- 
sponds to the host requests as in the tag mode (see 
loading of transmit frames) except that the QCTRL sig- 
nals will be always ‘0’. FORMAC Plus does not monitor 
the frames being loaded into buffer memory for mem- 
ory-full conditions, etc. | 


When the NPMEMRQ pin is used by the NP (or DMA), 
the address bus and memory control signal lines are 
placed in the high-impedance state by the FORMAC 
Plus. This gives the NP (or DMA) free access to load the 
buffer memory (the frames must conform to the format 
defined). 


When the NP uses the MARW and MDR to load buffer 
memory, it first loads the MARW with the starting ad- 
dress of the frame. Then the MDRU (memory data regis- 
ter upper 16-bits) is loaded from the NP-bus followed by 
the MDRL (memory data register lower 16-bits). As 
soon as the second 16-bit data word is loaded, FOR- 
MAC Plus sets an internal request to move the contents 
of the MDR to the buffer memory. The MARW is incre- 
mented after the write operation is completed. Any new 
request to load the MDR is held (i.e., READY not as- 
serted) until the previous transfer to memory has been 
completed. 


Chained Transmit Operation (nontag mode) 


A group of frames constitutes a chain (Figure 9). The 
MORE bit (bit 31) in a frame descriptor, when 0, denotes 
the last frame in a chain. The entire chain can be queued 
for transmission by issuing a transmit instruction. FOR- 
MAC Plus transmits the entire chain and stops after the 
frame in which the MORE bit equals 0. FORMAC Plus 
assumes that no frame, descriptor, or pointer associ- 
ated with the frames in the chain will be modified once 
the transmit instruction is issued. Additional frames for 
transmission (after the transmit instruction) have to be 
queued in a second chain and a new transmit instruction 
issued. FORMAC Plus can pipeline and remember two 
transmit instructions per transmission queue, i.e., two 
chains (of the same transmit queue) can be queued at 
any time. 


Am79C830A | 2-57 


£1 amp PRELIMINARY 


POINTER - RPXS POINTER 


DESCRIPTOR DESCRIPTOR 





S-FRAME A (N)-FRAME 


POINTER POINTER 


DESCRIPTOR DESCRIPTOR 


S-FRAME A (N)-FRAME 


POINTER POINTER 


DESCRIPTOR DESCRIPTOR 
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POINTER POINTER 


SYNCHRONOUS QUEUE ASYNCHRONOUS QUEUE (N) 
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16287C-15 
Note: 


Frames are not required to be contiguous. 


Figure 8. Buffer Memory Transmit Queues (Nontag Mode) 
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a DESCRIPTOR NO. 2 
FRAME NO. 2 
POINTER NO. 3 
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FRAME NO. 3 
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1 | DESCRIPTOR NO. 4 
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DESCRIPTOR NO. 5 
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Figure 9. Buffer Memory Transmit Chains (Nontag Mode) 
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Transmission of Transmit Frames (nontag mode) 


After the complete frame(s) have been loaded for trans- 
mission, the NP gives an instruction to FORMAC Plus to 
transmit the appropriate queue(s). After the transmit in- 
struction has been issued, a token is captured if the 
transmission conditions have been satisfied (i.e. the 
TRT for synchronous frames, and TRT or THT for asyn- 
chronous frames, must not have expired), and the frame 
is read inby the FORMAC Plus. The first long word read 
is the pointer of the previous frame, followed by the de- 
scriptor word of the new frame to get the length of the 
frame. Then the rest of the frame is read, using the 
length information. If the descriptor has the MORE bit 
(bit 31) set, FORMAC Plus moves to the next frame. 


Each of the four transmit queues may contain a chain of 
frames loaded for transmission. However, the FORMAC 
Plus will accept a maximum of two transmit commands 
at any one time. The NP can issue a second instruction 
for transmission while the first instruction is queued or 
being serviced. At the end of the first chain when the 
MORE bit is 0, if a second chain has been queued-up 
and a second transmit instruction has been issued, 
FORMAC Plus treats this as a continuation (as if the 
MORE bit was ‘1’), orelse FORMAC Plus quits transmit- 
ting the current queue. If the XDONE bit is set, then 
FORMAC Plus quits transmitting the current queue until 
the next token is captured. 


Loading Claim/Beacon/Auto-Void Frames 
(nontag mode) 


The format of the claim/beacon/auto-void frames (i.e. 
special frames) is the same as for transmit frames. 


There can be several claim/beacon frames but only one 
auto-void frame. These special frames can be loaded 
into the buffer memory either by using the WPXSF 
(Write Pointer Special Frame) instruction through the 
node processor and the host interface, or by the NP 
only. In the first case, the NP loads the WPXSF with the 
appropriate address of the frame and then instructs the 
host to load the special frame. Special frames must be 
completely loaded before FORMAC Plus enters the ON- 
LINE mode. 


RESTRICTED-TOKEN MODE. An auto-void frame 
must be loaded at location 0000 before FORMAC Plus 
enters the restricted-token mode. When in restricted-to- 
ken mode, a single auto-void frame is automatically 
transmitted after the reception of a restricted token if 
there are no frames queued for transmission. Transmit- 
ting an auto-void frame ensures that stations in non- 
restricted token mode will have their TVX timers reset 
during restricted dialogues. Auto-void frames have a 
destination address of all zeros. 


Clain/beacon/auto-void frames can also be loaded into 
buffer memory by using the MDR and the memory ad- 
dress register for random writes (MARW), or by using 
the NPMEMRQ pin (DMA). | 
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Transmitting Claim/Beacon/Auto-Void Frames 
(nontag mode) | 


The FORMAC Plus address register SACL (start ad- 
dress Claim) must be programmed with the 16-bit Buffer 
Memory address of a 16-bit pointer which seal to the 
Claim frame (see Figure 8). 


The SABC (start address Beacon) register must be pro- 
grammed in a similar manner with the 16-bit Buffer 
Memory address of a 16-bit pointer which points to the 
Beacon frame. 


When a Claim/Beacon frame is to be transmitted (inter- 
nal request) the FORMAC Plus loads RPXSF (read 
pointer transmit special frame) with the contents of 
SACL/SABC. The FORMAC Plus then loads RPXSF 
with the contents of the 16-bit pointer to the Claim/Bea- 
con frame, then reads the Claim/Beacon frame for 


‘transmission. 


For sending the same ClainvBeacon frames continu- 
ously, the MORE bit of the descriptor should be set and 
the pointer should point to the beginning of the same 
frame. If different Claim/Beacon frames are to be sent 
during the Claim/Beacon process, then new frames 
have to be stored in Buffer Memory and the SACL/ 
SABC register has to be reprogrammed with the new 
address pointing to the 16-bit pointer pointing to the 
new frame. 


The Auto-Void frame may be located anywhere in Buffer 
Memory. However, the 16-bit pointer to the Auto-Void 
frame is required to be loaded at location 0000 in Buffer 
Memory: When the Auto-Void frame needs to be trans- 
mitted, the FORMAC Plus automatically loads the 
RPXSF with the 16-bit pointer at location 0000, andthen 
the Auto-Void frame is read out for transmission. 


The status condition of the special frames is reflected by 
the SERRSF status bit (bit 7) in ST2U. 


Send-Immediate Frames (nontag mode) 


The frames for immediate transmission in send-immedi- 
ate mode are transmitted from the synchronous transmit 
queue and obey all the same loading and unloading 
rules as in normal synchronous transmission except for 


TSYNC checking. However, in send-immediate mode | 


FORMAC Plus does not wait for a token in order to 
transmit a frame. 


Loading Receive Frames (nontag mode) 


FORMAT OF RECEIVE FRAME. The format of a re- 
ceive frame is shown in Figure 10. The first long word of 
each frame consists of a 16-bit status word and a 16-bit 
word that gives the length of the frame in bytes. See Fig- 
ure 17 for a diagram of the receive-frame status/length 
word. The status/length word is followed by the data 
words. The location of the first byte in the first long word 
of data is defined by the byte boundary bits RXFBB1-0 
of MDREG2 (mode register 2). At the end of the frames 
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that make up a receive queue, FORMAC Plus writes a 
long word whose most significant bit (bit 31) is a logic 0, 
which indicates that there is no more data in this queue. 
The only function of this word is to act as an end delim- 
iter. Allits bits are filled with 0’s. Note that the MSVALID 
bit in bit 31 of the status word at the start of the frame is 
always in the logic 1 state. Also, when another frame fol- 
lows this queue, it overwrites the end-delimiter word 
with the receive-status word of the new frame. 


After each frame has been written into buffer memory, 
FORMAC Plus writes the status and frame length at the 
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start of each frame, and places an end-indicator word of 
all 0’s at the end of the queue. Once a frame is com- 
pletely received, the status bit SRCOMP in status regis- 
ter 2 (ST2U) is set. If the receive queue has an overflow 
condition during frame reception, the status register bit 
indicating an overflow error in the receive queue, 
SRCVOVR in ST2U (bit 11), is set high and the frame is 
aborted. Anoverflow also sets the MSRABT bit (bit 30 in 
the receive-frame status word). 
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In this example, frames 3 and 4 were aborted due to error conditions. 


Bits 31-0 of last word in queue are all zeros. 


Figure 10. Buffer Memory Receive Queue (Nontag Mode) 
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Unloading Receive Frames (nontag mode) 


Received frames are unloaded by the host from the 
buffer memory by using the host request pins (HSREQ), 
or by using the NP memory request pin (NPMEMRQ), or 
by using the FORMAC Plus MARR and MDR registers. 


When using the host-request pins (HSREQ), FORMAC 
Plus responds to host requests as in the tag mode. The 
RDATA and QCTRL signals are always in the 0 state. 
When the NPMEMRQ pin is used for NP DMA, the ad- 
dress bus and memory control signals are released by 
the FORMAC Plus. Here, the NP DMA process has full 
control in unloading buffer memory. 


When the NP uses the MARR and MDR to read the 
buffer memory, it first loads the MARR with the starting 
address of the received frame. Then, either the read 
memory with address increment (IRMEMWI) or the read 
memory without address increment (JIRMEMWO) in- 
struction is issued by the NP to read the buffer memory 
location addressed by the MARR and transfer its con- 
tents to the MDR. The NP then reads the MDR (MDRU 
and MDRL). The read will not be acknowledged (i.e., 
READY not asserted) until the data is fetched from the 
buffer memory into MDRL and MDRU. For IRMEMWI, 
once an MDR read (i.e., read both MDRU and MDRL) is 
completed, FORMAC Plus loads the MDR with the con- 
tents of the next location in buffer memory. The MARR is 
incremented after every read. 


INTERFACING WITH THE PHYSICAL 
LAYER (PHY) 


The physical-layer/FORMAC Plus interface is synchro- 
nous to BCLK. There are two receive buses (RA and 
RB) coming into the FORMAC Plus. The SELRA bit in 
MDREG1 register selects the bus to be used as the ac- 
tive FORMAC Plus media input. The RA bus is selected 
if SELRA is 1; otherwise the RB bus is selected. SELRA 
is not affected by either hardware reset (RST) or a reset 
command. A single transmit bus (X-bus) outputs to the 
physical layer. Note that when FORMAC Plus is in the 
on-line mode, the receive and transmit buses are al- 
ways active. 


STATUS AND INTERRUPTS 


Introduction 


Two 32-bit read-only registers, designated ST1 and 
ST2, are dedicated to status handling and interrupt re- 
porting. Any of the bits in these status registers can be 
used to generate an interrupt. The bits in status register 
1 (ST1) are routed to the MINTR1 pin and the bits in ST2 
are routed to the MINTR2 pin. The bits in both ST1 (see 
Figures 11 and 12) and ST2 (see Figures 13 and 14) 
may be masked by the interrupt mask registers (IMSK1, 


IMSK2) for complete control of the interrupt conditions. 
Because the NP bus is 16 bits wide, each 32-bit status 
register is addressed in two halves, each of which has a 
separate address. For ST1 the halves are designated as 
ST1U and ST1L for the upper and lower 16 bits, respec- 
tively. Similarly, for ST2 the halves are addressed as 
ST2U and ST2L. 


Remember the following points when responding to an 
interrupt from FORMAC Plus. This discussion applies to 
both interrupts. 


m@ After the user software senses a FORMAC Plus 
generated interrupt, both halves of the correspond- 
ing status register must be read before the inter- 
rupt line can again be asserted by FORMAC Plus. 
Note: The two halves of a status register each has 
a separate address, and can be read in any order. 


After either half is read, FORMAC Plus deasserts 


and locks the interrupt line until the remaining half 
is read. 


™ Reading the first half can be done any number of 
times before reading the second half. Reading the 
second half unlocks the interrupt and normal op- 
eration resumes. 


@ Any new status-change conditions that affect the 
first half after it is read are not applied until after 
the second half is read. This also means that any 
new status-change conditions that affect the sec- 
ond half after the first half is read but before the 
second half is read are in fact applied to the sec- 
ond half and are included in its status when it is 
read. 


@ Reading the second half removes the lock on the 
interrupt line, and it is then free to be asserted if 
any unmasked status bit is set. 


Status Register 1 (ST1) | 


Status register ST1 contains the status bits that can 
generate maskable interrupts on the MINTR1 pin. ST1 
has status bits associated with transmit operations. All 
status bits except the queue-locked bits, STBFLA and 
STBFLS, are auto-cleared on reading the register. The 
queue-locked status bits SQLCKx (where x = S, AO, A1, 
or A2) can be cleared only using instructions through 
command register 1. 


Whenever any of the bits of status register 1 causes an 
interrupt on MINTR1, the user must read all 32 bits of 
ST1 to enable any future interrupt generation. 


A FORMAC Plus reset clears both the upper and lower 
16 bits of the register except the bits SQLCK (S, AO, A1, 
A2) and STXINEL (S, AO, A1, A2). The following para- 
graphs describe the functions of the ST1 bits. 
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Figure 11. Status Register 1 —- Upper 16 Bits (ST1U) 
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Figure 12. Status Register 1 — Lower 16 Bits (ST1L) 
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| 16287C-20 
Figure 13. Status Register 2 — Upper 16 Bits (ST2U) 
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Figure 14. Status Register 2 — Lower 16 Bits (ST2L) 
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The following bits are in ST1U (the upper half of 
ST1). 


Status Transmit Abort. SXMTABT (bit 15) 


Status transmit abort is set when FORMAC Plus aborts 
a transmission by halting the transmission of data onthe 
X-bus, as described in the following cases: 


CASE 1: FORMAC Plus aborts transmission when it 
makes a transition from state T2 (TX_DATA) to state TO 
(TX_IDLE) (i.e., reset) or from T2 ( TX_DATA) to T4 
(CLAIM_TK) (i.e., recovery) as defined in the FDDI 
standards. When it aborts transmission the correspond- 
ing queue is not locked. 


CASE 2: FORMAC Plus aborts transmission from the 
current queue on receiving a transmit-abort command 
via command register 2, does not lock the current 
queue, and proceeds with transmission as applicable. 


CASE 3: FORMAC Plus aborts transmission from the 
queue in which transmit buffer underrun occurs, locks 
this queue, and proceeds with transmission from other 
queues, as appropriate. This case is applicable only to 
operation in tag mode. 


CASE 4: Parity/Coding Errors. Note the following: 
(a) Nontag mode 


@ Ifthe parity/coding errors occur in a transmit frame 
descriptor or a pointer, FORMAC Plus aborts 
transmission from that queue, locks the queue, 
and starts transmission from the other queues, as 
appropriate. | 


@ If aparity error occurs in the data, FORMAC Plus 
aborts transmission of that frame and proceeds to 
transmit the next frames as appropriate. In this 
case thé queue is not locked. 


(b) Tag mode 


PARITY ERRORS. If a parity/coding error occurs in a 
buffer-memory descriptor, or a parity error occurs in the 
data, FORMAC Plus continues transmission of that 
frame until its end (i.e., until it encounters a correct long 
word with its tag-bit set). In this case, it does not append 
the FCS or end delimiter to this frame, FORMAC Plus 
continues transmitting other frames, and the queue is 
not locked. 


CASE 5: Whenthe XMTABT bit is set inthe transmit de- 
scriptor in both the tag- and nontag modes, FORMAC 
Plus aborts transmitting this frame and continues with 
other frames of the queue, or other queues, as 
appropriate. 


Note: In any of the above cases, when transmission is 
aborted FORMAC Plus does not append either the FCS 
field or the end delimiter. 


AMD cl 


Status Transmit Abort Due to Reset or Recovery 
(Synchronous, AsyncO, Async1, Async2). 
STXABR(S, AO, A1, A2) (bits 14—11) 


One of these bits is set by the FORMAC Plus in the 
event of aborting a frame transmission by leaving T2 
(TX_DATA) state and making a transition to TO state 
(IDLE), or T4 (CLAIM_Tk) state, or T5 (TX_BEACON) 
state in the transmit state machine (as per FDDI stan- 
dards). These bits may be used during ring recovery. 


Status Transmit Buffer Full, Synchronous Queue; 
and Status Transmit Buffer Full, Asynchronous 
Queues. STBFLS, STBFLA (bits 10-9) (tag mode 
only). 


STBFLS is set when the synchronous transmit buffer is 
full, and STBFLA is set when any one of the three asyn- 
chronous transmit buffers is full. The buffers may be- 
come full if the host/NP does not recognize and/or act 
upon the almost-full status message on the QCTRL2-0 
lines and then continues to assert HSREQ for buffer 
writes. FORMAC Plus grants HSACK in response to 
HSREQ requests until the buffer becomes full; then 
HSACK is withheld until the queue becomes available 
for further writes (see the discussion of Buffer Queue 
Control (QCTRL2-0) under Pin Description). These bits 
do not indicate a data-corruption or data-loss condition, 
only a buffer-full condition. 


Status Transmit Until XDONE in Synchronous 
Queue. STEXDONS (bit 8) 


This bit when set indicates that a frame whose descrip- 
tor has the bit XDONE set is encountered during trans- 
mission from the synchronous queue. This bit is set 
even when the frame is aborted. In nontag mode, the 
host/NP can use this information for recovering queued 
transmit buffers. 


Status Transmit End of Chain of Frames (Synchro- 
nous, Async0, Async1, Async2). STECFRM(S, AO, 
A1, A2) (bits 7-4) 


In the nontag bit mode, when all the frames in the chain 
of a transmit queue are transmitted, the corresponding 
STECFRM bit is set. The host/NP can use this informa- 
tion to add another chain to the queue. The transmit 


- Queues support at most two pending chains at any time. 


For tag mode these bits are not meaningful. This bit is 
set even when the frame is aborted. 


Status Transmit End of Frame (Synchronous, 
Asynco, Async1, Async2). STEFRM(S,A0,A1,A2) 
(bits 3—0) 

These bits are set on the completion of a transmission 
for each frame in the corresponding transmit queue. 
These bits are not set if the frame is aborted. 
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The following bits are in ST1L (the lower half of 
ST1). 


Status Transmit Buffer Underrun (Synchronous, 
Asynco, Async1, Async2). STBUR(S, AO, A1, and 
A2) (bits 15-12) 


These bits, in tag mode, are set when an on-chip trans- 
mit FIFO buffer underrun condition is detected during 
the transmission of a frame. The underrun condition 
causes the frame in transmission to be aborted and its 
queue to be locked. 


Status Parity/Coding Error in Pointer, Descriptor, 
or Data (Synchronous, Asynco, Async1, Async2). 
SPCEPD(S, AO, A1, and A2) (bits 11-8) 


These bits are set in any of the following three 
conditions: 


'™@ When the FORMAC Plus detects a parity error 
while reading control information such as a pointer 
(nontag mode only) or a descriptor. 


@ When a parity error is encountered in reading 
buffer-memory data. 


@ When there is a violation in the required coding 
format for a pointer (nontag mode only) or descrip- 
tor in the transmit queues. 


See the discussion of Status Transmit Abort 
(SXMTABT in status register ST1U) for details regard- 
ing the action taken when parity/coding errors occur. 


Status Transmit Instruction Full (Synchronous, 
Asynco, Async1, Async2). STXINFL(S, AO, A1, 
and A2) (bits 7—4) 


These bits are only used in nontag mode and indicate 
the full status of the transmit instruction counters (maxi- 
mum count of two) for each queue. If the FORMAC Plus 
is currently operating on a transmit chain, the FORMAC 
Plus may be given and will remember another transmit 
chain command provided the corresponding bit is not 
set. FORMAC Plus ignores transmit instructions issued 
while the STXINFL bit is set. 


Status Queue Lock (Synchronous, AsyncoO, 
Async1, Async2). SQLCK(S, AO, A1, and A2) 
(bits 3—0) 


These bits are set high on FORMAC Plus reset, or when 
the queues are locked by FORMAC Plus to prevent any 
transfer from them for transmission. These bits are reset 
when a queue-unlock instruction is issued through 
the NP. 


Status Register 2 (ST2) 


The ST2 register contains the status bits that may gen- 
erate maskabie interrupts on the MINTR2 pin. ST2 con- 
tains status bits associated with receive and network 
operations. All status bits except SRBMT, SRBFL and 
SRNGOP are auto-cleared on reading the register. The 


remaining bits are set/reset depending upon the state of 
the monitored conditions. 


Whenever any of the bits of status register 2 causes an 
interrupt on MINTR2, the user must read all 32 bits of 
ST2 to enable any future interrupt generation. 


A FORMAC Plus reset clears both the upper and lower 
16-bit registers. The following paragraphs describe the 
functions of the bits in ST2. 


The following bits are in ST2U (the upper half of 
ST2). 


Status Receive Complete. SRCOMP (bit 15) 


This bit is set at the completion of a frame reception fol- 
lowing the writing of the frame status and length. Re- 
ceive frames that are aborted set this bit, but flushed 
frames do not. This is valid in nontag and tag mode. 


Status Receive Buffer Empty. SRBMT (bit 14) 


This bit is set when the receive buffer is empty (i.e. RPR 
= WPR after an increment of RPR), and is reset when 
frames are in the receive buffer. This bit is not auto- 
cleared when read. An interrupt is generated due to set- 
ting of this bit when a read from the receive queue is 
attempted while the receive buffer is empty. 


Status Receive Abort. SRABT (bit 13) 


The SRABT bit is set when the frame being received is 
aborted. Frames that normally would be flushed but are 
aborted due to threshold criterion in tag mode would not 
set this bit. 


Status Receive Buffer Full. SRBFL (bit 12) 


This bit is set when the receive buffer is full(RPR =WPR 
after an increment of WPR). The buffer-memory receive 
queue is then locked for further input. SRBFL can be 
cleared using the clear receive queue lock (20H) or clear 
all queue locks (FH) commands. 


Status Receive FIFO Overflow. SRCVOVR (bit 11) 


This bit, when set, indicates that the FORMAC Plus re- 
ceive FIFO has overflowed and receive data has been 
lost. This condition may occur during the receive buffer 
full state. FORMAC Plus will not set the frame-status C 
indicator (frame copied) on repeated frames when this 
bit is set. 


Receive Frame. SRCVFRM (bit 10) 


This bit is set, during single-frame receive-mode opera- 
tion, to interrupt the NP and indicate that data is present 
in the buffer memory. The NP must then send the ‘en- 
able single frame receive’ command to assert RDATA. 
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Receive Frame Counter Overflow. 
SRFRCTOV (bit 9) 


The SRFRCTOV bit is set when the eight-bit receive- 
frame counter used in the single-frame receive mode 
overflows. 


Status NP FORMAC Plus Simultaneous Load. 
SNFSLD (bit 8) 


This bit is set when the NP and the FORMAC Plus simul- 
taneously attempt to load any pointer in the FORMAC 
Plus. This includes all the read and write pointers that 
can be changed during the FORMAC Plus operation. If 
there is contention, FORMAC Plus has the higher prior- 
ity and sets the SNFSLD bit. 


Status Error in Special Frame. SERRSF (bit 7) 


This bit is set when there is a parity/coding error in the 
descriptor of a special frame, or a parity error in the data 
field of a special frame. FORMAC Plus aborts transmis- 
sion of any special frame (claim/beacon/auto-void) in 
which any of these errors is detected. However, if the 
special frame is a claim or a beacon frame, then FOR- 
MAC Plus repeats the transmission from the special 
frame’s starting address (SACL or SABC, as appropri- 
ate) until the user intervenes. The SXMTABT bit 
(tramsmit abort) in ST1U is not set. 


Status Claim State Entered. SCLM (bit 6) 


The SCLM bit in ST2U is set when the FORMAC Plus 
enters state T4 (claim state), as described in the FDDI 
transmit state-machine specifications. 


Status My Claim. SMYCLM (bit 5) 

The bit SMYCLM is set when aclaim frame originated by 
this station is received, as per FDDI specifications. 
Status Higher Claim. SHICLM (bit 4) 


The SHICLM bit is set when a claim frame is received 
with a higher claim bid value than the one issued by this 
station, as per FDDI specifications. 


Status Lower Claim. SLOCLM (bit 3) 


The SLOCLM bit is set when a claim frame is received 
with a lower claim bid value than the one issued by this 
station, as per FDDI specifications. 


Status Beacon State Entered. SBEC (bit 2) 


The SBEC bit in ST2U is set when the FORMAC Plus 
enters state TS (beacon state), as described in the FDDI 
transmit state-machine specifications. | 


‘Status My Beacon. SMYBEC (bit 1) 


When a beacon frame is received with a source address 
equal to the address of this station (i.e. SA = MA), the bit 
SMYBEC is asserted. 


Status Other Beacon. SOTRBEC (bit 0) 
The SOTRBEC bit is asserted when a beacon frame is 


received with a source address not equal to the address 
of this station (i.e. SA # MA). 


The following bits are in ST2L (the lower half of 
ST2). 

Status Ring Operational. SRNGOP (bit 15) 

This bit is cleared on recovery or reset, and set after the 
first token is received. Any transition in SRNGOP gener- 
ates an interrupt on MINTR2 when not masked. This bit 
reflects the current operational status of the ring and is 
not affected by reading status register 2 (ST2L). 


Status Multiple Destination Address. 

SMULTDA (bit 14) 

When the SMULTDA bit is set, it signals the node proc- 
essor that another station on the ring has the same indi- 
vidual address as this station. To set the SMULTDA bit, 
both of the following conditions must be satisfied: 


m@ The destination address of the received frame 
equals the address of this station (“my address’), 
i.e., DA= MA. 

@ The frame-status A indicator of the received frame 
is in the set (S) condition when the frame is 
received. 

Status Token Error. STKERR (bit 13) 


The status token error bit (GTKERR) is set due to either 
of the following conditions: 


w If a valid token is received while FORMAC Plus 
transmitter is in states T2 (Transmit Data) or T3 
(Issue Token). 

@ If avalid frame other than a token, and not origi- 
nated by this station, is received while the FOR- 
MAC Plus is in states T2 (Transmit Data) or T3 
(Issue Token). This condition is not valid for On- 
Line Special mode. 


This bit flags a duplicate token condition. 


Status Token Issued. STKISS (bit 12) 

The STKISS bit is set when the FORMAC Plus issues a 
token and leaves the T3 (Issue Token) state. 

Status TVX expired. STVXEXP (bit 11) 


The STVXEXP bit is set when the FORMAC Plus TVX 
(expected time between valid transmissions) timer 
expires. 


Status TRT expired. STRTEXP (bit 10) 


The STRTEXP bit is set when the token rotation timer 
(TRT) expires and the late count is not equal to zero. 
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Status Missed Frame. SMISFRM (bit 9) 


The SMISFRM bit is set when the destination address of 
a received frame equals this station’s address (i.e. DA= 
MA) but, for some reason, this station does not set the 
frame-status C indicator, and repeats it as received. 
This signals the node processor that a frame intended 
for this station was not copied. 


Status Address Detect. SADET (bit 8) 


The SADET bit is set when a received-frame DA = MA 
match occurs as indicated by the internal-detection 
logic. The SADET bit is useful for monitoring frame re- 
ception while data is being transmitted. This status bit is 
also used to check the address-detect logic during loop- 
back testing. 


Status PHY Invalid. SPHINV (bit 7) 


This bit is set upon receipt of the PHY-Invalid symbol 
from the physical-layer (PHY) receiver. PHY-Invalid is 
indicated by all ones on the upper nibble of the selected 
RA or RB bus with the upper control input line (RACU or 
RBCU) held high, or by all ones on the lower nibble of 
the selected RA or RB bus with the lower control input 
line (RACL or RBCL) held high. 


Status Lost Counter. SLSTCTR (bit 6) 


The SLSTCTR bit is set when the 16-bit Lost Counter 
(LCNTR) overflows. 


Status Error Counter. SERRCTR (bit 5) 


The SERRCTR bit is set when the 16-bit Error Counter 


(ECNTR) overflows. 


Status Frame Counter. SFRMCTR (bit 4) 


The SFRMCTR bit is set when the 16-bit Frame Counter 
(FCNTR) overflows. 


Status Short Inter-Frame Gap. SSIFG (bit 3) 


The SSIFG bit is set when the FORMAC Plus detects a 
short inter-frame gap (IFG) on the network. A short IFG 
is flagged when the gap is less than 6 bytes. FORMAC 
Plus can instantaneously tolerate IFGs down to 1 byte in 
length but whether the second frame is received or 
aborted depends on the available free space in the on- 
chip receive FIFO (see the discussion of Frame Abort 
under On-Line Mode). This bit can be used for network 
diagnostics. 


Status Duplicate Claim. SDUPCLM (bit 2) 
The duplicate-claim (SDUPCLM) bit is set when both of 
the following conditions are satisfied: 


@ A valid claim frame is received with its source ad- 
dress and destination address equal to this sta- 
tion’s address (i.e. DA = SA = MA). 


@ The T_BID_RC value in the information block of 
the claim frame is not equal to the TREQ value 
previously set in the FORMAC Plus for this station. 
The existence of a claim frame with the right 
address but the wrong TREQ value means that an 
error condition exists. 


Status Token Rotation Timer Expired in Recovery. 
STRTEXR (bit 1) 


The STRTEXR bit is set when the token rotation timer 
(TRT) expires while the transmit state eens: is in the 


T4 (claim) or T5 (beacon) states. 


Status End of Frame Stripping Due to Token 
Received. SESTRIPTK (Bit 0) 


This status bit.is set when a token is received after the 
previously captured token is released and the frame 
strip counter (FSCNTR) is not zero. This indicates that 
the frame stripping is prematurely terminated. 


interrupt Mask Registers (IMSK1 and IMSK2) 


These two 32-bit Interrupt Mask Registers are pro- 
grammed to mask interrupt generation by the bits in 
status registers 1 and 2. Setting a bit to 1 in IMSK1 or 
IMSK2 disables interrupt generation by the correspond- 
ing bit in ST1 and ST2. A FORMAC Plus reset (hard- 
ware or software) sets all the bits in both mask registers 
to 1. To enable any interrupt, the corresponding bit in the 
IMSK1 or IMSK2 register has to be reset to a 0. 


DATA HANDLING AND FORMATS 


Data Format of Transmit Frames In Buffer 
Memory 


Introduction 


TAG MODE. Figure 6 shows how transmit frames are 
queued in buffer memory in tag mode. Transmit frames 
always start on long-word boundaries. The frame may 
end at any byte boundary, as specified in the 32-bit de- 
scriptor word following the frame. See Figure 15 for the 
format of the descriptor. Frame data is stored with the 
tag-bit equal to 0, except for the last word of data and the 
descriptor word following the last word of data. Forthese 
two words the tag bit is set to 1. In the tag mode, parity is 
one bit per byte. Hence, for each long word there are 
four parity bits. Note that in the case of the least signifi- 
cant byte (BD7—BD0) the tag bit is included with the data 
bits for the calculation of parity. That is, in this case, par- 
ity is calculated on nine bits instead of eight. 
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NONTAG MODE. Figure 8 shows how transmit frames 
are queued in the buffer memory in nontag mode. In this 
mode, individual frames may be located anywhere in 
buffer memory. Each complete frame, however, must 
always consist of contiguous locations of words. Each 
frame has a 32-bit descriptor word (Figure 15) immedi- 
ately preceding the frame, and a 32-bit pointer word 
(Figure 16) immediately following the frame. The de- 
scriptor includes the length of the frame in bytes. The 
pointer contains the address of the following frame with 
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its descriptor word. In nontag mode, transmit frames can 
start on any byte of a long word (indicated by the 
TXFBB1-0 bits of the descriptor). The LSB bit of 
MDREG2 selects the order of transmission (i.e., LSByte 
first or MSByte first). In both tag and nontag modes par- 
ity is one bit per byte. 


Note: Except where otherwise specified, the following 
discussion of the transmit-frame descriptor applies to 
both tag and nontag modes. 





8 7 0 


TRANSMIT 


=» 


31 30 29 28 27 26 25 247° 
swore] + fo TXFBB1 | TXFBBO] XDONE| NFCS | XMTABT 


Figure 15. Format of Transmit Descriptor 
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31 24 23 


16 15 


CNTRL — RPXU RPXL POINTER 


8 7 0 


31 30 29 28 27 26 25 247 
1 


Figure 16. Format of Pointer (Nontag Mode) 


16287C-23 
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Transmit Descriptor Format 


Figure 15 shows the various bits of the transmit descrip- 
tor word. Note: Bits 30 and 29 of the descriptor word are 
fixed at 1 and 0 respectively. The other bits are de- 
Scribed in the following paragraphs. 


More Frames in Queue (nontag mode only). 
MORE (bit 31) 


This bit is used to chain a group of frames for transmis- 
sion in nontag mode. It indicates that there is at least one 
more frame in the chain following this frame. MORE, 
when 0, indicates that this is the last frame in the chain. 


Transmit Frame Byte Boundary. 
TXFBB1-0 (bits 28-27) 


TAG MODE. In tag mode the two TXFBB bits provide a 
binary value that defines which of the four bytes of a long 
word contains the /astbyte in a transmit frame. Whether 
the location of this boundary byte is counted starting 
from the most-significant byte or from the least-signifi- 
cant byte of the long word in which it is located, is de- 
pendent upon the state of the LSB bit in mode register 2. 
As shown inthe following table, if LSB = 0 then the bytes 
are counted starting from the long word’s most signifi- 
cant byte (MSBYTE). If LSB = 1 then the bytes are 
counted from the least significant byte (LSBYTE). 





Case 1: LSB = 0 (in MDREG2, bit al Tag a 


lf TXFBB1-0 = 


Then last byte ends at: a 1 
(MSBYTE) 








Case 2: LSB = 1 (in MDREQ2, bit 11) Tag Mode 


Then last byte ends at: Byte 4 


(MSBYTE) 





NONTAG MODE. In nontag mode, the two TFXBB bits 
define the location of the first byte of data in a transmit 
frame. Note that this use of the TFXBB value in nontag 
mode is the opposite of that used in tag mode (see fol- 
lowing table). 


a a. a 
(LSBYTE) 
If TXFBB1-0 = 11 tot 


Byte3 Byte 2 : Byte 1 
| (LSBYTE) 














Case 1: LSB = 0 (in MDREG2, bit 11) a Mode 






If TXFBB1-0 = 
Then first byte starts at: 







~~ 
(MSBYTE) 





Case 2: LSB = 1 (in MDREG2, bit 11) Nontag Mode 


Then first byte starts at: Byte 4 


(MSBYTE) 





ee 2 a 3 a 4 
(LSBYTE) 
It TXFBB1-0 = 11 Ee es ee 


Byte 3 Byte 2 Byte 1 
(LSBYTE) 











2-70 The SUPERNET 2 Family for FDDI 1994 Data Book 


PRELIMINARY 


Transmit Done. XDONE (bit 26) 

If the XDONE bit (bit 26) in a synchronous or asynchro- 
nous frame’s transmit descriptor (Figure 15) is set, 
FORMAC Plus, after transmitting the current frame, pre- 
vents further transmission from this queue until a new 
token is captured. 


In the case of synchronous transmission, the setting of 
this bit indicates that this is the last frame transmitted 
during this token opportunity. This feature can be used 
to limit the maximum synchronous transmit time within 
one token opportunity. Note: While the XDONE bit can 
be similarly employed with asynchronous queues, its 
usage for this purpose is not recommended. 


FCS or No FCS (frame check sequence). 
NFCS (bit 25) 


if the no frame-check sequence (NFCS) bit is set to 0, 
then the FORMAC Plus appends a 32-bit calculated 
CRC frame-check-sequence value (FCS) after the 
transmitted frame’s information block. If the NFCS bit is 
setto 1 then the calculated CRC frame-check-sequence 
value is omitted. 


Transmit Abort. XMTABT (Bit 24) 

Ifthe XMTABT bit is set, it signals to the FORMAC Plus 
that this frame should be aborted because of some error 
during a transfer from system memory to buffer 
memory. This will not affect transmission of subsequent 
frames. 


Bits 23-16 Reserved. 
Bits 15-0: Not used in tag mode. 


Length Count (in bytes) of Next Frame. 

LNCNU (bits 15-8) and LNCLN (bits 7-0). 

Nontag Mode Only. 

NON TAG MODE ONLY. The LNCNU and LNCNL 
bytes supply the length count (in bytes) of the next trans- 
mit frame. These two bytes are, respectively, the upper 
and lower eight bits of a 16-bit length value. 


Transmit Pointer Format (nontag mode only) 


Control Byte (bits 31-24) 


Figure 16 shows the fields within the 32-bit pointer word 
of a nontag-mode buffer-memory frame. The first eight 
bits of the pointer (bits 31-24) are a fixed pattern, set at 
10100000 (AOH), that act as the pointer’s control byte; 
i.e. they uniquely identify it as a pointer. 


Bits 23-16. Reserved. | 


Read Pointers. RPXU (Bits 15-8) and 
RPXL (bits 7-0) 


The read pointers RPXU and RPXL are 8-bit values that 
make up the upper and lower halves, respectively, of the 
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16-bit address for the descriptor of the next frame to be 
transmitted in nontag mode. 


Data Format of Receive Frames In Buffer 
Memory 
Introduction 


TAG MODE. Figure 7 shows how receive frames are 
queued in buffer memory in tag mode. These frames are 
stored contiguously (i.e. like a large FIFO). Which of the 
four bytes of the first buffer-memory long word receives 
the first byte of data to be stored is defined by the states 
of the RXFBB1-0 bits of mode register 2 (see receive- 
frame byte boundary under the discussion of Mode Reg- 
ister 2). Whether the least-significant byte or 
most-significant byte of a buffer-memory long word is 
the starting point from which this byte is counted is de- 
termined by the state of the LSB bit in mode register 2 
(MDREG2). The status and length of the received frame 
is stored in the long word that follows the long word con- 
taining the last byte of the frame. The tag bit is at 0 for all 
data words and is set to 1 only for the frame-status word 
at the end of the frame. In this mode of operation, the 
frame doesn't have to be completely received before 
transfer to system memory can begin. Note that be- 
cause the status word is at the end of the frame, it is not 
available to be read until the complete frame has been 
read out of buffer memory. 


NONTAG MODE. Figure 10 shows how receive frames 
are queued in the buffer memory in nontag mode. The 
frames are stored in buffer memory in the same manner 
as in tag mode. The status and length of the last re- 
ceived frame is stored in the long word immediately pre- 
ceding the frame. The long word following this frame is 
always loaded with 0’s. When the next frame has been 
completely received, the status and length of the frame 
is written back into this location, thus overwriting the 0’s 
that were there. When the status is written, bit 31 of the 
long word now becomes a 1 to indicate a complete 
frame in buffer memory. Hence, in this mode, the frame 
has to be fully written before it can be read out. 


For both the tag- and nontag modes parity is provided 
for each byte in buffer memory. 


Note: Except as otherwise specified, the following dis- 
cussion of the receive frame-status word applies to both 
tag- and nontag modes. 

Format of Receive Status Word 


The 32-bit status and length word is shown in Figure 17. 
The individual bits are described in the following 
paragraphs. 
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Memory Status Valid. MSVALID (bit 31) | 

This bit is always a 1. Its presence in bit 31 indicates the 
end of a complete receive frame. In nontag mode this bit 
also overwrites the 0 in bit 31 that indicates the end of 


a queue. 
Memory Status for Receive Abort. MSRABT (bit 30) 


The setting of this bit indicates that the frame was 


aborted during reception. 





31 1615 = 
STATUS WORD RECEIVED-FRAME LENGTH 


Bit 29: Reserved 


Status Source Routing. SSRCRTG (bit 28) 


This bit is set if the source address (SA) of the frame has 
the MSB set. This feature is useful for source-routing 


bridges. 


Oo 
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SADRRG 
SFRMERR 
SEACO 
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SEAC2 
SSRCRTG 
RESERVED 

MSRABT 


MSVALID 
16287C-24 


Figure 17. Receive Frame Status Word 
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Status of the EAC Indicators received. SEAC2-0 
(Bits 27-25) 


These three bits indicate the set/reset state of the three 
frame-status (FS) fields when received from the ring. 
The states of these bits provide the following 
information: 
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SEAC2: State of the frame error E-indicator. 

SEAC1: State of the address match A-indicator. 

SEACO: State of the frame copied C-indicator. 
The meanings of these states are given in Table 6. 


Table 6. Summary of the States of the EAC Indicators (SEAC2-0). 









SEAC2 SEAC1 SEACO 
State State State 
(E Indicator) (A Indicator) (C Indicator) 


SE SR | 


Legend: 


R = Reset-status indicator 
S = Set-status indicator 


Meaning 


E received as R symbol. 
E received as non-R symbol. 
A and C received as R symbols. 


A received as R, and C received as S; or error in A and/or 
C symbols. 


A received as S, and C received as R. 
A and C received as S. 
















Status Frame Error. SFRMERR (bit 24) 


This bit is set if the frame received is not a valid frame 
(see FDDI MAC standards for definition of a valid frame) 
and the E indicator is received as non-R. 


Status Internal Address Recognized. 
SADRRG (bit 23) 


This bit is set if the received frame’s destination address 
(DA) matches any of the criteria that define this station’s 
own 16-bit or 48-bit address (i.e. MA). Physical address, 
broadcast, and multicast frames set this bit when they 
are accepted. This bit is not set if an external address 
match is used to accept the frame (using the 
XDAMAT pin). 


Status Frame Type. SFRMTY2-0 (bits 22-20) 


The states of these three bits indicate the various types 
of frames currently being stored in buffer memory. 


These states are decoded from the frame-control (FC) 
field of the received frame. Their meanings are given in 
Table 7. 


Status A: Indicator Received in Error. 

SAERR (bit 19) 

This bit is set if the A indicator of the received frame is a 
non-S or non-R symbol. 

Status C: Indicator Received in Error. 

SCERR (bit 18) 


This bit is set if the C indicator of the received frame is a 
non-S or non-R symbol. 
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Table 7. Summary of the Status Frame Type (SFRMTY2-0). 


SFRMTY1 
(Frame-type bit) 


SFRMTY2 
(Frame-class bit) 
0 = asynchronous 
1 = synchronous 


The following apply to received asynchronous frames. 


End of Received Frame Byte Boundary. 

ERFBB1-0 (bits 17-16) 

The two ERFBB bits provide a binary value that defines 
which of the four bytes of a long word contains the last 
byte in a receive frame. Whether the location of this 
boundary byte is counted starting from the most signifi- 
cant byte or from the least significant byte of the long 





-SFRMTYO 
(Frame-type bit) 


Frame Type 
(per FDDI) 


word in which it is located, is dependent upon the state 
of the LSB bit in mode register 2 (bit 11). As showninthe 
following table, if LSB = 0 then the bytes are counted 
starting from the long word’s most significant byte | 
(MSBYTE). If LSB = 1 then the bytes are counted from 
the least significant byte (LSBYTE). 





Case 1: LSB = 0 (in MDREG2, bit 11) 





Then last byte ends at: Byte 1 


(MSBYTE) 









Case 2: LSB = 1 (in MDREG2, bit 11) 


Then last byte ends at: Byte 4 


(MSBYTE) 






Received-Frame Length. (bits 15-0) 

The length of the frame received into the buffer memory 
(in bytes) includes the FC, DA, SA, INFO and FCS fields 
(if received into buffer memory). The length of an 
aborted frame is ignored. : 


if ERFBB1-0 = 00 Pine ON elie On 
Byte 2 Byte 3 Byte 4 
(LSBYTE) 
if ERFBB1-0 = 1 pte tT 


Byte 3 Byte 2 Byte 1 
(LSBYTE) 
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FDDI FRAME FORMAT 


The components of an FDDI frame are described in the 
FDDI Token Ring MAC Layer Protocol Standard. Basi- 
Cally, frames are composed of nine fields, in the follow- 
ing order (see Figure 18): 

1. IDLE: Frame Preambie 


2. SD: Start Delimiter 
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3. FC: Frame Control Field 

4. DA: Destination Address 

5. SA: Source Address 

6. INFO: Information Field 

7. FCS: Frame Check Sequence (CRC) 
8. ED: End Delimiter 

9. FS: Frame Status 


PA — Frame Preamble. Idle Symbols (16 or more symbols) ‘ 
SD -—- _ Start Delimiter: J symbol followed by K symbol (2 symbols) 
FC — _ Frame Control Field (2 symbols) 

DA -— Destination Address (4 or 16 symbols) 

SA —_ Source Address (4 or 16 symbols) 

INFO — Information Field 

FCS — Frame Check Sequence (8 symbols) 

ED -—-_ End Delimiter: T symbol (1 symbol) 

FS — Frame Status. Three symbols, made up of: 


E — Frame-Error Indicator (Set/Reset) 


A — Address-Recognized Indicator (Set/Reset) 


C — Frame-Copied Indicator (Set/Reset) 


16287C-25 


Figure 18. FDDI Frame Format 





TRANSMIT. For transmitted frames, FORMAC Plus 
precedes the transmission with the required IDLE and 
SD symbols. FORMAC Plus expects FC, DA, SA and 
INFO to be stored in the transmit buffer. If the NFCS 
control bit (in the transmit descriptor) is cleared, the 
FORMAC Plus appends the CRC result after the last 
byte stored in memory is presented to the X-Bus for 
transmission. FORMAC Plus appends to the frame the 
end delimiter (ED) and frame status (FS) indicators. 


RECEIVE. On receive, FORMAC Plus strips IDLE and 
SD before storing the frame. If programmed to store 
FCS, by setting (STRPFCS bit in Mode Register 2) then 
the 4-byte FCS field is stored at the end of the INFO 
field. The received E, A and C indicators are stored as 
bits in the received frame-status field. 


CONFIGURATION-STRAPPING OF 
FORMAC Plus PINS 

NP INTERFACE MODE. FORMAC Plus has only a sin- 
gle pin that requires strapping. This is the NPMODE line. 
When this pin is strapped HIGH, NP interface operation 
is synchronous to BCLK. If the NPMODE pinis strapped 
LOW, NP interface operation is asynchronous. 


PROGRAMMING THE FORMAC Plus 
Table of Programmable Resources 


The programming of the registers in the following table 
is a two-step process: 


1. Aregister is accessed by placing its hex address on 
_the NPADDR6-0 bus. 


2. The data contained in the register is read or loaded 
from the NP15-0 data bus. Reading or writing is de- 
termined by the state of the R/W line. Certain regis- 
ters can be accessed only during initialization mode. 


USER-PROGRAMMABLE REGISTERS. The address 
onthe NPADDRE€-0 bus selects the proper programma- 
ble register for a read or write operation. The reading or 
writing of each register is controlled by the state of the 
R/W line. The data is either read onto (R = 1), or loaded 
from (W = 0) the 16-bit data bus (NP15-0). The following 
table lists the mnemonics of each programmable regis- 
ter; the required state of the R/W line for each load or 
read operation; the required NP addresses of these reg- 
isters for their read and load operations; and a brief func- 
tional description of each register. The paragraphs 
following this table contain a detailed description of each 
of the bits in these user-programmable registers. 


COMMAND REGISTERS. A write to command-register 
1 (location 00H) and command-register 2 (location 01H) 
executes the instructions defined by the data on the 
NP15-0 bus. These instructions are used to force the 
FORMAC Plus into various operational states. 
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FORMAC Plus PROGRAMMABLE REGISTERS 


Register 
Mnemonic 


Description 





CMDREG1 a ee ae ee Load the command-register 1 instruction. 

CMDREG2 | oo] Load the command-register 2 instruction. 
ST1U a Read upper 16-bits of status register 1 (Read only). 
STIL ae 01H Read lower 16-bits of status register 1 (Read only). 
Read upper 16-bits of status register 2 (Read only). 


sT2U 


[oH 
ST2L Pe a Read lower 16-bits of status register 2 (Read only). 
imskiu | 0 | o4H_~—s| Load upper 16-bits of IMSK register 1 
IMSK1U a Read upper 16-bits of IMSK register 1 
IMSK1L | = 05H_~—s| Load lower 16-bits of IMSK register 1. 
[os 


IMSKiL Read lower 16-bits of IMSK register 1. 
IMsk2u_ | 
IMSK2U 


MskaL | 


IMSK2L 
SAID 
SAID | 
LAIM 
LAIM 
LAIC 
LAIC 
LAIL 
LAIL 
SAGP 
SAGP 
LAGM 
LAGM 
LAGC 
LAGC 
LAGL 
LAGL 

MDREG1 

MDREG1 

STMCHN 


Load upper 16-bits of IMSK register 2. 
Read upper 16-bits of IMSK register 2. 
Load lower 16-bits of IMSK register 2. 
Read lower 16-bits of IMSK register 2. 


—_ 


Load short.address — individual. 


Read short address — individual. 


| oH 
| OeH 
[oH 
| oH 
| os 
[oH 
| 99H ~————s|_Load long address, individual (MSW of LAID). 
| oH 

0 

0 

0 

0 

0 

0 


Read long address, individual (MSW of LAID). 
Load long address, individual (middle: LAID). 
Read long address, individual (middle: LAID). 
Load long address, individual (LSW of LAID). 
Read long address, individual (LSW of LAID). 


Load short address — group. 


| | OCH Read short address — group. | 
| ODH_——_|__Load long address, group (MSW of LAGP). 
| OPH Read long address, group (MSW of LAGP). 
LOH Load long address, group (middle: LAGP). 
| OEH Read long address, group (middle: LAGP). 
| OFH Load long address, group (LSW of LAGP). 
| OFH Read long address, group (LSW of LAGP). 
Load the 16-bit mode register 1. 


Read the 16-bit mode register 1. 
Read the state-machine register (Read only). 


Read upper 16-bits of 32-bit MAC Information register 
(MIR) value (Read only). 
1 Read lower 16-bits of 32-bit MAC Information register 
(MIR) value (Read only). | 


1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 


07H 
07H 
09H 
AH 
AH 
BH 
BH 
CH 
CH 
DH 
EH 
EH 
FH 
FH 
12H 
13H 


| 
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FORMAC Plus PROGRAMMABLE REGISTERS (continued) 


Description 


Load the 16-bit TMAX register 
TMAX | 14H | Read the 16-bit TMAX register 







Register 
Mnemonic 







14H 
Load the 8-bit TVX register with NP7-0 
SH 


TVX 1 Read default 8-bit TVX register value on NP7-0 and the 
| TVX timer up-counter value on NP 15-8. 







| 16H | Load upper 16-bits of the TRT timer (diagnostics only). | 
| 0 | 17H | Load upper 16:bits of the THT timer (diagnostics only). | 
Tar | ts 7H___ | Read the upper 16-bits of the THT timer, 


Read the lower 5-bits of TNEG, TRT, and THT timers. 
Bits 14—10 are the lower 5-bits of TNEG; bits 9-5 are the 
lower TRT bits; and bits 4—0 are the lower THT bits. 

Bit 15 is the late count. 

Note: The TNEG and TMRS registers are read-only. 


TREQO 1AH Load the 16-bit TREQO register with the station’s LSW of 
requested TRT. 
TREQO Read the TREQO register, 
TREQ1 1BH Load the 16-bit TREQ1 register with the station’s MSW of 
requested TRT (only the lower five bits are valid). 
TREQ1 Read the TREQ1 register. 
ee ee ee ee Load the 16-bit priority register for asynchronous queue 0. 

























[prio | 1 | 10H | Read the 16:08 proty register for asynchronous queue 0, 
a a TC nr rere ae 
E Pres | 0.) 46h | Weoditel earn ciel lavasynchvonas Queue. | 
[pre | 1 | _1€H | Readthe 16 prorty register for asynchronous queue 2. 

0 | tru | Load 16-bis ofthe TSYNC regis 
[rsync | 1 | 1FH | Road 16xtsof he TSYNC register. ———SSSSSCSC* 
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FORMAC Plus PROGRAMMABLE REGISTERS (continued) 


R/iW 
1=Read 
0=Write 






















NPADDR6-0 
(Hex) 


Register 
Mnemonic 


Note: 


Description 





The following instructions relate to the loadin and reading of buffer-memory-mana ement isters. 
Load the 16-bit mode register 2. 


Read the 16-bit mode register 2. 

FRMTHR Load the frame threshold register. 

FRMTHR 
EACB 
EACB 
EARV 


EARV 


q 
S 
Q 
g 


= 
= 


Read the frame threshold register. 

Load end address. of claim/beacon area. 
Read end address. of claim/oeacon area. 
Load end address of receive queue. 
Read end address of receive queue. 


m 
> 
” 


24H Load end address of synchronous queue. 
24H 


m 
> 


Read end address of synchronous queue. 


Load end address of asynchronous queue 0. 
EAAO 
EAA1 


25H Read end address of asynchronous queue 0. 


Load end address of asynchronous queue 1. 


3 


= 
o 
JD 


26 
27H 
27H 


<= 


Read end address of asynchronous queue 1. 
EAA2 
EAA2 
SACL 
SACL 
SABC 
SABC 

WPXSF 

WPXSF 

RPXSF 

RPXSF 


Load end address of asynchronous queue 2. 
Read end address of asynchronous queue 2. 


Ni 


Load the start address of claim frame. 

Read the start address of claim frame. | 
Load the start address of beacon frame. 
Read the start address of beacon frame. 
2 


> 


Load the write pointer for special frames. 
Read the write pointer for special frames. 
2BH Load the read pointer for special frames. 
2BH Read the read pointer for special frames. 
2 UNUSED 
Load the read pointer for receive queue. 


QO 


7 








Read the read pointer for receive queue. 

WPR Load the write pointer for receive queue. 

Read the write pointer for receive queue. 
SWPR 

_ SWPR> 
WPXS 
WPXS 
WPXAO 


WPXAO 


2 
2FH 


Load the shadow write pointer for the receive queue. 
Read the shadow write pointer for the receive queue. 
Load write pointer for synchronous queue. 
Read write pointer for synchronous queue. 


Load write pointer for asynchronous queue 0. 


31H Read write pointer for asynchronous queue 0. 
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FORMAC Pius PROGRAMMABLE REGISTERS (continued) | 


R/w 
Register 1=Read NPADDR6-0 
Mnemonic 0=Write Description 


Load shadow write pointer for sync queue. 








Read shadow write pointer for sync queue 
Load the shadow write pointer for 

the asynchronous queue 0. 

Read the shadow write pointer for the 
asynchronous queue 0. 

Load the shadow write pointer for the 
asynchronous queue 1. 

Read the shadow write pointer for the 
asynchronous queue 1. 


om) 
= 
) 
< 
2) 


Hse a 
Rec Mall 


Load the shadow write pointer for the 
asynchronous queue 2 

Read the shadow write pointer for the 
asynchronous queue 2 

Load read pointer for synchronous. queue. 
Read read pointer for synchronous. queue. 


Load read pointer for asynchronous queue 0. 
Read read pointer for asynchronous queue 0. 


35H 
36H 
36H 
37H 
37H 
38H 
38H 
9H 
9H 
AH 
AH 
BH 
BH 
H 


RPxS = fH 


Pe) 
Uv 
x< 
¢p) 


Load read pointer for asynchronous queue 1. 
Read read pointer for asynchronous queue 1. 
Load read pointer for asynchronous queue 2. 


-Read read pointer for asynchronous queue 2. 


MARR 3C Load the memory read address register with the 
16-bit address for NP access of the buffer memory. 
= ia Read the 16-bit address from the MARR. 
Load the memory write address register with the 16-bit 
address for NP access of the buffer memory. 
Read the 16-bit address from the MARW. 


Load upper 16-bits of the memory data register with the 
data to be written into the buffer memory location 
addressed by the MARW. 


Read upper 16-bits of MDR. They hold the contents of the 
upper 16 bits of the buffer memory location pointed to by 
the MARR. 


3 
3 
3 
3 
3 
3 


D 
ay 
x 
= 


= 
> 
Be) 
we) 


3CH 
3DH 
3DH 


_ a - 


= 
> 
JD 
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FORMAC Pius PROGRAMMABLE REGISTERS (continued) 











Register 
Mnemonic 






Description 











Load lower 16-bits of memory data register with the data 
to be written into the buffer memory location addressed by 
the MARW. 


Read lower 16-bits of MDR. They hold the contents of the 
lower 16 bits of the buffer memory location pointed to by 
the MARR. 


Note: The following instructions relate to MAC counters and timers. 


po 40H | __Load upper 16 bits of TMSYNC timer from TSYNC register. 
| tf 40H | Read upper 16 bits of TMSYNC timer 
po Tat | Loadthe 16-bitframe counter, 
)oronte [| ot | at | Readthe contents of frame counter, 
po 
a ae! 




















: 
Peon [0 | «9H | Loadthe 1estenorcounter 
[FsonTA [0 | 44 | Load the frame sip 10-bit counter vali ony h OSM 


Legend: 
Read command from NP: Asserted when R/W = 1. 
Write (i.e. load) command from NP: Asserted when R/W = 0. 








Programming the Mode Registers Single-Frame Receive Mode. SNGLFRM (bit 15) 


The following paragraphs describe the operation and This mode is applicable only to tag mode. SNGLFRM, 
functioning of the bits in MDREG1 and MDREG2. when set high, allows the RDATA pin to go high on com- 
mand from NP if the conditions for asserting RDATA are 
Mode Register 1 (MDREG1) satisfied. This mode enables the user to examine 
Mode Register 1 is used to program FORMAC Plus op- frames and then dynamically assign buffers for the 
erational parameters. See Figure 19. All bits, with the _ transfer out of buffer memory using the host interface. 
exception of SELRA (bit 7 in discussion below), are re- See discussion of loading and unloading single frames _ 
set to zero on the reset instruction given through com- -—iN_ tag_mode, under Buffer Memory Operation. 
mand register 1. The following paragraphs define the SNGLFR\M, set low, enables multi-frame receive mode. 


bits in MDREG1. : 
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FORMAC Plus Operational Mode. MMODE2-0 
(bits 14, 13, and 12) | 


The three MMODE bits control the operational mode of 
the FORMAC Plus. The meanings of these bit states are 
shown in Table 8. 


AMD al 


Table 8. Bit assignments of the FORMAC Pius Operational Mode (MMODE2-0). 





INITIALIZE. Initialize is the reset mode of the FORMAC 
Plus. In this mode, the FORMAC Plus transmit and re- 
ceive state machines are held in the TO and RO states. 
Initialize mode is used to read and write FORMAC Plus 
internal registers. The address registers and TREQ reg- 
ister can only be written during the initialization mode. 
To ensure proper timer values before and during opera- 
tion, default values for TVX and TMAX should only be 
written during initialization mode. When the MMODE 
bits are reprogrammed to exit the initialize mode, the 
timers TVX and TRT are loaded with their default val- 
ues. Note: If the. address registers and TREQ register 
are written during normal operation, the contents do not 
get updated. : 


MEMORY ACTIVE. After the internal registers have 
been initialized while in INITIALIZE mode, MEMORY 
ACTIVE mode is entered for the downloading of special 


frames (Claim/beacon) into the special-frame area. No | 


frames are received norcan the FORMAC Plus transmit 
while in MEMORY ACTIVE mode. After the special 
frames have been downloaded, FORMAC Plus may en- 
terthe ON-LINE state. This mode could be used to rede- 
fine the buffer memory management registers. 


In Memory Active mode, the transmit and receive state 
machines are held in the TO and RO states (i.e., the 
FORMAC Plus will be in “blind repeat” configuration). 


ON-LINE SPECIAL. This mode is same as ON-LINE 
MODE except that it supports bridging features. For de- 
tails, see section “Void Frame Stripping in On-Line Spe- 
cial Mode.” 


ON-LINE MODE. ON-LINE MODE places the FOR- 
MAC Plus in the FDDI operational mode. The chip is en- 
abled to receive and process data received from the 


selected RA or RB bus as per the FDDI protocol. — 


|_MMopEeo | Description 
[aaa ee (ae ee PM (1 = 
poo Tt eMorvactive 
po NINE SPECIAR 
ee a a ON a 
pot INTERNAL LOOPBACK 
pot esenveo 
a a a re 
pt tt exTERNALLOOPBACK 











On-Line operation is discussed in detail under FOR- 
MAC Plus Operational Modes 


INTERNAL LOOPBACK. This setting places the FOR- 
MAC Plus in internal loopback mode. In this mode, the 
internal transmit bus is connected to the internal receive 
path. RA or RB bus inputs are ignored. The first four 
bytes of the information field (immediately following the 
SA field) of the frames transmitted during loopback will 
also be stored inthe MIR. The NP can read these bytes 
to verify operation without having to read the frame 
stored in buffer memory. 


EXTERNAL LOOPBACK. This setting places the FOR- 
MAC Plus in external loopback mode. This mode is simi- 
lar to internal loopback except the loopback path is 
assumed to be connected outside of the chip boundary. 
The first four bytes of the information field following the 
SA field of the frames transmitted during loopback will 
be stored in the MIR. The NP can read these bytes to 
verify operation. Depending on the value of the SELRA 
bit (bit 7 in mode Register 1), either the RA or RB bus 
is selected. 


Note: While in internal loopback and external loopback 
modes, the TRT, THT, TVX, and TSYNC timers are 
disabled. 


Select Short Address. SELSA (bit 11) 

This mode bit is used by FORMAC Plus in the token 
claiming process. This bit should be set to 1 if the ad- 
dresses transmitted in the station’s claim frames are 
16-bits long (i.e. 48-bit addressing is not used). Other- 
wise, SELSA is reset. 


Address Detect. ADDET2-0 (bits 10, 9, and 8) 

The ADDET bits select the conditions which inhibit the 
flushing of a frame during frame reception and disable 
receive function. These bits are decoded in Table 9. 
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Table 9. Bit assignments of the Address Detect (ADDET2-0) 












ae 
ee ae ee ee 
Se ee a ae 
pif pt 
aa 


The following paragraphs describe the various states of 
the ADDET2-0 bits shown in the previous table: 


1. ADDET2-0 = 000: FORMAC Plus flushes the re- 
ceived frame when the destination address of the 
frame does not match the corresponding station 
address in the FORMAC Plus, and the XDAMAT 
input is not asserted (See XDAMAT timing dia-. 
gram, Figure 34). Broadcast frames are treated as 
address matches and are always accepted. DA 
equals MA when DA matches either (1) the long or 
short individual address, or (2) the long or short 
group address. 


2. ADDET2-0 = 001: In this mode, in addition to inhib- 
iting the flushing of frames whose DA = MA, FOR- 
MAC Plus does not flush the frames it transmitted. 


3. ADDET2-0 = 010: FORMAC Plus receives the 
non-NSA frames that are addressed to this station 
but not transmitted by this station, as well as NSA 
frames addressed to this station with their A indi- 
cator reset. 


4. ADDET2-0 = 011: In this mode FORMAC Plus re- 
ceives the non-NSA frames that are addressed to 
this station, as well as NSA frames addressed to 
this station with their A indicator reset. 


5. ADDET2-0 = 100: The ADDET bits 2-0 in the state 
100 produces the disable-receive (DISRCV) condi- 
tion. In this state, FORMAC Plus does not receive 
frames from the network. The C indicators associ- 
ated with address-recognized valid frames are re- 
peated without modification when the receiver is 
disabled. If DISRCV is set when the FORMAC 
Plus is receiving a frame, the frame is aborted. No 
frame will be received until DISRCV is cleared. 


6. ADDET2-0 = 110: This is the “limited-promiscuous” 
mode. In this mode, all frames, regardless of desti- 
nation-address match (either internal or external), . 





ADDET2 ADDET1 ADDETO DESCRIPTION 
Receive Frames with DA = MA. | 
Receive frames with DA = MA or SA = MA. 


Receive non-NSA frames with DA = MA and SA # MA; 
or receive NSA frames with A=Reset and DA = MA. 


1 
4 Receive non-NSA Frames with DA = MA; or receive NSA 
frames with A = Reset and DA = MA. 
- Disable receive (DISRCV) function. — 
| tr Resoved. ——“—s—s—s——C—C—C‘NC(C('CS 


Limited-Promiscuous mode. Receive all frames except 
null beacon frames; my_claim frames; and frames with 
SA = MA and DA # MA. 


Promiscuous mode. Receive all frames including claim 
frames and void frames. Void frames are not received in 
any mode except the promiscuous mode. 
















are received and not flushed, except for null bea- 
con frames, my_claim frames and frames that are 
transmitted from this station but addressed to other 
Stations. 


7. ADDET2-0 = 111: This is the “promiscuous” mode. 
In this mode, all frames regardless of destination- 
address match (either internal or external) are re- 
ceived and not flushed, including claim frames and 
void frames. This is the only mode in which void 
frames can be received. Note: In this mode the 
‘Strip FCS’ feature should not be used for receiving 
a frame. | 


IMPORTANT. The XSAMAT and/or XDAMAT signals 


_ must be activated as shown in their timing diagram, Fig- 


ure 34, if the external address-match criterion is to be 
used to prevent flushing. See the discussion of Special 
Functions under FORMAC Plus Operational Modes for 
more details about XSAMAT and XDAMAT timing. 


Select RA Bus or RB Bus. SELRA (bit 7) 


SELRA controls the mux input to the FORMAC Plus at 
its interface with the PHY sublayer. A 1 in this bit position 
selects the RA bus as the active FORMAC Plus input. A 
0 selects the RB bus as the active input. SELRA retains 
its state after a FORMAC Plus hardware and software 
reset. | 


Disable Carry. DISCRY (bit 6) 


The DISCRY bit, when set, permits testing of the opera- 
tion of certain internal FORMAC Plus timers by dividing 
each one into independent counters of four or five bits in 
length. These individual small counters are then tested. 
By dividing them up, their full-count period during tests _ 
does not take up an undue length of time. The DISCRY 
bit must always be cleared in order to permit normal 
FORMAC Plus operation. Setting this bit breaks the 
TRT, THT, TVX, and TMSYNC timers into the segments 
shown in Table 10. 
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Table 10. Summary of the Disable Carry, (DISCRY) Bit Operation on FORMAC Plus Timers. 

















Normal Size 
with 
DISCRY Low 


_ Rall 


Notes: 


Counter 
Mnemonic 












No. and Size of 
Counter Segments 
with DISCRY High 


1 segment: 5 bits 
4 segments: 4 bits each 


2 segments: 4 bits each 7 thru 4; and 3 thru 0. 


1 segment: 5 bits 
4 segments: 4 bits each 


1 segment: 5 bits 
4 segments: 4 bits each 













Bits Used For Each Segment 


20 through 16. 
15 thru 12; 11 thru 8; 
7 thru 4; and 3 thru 0. 










20 through 16. 
15 thru 12; 11 thru 8; 
7 thru 4; and 3 thru 0. 


20 through 16. 
15 thru 12; 11 thru 8; 
7 thru 4; and 3 thru 0. 













1. In this mode, the independent timer segments clock each BCLK cycle. 


2. With DISCRY set, all counter segments count continuously; i.e. they wrap around. 


3. DISCRY, when set, overrides any hold function on the timers. 


Extended Group Addressing. EXGPA1-0 
(bits 5—4) 


These bits allow the reception of multicast frames based 


on the partial-address filtering shown in Table 11. 


Table 11. Summary of the Extended Group Addressing (EXGPA1-0) 
Bits Assignments for Partial Address Filtering. 







[exapao | Parlavaddress Fierng Mode 
a a Se ae 
5 [sot Ftesing Accops a ames wih group addens set 

[2 [on oper 28 ths of group accross reiser must match fr mutica | 


Broadcast frames are received under all values of EXGPAT1-0. 










Lock Transmit Asynchronous Queues. LOCKTX 
(bit 3) 


This bit, when reset, allows all the asynchronous 
queues for transmission to be transparently transmitted 
_ after the completion of a ring-recovery operation. This 
bit, when high, forces the asynchronous transmit 
queues to become locked on a transition of SRNGOP, 
and to remain locked until the unlock command is is- 
sued. It is to be noted that the synchronous-frame queue 
is always locked on a transition of SRNGOP and re- 
mains locked until the unlock command is issued. 


Full/Half Duplex. FULL/HALF (bit 2) 


The full/half bit selects between full-duplex and half-du- 
plex operation. This bit, when reset, forces half-duplex 


operation. When set, it enables full duplex mode. in haif- 
duplex mode, no received frames are buffered to mem- 
ory during transmission. In full-duplex mode, depending 
on the state of the ADDET2-0 bits, the frames received 
onthe RA or RB bus are buffered into memory even dur- 
ing transmission. This includes performing a CRC check 
on received frames during transmission. 


Note: When full duplex mode is used and BMCLK is 
12.5 MHz, the NP must not access buffer memory while 
the FORMAC Plus is reading or writing buffer memory. 
Contention for buffer memory could result in buffer or 
FIFO underrun or overflow. 
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Hoid/Flush/Inhibit. HOFLXI1-0 (bits 1 and 0) 


The FORMAC Plus HOFLXI pin can be programmed to 
perform either of three functions: it can provide a sus- 
pend/resume function for the chip (i.e. HOLD); a receive 
frame flush function; or it can provide an unconditional 
transmit-inhibit function. Which of these functions is se- 
lected depends upon the state of the HOFLXI bits, as 
follows: 


HOFLXI1 HOFLXIO | Function Implemented 


0 0 HOLD 
0 1 
1 0 
1 1 











FLUSH received frame 
INHIBIT transmission 
Reserved 





HOLD Function: 


On asserting the HOFLXI pin, the FORMAC Plus sus- 
pends all the operations by freezing the states of the 
transmit and receive state machines, andthe TVX, TRT, 
THT and TMSYNC timers. 


FLUSH received frame function: 

On asserting the HOFLXI pin, the frame currently being 
received on the receive bus will be flushed by the FOR- 
MAC Plus regardless of the address match. The timing 
is provided below. 


After a reset cycle, the FORMAC Plus will be in Hold 
mode (i.e., mode register bits 0 and 1 will be zero). 





BCLK aUaUatatatata’ stata tatatavalatatatne 


R-Bus 


HOFLXI 


\ Note 1 ‘ 
Notes: 
1. Earliest allowed assertion. 


2. Latest allowed assertion. 
dd = data bits 


PENG DEE Ea Es ICCD 





' Note 2 


16287C-26 


External Receive Frame Flush Timing 


INHIBIT Transmission Function: 


On asserting the HOFLXI pin, the FORMAC Plus inhib- 
its all further frame transmissions. If a frame is currently 
being transmitted, the FORMAC Plus completes this 
transmission and releases the token appropriately. 
When this function is activated, the timers and the state 
machines operate normally. 


Mode Register 2 (MDREG2) 


Mode register 2 is used to program buffer-memory inter- 
face operational parameters. See Figure 20. All bits are 
reset to zero on a reset instruction or when RST is as- 
serted low. The following paragraphs describe the bits in 
MDREG2. 


Buffer-Memory Mode. BMMODE (bit 15) 

This bit defines whether data in buffer memory is to be 
stored in accordance with the tag mode format or the 
nontag mode format. When BMMODE = 1, tag mode is 
selected. When BMMODE = 0, nontag mode is se- 
lected. In tag mode (i.e., when BMMODE = 1) each 
frame consists of a group of long words of data followed 
by a status word identified by a tag bit. The nontag mode 


supports link-lists (as supported by the previous gen- 
eration of FORMAC) for transmit frames. Receive 
frames are always stored in buffer memory in a FIFO 
mode. 


Strip Frame Check Sequence (FCS). 
STRPFCS (bit 14) 


When this bit is set, FORMAC Plus strips the four-byte 
FCS field of the received frame (i.e. containing the 32-bit 
CRC value). When this bit is reset, FORMAC Plus in- 
cludes the four-byte FCS field in the received frame in 
buffer memory. Note: This bit should not be set when re- 
ceiving error frames, i.e. when RCVERR = 17. 


Check Parity. CHKPAR (bit 13) 


If CHKPAR is set high, the parity of the 32-bit buffer- 
memory BD-bus data is checked against the BDP-bus 
value by the FORMAC Plus during buffer-memory 
reads, and the parity of the BD-bus is generated and 
written on the BDP-bus during buffer-memory writes. 


Any parity error during buffer-memory read operation 
while transmitting frames is flagged by the parity bits 
SPCEPD(S, AO, A1, and A2) in status register 1. 
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If CHKPAR is low, then parity is neither generated nor 
checked at the buffer memory interface. When 
CHKPAR is low: 


m The BDP bus is ignored during memory reads. 


@ If SYMCTL and CHKPAR are both low, the BDP 
bus is forced to all-low during memory writes. 


@ If SYMCTL is high and CHKPAR is low, then the 
BDP-bus is forced to all-high during memory 
writes. 


Refer to the discussion of SXMTABT (status transmit 
abort), bit 15 of status register 1, for actions taken if par- 
ity/coding errors are detected in the transmit-queue data 
for both the tag- and nontag modes. 


Parity Type. PARITY (bit 12) 


When this bit is set high, even-parity is selected. Parity is 
computed on a byte basis in both the nontag mode and 
the tag mode. 


Least Significant Byte. LSB (bit 11) 


LSB high indicates that the least significant byte in a 
long word is transmitted/received first. The most signifi- 
cant byte is transmitted/received first when LSB is set 
low. The order of bits in a byte is not changed by the 
state of the LSB bit. This bit applies to frame data only 
and does not affect pointers, descriptors, or status 
words. The LSB applies to both tag and non-tag modes. 


Receive Frame Byte Boundary. 
RXFBB1-0 (bits 10-9) 


These bits indicate in which of the four bytes of a buffer- 
memory long word the loading of the received frame 
should begin. This is shown in the following table. Since 
frames can have any length, the frame may end on any 
boundary. The next frame is again loaded at the byte 
boundary indicated by RXFBB1-0. If these bits are 
changed during reception the results are undefined. As 
shown in the following table, the state of the LSB bit con- 
trols the order in which the bytes are stored inthe buffer- 
memory long words. , 


HOFLXI0 
HOFLXI1 
FULUHALF 
LOCKTX 
EXGPAO 


EXGPA1 
_ DISCRY 


SELRA 
ADDETO 
ADDET‘1 
ADDET2 

SELSA 

-MMODEO 
MMODE1 
MMODE2 


SNGLFRM 
16287C-27 


Figure 19. Mode Register 1 (MDREG1) 
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AFULLO 
AFULL1 
AFULL2 
AFULL3 


RCVERR 
SYMCTL 
SYNPRQ 
ENNPRQ 
ENHSRQ 
RXFBBO 
RXFBB1 
LSB 
PARITY 
CHKPAR 
STRPFCS 


BMMODE 


16287C-28 
Figure 20. Mode Register 2 (MDREG2) 


Case 1: LSB = 0 (in MDREG2, bit 11) 





lf RXFBB1-0 = 


Then first byte starts at: Byte 1 (= 2 = 3 a 4 
(MSBYTE) (LSBYTE) 


Case 2: LSB = 1 (in MDREG2, bit 11) 


I RXFBB1-0 - " po to ot 


Then first byte starts at: Byte 4 Byte 3 Byte 2 Byte 1 
(MSBYTE) (LSBYTE) 
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Enable Host Requests. ENHSRQ (bit 8) 


When the FORMAC Plus is reset, this bit is reset, caus- 
ing host requests to be ignored. When the ENHSROQ bit 
is set, host DMA requests are then detected and serv- 
iced by FORMAC Plus. Resetting ENHSRQ to a low 
does not affect an already acknowledged request but 
does disregard any pending host request. By its ability to 
regulate the flow of host requests, this bit can be used to 
control the bus-bandwidth allowed to host read/write op- 
erations by the NP. 


Enable NP DMA Requests. ENNPRQ (bit 7) 


On a FORMAC Plus reset, this bit is reset and disables 
NP DMA requests. When set, it enables this request. NP 
DMA requests use the NPMEMREQ and NPMEMACK 
Signals for control of address and data buses. 


Synchronous NP DMA Requests. SYNPRQ (bit 6) 


When this bit is set, FORMAC Plus assumes that NP 
DMA requests are synchronous to BMCLK and that they 
Satisfy setup and hold timing requirements. When 
SYNPRQ is reset to zero, FORMAC Plus assumes that 
NP DMA requests are asynchronous, and synchronizes 
the request within the chip. On a general FORMAC Plus 
reset SYNPRQ is reset to zero. In the asynchronous 
mode (i.e. SYNPRQ = 0), an additional clock period is 
needed to synchronize the request, as compared to the 
synchronous mode. 


Symbol Control. SYMCTL (bit 5) 


To use this mode, parity must be disabled by setting 
CHKPAR low. SYMCTL is used only for diagnostic pur- 
poses to transmit user-controlled symbols and symbol 
violations to the PHY (physical layer). Symbol control 
mode can be used in both tag and nontag modes. 


When the SYMCTL bit is set high and a word is written to 
buffer memory by the NP using the MDR registers, the 
parity bits BDP3-0 are all set to 1. When the SYMCTL bit 
is set low, the parity bits BDP3-0 are all set to zero if the 
CHKPAR bit is set low. 


Control and data symbols may be assembled together 
in a frame by toggling SYMCTL during NP writes to 
buffer memory through the MDR registers. Data sym- 


bols have BDP3-0 = 0000 and control symbols have | 


BDP3-0 = 1111. To write data symbols through MDR, 
SYMCTL mustbe set low. Using the NP write operation 
through the MDR, control and data symbols can be as- 
sembled on a long word “granulartity” only, i.e. a word 
can contain either control symbols or data but not both. 
See the discussion on Command Registers 1 and 2 and 
their instruction set (below). 


AMD a 


During transmission in symbol-control mode, each of 
the parity bits (BDP3-0) is routed to the XCU and XCL 
paths, forcing the bytes written in symbol-control mode — 
to be interpreted as control symbols if the parity bit is 
high, or as data symbols if the parity bit is low. 


SYMCTL must be set high during transmission for rout- 
ing BDP3-0 to XCU and XCL. The receiver must be dis- 
abled in SYMCTL mode by setting the ADDET2-0 bits in 
mode register 1. No start delimiter or FCS field or end 
delimiter is transmitted in this mode unless the appropri- 
ate symbols are written into buffer memory. 


Receive Errored Frames. RCVERR (bit 4) 


RCVERR, when set to a 1, allows all frames that pass 
the address-match conditions to be buffered to memory, 
even if they contain FCS-, minimum-length, or odd-byte- 
boundary errors, or the E indicator is not reset. The 
RCVERR bit set to a 0 flushes/aborts receive frames 
that contain errors. See the discussion of frame flushing 
and frame abort under On-Line Mode. The “Strip FCS” 
feature should not be used when this bit is set. 


Almost Full. AFULL3-0 (bits 3-0) 


The almost-full bits (AFULL3-0) are presettable to a 
4-bit binary value representing the number of empty lo- 
cations remaining in the current transmit queue. Then, 
during tag mode, when the number of free long words in 
the transmit queue currently being loaded decreases to 
less than twice the value programmed in AFULL3-0, 
FORMAC Plus signals to the host, by means of the 
QCTRL2-0 pins, the almost-full condition in the queue. 
This is used to stop loading the transmit FIFO before the 
queue overflows. If this function is desired, AFULL3—0 
must be programmed with a non-zero value when the 
FORMAC Plus is in the initialization mode. Changing 
the value in any other mode does not result in the de- 
sired almost-full function, however, the QCNTRL2-0 
pins would indicate the almost-full condition based on 
the previous value of AFULL3-0 bits. 


Command Registers 1 and 2 and Their 
Instruction Set 


INTRODUCTION. In certain instances, the NP address 
bus (NPADDR6-0) and the NP instruction bus (NP15-0) 
are used to provide direct control of FORMAC Plus op- 
eration by issuing instructions to either of its two com- 
mand registers. These registers provide a repertoire of 
29 instructions affecting various aspects of chip opera- 
tion. The instruction set available with these two regis- 
ters is summarized in the table below, and is described 
in the paragraphs following the table: 
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Command Register 1 (NPADDR6-0 = 00H) . 


Load MDR from buffer memory with 
MARR increment 

Load MDR from buffer memory without 
MARR increment 







Beacon/Listen 7 
| Nonrestricted TokonMode | OH 
|_Enter Nonrestricted TokenMode | OSH 
| Enter Restricted Token Mode | OAH 
| Restricted TokenMode | BH 
oCH 
| Send Restricted Token | HK 
| Enter Send-ImmediateMode | EH 
12H 
14H 
| Clear Receive QueueLock | OH 


Clear All Queue Locks 3FH 


Command Register 2 (NPADDR6-0 = 01H) 


| Transmit SynchronousQueve fH 
| Transmit AsynchronousOQueue | HT 
| Transmit Asynchronous t Queue | aH 
| Transmit Asynchronous 2 Queue | BHP 
ee: | eee: eee 

a 

ns: 

ares: 





Abort Current Transmit Activity 
Set Tag bit 30H 


40H 






Enable Receive Single Frame 
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Command Register 1 (NPADDR6-0 = 00H) 


Command register 1 is selected by the address 00H on 
the NPADDR6-0 bus. Command register 1 issues com- 
mands to FORMAC Plus to go into various operational 
modes and to perform certain other functions, as de- 
scribed below. Each function or operation is selected by 
the command code on the NP15-0 data bus. 


Software Reset (NP15-0 = 01H) 


Software reset performs the same function as asserting 
the RST pin. Software reset places the FORMAC Plus 
internal registers and state machines into a known state. 
FORMAC Plus goes to initialization mode on receiving a 
software reset. The SELRA bit in mode register 1 is not 
disturbed and retains its previous setting. 


Load Memory Data Register (MDR) From Buffer 
Memory With MARR Increment. IRMEMWI 
(NP15-0 = 02H) 


This instruction loads the MDR with the contents of the 
location in the buffer memory addressed by the contents 
of the MARR. After the buffer memory is read, the 
MARR is incremented. Once both the MDRL and MDRU 
registers are read, the data from the next location as ad- 
dressed by MARR is fetched automatically. Automatic 
data fetching is repeated until the ‘Load MDR from 
buffer memory without MARR increment’ instruction 
(03H) is issued by the node processor. 


Load Memory Data Register (MDR) From Buffer 
Memory Without MARR Increment. IRMEMWO 
(NP15-0 = 03H) 


This instruction (03H) loads the MDR with the contents 
of the location in buffer memory addressed by the con- 
tents of the MARR. After buffer memory is read, the 
MARR is not incremented. 
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idle/Listen (NP15-0 = 04H) 


IDLE/LISTEN places the FORMAC Plus transmit state 
machine in the IDLE (TO) state while the receiver enters 
the LISTEN (RO) state. This function is referred to as a 
MAC_reset in the FDDI specification. Note that register 
values are unaffected by this operation. 


Claim/Listen (NP15-0 = 05H) 


This command forces the FORMAC Plus into the claim 
state. The TRT is loaded with TMAX value when this in- 
struction is given. This corresponds to the RO and T4 
states in the FDDI specification. 


Beacon/Listen (NP15-0 = 06H) 


This command forces the beacon state. The TRT is 
loaded with TMAX when this instruction is given. This 
corresponds to the RO and T5 states in the FDDI 
specification. 


Load TVX Timer From TVX Register 
(NP15-0 = 07H) 


On giving this command to FORMAC Plus, the value of 
the TVX register is loaded into the TVX timer. It is useful 
for testing purposes only, and should not be used in nor- 
mal operation. 


Restricted and Nonrestricted Transmit Modes 


The following four commands (08H, 09H, OAH, and 
OBH) deal with restricted and non restricted transmit - 
modes, i.e. the modes associated with restricted and 
nonrestricted tokens. Before discussing these com- 
mands, it is necessary to understand the interaction of 
these modes with synchronous and asynchronous 
queues. These modes, the associated token types, and 
the corresponding queues that can be transmitted are 
shown in Table 13. See Figure 21 for a state diagram 
showing these modes. 


Table 13. Summary of Allowed Transmission Queues with 
Respect to Different Token Mode and Token Type 






Legend: 


R = Restricted 
NR= Nonrestricted 


Note: 


Queues That Can Be Transmitted with Indicated Mode and 

Token Mode Type Token-Type : 
PRR Asynchronous and synchronous 
PR | NR _|_ Asynchronous and synchronous 
PNR TR | Synchronousonly 
PNR [| NR _| Asynchronous and synchronous 









If a restricted token is received and the FORMAC Plus is in restricted token mode, then transmission of both asynchronous and 
synchronous queues are allowed. However, if the FORMAC Plus is in non restricted token mode and a restricted token is re- 


ceived, then only synchronous transmission is allowed. 
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08H (follower) 
_ (Note 3) 


Wait for restricted Token. 
Transmit frame(s). 
issue nonrestricted Token. 
Enter nonrestricted Token mode. 


(Note 2) 








PON = 


Legend: 

08H = Nonrestricted token mode. 

O9H = Enter nonrestricted token mode. 
OAH = Enter restricted token mode. 
OBH = Restricted token mode. 


Notes: 
1. If async, first token. If sync, second token. 


2. If async, first token. If sync, second token. If void, first token. 


Restricted 
Token 
Mode 


Nonrestricted 
Token 
Mode 
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Wait for nonrestricted Token(s). 
Transmit frame(s). 

Issue restricted Token. 

Enter restricted Token mode. 


(Note 1) 


~ Oy > 


OBH (follower) 
(Note 3) — 


OAH (initiator) 
(Note 3) 


16287C-29 


3. Issued by higher-level software when it detects restricted token, dialog has begun. 


Figure 21. State Diagram for Entering/Leaving Restricted Token Dialog 


Nonrestricted Token Mode (NP15-0 = 08H) 


This is the default option selected at chip-reset, trans- 
mit-reset, or ring-recovery. In this mode FORMAC Plus 
reissues the same type of token as that captured. In this 
mode, FORMAC Plus transmits asynchronous data 
only when a non-restricted token is received. Synchro- 


nous data, however, is transmitted on any token regard- 


less of its type. 


Enter Nonrestricted Token Mode (NP15-0 = 09H) 


This command introduces an intermediate state be- 
tween restricted and nonrestricted modes. See Fig- 
ure 21. This state is selected by session-terminator (i.e. 
higher-level protocol) software as a method for complet- 
ing a restricted dialogue. Command 09H causes a two- 
step operation to take place, as follows: 


1. Asynchronous requests capture and use a re~ 
stricted token if the criteria for THT and late-count 
are met. 


2. Inthe second step of this mode FORMAC Plus 
issues a nonrestricted token. Once this token is 
issued, FORMAC Plus returns to the nonrestricted- 
token mode. 


Enter Restricted Token Mode (NP15-0 = OAH) 
This command places the FORMAC Plus in an interme- 


diate state between nonrestricted token and restricted 
token modes. 


The general sequence by which the FORMAC Plus gets 
into restricted Token mode is a combination of higher-' 
level software control and automated FORMAC Plus 
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behavior. When higher-level software decides to initiate 
a restricted Token dialog, it issues command OAH to 
Command Register 1 of the FORMAC Plus, queues one 
or more restricted Token dialog frames, then issues the 
FORMAC Plus transmit command. 


The FORMAC Plus, after receiving the “Enter Restricted 
Token Mode” command (0AH), enters an intermediate 
state waiting until it has both a frame queued to transmit 
and a nonrestricted Token. When these conditions have 
been met, the FORMAC Plus will transmit the frame, 
automatically transition from the “Enter Restricted To- 
ken” state to the “Restricted Token” state and release a 
restricted Token. 


The specific behavior of the FORMAC Plus is depend- 
ent on the type of frame(s) queued for transmission after 
the “Enter Restricted Token” state is entered. 


@ When an asynchronous frame is queued for trans- 
mission, the FORMAC Plus waits for the FIRST 
nonrestricted Token, transmits the queued 
frame(s), then releases a restricted Token. 


@ When a synchronous frame is queued for trans- 
mission, the FORMAC Plus waits for the SECOND 
nonrestricted Token, transmits the queued 
frame(s), then releases a restricted Token. 


The addressed destination station(s) will receive the in- 
itial dialog frame(s) and enter restricted Token mode. 
Dialog frames and restricted Tokens are exchanged for 
the remainder of the restricted dialog. The destination 
station must be willing to enter a restricted Token dialog, 
must detect a restricted Token dialog (possibly using the 
Receive Status pins, page 26), and issue command 
OBH to immediately enter restricted Token mode. 


Note: While in restricted Token mode, the FORMAC 
Plus will automatically transmit a single Void frame, 
from Buffer Memory location 0000, every time a re- 
Stricted Token is received and no frames are queued for 
transmission. In restricted Token mode, the Void frame 
causes the TVX timers of the stations on the ring to be 
reset in the absence of frames, since restricted Tokens 
do not reset the TVX timers. 


The process of leaving restricted Token mode is similar 
to the process of entering restricted Token mode. A 
combination of the “Enter Nonrestricted Token Mode” 
software command and automated FORMAC Plus op- 
eration are used to resume normal, nonrestricted Token 
operation. 


Restricted Token mode is terminated when the termi- 
nating station issues command 09H, the FORMAC Plus 
captures a restricted Token, transmits its final dialog 
frame(s) or a Void frame, then issues a nonrestricted 
Token. 


Figure 21 illustrates the transitions by the FORMAC 
Plus from nonrestricted Token mode to restricted Token 
mode and back. 


Restricted-Token Mode (NP15-0 = OBH) 


This mode is automatically entered on successful com- 
pletion of the enter-restricted-mode instruction (OAH) 
described above. Restricted mode command (0BH) is 
also issued explicitly by other participants in the re- 
stricted dialogue once they are notified that the process 
has begun. In this mode, an asynchronous queue is en- 
abled to capture and use a restricted token. Each token 
issued is the same type as the captured token. 


Send-Immediate Commands 


The following three commands can be used to force 
immediate transmission on the media: 


1. Send nonrestricted token (OCH). 
2. Send restricted token (ODH). 
3. Enter send-immediate mode (OEH). 


It is important to note that while these commands are re- 
quired by the FDDI standards they are not intended for 
normal operation and should only be used under rare 
circumstances. Issuing these instructions causes a 
transmit reset as outlined in the FDDI Transmit State 
Machine. This has the effect of setting T_OPR to 
T_MAX, loading TRT with T_OPR and clearing the 
SRNGOP bit in the status register. See the discussion of 
send-immediate mode under  Buffer-Memory 
Operation. 


Send Nonrestricted Token (NP15-0 = OCH) 


This option resets the FORMAC Plus transmitter and 
then causes a transition to the T3: Issue_Token state. A 
nonrestricted token is subsequently issued. The send 
instruction is cleared after the token has been sent. 


Send Restricted Token (NP15-0 = ODH) 


This option resets the FORMAC Plus transmitter and 
then causes a transition to the T3: Issue_Token state. A 
restricted token is subsequently issued. The send in- 
struction is cleared after the token has been sent. 


Enter Send-immediate Mode (NP15-0 = OEH) 


On giving the command 0EH, FORMAC Plus enters the 
send-immediate mode and operates for transmission 
without capturing a token. Bit 12 in the state machine 
register is set high as long as the FORMAC Plus is oper- 
ating in send-immediate mode. When this command is 
given inthe middle of a frame transmission the ring goes 
nonoperational, the frame being transmitted is aborted, 
and the queue is locked. As soon as this commandis de- 
coded by FORMAC Plus, TRT is loaded with TMAX. 


Exit Send-immediate Mode (NP15-0 = OFH) 


On giving this command the FORMAC Plus exits the 
send-immediate mode and bit 12 in the state machine 
register is reset. After exit, FORMAC Plus goes to the 
X_IDLE (T0) and LISTEN (RO) states. After this com- 
mand is decoded, the SRNGOP bit in ST2L is reset. 
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Clear Sync Queue Lock (NP1 5-0 = 11H) 


This instruction clears a lock on the synchronous trans- 
mit queue. 


Clear AsyncO Queue Lock (NP15-0 = 12H) 


This instruction clears a lock on asynchronous transmit 
queue 0. 


Clear Async1 Queue Lock (NP15-0 = 14H) 


This instruction clears a lock on asynchronous transmit 
queue 1. 


Clear Async2 Queue Lock (NP15-0 = 18H) 


This instruction clears a lock on asynchronous transmit 
queue 2. 


Clear Receive Queue Lock (NP15-0 = 20H) 


This instruction clears a lock on the receive queue to en- 
able further transfer of data received from the receive 
FIFO. It also clears the receive buffer full (SRBFL) bit in 
Status register 2 (bit 12 of ST2U). 


Clear All Queue Locks (NP15-0 = 3FH) 
This instruction clears locks on all queues. 


Command Register 2 (NPADDR6-0 = 01H) 


Command Register 2 includes commands to FORMAC 
Plus to transmit from a specific queue in nontag mode. 
FORMAC Plus supports a maximum of two chains in a 
transmit queue. The various commands available 
through command register 2 are described in the follow- 
ing paragraphs. 


Transmit Synchronous Queue (NP15-0 = 01H) 


This command instructs FORMAC Plus to enable the 
synchronous queue for transmission in nontag mode. 
The synchronous queue is enabled for transmission un- 
til a frame whose descriptor has its MORE bit reset is 
encountered. 


Transmit Asynchronous Queue 0 (NP15-0 = 02H) 


This command instructs FORMAC Plus to enable asyn- 
chronous queue 0 for transmission in nontag mode. 
Asynchronous queue 0 is enabled for transmission until 
a frame whose descriptor has its MORE bit reset is 
encountered. 
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Transmit Asynchronous Queue 1 (NP15-0 = 04H) 


This command instructs FORMAC Plus to enable asyn- 
chronous queue 1 for transmission in nontag mode. ; 
Asynchronous queue 1 is enabled for transmission until 
a frame whose descriptor has its MORE bit reset is 
encountered. . 


Transmit Asynchronous Queue 2 (NP15-0 = 08H) 


This command instructs FORMAC Plus to enable asyn- 
chronous queue 2 for transmission in the nontag mode. 
Asynchronous queue 2 is enabled for transmission until 
a frame whose descriptor has its MORE bit reset is 
encountered. 


Abort Current Transmit Activity (NP15-0 = 10H) 
When this command is issued, if FORMAC Plus is trans- 


-mitting, it aborts the transmit activity from the current 


queue and locks the current queue. 


Reset Transmit Queues (NP15-0 = 20H) 


Issuing this command in tag mode resets the internal 
FORMAC Plus transmit queue pointers to the start of 
each queue. The synchronous, asynchronous 0, asyn- 
chronous 1, and asynchronous 2 queues are reinitial- 
ized, and special-frame pointers and receive queues 
are unaffected. Any transmit frames that are queued 
when this command is issued are lost. In nontag mode 
this command resets all the existing transmit 
commands. : 


Set Tag Bit (NP15-0 = 30H) 

When writing to buffer memory from MDRL and MDRU, 
this command sets the tag-bit of the next long word writ- 
ten. This command applies to tag mode only. It is valid 
for one NP write operation only. 


Enable Receive Single Frame (NP15-0 = 40H) 
This command is useful in tag mode only for single 
frame receive operation. When this command is given, 
FORMAC Plus enables the assertion of the RDATA sig- 
nal to indicate the availability of a receive frame. 


Initialization Values for Timers, Counters, 
and Related Registers 

Table 14 lists the values of the station-address register, 
the MAC information register, and various timers and 
counters, after a hard or soft reset. 
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Table 14. Summary of Initialization Values for Timers, Counters and Registers 






Station-Address Registers 

MAC Information Registers (MIR1 and MIRO) 
TMAX register 

TVX register & timer 

TREQ registers 

Priority-Sequence Registers (PRIO-2) 

Token rotation timer (TRT) 

Token holding timer (THT) 

TNEG register 

TSYNC register & TMSYNC timer 

Frame Counter (FRMCTR) 

Error Counter (ERRCTR) 
Lost Counter (LSTCNTR) 





FDDI Timer Implementation 


Programming the timers loads the counters with their 
start-count value. The value programmed in the timer 
registers must be the two’s complement of the number 
of 80 ns clocks. Note the following: 


@ TRT and THT are implemented as 21-bit up-count- 
ers that may count from 0 to 1FFFFFH. When a 
timer reaches 1FFFFFH, it has expired. 


B The TVX timer is implemented as an 8-bit up 
counter clocked at a rate that is 1/255 of BCLK. 
When the TVX timer expires, it sets the STVXEXP 
bit in status register 2 (bit 11 in ST2L). 


@ When TRT expires with a late count not equal to | 
zero, it sets the STRTEXP bit in status register 2 
(bit 10 in ST2L). 


Station-Address Registers 


FORMAC Plus station-addressing implements individ- 
ual and group addresses as combinations of long and 
short addresses. These combinations are referredto as: 
Short Address Individual (SAID); Long Address Individ- 
ual (LAID); Short Address Group (SAGP); and Long Ad- 
dress Group (LAGP). A short address requires 16 bits, 
and a long address requires 48 bits. 


The 16-bit address values can be read or written via the 
NP bus. These registers may only be written into while in 
initialization mode. If awrite is attempted in other modes 
it is ignored. 


MAC Information Register (MIR) 


The MIR stores the first four bytes following the source 
address of a MAC frame. In the case of claim frames, 
this field represents the T_Bid_RC value, as per the 
FDDI specification. When the FORMAC Plus is config- 

















ured for loopback mode, the MIR stores the four bytes 
following the source address of any frame received. 
This provides a means Of in-circuit testing without exter- 
nal hardware. 


The MIR is composed of two separately addressable 
16-bit read-only registers (MIRO and MIR1). MIR1 con- 
tains the most significant word, or the first two bytes re- 
ceived from the media. MIRO contains the least 
significant word, or the next two bytes received from the 
media (i.e. after the first two). 


MIR is loaded sequentially with bytes as they arrive on 
the FORMAC Plus internal receive bus. When reading 
MIR1 and MIRO, it is important to realize that these reg- 
isters only hold the correct value from the time the first 
four information bytes are received until the next frame 
arrives. Thus the MIR registers may only be useful for 
loopback testing where the frame reception is under 
user control, or at times when the protocol insures suc- 
cessive reception of frames with identical informa- 
tion fields. 


Priority-Sequence Registers. PRI2-0 


Each priority-sequence register is 16-bits long and can 
be written and read by the NP. These three registers set 
the priority levels for the corresponding asynchronous 
transmit queues. Upon capture of the token, and after 
transmission of synchronous queues, FORMAC Plus 
looks for queued asynchronous frames and services 
them in the fixed order: asynchronous queue 0, asyn- 
chronous queue 1, and asynchronous queue 2. The pri- 
ority-sequence registers are used for allocating 
asynchronous bandwidth to each of these queues. 


An asynchronous queue can be transmitted once the 
proper token is captured and the THT value is greater 
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than the priority threshold value programmed into the 
priority register for that queue, and transmission from 
that queue is enabled. The contents of the priority regis- 
ters are compared to the upper 16-bits of THT. After 
transmission of each frame the priority registers are 
again checked for prioritizing the transmit sequence. 
Transmission of asynchronous queues is continued un- 
til the queue becomes empty or the conditions for trans- 
mission are not satisfied (i.e. THT is less than the priority 
value for that queue). Once transmission is complete, 
the token is released. In nontag mode, transmission 
from any asynchronous queue can be enabled using the 
appropriate command through command register 2. In 
tag mode, no such command is needed since the FOR- 
MAC plus monitors the loading of transmit frames in 
buffer memory. Correct behavior is not guaranteed if a 
register value is changed during a token-holding period. 


Timer and Counter Registers 
TMAX Register 


As per the FDDI specification, the expected token rota- 
tion time (TRT) is negotiated through the token claiming 
procedure. Upon initialization, reset or recovery, a de- 
fault token-rotation time, designated TMAX, is loaded 
into TRT. The FDDI default value for TMAX is 165 ms. 
During the claim procedure, TMAX is used as the sta- 
tion’s TOPR (T_Operational). 


The TMAX register contains the user-specified TMAX 
value. TMAX is a single 16-bit register. The value of 
TMAX is represented as the 2’s complement of the de- 
sired number of clocks between 1 and 64K (0 to FFFF). 
The time value associated with TMAX is a function of the 
BCLK frequency. The TMAX value is loaded into the up- 
per 16 bits of the TRT timer. FDDI specifies a TMAX de- 
fault value of at least 165 ms. At a clock rate of 
12.5 MHz, a value of 03C7H which is (in two’s comple- 
ment form) yields a TMAX of 165.29664 ms. In general, 
the TMAX register value can be determined from the fol- 
lowing algorithm: 


TMAX = Two’s complement of 
[(required time in ns/80 ns) / 32] 


TVX Register and Timer (Valid-Transmission 
Timer) 


The TVX value, is defined as the expected time between 
valid transmissions. Each station maintains a TVX timer 
that checks the time between the end delimiters of the 
valid frames received. Should this timer expire, a prob- 
lem is assumed and the station attempts to recover 
the ring. | 


The TVX register allows the user to specify the value of 
the TVX counter. TVX is a single 8-bit register. The 
value of TVX is represented as the 2’s complement of 
the desired number of clocks between 1 and 256 (0 to 
FF). The time value associated with TVX is a function of 
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the BCLK frequency. The TVX timer is clocked at 1/255 
the BCLK rate. 


FDDI specifies a TVX default value of at least 2.5 ms. At 
a clock rate of 12.5 MHz, a TVX value of 85H translates 
to a 2.4888 ms time value. The TVX value can be deter- 
mined from the following algorithm: 


TVX = Two’s complement of 
[(required time in ns/80 ns)/255] 


Loading TVX means writing into the TVX register. 
Reading TVX puts the TVX timer value on the most sig- 
nificant byte of the NP bus, and the previously written 
TVX register value on the least significant byte of the 
NP bus. 


The TVX timer can be loaded with the value stored in the 
TVX register by using the NP-bus “load TVX timer from 
TVX register’ command to command register 1. This is 
provided only for diagnostic purposes and is not in- 
tended for normal operation. 


Requested TRT Register (TREQ) 


The requested TRT value (same as TTRT, per FDDI) is 
stored inthe TREQ register. This 32-bit value is used by 
the station during the claim process for comparison 
against the incoming claim values. Two 16-bit words are 
used to store the station’s TREQ value. The most signifi- 
cant 16-bits are stored in TREQ1, and the least signifi- 
cant 16-bits are stored in TREQO. 


Note: The TREQ value must be the same as the T_Bid 
value programmed in this station's claim frame. 


Token-Rotation Timer (TRT) 


The token rotation timer is loaded with different values 
during different phases of token ring operation, as de- 
fined inthe FDDI standards. When TRT expires, and the 
late count is greater than zero, it indicates a problem on 
the ring, and the ring goes into the recovery mode; i.e., it 
enters a claim process (T4 state in the FDDI transmit 
state-machine). If, however, the late count is equal to 
zero, ring recovery is not necessary. In this case, the 
late count is incremented, and TRT is reset with the lat- 
est negotiated time T_Neg (T_Opr in the FDDI 
standards). 


The TRT can be read or written (for test purposes only) 
under processor control using the NP interface. The up- 
per 16-bits of the TRT canbe read directly, andthe lower . 
five bits are obtained by reading the TMRS register. 


Token Holding Timer (THT) 


The token holding timer is initialized with the TRT value 
when the token is captured and the late count is zero. 

THT controls the duration for which the station can 

transmit asynchronous frames. 
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The THT can be read or written (for test purposes only) 
under processor control using the NP interface. The up- 
per 16-bits of the THT canbe read directly, and the lower 
5-bits are obtained by reading the TMRS register. 


Negotiated TRT Register (TNEG) 


After the claim process, the lower 21 bits of the negoti- 
ated TRT is stored in the 21-bit TNEG register. The up- 
per 11 bits of negotiated TRT are all 1’s and do not 
contribute to timer operation. The upper 16-bits of the 
TNEG register can be read directly, and the lower 5-bits 
are obtained by reading the TMRS register. 


Synchronous-Transmission Bandwidth Register 
and TMSYNC Timer (TSYNC and TMSYNC) 


The TSYNC register is programmed to allocate syn- 
chronous transmit bandwidth. Writing to the TSYNC 
register programs the upper 16 bits of a 21-bit counter 
that is clocked with the 80 ns BCLK. After ring recovery, 
upper-layer protocols negotiate for synchronous 
bandwidth, and the result is used to program TSYNC. 
Assuming that the upper-layer protocol result is an allo- 
cated time value, then the TSYNC register can be pro- 
grammed by using the following algorithm: 


TSYNC = Two’s complement of [(allocated time in ns/ 
80 ns) — maximum synchronous frame 
length]/32 


If frames are queued for synchronous transmission dur- 
ing this token period (XDONE has not been reached), 
and TSYNC is less than 1FFFFFH, then FORMAC Plus 
transmits the next synchronous frame. 


A value of zero in TSYNC provides the maximum syn- 
chronous bandwidth. Synchronous-frame transmission 
proceeds as long as TSYNC is less than 1FFFFFH, or 
XDONE in a frame descriptor is not encountered, and 
other conditions for transmission are satisfied. 


The TMSYNC timer is loaded from the TSYNC register 
value at the beginning of synchronous transmission and 
is clocked on every BCLK (80 ns). 


Additional Ring Management (RMT) Transitions 
Implemented Using the TSYNC Timer 


When the ring is not operational, during the claim or bea- 
con states, the TMSYNC timer is utilized to time the 
transitions RM34a and RM34b of the Ring Management 
(RMT) state machine. The timer is initialized with a 
value of twice D_max (3.546 ms). It begins to count as 
the MAC transmit state machine takes transitions 
T45(Claim state to Beacon state) or T54 (Beacon state 
to Claim state). It is reinitialized at the transition between 
the claim and beacon states. If the timer expires while 
the MAC is still in T4 or T5 states and MY_CLAIM or 
MY_BEACON is received, the existence of a duplicate 
MAC address on the ring is detected. This condition will 
be indicated by setting SDUPCLM (bit 2) in the status 
register 2. 
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Frame Counter. (FCNTR) 


The frame counter is a 16-bit counter that counts all the 
frames received, as defined in FDDI standards. Over- 
flow of the counter sets the status bit SFRMCTR in 
status register 2 (bit 4 of ST2L). This counter can be writ- 
ten with a preset value and can be read using the 
NP interface. 


Error Counter. (ECNTR) 


The error counter is a 16-bit counter that counts all error 
frames (as per FDDI standards) detected by this station 
and no other previous station. Frames received with the 
E Indicator set to S are not counted. Overflow of the 
counter sets the status bit SERRCTR in status register 2 
(bit 5 of ST2L). This counter can be written with a preset 
value and can be read using the NP interface. 


Lost Counter. (LCNTR) 


The lost counter (LCNTR) is a 16-bit counter that counts 
all the frames/tokens being received by the FORMAC 
Plus that have an error (as per FDDI standards). Over- 
flow of the counter sets the status bit SLSTCTR in status 
register 2 (bit 6 of ST2L). This counter can be written 
with a preset value and can be read using the NP 
interface. 


TMRS Register 


The TMRS register is a read-only register that contains 
the lower bits of TNEG, TRT, THT timers and the late 
count. Bits 14—10 are the lower 5-bits of TNEG, bits 9-5 
are the lower TRT bits and bits 4—0 reflect the lower THT 
bits. Bit 15 indicates the current state of the late count. 


MAC State-Machine Register 


The state machine register is a 16-bit read-only register 
that indicates the current states of the transmit and re- 
ceive state machines as per the FDDI MAC-protocol 
specification. The bit assignments in this register are 
shown in Figure 22 and described in the following 
paragraphs. 


Bits 0 and 1. Reserved 


MDRTAG. (bit 2) 


This is the tag bit of the long word read into MDRL and 
MDRU during the NP read operation. This applies to tag 
mode only. 


SNPPND. (bit 3) 


SNPPND, when set, indicates that an MDR request to 
read or write from buffer memory is pending, awaiting 
arbitration and service. If SNPPND is zero, the NP can 
issue further MDR requests. The NP typically reads this 
register before it issues the next request. 


Note: Before issuing a write buffer memory command, 
check SNPPND to ensure no other request is pending. 
After issuing a read buffer memory command, check 





Am79C830A 2-95 


1 amo PRELIMINARY 





SNPPND to ensure the read is complete before reading Receiver State. (bits 7, 8, and 9) 


the data from MDRU and MDRL. Bits 7, 8, and 9 provide a 3-bit binary value for each of 
Transmitter State. (bits 4, 5, and 6) the receive state-machine states, as defined in the FDDI 
Bits 4, 5, and 6 provide a 3-bit binary value foreach of Specification. Bit 7 is the LSB and bit 9 is the MSB. 
the transmit state-machine states, as defined in the 
FDDI specification. Bit 4 isthe LSBandbit6istheMSB.  'MOand TM1. (bits 10 and 11) 

Bits 10 (TMO) and 11 (TM1) indicate the current token 


Note: Send-immediate mode is coded as 110. mode. Table 15 shows the token modes indicated by the 
various states of these two bits. 


Table 15. Summary of TMO and TM1 Bit Assignments for Different Token Mode 


mest fee (en 70) TMO (Bit 10) [teenie Yon Wee Token Mode 


| Nonrestricted TokenMode. = i  s—i(isi‘“—si‘“‘“‘<‘<itstststSCS Token Mode. 


+ Enter Nonrestricted Token Mode. 
pt CT Etter Restricted Token Mode. 
ptt Restricted Token Mode. | 
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RESERVED 

RESERVED 

MDRTAG 

SNPPND 
TRANSMITTER STATE 0 
TRANSMITTER STATE 1 
TRANSMITTER STATE 
RECEIVER STATE 0 


RECEIVER STATE 1 
RECEIVER STATE 2 

TMO 

T™ 1 

SEND IMMEDIATE MODE 
REVISION NUMBER 0 
REVISION NUMBER 1 
REVISION NUMBER 2 
16287C-30 


Figure 22. State Machine Register 


Send Immediate Mode. (bit 12) 


Bit 12, when asserted, indicates that FORMAC Plus is 
programmed for send-immediate mode. 


Revision Number. (bits 13, 14, and 15). 


Bits 13, 14, and 15 provide a three-bit binary value that 
indicates the revision number of the FORMAC Plus. 


Programming The Buffer-Memory- 
Management Registers 


Figure 5 shows the buffer-memory organization for both 
tag and nontag modes. All buffer-memory-management 
registers are 16 bits. The mode-processor bus 
(NPADDR) addresses for loading or reading these reg- 
isters are listed in the Table of Programmable Re- 
sources under Programming the FORMAC Plus. 


Reset Status 


Except for the frame threshold register, FRMTHR, 
which is reset to 0000, no other buffer-memory-man- 
agement register is reset to a specific state. 





Buffer-Memory-Management Registers In Nontag 
Mode 


In nontag mode, the registers described in the following 
paragraphs are used to control access to buffer 
memory. 


End Addresses (nontag mode) 


in nontag mode, FORMAC Plus uses the value of the 
claimvbeacon end address plus 1 (i.e. EACB+1) as the 
start of the receive area. The FORMAC Plus expects to 
see the EACB+1 value as less than the EARV value; 
otherwise, correct operation cannot be assured. These 
registers are listed as follows: 


EACB: End Address of Claim/Beacon Queue 
EACB+1: Start Address of Receive Queue 
EARV: End Address of Receive Queue 
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Special-Frame Pointers (nontag mode) 


The WPXSF pointer is used for loading Claim, Beacon, 
or Auto-Void frames in Buffer Memory. The FORMAC 
Plus provides the SACL register to access the Claim 
frame and the SABC register to access the Beacon 
frame. See the discussion of SACL and SABC operation 
under Transmitting Clain/Beacon/Auto-Void Frames 
(nontag mode). 


While multiple Claim and Beacon frames can be stored 
in Buffer Memory, only one Auto-Void frame is permitted 
and its 16-bit pointer must be loaded at location 0000. 
The read pointer RPXSF is used for reading special 
frames for transmission. RPXSF is incremented after 
every read of special frames. These registers and point- 
ers are listed as follows: 


SACL : Pointer to a Pointer to the Claim Frame 
SABC : Pointer to a Pointer to the Beacon Frame 
WPXSF: Write Pointer for Special Frames 
RPXSF: Read pointer for Special Frames 


Receive Pointers (nontag mode) 


FORMAC Plus uses three pointers to receive frames 
into buffer memory. WPR holds the address of the next 
long word to be written into buffer memory. SWPR 
points to the first location of the current frame being writ- 
ten to buffer memory. The status and length of the re- 
ceived frame is loaded at this location. RPR maintains 
the current address for a host read of the received 
queue. At initialization, RPR must be equal to SWPR 
and WPR must be equal to SWPR+1. The three receive 
pointers are listed as follows: 


WPR: Write Pointer for Receive Queue 
SWPR: Shadow Write Pointer for Receive Queue 
RPR: Read Pointer for Receive Queue 


Read Transmit Pointers (nontag mode) 

FORMAC Plus maintains a set of read pointers for each 
transmit queue to determine the current location of data 
for transmission. These pointers are incremented when 
the corresponding queue is read. These pointers are 
listed as follows: 


RPXS: Read Pointer for Transmit Synchronous 
Queue 


RPXAO: Read Pointer for Transmit Asynchronous 
Queue 0 . 


RPXA1: Read Pointer for Transmit Asynchronous 
Queue 1 | 


RPXA2: Read Pointer for Transmit Asynchronous 
Queue 2 


Write Transmit Pointers (nontag mode) 


FORMAC Plus maintains a set of write pointers for each 
transmit queue to determine the current location of host 
writes to buffer memory. The type of host request 
(HSREQ2-0) determines the pointer to be used. The 
write transmit pointers are useful only if the host 
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interface is used for writing to the buffer memory. These 
write pointers are listed as follows: 


WPXS: Write Pointer for Transmit Synchronous 
Queue 


WPXAO: Write Pointer for Transmit Asynchronous 
Queue 0 


WPXA1: Write Pointer for Transmit Asynchronous 
Queue 1 


WPXA2: Write Pointer for Transmit Asynchronous 
Queue 2 


Buffer-Memory Management Registers In Tag 
Mode 


The following registers are used by FORMAC Plus to 
control memory access in the tag mode. The relation- 
ship of these pointers is shown in Figure 5. 


Important: These registers are loaded during the in- 
itialization period and, with the exception of SACL, 
SABC, and WPXSF, must not be modified during nor- 
mal on-line operation. 


End Addresses (tag mode) 


In tag mode, FORMAC Plus uses the end addresses of 
the various memory queues to detect wrap-around con- 
ditions. The end addresses are also used to determine 
the start addresses of the following queue. Therefore, 
the FORMAC Plus expects to see the queues organized 
in order of increasing address, as shown in Figure 5. 
The end-address registers are listed below in order of in- 
creasing address: 


EACB: End Address of Claim/Beacon Area 
EARV: End Address of Receive Queue 

EAS: End Address of Synchronous Queue 
EAAO: End Address of Asynchronous Queue 0 
EAA1: End Address of Asynchronous Queue 1 
EAA2: End Address of Asynchronous Queue 2 


Special-Frame Pointers (tag mode) 


FORMAC Plus uses individual start-address pointers to 
point to the beginnings of the claim and beacon frames 
in use. The auto-void frames have to be stored at loca- 
tion 0000. The WPXSF pointer is used for writing claim, 
beacon or auto-void frames in buffer memory. Multiple 
claim and beacon frames can be stored in buffer mem- 
ory. The read pointer RPXSF is used for reading special 
frames for transmission. See the discussion of Buffer 
Memory operation for more details about using these 
pointers. These registers and pointers are listed as 
follows: 


WPXSF: Write Pointer for Special Frames 
RPXSF: Read Pointer for special Frames 
SACL : Start Address of Claim Frame 
SABC : Start Address of Beacon Frame 
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Receive Pointers (tag mode) 


FORMAC Plus uses three pointers to receive frames 
into buffer memory. WPR addresses the next long word 
to be written to in buffer memory. SWPR points to the 
first long word in buffer memory following the last com- 
pletely received frame by FORMAC Plus, and should 
not be written to by the user during normal operation. 
RPR maintains the current address for a host read of the 
received queue. The three receive pointers are listed as 
follows: 


WPR: Write Pointer for Receive Queue 
SWPR: Shadow Write Pointer for Receive Queue 
RPR: Read Pointer for Receive Queue 


Shadow Transmit Pointers (tag mode) 


In tag mode, the shadow transmit pointers point to the 
beginning of the next (incomplete or empty) frame 
stored in memory. These pointers are used to determine 
whether there is a frame in a given queue for transmis- 
sion. These shadow pointers are not to be written by the 
user after initialization. Each shadow transmit pointer 
should be initialized to a value one greater than its corre- 
sponding transmit pointer. There is one shadow register 
for each transmit queue. These pointers are listed as 
follows: 


SWPXS: Shadow Write Pointer for Transmit Syn- 
chronous Queue 

SWPXAO: Shadow Write Pointer for Transmit Asyn- 
chronous Queue 0 

SWPXAT1: Shadow Write Pointer for Transmit Asyn- 
chronous Queue 1 


SWPXA2: Shadow Write Pointer for Transmit Asyn- 
chronous Queue 2 


15 12 11 


Read Transmit Pointers (tag mode) 

FORMAC Plus maintains a set of read pointers for each 
transmit queue to determine the current location of data 
for transmission. These pointers are listed as follows: 


RPXS: Read Pointer for Transmit Synchronous 
Queue 


RPXAO: Read Pointer for Transmit Asynchronous 
Queue 0 


RPXA1: Read Pointer for Transmit Asynchronous 
Queue 1 


RPXA2: Read Pointer for Transmit Asynchronous . 
Queue 2 


Write Transmit Pointers (tag mode) 

FORMAC Plus maintains a set of write pointers for each 
transmit queue to determine the current location of host 
writes to the buffer memory. These pointers are listed as 
follows: 


WPXS: Write Pointer for Transmit Synchronous 
Queue 


WPXAO: Write Pointer for Transmit Asynchronous 
Queue 0 


WPXA1: Write Pointer for Transmit Asynchronous 
Queue 1 


WPXA2: Write Pointer for Transmit Asynchronous 
Queue 2 


Frame Threshold Register. FRMTHR 

This is a 16-bit register which holds the receive-frame 
(RTHR) threshold value (FRMTHR15-12), and the 
transmit-frame (XTHR) threshold value 
(FRMTHR11-0). See Figure 23. The frame threshold 
register must not be changed except in initialization 
mode. RTHR and XTHR are discussed in the following 
paragraphs. 


0 


XTHR 


‘oe [om 





| TRANSMIT FRAME THRESHOLD 


RECEIVE FRAME THRESHOLD 
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Figure 23. Frame Threshold Register 





Am79C830A 2-99 


1 amo 


Receive Threshold. RTHR (bits 15—12 of FRMTHR) 


One of the uses of this parameter is in asserting the 
RDATA pin in tag mode during the ieee eee, of frames, 
including single-frame mode. 


In multi-frame mode, after the number of long words re- 
ceived in a frame exceeds the value of RTHR times 4, or 
a complete frame is received into the buffer memory, the 
RDATA signal is set high. A value of 0 programmed into 
this register disables the threshold check for setting the 
RDATA signal, i.e. a complete frame must be received 
into buffer memory before the RDATA pin is set. 


In single-frame operation in tag mode the receive 
threshold is used differently. See the discussion of 
Loading Receive Frames Into Buffer Memory (Tag 
mode) under Buffer-Memory Operation. 


Receive frame threshold is also used in the external ad- 
dress-detection process in both the tag- and nontag 
modes. See the discussion of Special Functions under 
On-Line Mode. 


Transmit Threshold. XTHR (bits 11-0 of FRMTHR) 


XTHR is used in tag mode only. When the number of 
long words in the transmit queue exceeds the transmit 
threshold, the queue is enabled for transmission. A 
value of 0 programmed into this register effectively dis- 
ables this function, i.e. a full frame must reside in any 
transmit queue before FORMAC Plus enables that 
queue for transmission. Availability of a full frame in 
buffer memory is detected through the tag bit during a 
host memory write. 


Memory Address Register for Random Reads 
(MARR) 


This 16-bit register is loaded by the NP with the address 
of the long word in the buffer memory that it wants to 
read through the FORMAC Plus. MARR is used during 
the execution of IRMEMWI and IRMEMWO instruc- 
tions. In the case of an IRMEMWI instruction MARR is 
automatically incremented after the data is fetched in to 
MDRU and MDRL. 


Memory Address Register for Random Writes 
(MARW) 


This 16-bit register is loaded by the NP with the address 
of the long word in the buffer memory to be written 
through FORMAC Plus. This register is automatically in- 
cremented when MDR is written into buffer memory. 


Memory Data Register for Random Access (MDR) 


The memory data register (MDR) is a 32-bit register 
which has access to the node processor’s NP-bus as 
well as to the buffer memory’s 32-bit BD bus. Loading or 
reading of the MDR register from the NP bus is accom- 
plished by separately accessing each of its two halves, 
i.e. MDRU (upper 16-bits), and MDRL (lower 16-bits). 
The MDR can be loaded from the buffer memory by the 
instruction IRMEMWO or IRMEMWI. : 
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After the MDR is loaded by the NP from the NP bus, 
each long word is transferred into buffer memory at the 
location pointed to by the value in the address register 
(MARW). The long word address in the buffer memory 
for reading and writing operations is obtained from the 
MARR and MARW respectively. Hence, it is imperative 
that the appropriate address register be loaded before 
any of these operations is performed. 


In tag mode, while performing NP writes through MDRL 
and MDRU, the tag bit can be set in buffer memory by 
using the command-register-2 30H instruction (set tag 
bit). See the discussion of command registers 1 and 2 
under Programming the FORMAC Plus. 


LOADING DATA INTO BUFFER MEMORY. To load 
data into buffer memory, using the MDR, proceed as 
follows: 


1. Load the MARW with the 16-bit address of the long 
word in buffer memory to be written. 


2. Write each half of the long word to be transferred 
into MRDU and MDRL. A buffer-memory write cy- 
Cle will take place after both parts of the MDR are 
loaded. | 


3. Subsequent consecutive words can be loaded into 
buffer memory simply by writing to the MDR, since 
the address in MARW is automatically incremented 
after each buffer-memory write cycle. 


READING A DATA WORD FROM BUFFER MEMORY. 
To read a data word from buffer memory to the node 
processor, using the MDR, proceed as follows: 


1. Load the MARR with the 16-bit address of the long 
word in buffer memory to be read. 


2. Issue the IRMEMWO instruction to command reg- 
ister 1, and then read the contents of MORU and 
MDRL to the NP. 


READING CONSECUTIVE WORDS FROM BUFFER 
MEMORY. To read a sequence of consecutive words 
from buffer memory to the node processor, using the 
MDR, proceed as follows: 


1. Load the MARR with the beginning buffer-memory 
address of the desired sequence of long words. 


2. Issue the IRMEMWI instruction to command regis- 
ter 1 and read the sequence of words from MDRU 
and MDRL to the NP. 


3. To terminate the sequence of reads so that it can 
be resumed without having to reload MARR, first 
issue the IRMEMW/I instruction to command regis- 
ter 1, and read all but the last word of the se- 
quence to the NP through the MDR. 


4. Then, issue the IRMEMWO instruction to com- 
mand register 1 before reading the last word in the 
sequence. Because IRMEMWO does not incre- 
ment MARR, the sequence can be resumed from 
its stopping point. 
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Host Write Requests 


| FORMAC Plus READ | FORMAC Plus READ | 
Figure 24. Host and FORMAC Plus Buffer Memory Access (Back-to-Back Read) 
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Figure 25. Host and FORMAC Pius Buffer Memory Access (Back-to-Back Write) 
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Figure 26. NP (DMA) Buffer Memory Access—Normal Handshake 
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Note: 
1. The NP has to release the bus within 2 BMCLK periods after NPMEMACK is driven low due to a host request. 


Figure 27. NP (DMA) Buffer Memory Access—Preemptive Host Write 
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Figure 28. NP (DMA) Buffer Memory Access—Preemptive FORMAC Plus Write 
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Figure 29. Host Read Receive Queue 
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Figure 31. QCTRL and RDATA Operation During Host Buffer Memory Access | 
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Figure 32. Timing of Transmit Status Signals 
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Notes: 
1. Received SD of mvOiiaoaress o long-address frame 7. FS Valid and E, A, C, indicators are received 
2. Frame Type: Claim, Beacon Void, LLC, SMT or Implementor frame ; : : 

8. Capture Token: nonrestricted or restricted 
3. Missed frame : 

: ; dd = data bits 

4. Pass token: nonrestricted or restricted 
: | =Idle symbol 
5. Received SD of Short-address or long-address frame S =Set 
6. Frame Type Fs a Basel 


Figure 33. Receive Status Signals Timing 
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FORMAC Pius FUNCTIONAL TIMINGS 
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Figure 34. External Address Detection 
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Transmit Hold Timings 


Figure 35. Hold Operation 16287C-43 
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ABSOLUTE MAXIMUM RATINGS 


Storage Temperature ........... -65°C to +150°C ~ 
Ambient Temperature ............... 0°C to 70°C 
Supply Voltage Referenced to Vss ..... —-0.3t0 +7 V 
DC Voltage applied to any 

Pin Referenced to Vss ......... —0.5 to Vop + 0.5 V 


Stresses above those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent device failure. Functionality 
at or above these limits is not implied. Exposure to absolute 
maximum ratings for extended periods may affect device 
reliability. 


OPERATING RANGES 
Temperature, TA.............--0-6- 0°C to 70°C 
Supply Voltage, Vcc ............. 4.75 V to 5.25 V 





DC CHARACTERISTICS over COMMERCIAL operating ranges 







input Low Voltage 


VIL 
VIH Input High Voltage 
VoL 
VOH i 
Output Low Current (Note 2) 
Output High Current 
ix 


Icc Power Supply Current 






1. VOH does not apply to open-drain pins. 


Parameter | 

"Symbo |pumaaDescron | Testcondions | Mn 
ve a ey 
vn ee oe 
| Vor Oviput Low Voltage | tote Max | 
| Vor! [OutputHigh Votiage (Note 1) | lon=-louzma | 
pe ee 
a ee 
to —— 
| oe Pe0N 


Output Leakage Current (Note 4) 0.4 V < VouT < Vcc 
| ik | Input Leakage Current (Note 5) 0V <Vin< Vcc 


Vcc = Max 
f(BCLK) = 12.5 MHz 
f(BMCLK) = 25 MHz 






2.4 
—10 
10 







& - 





2. An lo. value of 8.0 mA applies to the following signals: ADDR15-0, WR, RD, BD31-0, BDP3-0, BDTAG, CSO, 
MINTR1, MINTR2, and READY. Note that MINTR1, MINTR2 and READY are open-drain pins. 





3. An loi value of 4.0 mA applies to all FORMAC Plus signals except those specified in Note 2. 


4. lozapplies to all three-state output pins and bidirectional pins. 


lx applies to all input-only pins. 


O 





CAPACITANCE (See Note 6) 


Parameter 
Symbol Parameter Description 
| cw | Inputpins 





Notes: 


Test Conditions 


6. Pin capacitance is characterized at a frequency of 1 MHz, but is not 100% tested. 
7. The following bidirectional or output pins are designed to drive a 100 pF capacitive load: BD31-0, BDTAG, BDP3-0, 


capacitive load. 
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” 
= 
=| 
?) 
= 
= 
©) 
‘?) 
=a 
> 
JU 
> 
QO 
=| 
mi 
a 
” 
4 
O 
” 
oO 
< 
© 
Lom | 
© 
O 
= 
= 
m 
J 
QO 
> 
r 
o 
n°) 
@O 
=| 
A 
3 
(Q 
= 
+) 
= | 
io] 
© 
” 


Parameter 
No. 


Parameter Description Max 
BCLK Period = 80 ns 

BCLK HIGH Pulse Wiacth 

BCLK LOW Pulse Width 

Unused 

CSI, DS Setup Time to BCLK HIGH (Synchronous NP-Bus) 

CSI, DS Hold Time from BCLK HIGH (Synchronous NP-Bus 
NPADDR6-0 R/W Setup Time to BCLK HIGH 

NPADDR6-0 R/W Hold Time from BCLK HIGH 

Unused 

BCLK HIGH to NPDATA15—0 Enabled 

BCLK HIGH to NPDATA15—0 Valid 

NPDATA15-0 Invalid from BCLK HIGH 

NPDATA15-—0 Disabled from BCLK HIGH 

Unused 

BCLK HIGH to READY LOW 

BCLK HIGH to READY Deasserted 

Unused 

NPDATA15—0 Write Setup Time to BCLK HIGH 

NPDATA15-0 Write Hold Time from BCLK HIGH 

Unused 

DS HIGH to DS LOW (Asynchronous Read/Write Recovery Time) 
R/W and NPADDR6-0 Setup Time to DS (CSi) LOW 

R/W and NPADDR6-0 Hold Time from DS (CSI) HIGH 

nused 

DS (CSI) LOW to NPDATA15-0 Enabled (Asynchronous Read) 
29° DS (CSI) LOW to NPDATA15-0 Valid (Asynchronous Read) 

30? NPDATA15-0 Invalid from DS (CSI) HIGH (Asynchronous Read) 
31? DS (CSI) HIGH to NPDATA15-0 Disabled 


3 


N 


12 
13. 
14-16 
17' 
18 
19 








21 
22, 23 


24 00 


—k 


26° 


NO 


= 


Cc 
3 
Cc 
7 
© 
Q 


28° 


ny 
on 


@ 
NO 





3313 
34? 
35 
3 
373 


DS (CSI) LOW to READY LOW 

DS (CSI) HIGH to READY Deasserted 

NPDATA15—0 Valid before READY LOW (Asynchronous Read) 
Unused 

NPDATA15-0 Setup Time to DS (CS!) LOW (Asynchronous Write) 


3 


Notes: 

1. Except for buffer memory read/write using MDR. 

2. Parameter measured from CS/ or DS whichever goes HIGH first. 

3. Parameter measured from CSI or DS whichever goes LOW last. All timing values are in nanoseconds. 
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7] 
= 
=] 
© 
= 
= 
q) 
© 
mo 
> 
UU 
> 
? 
4 
iu 
av 
” 
= 
O 
7) 
2) 
Oo 
= 
= 
ae 
Cc 
© 
= 


Parameter 
Parameter Description 


NPDATA15-0 Hold Time from DS (GSI) HIGH (Asynchronous Write) Fo | 
Unused a 
BCLK HIGH to X-Bus (X0-7, XCU, XCL) Valid a iE: 
X-Bus (XO-7, XCU, XCL) Invalid from BCLK HIGH Le 

Unused 


RAO—RA7, RACU, RACL Setup Time to BCLK HIGH 
RBO—RB7, RBCU, RBCL Setup Time to BCLK HIGH 


RAO-—RA7, RACU, RACL Hold Time to BCLK HIGH 
RBO—RB7, RBCU, RBCL Hold Time to BCLK HIGH 


7 


9 


50-57 
BMCLK Period = 40 ns or 80 ns 
BMCLK HIGH PulseWidth (% of BMCLK) 5% 55% 
BMCLK LOW Pulse Width (% of BMCLK) 55% 
HSREQ2-0 Setup Time to BMCLK HIGH (Non Single Frame) 15 

61A HSREQ2-0 Setup Time to BMCLK HIGH (Single Frame) 
HSREQ2-0 Hold Time to BMCLK HIGH 

Unused 

BMCLK HIGH to HSACK HIGH 

BMCLK HIGH to HSACK LOW 

Unused 

BMCLK HIGH to RDATA HIGH 

BMCLK HIGH to RDATA LOW 

BMCLK HIGH to QONTRL2-0 Valid 

QCNTRL2-0 Invalid from BMCLK HIGH 

nused 

NPMEMRQ Setup Time to BMCLK HIGH 

NPMEMRQ Hold Time to BMCLK HIGH 

BMCLK HIGH to NPMEMACK HIGH 

BMCLK HIGH to NPMEMACK LOW 

Unused 

BMCLK HIGH to ADDR15—0 Enabled 

BMCLK HIGH to ADDR15-0 Valid 

ADDR15-0 Invalid from RD or WR HIGH 

BMCLK HIGH to ADDR15-0 Disabled 

BMCLK HIGH to CSO LOW 


NO 
NO 


64 


66-69 
70 
71 
72 
73 


N 


Cc 


75 
76 
77 
78 
79-90 
91 


_ 
oO 


nN 
fo] 


Ww 
© 


NO 


Notes: 
1. Except for buffer memory read/write using MDR. 


2. Parameter measured from CSI or DS whichever goes HIGH first. 
3. Parameter measured from CSI or DS whichever goes LOW last. All timing values are in nanoseconds. 
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SWITCHING CHARACTERISTICS (continued) 


Parameter Description 





Parameter 





CSO Invalid from RD or WR HIGH 


BMCLK HIGH to CSO Disabled 


Unused 
_BMCLK LOW to RD LOW | 


9 






BMCLK LOW to RD HIGH 
BMCLK HIGH to RD Disabled 






102 
103 


co) 


BD31-—0, BDP3—0, BDTAG Setup Time to RD HIGH 


BD31-—0, BDP3—0, BDTAG Hold Time from RD HIGH 
ADDR15-—0 Valid to WR LOW Setup time 


BMCLK LOW to WR LOW 


ce 


106 
107 BMCLK LOW to WR HIGH 


10 


BMCLK HIGH to WR Disabled 


109 


110 BMCLK LOW to BD31—0, BDP3—0, BDTAG Enabled 
BMCLK LOW to BD31—0, BDP3—0, BDTAG Valid 
BD31-—0, BDP3—0, BDTAG Invalid from WR HIGH 


411 


112 
113 


BMCLK HIGH to BD31—0, BDP3—0, BDTAG Disabled 
BD31—0, BDP3—0, BDTAG Valid before WR HIGH 15 


114 


115-119 








BCLK HIGH to MINTR1 or MINTR2 LOW 





1 


BCLK HIGH to MINTR1 or MINTR2 Deasserted 


Hold/XMTINH Setup Time to BCLK HIGH 
Hold/XMTINH Hold Time from BCLK HIGH 


7 

105 
8 
5 
BCLK HIGH to RS4-0, XS2-0 Valid 


0 
12 
2 
1 
12 
12 
1 

12 


XSAMAT, XDAMAT Setup Time from BCLK HIGH oe 
XSAMAT, XDAMAT Hold Time from BLCK HIGH 


1 
1 
13 


2. 
2 
2 
2 
2 


0 
1 
2 
3 
4 
6 
7 
8 
9 
0 


132 RESET LOW Pulse Width 








Notes: 
1. Except for buffer memory read/write using MDR. 

2. Parameter measured from CSI or DS whichever goes HIGH first. 

3, Parameter measured from CSI or DS whichever goes LOW ast. All timing values are in nanoseconds. 
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KEY TO SWITCHING WAVEFORMS 


WAVEFORM 


INPUTS 


Must Be 
Steady 


May 
Change 
from H to L 


May 


Change 
from L toH 


Don't Care, 
Any Change 
Permitted 


Does Not 
Apply 





Am79C830A 


OUTPUTS 


Will Be 
Steady 


Will Be 
Changing 
from Hto L 


Will Be 
Changing 
from L to H 


Changing, 
State 
Unknown 


Center 

Line is High- 
Impedance 
“Off” State 


KS000010 


AMD cl 
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SWITCHING WAVEFORMS 


BCLK 


9) 
2 


3 


NPADDR6-0 


NP 15-0 
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fol et 
i 
: ti 


(7) 


- 
Open Drain 


16287C-44 
Figure 36. NP-Bus Synchronous Read Timings 
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SWITCHING WAVEFORMS 


BCLK 


NPADDR6-0 


NP15-0 


READY 


QO 
mF A, 


© 
7 


= 


of +f 
eT LY V\\\\ 
wi | 
{— an. 
es 1, 
e | 
8) 
Open Drain 


16287C-45 
Figure 37. NP Bus Synchronous Write Timings 
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SWITCHING WAVEFORMS 
csi 





. Le 


ee 
sawed 


| Ty | WANN 
wapere Ht | Ni 


rey bea] 


om i 


29) 





G5) 
- sa 


Notes: 
1. 25, 28, 29, 33 are measured from CSI or DS whichever goes LOW last. 
2. 26, 30, 31, 34 are measured from CS/ or DS whichever goes HIGH first. 


16287C-46 


Figure 38. NP Bus Asynchronous Read Timings 
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SWITCHING WAVEFORMS 
csi 


abs 


V\A\' 
AT TT) 


LLY 
NPADDR6-0 ime 


fare 
| ANA 
mrss Hf ath 


Open Drain 


Note 1 G3) Note 2 


| 


‘ 
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Notes: 
1. 25, 37, 33 are measured from CSI or DS whichever goes LOW last. 
2. 26, 38, 34 are measured from CSI or DS whichever goes HIGH first. 


Figure 39. NP Bus Asynchronous Write Timings 
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SWITCHING WAVEFORMS 
BCLK 
g sa 
VV," WAY 
(XO-X7, XU, XC) a a 
4s) (49) 
ae sarc oe SG ee i ee 
mina a 
RBO-RB7, IVVVA VV 
RBCU, RBCL) 
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Figure 40. PHY Interface Timings 
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SWITCHING WAVEFORMS 


ADDR15-0 


68) 9) 
pi. As 
ai 
nsreceo f | fT 
edn : 
@ bi 
HSACK 
(92) 
y —- =a 


¢ 


>< 


e 





© 
aso ate 


Dor WR 


J 


re] | 


te 
nest | UL 


ic 


RDATA 


QCTRL2-0 


| | 
Sa 
= 
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Figure 41. Host Interface Signal Timings 


Am79C830A 2-123 


21 amp PRELIMINARY 


SWITCHING WAVEFORMS 


| (2) 
(91 — 
é Ip ry 
ADDRS-< 00 ee 


{03 {04 


| 8031-4, TOOT ATA 
BDTAG VALAVAA AL fi} 
16287C-50 | 


Figure 42. Buffer Memory Read Cycle Timings 
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BD31-0 
BDP3-0, 
BDTAG 
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Figure 43. Buffer Memory Write Cycle Timings 
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SWITCHING WAVEFORMS 


BMCLK 


NPMEMRQ 


NPMEMACK 


CSO 


ADDR15-0 
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Figure 44. NP DMA Cycle Timings 
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SWITCHING WAVEFORMS 
BCLK 
a 
MINTR1 
WNT S 





Open Drain 


© 


HOLD/XMTINH 
an | Se 
XS2-0 A il Ai A 
BCLK ; 5 +. 

XSAMAT ——————————_—_—_____——_ 
XDAMAT 


RESET - 


(27 


16287C-53 
Figure 45. Timings of Miscellaneous Signals 
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SWITCHING TEST CIRCUIT 


! FROM OUTPUT 
UNDER TEST 


Notes: 


Ci = 100 pF for the following pins: 
BD31-0 
BDTAG 
BDP3-0 16287C-54 
ADDR15-0 
CSO 
RDO 
wR 
READY 
MINTR1 
MINTR2 


Ci = 50 pF for all other bidirectional or output pins. 
To be used for all outputs except for open drain outputs. 











Standard Test Load 





| to. 


Device Output 
Under Test 


C. = 50 pF aN 


A 


OV 16287C-55 


To be used for open drain outputs. 


Test Circuit for Open Drain Outputs 
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SWITCHING TEST WAVEFORMS 


3.0 V—> 
15V—~ | om 15V 
0.0 V 


input Bus In High- 
Impedance State 







Input Bus Valid 


VT 


16287C-56 


Figure 46. Input Waveform Test Points 





1.5V 


Output Bus In High- 
Impedance State 






Output Bus Valid 


16287C-57 


Figure 47. Output Waveform Test Points 
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Glossary of FORMAC Plus Mnemonics 


INTRODUCTION 


The following table provides the meanings, equivalents, 
or definitions for each of the FORMAC Plus mnemonics 


used in this data sheet. 
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A 


AO, Ai, A2 
ADDET2-0 
ADDR 

AFULL3-0 


AS 


ASYNCO 
ASYNC1 
ASYNC2 
BCLK 


BD 
BDP3-0 
BDTAG 
BMCLCK 


BMMODE 
C 


CHKPAR 
CMDREG1 
CMDREG2 
CMT 

CRC 


csi 
CSO 


DA 

DAS 
DISCRY 
DISRCV 


DPC 


Address-match indicator field. Part of the E/A/C frame-status (FS) 
indicators at the end of each frame. 


Designations for the three asynchronous transmit queues. 
Address detect. Bits10, 9, and 8 in MDREG1. 
Buffer memory address. 


Almost-full; i.e. a preset binary value for the number of free long words left 
in the current transmit queue. Bits 3-0 in MDREG2. 


Address strobe from NP (input). Active low. 
Asynchronous transmit queue 0. 
Asynchronous transmit queue 1. 
Asynchronous transmit queue 2. 


Byte clock. Runs the FORMAC Plus media-access logic. From 12.5 MHz 
external clock. 


Buffer-memory data bus (32 bits). 


Four-bit buffer-memory data-parity bus. 


Buffer-memory tag-bit signal. Tag mode only. 


Buffer-memory clock input. for buffer memory use. From 12.5 MHz to 
25 MHz external clock. 


Buffer-memory-mode. Bit 15 in MDREG2. Tag or nontag mode. 


Frame-copied indicator field. Part of the E/A/C frame-status (FS) 
indicators at end of frame. 


Check-parity-bit. Bit 13 in MDREG2. 

Command register 1. 

Command register 2. 

Connection management. 

Cyclic redundancy check. The 32-bit CRC value in the FCS field of a frame 
Chip-select input from NP. Active low. 


Chip-select-output command from address arbiter to buffer memory. 
Active low. 


Destination-address field in a frame. 
Dual-attachment station on an FDDI ring. 
Disable-carry bit. Bit 6 in MDREG1. 


Disable receive state. Asserted when the ADDET2-0 bits in MDREG1 are 
in the 1 0 0 (binary) state. 


Data path controller chip (Am79C82A) 
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EAA‘ 
EAA2 
E/A/C 


EACB 
EARV 
EAS 
ECNTR 
ED 
ENHSRQ 
ENNPRQ 
ENRSF 
ERFBB1-0 


EXGPA1-0 
FC 
FCNTR 
FCS 


FDDI 

FIFO 
FORMAC 
FORMAC Plus 


FRMTHR 

FS 

FULL/HALF 
HOLD/XMTINH 
HSACK 
HSREQ2-0 
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GLOSSARY OF FORMAC Pius MNEMONICS (continued) 


Data strobe from NP (input). Active low. 


Frame-error indicator field. Part of the E/A/C frame-status (FS) indicators 
at end of frame. 


End address of asynchronous transmit queue 0. 
End address of asynchronous transmit queue 1. 
End address of asynchronous transmit queue 2. 


E, A, and C frame-status (FS) indicators (set to S or R) in the last three 
symbol fields of a frame. 


End address of claim/oeacon queue. 
End address of receive queue. 


End address of synchronous transmit queue. 


16-bit error counter. Counts error frames. 

End delimiter field in frame (T symbol). 
Enable-host-requests bit. (Bit 8 of MDREG2). 
Enable-NP-DMA-requests bit. (Bit 7 of MDREG2). 
Enable single-frame receive. 


Two bits indicating end of received-frame byte boundary. 
In receive-frame status word. 


Extended-group-addressing bits. (In MDREG1). 
Frame-control field in frame (indicates frame type). 
16-bit frame counter. Counts received frames. 


Frame-check sequence field in frame. Contains result of 32-bit CRC 
check of complete frame. 


Fiber Distributed Data Interface. 
Dual-port First-In/First-Out buffer for temporary data storage. 
Fiber Optic Ring Media Access Controller (Am79C83). 


_Single-chip Fiber Optic Ring Media Access Controller (Am79C830). 


Replaces and is downward compatible with the three-chip set: Am79C81A 
(RBC), Am79C82A (DPC), and Am79C83 (FORMAC). 


16-bit frame-threshold register. 

Frame-status field at end of frame. Contains E, A, and C indicators. 
Full/half-duplex bit. (Bit 2 of MDREG1). 

Hold/transmit-inhibit. 

Host acknowledge: output to host. 


Host-request bus input. Specifies the type of buffer-memory access the 
host requires. 
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["Wnemonio——SS=*d;CMeanng—SSCSC—~—SC‘C‘<;<CSCSCSttSt*”d 

















IFG 
IMSK1 








IMSK2 












INFO 
IRMEMWI 
IRMEMWO 
LAGC 
LAGL 
LAGM 
LAGP 

LAIC 
LAID 
LAIL 
LAIM 
LCNTR 
LLC 
LNCNL 



































































LNCNU 












LOCKTX 
LSB 


















LSW 
MA 
MAC 











MARR 









MARW 









MOR 











MDREG1 
MDREG2 
MDRL 
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Frame preamble. Also known as an “idle” symbol. These symbols are 
transmitted between frames. 


Interframe gap. 


Interrupt-mask register for status register 1. IMSK1U is for upper 16 bits of 
ST1; IMSK1L is for lower 16 bits of ST1. 


Interrupt-mask register for status register 2. IMSK2U is for upper 16 bits of 
ST2; IMSK2L is for lower 16 bits of ST2. | 


Designation for the information field in a frame. 
Instruction: read memory with address increment. 
Instruction: read memory without address increment. 
Long address, group (middle words of LAGP). 
Long address, group (LSW of LAGP). 

Long address, group (MSW of LAGP). 

Long address, group (complete 48-bit address). 
Long address, individual, (middle words of LAID). 
Long address, individual (complete 48-bit address). 
Long address, individual (LSW of LAID). 

Long address, individual (MSW of LAID). 

16-bit lost counter. Counts lost frames. 

Link layer control. 


Length count (in bytes) of next frame. This is the lower 8 bits of 16-bit 
length count. Nontag mode. 


Length count (in bytes) of next frame. This is the upper 8 bits of 16-bit 
length count. Nontag mode. 


Lock-transmit-asynchronous-queues bit. In MDREG1. 


Least-significant-byte bit. Bit 11 in MDREG2. The state of this bit 
determines the ordering of bytes in buffer-memory data frames. 


Least significant word. | 
My address; i.e. the address of this station. 


This is the FDDI-defined Media Access Control (MAC) sublayer, defining 
frame structure, addressing, etc. 


16-bit memory-address register for MDR random reads from buffer 
memory to NP. . 


16-bit memory-address register for MDR random writes from NP into 
buffer memory. 


32-bit memory data register for random access of buffer memory by node 
processor. 3 


16-bit mode-register 1. 
16-bit mode-register 2. 


Lower 16 bits of 32-bit memory data register (MDR) for random access by 
NP. 
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GLOSSARY OF FORMAC Plus MNEMONICS (continued) 


[Wremonie | Meaning 


MDRTAG 
MDRU 


MINTR1 
MINTR2 
MIR, MIR1 and MIRO 


MMODE2-0 


MORE 
MSRABT 
MSVALID 
MSW 
NFCS 


NP 


NPADDR 
NPMEMACK 
NPMEMRQ 
NPMODE 
NSA 

OS! 

PARITY 
PHY 


PMD 


PRIO, PRI1 and PRI2 


QCTRL2-0 
R 


RA 





MDR tag bit. Bit 2 in MAC state-machine register. 


Upper 16 bits of 32-bit memory data register (MDR) for random access 
by NP. 


Maskable interrupt 1 to NP: Active low. 
Maskable interrupt 2 to NP: Active low. 


32-bit MAC information register. It is made up of the two 16-bit read-only 
registers: MIR1 and MIRO. 


Three MDREG1 bits that control FORMAC Plus operational modes. 
(Bits 14-12 in MDREG1). 


More frames in queue. Nontag mode. 


Memory-status-receive-abort bit. Bit 30 in receive-frame status word. 


Memory-status-valid bit. In receive-frame status word. 
Most significant word. 


No FCS; i.e., do not append four-byte frame-check sequence (FCS) 
at end of transmit frame. . 


Designation for the node processor; or a designation for the 16-bit 
data bus from the node processor (input). 

Input from the 7-bit NP address bus. 

NP memory access acknowledge output (to NP DMA logic). 

NP memory request input (from NP DMA logic). 

NP bus mode (input). 

Next station address (used in SMT). 

Open Systems Interconnection communication model. 

Parity-type bit (1 = even parity). Bit 12 in MDREG2. 


Physical protocol sublayer (per FDDI): encodes and decodes data 
moving between the FORMAC Plus and the physical media. 


Physical-media-dependent sublayer (per FDDI): i.e. the optical 
interconnecting components that convert light signals to/from 
electrical signals. 


Designations for three 16-bit registers containing the assigned 
transmit-priority values for the three corresponding asynchronous 
transmit queues. 

Buffer-memory three-bit queue-contro! output to host. Tag mode only. 


Reset state of the E, A, or C indicator in the frame status (FS) field of a 
frame. 


Receive bus A (input from PHY). Each nibble contains either data or a 
network control character. 

Receive A control line for lower nibble of RA bus (input from PHY). 
High = network control character. Low = data 


Receive A control line for upper nibble of RA bus (input from PHY). 
High = network control character. Low = data 


Receive bus B (input from PHY). Each nibble contains either data or a 
network control character. 








Am79C830A 2-133 


£1 amp PRELIMINARY 


GLOSSARY OF FORMAC Plus MNEMONICS (continued) 
[—Wnemonie————SS*d;CMeaning SSCS 
RBC RAM buffer controller chip (Am79C81A). | 


RBCL Receive B control line for lower nibble of RB bus (input from PHY). 
High = network control character. Low = data 


Receive B control line for upper nibble of RB bus (input from PHY). 
High = network control character. Low = data 


Receive-errored-frames bit. Bit 4 of MDREG2. 
Receive data output signal to host. Tag mode only. 















RBCU 










RCVERR 
RDATA 
aD 

READY 















Buffer memory read command. Active low. 


Ready output to NP (read/write acknowledgment that data transfer is 
complete). Active low. 














RPR 
RPXAO 
RPXA1 
RPXA2 
RPXL 


Read-pointer for receive queue. 





Read-pointer for transmit asynchronous queue 0. 





Read-pointer for transmit asynchronous queue 1. 





Read-pointer for transmit asynchronous queue 2. 





Read-pointer transmit lower. This is the lower 8 bits of the 16-bit 
address of the descriptor for the next transmit frame. Nontag mode only. 











RPXS 
RPXSF 


Read-pointer for transmit synchronous queue. 





Read-pointer for transmitting special frames. 





Read-pointer transmit upper. This is the upper 8 bits of the 16-bit 
address of the descriptor for the next transmit frame. Nontag mode only. 






Receive-status output. 






Reset-input from external source. Active low. Initializes FORMAC Plus 
State machines and registers. 


4-bit receive-frame threshold value in the 16-bit FRMTHR register. 
Tag mode. 














RAW 
RXFBB1-0 
S 


Input line selecting read or write access between FORMAC Plus and NP. 
Receive-frame byte boundary. Bits 9 and 10 in MDREG2. 


Reset state of the E, A, or C indicator in the frame status (FS) field of 
a frame. . 










SA 
SABC 
SACL 
SADET 
SADRRG 
SAGP 
SAID 
SAS 
SCLM 
SD. 
SDUPCLM 






Source-address field in frame. 






Start-address of beacon frame. 













Start-address of claim frame. 
Status: address detect. 












Status: internal-address-recognized bit. In receive-frame status word. 
Short address, group (16-bit address). 

Short address, individual (16-bit address). 

Single attachment station on an FDD!I ring. 

Status: claim-state entered. Bit 6 of ST2U. 

Start-delimiter field in a frame (contains J and K symbols). 

Status: duplicate claim. Bit 2 of ST2L. 
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SEAC2-0 Three bits indicating the set/reset status of the received 
E, Aand C frame-status indicators. 


If SELRA bit = logic 1 (high), then RA bus input from PHY is selected. 
If SELRA = logic 0 (low), then RB bus is selected as input from PHY. 
(In MDREG1). 


Select-short-address bit. Bit 11 of MDREG1. 
Status: error in special frame. Bit 7 of ST2U. 










SELRA 











SELSA 
SERRSF 
SERRCTR 










Status: error counter overflow. Bit 5 of ST2L.Set when the 16-bit error 
counter (ECNTR) overflows. 


Status: frame counter overflow. Bit 4 of ST2L.Set when the 16-bit frame 
counter (FCNTR) overflows. 


Status: frame-type. In receive-frame status word. 
Status: high claim. Bit 4 of ST2U. 
Status: lower claim. Bit 3 of ST2U. 


Status: lost counter. Bit 6 of ST2L.Set when the 16-bit lost counter 
(LCNTR) overflows. 


Status: missed frame. Bit 9 of ST2L. 


Station management. A portion of FDDI affecting the individual sublayers 
and involving ring configuration, error detection, and fault isolation. 


Status: multiple destination address. Bit 14 of ST2L. 
Status: my beacon. Bit 1 of ST2U. 

Status: my claim. Bit 5 of ST2U. 

Status: NP/FORMAC Plus simultaneous load. In ST2U. 
Single-frame-receive-mode. Bit 15 in MDREG1. 









SFRMCTR 












SFRMTY2-0 
SHICLM 
SLOCLM 
SLSTCTR 

















SMISFRM 
SMT 













SMULTDA 
SMYBEC 
SMYCLM 
SNFSLD 
SNGLFRM 
SNPPND 





















Status: node-processor MDR read or write request pending. This is 
bit 3 of MAC state-machine register. 


Status: other beacon. Bit 0 of ST2U. 


Status: parity/coding error in pointer, or descriptor, or data 
(synchronous queue, asynchronous queue 0, async1 and async2). 


Status: PHY invalid. Bit 7 of ST2L. 


Status: queue-lock (synchronous queue, asynchronous queue 0, 
asynchronous queue, and asynchronous queue 2). Bits 0-3 of ST1L. 


Status: receive abort. Bit 13 of ST2U. 
Status: receive buffer full. Bit 12 of ST2U. 
Status: receive buffer empty. Bit 14 of ST2U. 

Status: receive complete. Nontag mode. Bit 15 of ST2U. 












SOTRBEC 


SPCEPD 
(S, AO, A1, A2) 


SPHINV 


SQLCK 
(S, AO, A1, A2) 


SRABT 
SRBFL 
SRBMT 
SRCOMP 
SRCVFRM 
SRCVOVR 
SRFRCTOV 
SRNGOP 







































Status: receive single frame. Bit 10 of ST2U. 

Status: receive FIFO overflow. Bit 11 of ST2U. 
Status: receive frame counter overflow. Bit 9 of ST2U. 
Status: 











ring operational. Bit 15 of ST2L. 
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SSIFG 
SSRCRTG 


ST1, ST1U and STIL 
ST2, ST2U and ST2L 
STBFLA 
STBFLS 


STBUR 
(S, AO, A1, A2) 


STECFRM 
(S, AO, A1, A2) 


STEFRM 
(S, AO, A1, A2) 


STEXDONS 
STKERR 
STKISS 
STMCHN 
STRPFCS 
STRTEXP 


STRTEXR 


STVXEXP 


STXABR 
(S, AO, A1, A2) 


STXINFL 
(S, AO, A1, A2) 


SWPR 
SWPXAO 
SWPXA1 
SWPXA2 
SWPXS 
SXMTABT 
SYMCTL 
SYNPRQ 
r 


Status: short interframe gap. Bit 3 of ST2L. 


Status: source-routing bit. Set if source address (SA) of frame has 
MSB set. Bit 28 in receive-frame status word. 


32-bit Status Register 1. Divided into two separately addressable 
16-bit upper and lower halves designated ST1U and ST1L. 


32-bit Status Register 2. Divided into two separately addressable 
16-bit upper and lower halves designated ST2U and ST2L. 


Status: transmit buffer full, asynchronous queues. Tag mode only. 
Bit 9 of ST1U. 


Status: transmit buffer full, synchronous queue. Tag mode only. 
Bit 10 of ST1U. 


Status: transmit buffer underrun (synchronous, asyncO, async, 
and async2 queues). Bits 12-15 of STIL. 


Status: transmit end of chain of frames (synchronous, aries async, 
and async2 queues). Bits 4—7 of ST1U. 


Status: transmit end of frame (synchronous, asyncO, async1, and 
async2 queues). Bits 0-3 of ST1U. 


Status: transmit until “XDONE” in synchronous queue. 
Status: token error. Bit 13 of ST2L. 

Status: token issued. Bit 12 of ST2L. 

State machine register. 

Strip frame-check-sequence (CRC) bit. In MDREG2. 


Status bit set when TRT (token rotation timer) expires and late count 
is greater than 0. Bit 10 of ST2L. 


Status bit set when TRT expires in recovery, i.e. when transmit 
state-machine is in T4 or T5 state. Bit 1 of ST2L. 


Status: TVX (valid transmission timer) expired. Bit 11 of ST2L. 


Status: transmit abort due to reset or recovery. 
(synchronous, asyncO, async1, async2 queues). 


Status: transmit instruction full (synchronous, asyncO, async1, and 
async2 queues). 


Shadow write pointer for receive queue. 


Shadow write pointer: transmit asynchronous queue 0. 


Shadow write pointer: transmit asynchronous queue 1.. 
Shadow write pointer: transmit asynchronous queue 2. 
Shadow write pointer: transmit synchronous queue. 
Status: transmit abort. Bit 15 of ST1U. 

Symbol-control bit. Bit 5 of MDREG2. 
Synchronous-NP-DMA-request-bit. Bit 6 of MDREG2. 
End-delimiter symbol in a frame. 
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THT 
TMO, TM1 


TMAX 


TMRS 
TMSYNC 


TNEG 
TOPR 


TPRI 
TREQ 
TRT 
TSYNC 


TXFBB1-0 


WPR 
WPSF 
WPXAO 
WPXA‘1 
WPXA2 
WPXS 
WPXSF 
WR 

X 

XCL 


XCU 


XDAMAT 


XDONE 
XMTABT 
XMTINH/HOLD 


XS 
XSAMAT 


XTHR 


21-bit token-hold timer. 


Token-mode bits. These are bits 10 and 11 of the 16-bit MAC 
State-machine register (read only). 


Default token-rotation time loaded into TRT after recovery, reset or 
initialization. 
16-bit read-only timer register holding token-timing information. 


21-bit timer loaded with TSYNC value at the start of synchronous 
transmission. 


Negotiated token-rotation time (TRT). 


Operational time. This is the initial value (i.e. current in-use value) 
of TRT as set by the claim process. 


Stores and checks priority for the three asynchronous queues. 
Requested TRT (contained in two 16-bit registers: TREQO and TREQ1). 
21-bit token-rotation timer. 

Synchronous transmission bandwidth. 

Target TRT for the ring. 

8-bit timer counting expected time between valid transmissions. 


Transmit-frame byte boundary. Bits 28 and 27 in buffer-memory 
transmit descriptor. 


Write-pointer for receive queue. 

Write-pointer special frames. 

Write-pointer for transmit asynchronous queue 0. 
Write-pointer for transmit asynchronous queue 1. 
Write-pointer for transmit asynchronous queue 2. 
Write-pointer for transmit synchronous queue. 
Write-pointer for transmit special frames. 
Buffer-memory write signal (output). Active low. 
FORMAC Plus 8-bit transmit bus (output to PHY). 


Transmit control, lower nibble of X bus (output to PHY). 
High = network control character. Low = data. 


Transmit control, upper nibble of X bus (output to PHY). 
High = network control character. Low = data. 


External-destination address-match input. Active low. (From external 
address-match logic). 


Transmit done. 
Transmit abort. 


Hold/transmit-inhibit bit. Bit 1 of MDREG1. This is also the name of the 
holdAransmit-inhibit input signal from external special-purpose logic. 


Transmit-status output. 


External-source address-match input. Active low. (From external 
address match logic). 


12-bit transmit-frame threshold value in the 16-bit FRMTHR register. 
Tag mode only. 
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iH 
Summary Tables Describing FORMAC Plus 
Status Registers and Mode Registers 





Status Register 1, Upper 16 Bits (ST1U) 


Bit Position Description or Function 


SXMTABT Status: transmit-abort. 


STXABRA2 Status: asynchronous queue 2 transmit-abort due to reset 
or recovery. 


STXABRA1 Status: asynchronous queue 1 transmit-abort due to reset 
or recovery. 


STXABRAO Status: asynchronous queue 0 transmit-abort due to reset 
or recovery. 


Status: synchronous queue transmit-abort due to reset 
or recovery. 


Status: synchronous-queue transmit-buffer full. 

Status: asynchronous-queue transmit-buffer full. 

Status: transmit until XDONE in synchronous queue. 

Status: transmit end of chain of asynchronous-queue-—2 frames. 
Status: transmit end of chain of asynchronous-queue—1 frames. 
Status: transmit end of chain of asynchronous-queue-0 frames. 
Status: transmit end of chain of synchronous-queue frames. 
Status: transmit end of frame: asynchronous queue 2. 

Status: transmit end of frame: asynchronous queue 1. 

Status: transmit end of frame: asynchronous queue 0. 

Status: transmit end of frame: synchronous queue. 


STXABRS 


—_— 
—k 


STBFLS 
STBFLA 
STEXDONS 
STECFRMA2 
STECFRMA‘1 
STECFRMA2 
STECFRMS 
STEFRMA2 
STEFRMA1 
STEFRMAO 
STEFRMS 


ot 
oO 
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Status Register 1, Lower 16 Bits (ST1L) 


Bit Position Description or Function 


STBURA2 Status: transmit-buffer underrun: asynchronous queue 2. 
STBURA1 Status: transmit-buffer underrun: asynchronous queue 1. 
STBURAO Status: transmit-buffer underrun: asynchronous queue 0. 
STBURS Status: transmit-buffer underrun: synchronous queue. 


SPCEPDA2 Status: parity/coding error in pointer, or descriptor, or 
data: asynchronous queue 2. 


SPCEPDA1 Status: parity/coding error in pointer, or descriptor, or 
data: asynchronous queue 1. 


SPCEPDAO Status: parity/coding error in pointer, or descriptor, or 
data: asynchronous queue 0. 


SPCEPDS Status: parity/coding error in pointer, or descriptor, or 
data: synchronous queue. 


Status: transmit instruction full: asynchronous queue 2. 
Status: transmit instruction full: asynchronous queue 1. 
Status: transmit instruction full: asynchronous queue 0. 
Status: transmit instruction full: synchronous queue. 
Status: queue lock for asynchronous queue 2. 

Status: queue lock for asynchronous queue 1. 

Status: queue lock for asynchronous queue 0. 

Status: queue lock for synchronous queue. 


STXINFLA2 
STXINFLA1 
STXINFLAO 
STXINFLS 
SQLCKA2 
SQLCKA1 
SQLCKAO 
SQLCKS 
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Status Register 2, Upper 16 Bits (ST2U) 


Bit Position Description or Function 


SRCOMP Status: receive complete. Nontag mode. 

SRBMT Status: receive buffer empty. 

SRABT Status: receive abort. 

SRBFL Status: receive buffer full. 

SRCVOVR Status: receive FIFO overflow. 

SRCVFRM Status: receive frame. 

SRFRCTOV | Status: receive frame counter overflow. 

SNFSLD Status: Node processor and FORMAC Plus simultaneous load. 
SERRSF Status: error in special frame. 


SCLM Status: claim state entered. 
SMYCLM Status: my claim received. 
SHICLM . Status: high claim received. 
SLOCLM Status: low claim received. 
SBEC | Status: beacon state entered. 


SMYBEC Status: my beacon received. 
SOTRBEC Status: other beacon received. 


SRNGOP Status: ring operational. 

SMULTDA Status: multiple destination address. 

STKERR Status: token error. 

STKISS Status: token issued. 

STVXEXP Status: TVX expired. 

STRTEXP Status: TRT expired and late count greater than 0. 
SMISFRM 
SADET 
SPHINV 
SLSTCTR 
SERRCTR 
SFRMCTR 
SSIFG 
SDUPCLM 
STRTEXR 


Status: missed frame. 

Status: address detect. 

Status: PHY invalid. 

Status: lost counter overflow. 

Status: error counter overflow. 

Status: frame counter overflow. 

Status: short interframe gap. 

Status: duplicate claim received. 

Status: TRT expired in claim or beacon state. 
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Reserved. 
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Mode Register 1 (MDREG1) 
| 
SNGLFRM Single-frame-receive mode. 
MMODE2 Control FORMAC Plus operational modes (bit 2). 
MMODE1 Control] FORMAC Plus operational modes (bit 1). 
MMODEO Control FORMAC Plus operational modes (bit 0). 
SELSA Select-short-address bit 
ADDET2 Address-detect bit 2. 
ADDET1 Address-detect bit 1. 
ADDETO -Address-detect bit 0. 
SELRA Select input from PHY. 1 = input from RA. 0 = input from RB. 
DISCRY 
EXGPA1 
EXGPAO 
LOCKTX 
FULL/HALF 
HOFLXI1 
HOFLXIO 


oo a Se re Sa } 
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Disable-carry bit. 
Extended-group-addressing bit 1. 
Extended-group-addressing bit 0. 
Lock-transmit-asynchronous-queues bit. 
Full-duplex/half-duplex bit. 
Hold/Flush/Inhibit mode bit 1. 
Hold/Flush/Inhibit mode bit 0. 
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_ Mode Register 2 (MDREG2) 


Bit Position Description or Function 


- BMMODE Buffer-memory-mode bit. 
STRPFCS Strip-frame-check-sequence (CRC) bit. 
CHKPAR Check-parity bit. 
PARITY Parity type: 1 = even; 0 = odd. 


LSB The state of the LSB bit determines the ordering of bytes 
| in buffer-memory data frames. 


RXFBB1 Receive frame byte boundary (bit 1). 
RXFBBO | 
ENHSRQ 
ENNPRQ 
SYNPRQ 
SYMCTL 
RCVERR 
AFULL3 
AFULL2 
AFULL1 
AFULLO 


Receive frame byte boundary (bit 0). 
Enable-host-request bit. 
_ Enable-NP-DMA-request bit. 


Synchronous-NP-DMA-request bit. 


Symbol-control bit. 
Receive-errored-frames bit. 

Transmit queue almost-full value, bit 3. 
Transmit queue almost-full value, bit 2. 
Transmit queue almost-full value, bit 1. 
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Transmit queue almost-full value, bit 0. 
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Physical Layer Controller With Scrambler (PLC-S) 


DISTINCTIVE CHARACTERISTICS 


m@ Implements FDDI PHY layer protocol for 
ISO standard (FDDI) 9314-1 


@ implements ANSI standard Stream Cipher 
Scrambling/Descrambling 


@ Hardware Physical Connection Management 
(PCM) support 

@ Performs Physical Connection insertion and 
removal 


@ On-chip Link Error Monitor (LEM) and Link 
Confidence Test (LCT) 


GENERAL DESCRIPTION 


The Physical Layer Controller with Scrambler (PLC-S) 
is a CMOS device which along with Physical Data 
Transmitter (PDT) and Physical Data Receiver (PDR) 
implements the Physical Layer Protocol (PHY) and por- 
tions of the Station Management (SMT) of the ANSI Fi- 
ber Distributed Data Interface (FDDI) standard. The 
PLC-S, PDT and PDR are collectively known as the 
AmPHY. PHY functions performed by the PLC-S in- 
clude framing of data on symbol pair boundaries, the 
elasticity buffer function, the smoothing function, 4B/5B 
encoding and decoding of symbols, line state detection, 
the repeat filter function, and Stream Cipher Scram- 
bling/Descrambling. SMT functions performed include 
Physical Connection Management (PCM), Physical 
Connection insertion and removal and _ Link 
Error Monitor. 


The PLC-S chip receives symbol-wide (5 bits) data 


along with a 25 MHz recovered clock fromthe PDR chip _ 


and searches for a JK symbol pair (also known as Start- 
ing Delimiter). It uses the starting delimiter to establish 
byte boundaries (i.e. to frame the data). 


Framed data is then sent to the Elasticity Buffer which 
serves to compensate for the frequency difference be- 
tween the recovered clock and the local clock. Data out- 
put by the Elasticity Buffer is checked by the Smoother 
and when necessary, Idle symbols are inserted be- 
tween frames to maintain a minimum number of Idle 
symbols in the interframe gap. 


The data is then decoded and sent to the Media Access 


Control (MAC) chip. The data is byte-wide (10 bits) and — 


is clocked by a 12.5 MHz local clock. 
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Line state detection 

Repeat filter 

Elasticity buffer and smoother functions 
4B/5B encoding/decoding 

Full duplex operation 

Data framing 

Built-in Self Test 


The PLC-S receives byte-wide data from the MAC at 


- 12.5 million bytes per second, encodes the data and 


sends out symbol-wide data at 25 million symbols per 
second to PDT chip. In the transmit path, there is a Re- 
peat Filter to detect corrupted symbols and convert 
them into the specified pattern of Halt and Idle symbols. 
The Repeat Filter in each PLC-S chip converts the last 
byte of a frame fragment into Idle symbols and thus 
eventually removing fragments from the ring. 


The PLC-S device includes a Stream Cipher Scrambler/ 
Descrambler as prescribed in the ANSI TP-PMD stan- 
dard for transmission over twisted-pair cable. For 
copper-based designs, the scrambler/descrambler may 
be enabled either through software or hardware. For fi- 
ber-based designs, the scrambler/descrambler is dis- 
abled by default. For a detailed description of the 
ANSI-compliant copper FDDI system using the PLC-S 
device, refer to AMD PID #18258A, Implementing FDDI 
over Copper; The ANSI X3T9.5 Standard. 


The PCM initializes the connection of neighboring PHYs 
and manages the PHY signaling. PCM consists of the 
PCM state machine, which determines the timing and 
state requirements for PCM, and the PCM Pseudo 
Code, which provides the information to be communi- 
cated to the neighboring PCM and specifies the connec- 
tion policies. The PLC-S chip contains the PCM State 
Machine, while the PCM Pseudo Code is controlled by 
software. The PCM State Machine communicates with 
other PCMs using a bit signaling mechanism whereby 
certain line states are received and transmitted. The 


“PCM also makes use of the Link Error Monitor in the 
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PLC-S chip during Link Confidence Test and after the 


link has been formed, to detect a noisy link. The PLC-S 


contains a Line State Machine for detecting received 
line states and a Data Stream Generator for transmitting 
the various line states. The PLC-S also contains a state 
machine called Physical Connection Insertion (PCI) 
which is used in Physical Connection insertion and re- 
moval. It performs the necessary ring scrubbing and 
data path switching. 


The Node Processor Interface in the PLC-S consists of 
several control and status registers. The PLC-S also 
contains error and special event counters, Built In Self 
Test (BIST) logic, Boundary Scan logic, and several 
data loopback multiplexers so that internal data paths 
may be reconfigured for test purposes. 





PLC-S BLOCK DIAGRAM 
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See next page for the PLC-S Core block diagram 
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PLC-S CORE BLOCK DIAGRAM 
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CONNECTION DIAGRAM 
120-Pin PQR (Top View) 
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NPADDR4 
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NPADDR2 
NPADDR1 
VbD 
Vss 
NPADDRO 
TDATO 
TDAT1 
TDAT2 


PRELIMINARY. 





The SUPERNET 2 Family for FDDI 1994 Data Book 


Voo 
TXPAR 
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PQFP PIN DESIGNATIONS 
Listed by Pin Number 


1 Vss 31 Vss 61 Vss 91 Vss | 


INT EBFERR | Vss 
NPADDR4 TEST2 
NPADDR3 TEST1 
NPADDR2 TESTO 
NPADDR1 SCANO 
Vop Vpo 
Vss Vss 
NPADDRO Vss 
TDATO Vss 
TDAT1 SCRM 
TDAT2 Vss 
TDAT3 NPCLK 
TDAT4 BCLK 
Vop Vop 
Vss 
LPBCK LSCLK 
FOTOFF Vss 
RRSCLK Vss 
RSCLK | PTSTO 
RDAT4 , ENCOFF 
RDAT3 LSR2 
Vop 
Vss 
LSR1 
LSRO 
Vss 
ULSB 
Vss 
Vop 
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LOGIC SYMBOL 
BCLK 
NPCLK 
RSCLK. Clocks 
LSCLK , 
(> prxo0 
RDAT 4-0 a. Receive Data arene 
™+o0 L__ > [> TDAT 4-0 
Transmit Data 
TXPAR 
cs : 
NPRW _ 
Node Processor Interface INT 
NPADDR 4-0 a 
NP 15-0 
RST =) 
: FOTOFF 
SDO PDT & PDR Interface 
LPBCK 
maa | SCANO 
TEST 2-0 a 
RRSCLK PTSTO 
EBFERR 
SCRM 
ULSB 
ENCOFF Control & Status 


Vop = 
Power & Ground 
Ves [___ > | 





LSR 2-0 
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ORDERING INFORMATION 
Standard Products 


AMD standard products are available in several packages and operating ranges. The order number (Valid Combination) is 
formed by a combination of: 


AM79C864A K Cc \W 


; a ALTERNATE PACKAGING OPTION 
\W = Trimmed and Formed in a tray 
(PQJ120) 


TEMPERATURE RANGE 
C = Commercial (0°C to +70°C) 


PACKAGE TYPE 
K = 120-Plastic Quad Flatpack in TapePak 
(PQR120) 


Not Applicable 


DEVICE NUMBER/DESCRIPTION 
Am79C864A 


Physical Layer Controller With Scrambler (PLC-S) 


Valid Combinations Valid Combinations 
AM79C864A KC, KC\W Valid Combinations list configurations planned to be 


supported in volume for this device. Consult the lo- 
cal AMD sales office to confirm availability of specific 
valid combinations and to check on newly released 
combinations. 
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PIN DESCRIPTION 
Clock Signals 


BCLK 

Byte Clock (Input) | 
BCLK is a 12.5 MHz clock. It is used by the PLC-S to 
clock most internal operations, clock RX 9-0 to the MAC 
device and, along with LSCLK, latch TX 9-0 from the 
MAC device. 


NPCLK 
Node Processor Clock (input) 


NPCLK is used to latch Node Processor inputs, run the 
Node Processor Interface state machine, and clock out- 
put signals to the Node Processor. It is distinct from the 
BCLK for test and diagnostic purposes only. For normal 
operations, the BCLK and NPCLK pins MUST be tied 
together. 


RSCLK 
Recovered Symbol Clock (Input) 


RSCLK is a 25 MHz clock. It is recovered from the data 
sent to the Physical Data Receiver (PDR) by the up- 
stream station in the ring. It is used to latch RDAT 4—0 
fromthe PDR device. It is also used for clocking the 
Framer and the Elasticity Buffer input controller. 


LSCLK 
Local Symbol Clock (input) 


LSCLK is a 25 MHz clock. It is used by the PLC-S to 
clock TDAT 4—0 to the Physical Data Transmitter (PDT) 
and, along with BCLK, to latch TX 9-0 from the MAC 
device. 


Receive Data Signals 


RX 9-0 : 
Receive Data Bus (Output) 


RX 9-0 is a ten bit output bus used to transfer symbol 
pairs from the PLC-S to a MAC device, or to another 
PLC-S. The ten bits are clocked to the MAC device on 
the rising edge of BCLK. RX 9-5 contain the most sig- 
nificant symbol and RX 4—0 contain the least significant 
symbol of the framed byte. Bit 9 is the upper control bit 
and bit 4 is the lower control bit. 


RXPAR | 
Receive Data Parity bit (Output) 


RXPAR is an output signal used to enhance error detec- 
tion on the RX bus. If there is an odd number of ones on 
RX 9-0 then RXPAR will be one, and if there is an even 
number of ones on RX 9-0 then RXPAR will be zero 
(even parity). When the PLC-S is in Bypass mode (that 
is when the data output on RX 9-0 is the data input on 
TX 9-0) RXPAR is not calculated and is just the value 
input on TXPAR. 


RDAT 4—0 
Receive Data Bus (Input) 


RDAT 4-0 is a five bit input bus used to transfer data 
from the PDR device to the PLC-S. Data is latched by 
the PLC-S on the rising edge of RSCLK. 


Transmit Data Signals 


TDAT 4-0 | 
Physical Transmit Data Bus (Output) 


TDAT 4-0 is a five bit output bus used to transfer sym- 
bols from the PLC-S to the PDT. The symbols are 
clocked to the PDT on the rising edge of LSCLK. 


TX 9-0 
Transmit Data Bus (Input) 


TX 9-0 is a ten bit input bus used to transfer symbol 
pairs from a MAC device, or from another PLC-S, to the 
PLC-S. The ten bits are latched by the PLC-S on the fall- 
ing edge of LSCLK. Bits 9—5 of the bus contain the first 
symbol to be transmitted on the fiber and bits 4—0 con- 
tain the second symbol. Bit 9 is the upper control bit and — 
bit 4 is the lower control bit. 


-TXPAR 


Transmit Data Parity bit (Input) 


TXPAR is an input signal used to implement even parity 
on the TX bus. If there is an odd number of ones on 
TX 9-0 then TXPAR should be one and if there is an 
even number of ones on TX 9-0 then TXPAR should be 
zero. 


Node Processor Interface Signals 

INT : 

Interrupt (Output, Active Low) 

The INT signal indicates an interrupt request from the 


PLC-S. This signal is active until cleared by reading the 
INTR_EVENT register at address 17 (hex). 


cs 
Chip Select (Input, Active Low) 
GS selects the PLC-S for the current bus cycle. 


NPADDR 4-0 
Node Processor Address Bus (Input) 


The NPADDR 4-0 bus is a five bit input bus used to se- 
lect one of the registers in the PLC-S for a read or write - 
cycle. 





3-12 The SUPERNET 2 Family for FDDI 1994 Data Book 


PRELIMINARY 


NP 15—0 
Node Processor Data Bus (Input/Output, Three 
State) 


The NP 15-0 bus is a sixteen bit bi-directional, three- 
state data bus used to exchange data between the 
PLC-S and the Node Processor. 


NPRW 
Node Processor Read/Write (Input) 


The NPRW signal indicates whether the current bus cy- 
cle is a read (NPRW = 1) or a write (NPRW = 0) cycle. 


RST 
Reset (Input, Active Low, Asynchronous) 


The RST signal provides a means of initializing the 
PLC-S on power up. When asserted, the Reset causes 
the following: 


m@ The various state machines are initialized: 
LSM-NOT ACTIVE, PCM-OFF, PCI-REMOVED, 
Repeat Filter on REPEAT, Node Processor 
Interface-NOT ACTIVE. 


m@ All writable registers are cleared and all 
registers that are cleared on a read are cleared. 


@ Built-in Self Test — OFF 


m The Fiber Optic Transmitter Off (FOTOFF) signal 
is asserted, Quiet Symbols are transmitted on 
TDAT, and TX is looped back onto RX. 


Once RST is asserted low, it must remain asserted for at 
least twenty NPCLK cycles. When it is deasserted the 
PLC-S is ready to begin its normal operation. 


Assertion and deassertion are asynchronous. A warm 
reset (assertion of RST after the device is in operation) 
will cause device outputs to be unpredictable until the 
device is initialized. 


PDT and PDR Interface Signals 


LPBCK 
Loopback (Output, Active Low) 


The LPBCK signal controls the receive multiplexer inthe 
PDR device. If LPBCK= 0, the MUX selects its input 
from the PDT. If LPBCK = 1, the MUX selects its input 
from the Fiber Optic Receiver. 


FOTOFF 
Fiber Optic Transmitter Off (Output, Active Low) 


The FOTOFF signal, when asserted, causes the PDT to 
transmit Quiet symbols. This signal is asserted 
whenever: 


m The FOT_OFF bit, LOOPBACK bit, 
EB_LOC_LOOP bit, LM_LOC_LOOP bit in the 
PLC_CNTRL_A register (or) CIPHER_LPBCK bit 
in PLC_CNTRL_C register is set. | 


amo al 


m@ The MAINT_LS field in the PLC_CNTRL_B 
register equal Transmit QUIET and the PCM is 
in the MAINT state and FOTOFF assertion timer 
expires, if enabled. 

m The Physical Connection Management logic has 
set LS_ REQUEST = Transmit QUIET Line State 
and FOTOFF assertion timer expires, if enabled. 


@ Built-in Self Test is active. 


SDO 
Signal Detect (Input, Active High) 


_ The SDO signal is output by the PDR to indicate whether 


the Fiber Optic Receiver is detecting an optical signal 
above its threshold. The inverted value of this signal is 
held inthe PLC_STATUS_A register, and the LSDO bit 
in the INTR_EVENT register is set when SDO is 
asserted. 


Test Signals 
PTSTO 
Parametric Test Output (Output) 


This is an internal parametric test output signal. This pin 
should be left unconnected. 


SCANO 
Scan Output (Output) 


The SCANO signal is used as an output of the scan 
chain when the PLC-S is in Boundary Scan Serial Test 
Mode. 


TEST 2-0 
PLC-S Test Mode (Input) 


The three TEST 2-0 input pins are used to select be- 
tween normal operating mode and three different test 
modes. The different operating modes are as follows: 


TEST 2-0 Mode of Device Operation 






Foo00)0)0) Normal Operating Mode 
Normal Operating Mode 


00 1 Factory Test Mode 

(Counter Segmentation Test) 
1 0 Scan Input Boundary Scan Serial 

Test Mode 
11 £0 Boundary Scan Parallel 

Test Mode 











All output pins except 
PTSTO are High 
impedance 
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RRSCLK 
Reserved (Input) 


This pin should be connected to VSS. 


Control and Status Signals 
EBFERR | 
Elasticity Buffer Error (Output, Active High) 


EBFERR indicates when an overflow or underflow con- 
dition occurs in the Elasticity Buffer. 


ENCOFF 
Encoder Off (input, Active High) 


The ENCOFF signal turns off the encoding and decod- 
ing function of the PLC-S. This allows for the transmis- 
sion of any symbol, including invalid symbols for 
diagnostic purposes. 


LSR 2-0 
Line State Register (Output) 


The LSR 2-0 signals directly output the LINE_ST field of 
the PLC_STATUS_A register to ring test and monitor 


equipment. 
F000" Noise Line State (NLS) 
Active Line State (ALS) 
1 













1 
E Undefined 
011 Idle Line State (ILS4 — | 
achieved after 4 Idle symbols) 
100 Quiet Line State (QLS) 
1 


Master Line State (MLS) 
Halt Line State (HLS) 


111 idle Line State (ILS16 — 
achieved after 16 Idle symbols) 
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ULSB 
Unknown Line State (Output) 


The ULSB signal directly outputs the UNKN_LINE_ST 
bit of the PLC_STATUS_A register to ring test and moni- 
tor equipment. 


SCRM | 
Scrambler Enable (Input) 


This pin when held high will enable the Stream Cipher 
Scrambling/Descrambling function. If this pin is held 
low, then bit 0 of PLC_CNTRL_C Register determines if 
Stream Cipher Scrambling/Descrambling function is 
enabied. : 


Power and Ground 

Vop 

Power (Inputs) 

The Vpp pins supply +5 V to the device. 


Vss 
Ground (Input) 


The Vss pins ground the device. 
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FUNCTIONAL DESCRIPTION 


Node Processor Interface (NPI) 


The Node Processor Interface serves as the interface 
between an external Node Processor and the PLC-S. 
The interface is a general purpose synchronous 
interface. 


The Node Processor Interface is controlled by the 
NPCLK. In normal operation this clock is tied to the 
BCLK. All signals of the NPI must be synchronous with 
the NPCLK, that is the signals must be stable a setup 
time before and a hold time after a rising edge of the 
NPCLK. Figure 1 illustrates the NPI state machine. 


- Read Cycle 


Aread cycle is used by the Node Processor to read data 
from a PLC-S register. Normally the PLC-S is unaf- 
fected by a read, although the INTR_EVENT, 


VIOL_SYM_CTR, MIN_IDLE_CTR, and LINK_ERR_ 


CTR registers are cleared when read. 


A read cycle of one of the PLC-S registers is initiated by 
the assertion of the CS signal which is sampled by the 
rising edge of NPCLK. Once the CS signal is asserted 
the NPADDR bus and NPRW signals are sampled. The 
NPRW signal should be high for a read and low for a 
write. At least one half NPCLK cycle after this edge, the 
PLC-S will begin to drive the NP bus to allow the chip 
driving the bus in the previous read or write cycle time to 
tri-state the NP bus. 


After the next rising edge of NPCLK (the second rising 
edge after the assertion of CS), the data on the NP bus 
will be valid. It will remain valid until the second rising 
edge of NPCLK after the deassertion of CS. The PLC-S 
willtri-state the NP bus within 1/2 NPCLK cycle after this 
clock edge. 


The timing described above will allow a read cycle every 
2 NPCLK periods. However, if the Node Processor 
needs to extend the read cycle and have the NP bus 
valid longer than one clock cycle, it can delay the 
deassertion of the CS signal. Fora minimumlength read 
cycle (2 NPCLK periods), the Node Processor must 
deassert CS a setup time before the second rising edge 
of NPCLK following the assertion of CS. If CS remains 
asserted for a hold time after the second rising edge of 


AMD cl 


NPCLK, again with respect to CS being asserted, the 
PLC-S will continue to drive the NP bus with valid data 
for two more rising edges of the NPCLK. When CS is 
kept asserted beyond the initial read cycle, the read cy- 
cle extends by two NPCLK periods. The CS signal is 
sampled on the second and each subsequent rising 
edge of NPCLK after the initial assertion of CS. The 
Node Processor can indefinitely extend the read cycle 
by maintaining the assertion of the CS signal. The Node 
Processor must deassert and then assert the CS signal 
for each unique read access. 


Write Cycle 


Awrite cycle is used by the Node Processor to write data 
into a PLC-S control register. The Node Processor is 
normally allowed to write to any read-write or write-only 
register at any time except to the following registers 
XMIT_VECTOR, VECTOR_LENGTH, TPC_LOAD_ 
VALUE, and TNE_LOAD_VALUE due to special 
operating conditions imposed by the PLC-S in their 
usage. If the Node Processor attempts a write on a read- 
only register or the special registers mentioned above at 
a wrong time, the PLC-S sets the NP_ERR bit in the 
INTR EVENT register. The PLC-S will not modify the 
contents of the register accessed. 


The write cycle is very similar to the read cycle. The prin- 
cipal differences are as follows: 


m™ The NPRW signal must be low while CS is 
asserted 


w The data to be written must be valid on the second 
rising edge of NPCLK after CS is asserted 


The Node Processor must tri-state the NP bus within 
one half NPCLK period after the second rising edge af- 
ter the deassertion of CS. Thus, by delaying the 
deassertion of the CS signal, the Node Processor can 
extend the write cycle and the time it has to tri-state the 
NP bus. The deassertion of the CS signal has no effect 
on the PLC-S during a write cycle. The PLC-S will not 
attempt to write to a selected register more than once 
until the CS signal has been deasserted. Thus, to ac- 
complish back to back writes, the Node Processor must 
deassert the CS signal before attempting the second 
write. 
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CS = 1 CS =1 
NPRW = x NPRW = x 


CS =0 
NPRW = 1 
c Tri-State NP — GS=0 
Latch Address Latch Address NPRW =0 
Tri-state NP Tri-State NP 


CS =0 
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Figure 1. Node Processor Interface State Machine 
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Registers 


The PLC-S contains twenty-six 16 bit registers ad- 
dressed from 00 to 1A (hex). These registers are listed 
in Table 1. 


Table 1. PLC-S Registers 


[INTRMASK | readwito 


Address 
(hex) 













Too [ns max | weadiwite 
[ce | TP6_LOAD_VALUE | wite ony ote) 
[10] ruc-starus A [read ony 





O1 
07 
0A 

C 






AGV_VECTOR 


INTR_EVENT read only (Note 4) 


Notes: 


1. Writable only when the PCM_SIGNALING bit in the 
PLC_STATUS_B register is not set. 


2. Writable only when the PCM is in the MAINT state. 


3. Writable only when the PCM is in the MAINT state and 
the NOISE_TIMER bit in the PLC_CONTROL_A 
register is not set. 


4. Register cleared on read. 





11 
12 
14 
15 
17 
18 
19 


PLC-S Control and Status Registers 

The control and status information for the PLC-S is con- 
tained in four registers. 

PLC-S Control Register A (PLC_CNTRL_A) 


PLC_CNTRL_Ahas address 00 (hex). It is readable and 
writable. All bits of this register are cleared with the as- 
sertion of RST. PLC_CNTRL_Ais used for the following 
functions: 


m Timer configuration 

m@ Specification of PCM MAINT state options 
m@ Counter interrupt frequency 

m™ PLC-S data path configuration 

m Execution of PLC-S Built In Self Test 


Note that several bits of this register can only be written 
ifthe PCM is inthe OFF or MAINT state. If this register is 
written when the PCM is in any other state these bits will 
remain unchanged. ) 


The PLC_CNTRL_A register bit assignments are listed 
in Table 2. 
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Addr 
(Hex) PLC_CNTRL_A 
ENA VSYM- | MINI- EB- LM- SC- 
NOISE | TNE- TPC- REQ- a oO FOT- SC- RF- RUN- 
of [ee [ee [= [Se le le 
15 14 13 12 11 10. 9 8 7 6 5 4 3 2 1 0 
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Table 2. PLC_CNTRL_A 


Definition 
[Reseved  ——(Csi‘“‘“‘“‘“‘“‘i™!™”CCTLTTLTLLULLLCd 


NOISE_TIMER The NOISE_TIMER bit allows the noise timing function of the PCM to be used when 
the PCM is in the MAINT state. This function causes the TNE Timer to be loaded with 
the value in the NS_ MAX register whenever the Line State Machine transitions from 
Idle Line State to Noise Line State, Active Line State or Unknown Line State. If the 
timer expires before Idle Line State is recognized, the TNE_EXPIRED bit in the 
INTR_EVENT register is set. . 


TNE_16BIT When TNE_16BIT is set it causes the TNE Timer to operate as a 16 bit timer. In this 
mode the 2 bits of the TNE Clock Divider are bypassed and the TNE Timer is 
incremented every 80 ns. TNE_16BIT can only be written if the PCM is in 
the OFF or MAINT state. 

TPC_16BIT When TPC_16BIT is set it causes the TPC Timer to operate as a 16 bit timer. In this 

mode the 8 bits of the TPC Clock Divider are bypassed and the TPC Timer is 

incremented every 80 ns. TPC_16BIT can only be written if the PCM is in 
the OFF or MAINT state. 





REQ_SCRUB The REQ_SCRUB bit allows limited access to the scrub capability of the PLC-S chip. ff 
the PCM is in the MAINT state or if the CONFIG_CNTRL bit in the PLC_CNTRL_B 
| register is set then the REQ_ SCRUB bit controls the Scrub MUX. If REQ_SCRUB is 
set then Idle symbols are sourced at the RX 9-0 output port. The output at the 
TDAT 4-0 output port is controlled separately by the MAINT_LS field in the 
PLC_CNTRL_B register. This bit may be written at any time, but only takes effect 
when the PCM is in the MAINT state or if the CONFIG_CNTRL bit in the 
PLC_CNTRL_B register is set. 


ENA_PAR_CHK If this bit is set, then parity checking takes place on TX9-4 lines. If reset, then parity 
checking is disabled. | 
Note: PLC-S supports even parity. 


VSYM_CTR_INTRS The VSYM_CTR_INTRS bit controls when the VSYM_CTR interrupt bit in the 
INTR_EVENT register is asserted. When VSYM_CTR_INTRS is set, the interrupt is 
generated only when the VIOL_SYM_CTR overflows (reaches 256). When 
VSYM_CTR_INTRS is cleared, the interrupt is generated every time the 


VIOL_SYM_CTR is incremented (whenever a violation symbol is detected). 
MINI_CTR_INTRS The MINI_CTR_INTRS bit partially controls when the MINI_CTR interrupt bit in the 


INTR_EVENT register is asserted. When MINI_CTR_INTRS is set, the interrupt is 
generated when the Minimum Idle Gap Counter portion of MIN_IDLE_CTR overflows 
(reaches16). When MINI_CTR_INTRS is cleared, the interrupt is generated every time 
the counter is incremented (whenever a minimum length Idle gap is detected). Note 
that this bit does not affect interrupts caused by the Idle Counter Minimum Detector 
portion of MIN_IDLE_CTR. 


LOOPBACK When LOOPBACK is set, it causes the LPBCK output pin to be asserted low. This, in 
turn, causes data to be looped back from the output of the PDT chip to the input of the 
PDR chip. 


Bit | 
; 
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Table 2. PLC_CNTRL_A (continued) 


[Bit | Name | Definition 


FOT_OFF The setting of this bit will cause the assertion of the FOTOFF output pin of the PLC-S. 
Read PLC_CNTRL_C register description for behavior of this signal when scrambling/ 
descrambling is enabled. 

EB LOC _ LOOP When EB_LOC_ LOOP is set, a loopback path is set up in the PLC-S chip just prior to the 
framer. Data from the PLC-S transit path are looped back to the input of the Framer. This 
loopback path is also set up when the PLC-S is executing its Built In Self Test. Note that this 

| bit also controls which clock the Framer and Elasticity Buffer use. When it is not set, the 
Recovered Byte Clock is derived from the RSCLK input pin, and when it is set, the BCLK is 

LM_LOC_ LOOP 
bypassed. LM_LOC_LOOP can only be written if the PCM is in the OFF or MAINT 
state. 

SC_BYPASS The SC_BYPASS bit provides limited control over the PLC-S’s data path by providing a 
physical bypass of the PLC-S. If the PCM is in the MAINT state or if the CONFIG_CNTRL 
bit in the PLC_CNTRL_B register is set, then the SC_BYPASS bit controls the Bypass 
MUX. If both SC_BYPASS and REQ_ SCRUB are asserted then RX 9-O is driven 
with Idle symbols. If SC_BYPASS is asserted and REQ_SCRUB cleared, then 
RX 9-0 is driven by the data entering the PLC-S at the TX 9-0 input. Otherwise, 

RX 9-0 is driven by the data entering the PLC-S at the RDAT 4-0 input. This bit may be 
| written at any time, but only takes effect when the PCM is in its MAINT state or if the 
CONFIG_CNTRL bit in the PLC_CNTRL_B register is set. 
SC_BYPASS REQ SCRUB RX 9-0 
IDLE 
| TX 9-0 
RDAT 4—0 
RDAT 4—0 

SC_REM_LOOP When SC_REM_LOOP is set, a remote loopback path is set up inside the PLC-S where 
symbols from the receive data path are looped back onto the transmit data path, 
bits are not set. This bit may be written at any time, but only takes effect when the PCM is in 
the MAINT state or if the CONFIG_CNTRL bit in the PLC_CNTRL_B register is set. 

Rig RF_DISABLE When RF_DISABLE is set, it disables the Repeat Filter state machine in the PLC-S. 


used. Thus, when this bit gets set, a clock glitch could be created which could cause receive 
traversing all of both paths except for the receive data output latch and the transmit 
“ RUN_BIST When RUN_BIST is set, it causes the PLC-S to begin running its Built In Self Test. The 



















loopback path differs from EB_LOC_LOOP in that the Framer and Elasticity Buffer are 





























of the receive path just after the Elasticity Buffer at the LM Local Loopback MUX. This 
This bit only has effect if the EB_LOC_LOOP, LM_LOC_LOOP and CIPHER_LPBCK 











data to be indeterminate for aclock cycle, spurious interrupts, and unknown values in the event 
counters. EB_LOC_LOOP can only be written if the PCM is in the OFF or MAINT state. 
When LM_LOC_LOOP is set a loopback path is set up in the PLC-S chip such that data 
from TX 9~-0 are passed through the PLC-S transmit path and looped back to the input 

data input latch. If the PCM is in the MAINT state or if the CONFIG_CNTRL bit in the 
PLC_CNTRL_B register is set, then the SC_REM_ LOOP bit controls the Remote 

Loopback MUX. This loopback is used by the PCM to control the configuration and can 

be used to monitor the ring or otherwise control configuration during normal operation. 
completion of BIST is indicated via an interrupt. BIST can be stopped before 

completion by clearing this bit. Once BIST has completed, this bit must be cleared and 
set again before BIST will restart. For more detail, refer to pages 30 and 42. 
Reset PLC-S before setting this bit. 
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PLC-S Control Register B (PLC_CNTRL_B) management. It is also used to control the Line State 
PLC_CNTRL_B has address 01 (hex). Itis readable and ‘Match interrupt. | 

writeable. All bits of this register are cleared with the as- The PLC CNTRL B reaister bit assianments are listed 
sertionof RST. PLC_CNTRL_B contains signals and re- in Table 3. ae 9 


quests to direct the process of physical connection 








Addr 3 | | 
(Hex) PLC_CNTRL_B 
CONFIG | MATCH | MATCH | MATCH | MATCH | MAINT | MAINT | MAINT | CLASS ong 
01 Ic LOOP SON Mant | CATRL | CNTRL 
15 
Pee 





Table 3. PLC __CNTRL_B 


Ca [Nene Definition 


CONFIG_CNTRL The CONFIG_CNTRL bit allows control over the Scrub, Bypass, and Remote 
Loopback datapath MUXes while the PCM is in normal operation. If this bit is set, then 
the REQ_SCRUB, SC_BYPASS, and SC_REM_LOOP bits in the PLC_CNTRL_A 
register will have effect regardless of the state of the PCM. If this bit is not set then the 
REQ SCRUB, SC_BYPASS and SC_REM_LOOP bits will only have effect if the 
PCM is in the MAINT state. 


14-11 | MATCH_LS The MATCH_LS field specifies line states to be compared with the currently detected —_ 
line state (as defined by LINE_ST in the PLC_STATUS A register). Whenamatch 
occurs, the LS_MATCH interrupt bit in the INTR_EVENT register is asserted. Each bit 
of MATCH_LS corresponds to a line state. If more than one bit is set, the interrupt is 
signalled if any of the line states match the current line state. If no bits are set, the | 
interrupt is signalled on any change in the LINE_ST field or the UNKN_LINE_ST bit. It 
is defined as follows: 

Interrupt on any change in LINE_ST or UNKN_LINE_ST 
1XXX Interrupt on Quiet Line State | 
X1XX ; Interrupt on Master Line State | 
XX1X Interrupt on Halt Line State 

interrupt on Idle Line State 
In the above table, ”X” means don’t care. Also Idle Line State refers to iLS16, which is 
signalled only after sixteen Idle symbols (eight Idle bytes) have been received. 

70-8 MAINT_LS The MAINT_LS field defines the line state the PCM will source while in the MAINT. 
state. The PCM enters the MAINT state from the OFF state if the PC_MAINT bit is 
asserted. It is further defined as follows: 

Transmit QUIET Line State | 
001 Transmit IDLE Line State 
010 Transmit HALT Line State 
Transmit MASTER Line State 
Transmit QUIET Line State 
101 Transmit QUIET Line State 
110 | Transmit PDR (Transmit PHY_DATA request)—the symbol 
stream at TX 9-0 is transmitted 
Transmit QUIET Line State 
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Table 3. PLC_CNTRL_B (continued) 


| Bit [Name _| Definition 
07 {CLASS _S When CLASS S is set, signifying that the PHY is a single attach station, the station will 
not be bypassed before the PCM gets to the ACTIVE state. Note that this bit has effect 
when the PCM is in normal operation. When the PCM is in the MAINT state, the 
REQ_SCRUB and SC_BYPASS bits in the PLC_CNTRL_A register control the 
| | bypass operation. This bit can only be changed when the PCM is in the OFF state. If 
PC_LOOP | 
written to this field will be ignored. Once PC_LOOP has been written, it must be 
cleared and then written again to perform another LCT. 

04 | PC_JOIN When PC_JOIN is set and the PCM is in the NEXT state, the PCM will transition to the 
JOIN state and the PCM join sequence will be started. PC_JOIN should only be written 
after the PCM_CODE interrupt has been generated. If the PCM is not in the NEXT 
State or if PCM_SIGNALING is set, then any value written to this field will be ignored. 

After this bit is set, it must be cleared and then set again to cause another transition 

from the NEXT state to the JOIN state. Note that if PC_JOIN is set after the LCT has 
been started but before it has completed, then the LCT will be aborted and the PCM join 
sequence started. 

03 LONG When LONG is set, the PCM will perform a long LCT; that is, it will continue the test until the 
processor issues a PC_SIGNAL (i.e., a write to XMIT_VECTOR register), PC_JOIN, or other 

: PC_MAINT 











































01 The PCM asserts Transmit PDR. This assumes that Protocol 
Data Units (PDUs) will be input at TX(9-0). 

10 The PCM asserts Transmit Idle. This causes the PLC-S to source 
Idle symbols. 

11 The PCM asserts Transmit PDR and sets up a remote loopback 







path in the PLC-S. 


PC_LOOP should only be written after the PCM CODE interrupt has been generated. 
If the PCM is not in the NEXT state, or if PCM_SIGNALING is set, then any value 





















this bit is written when the PCM is in any other state, the change will be ignored. 
PC_LOOP controls the loopback used in the Link Confidence Test (LCT). When it is 
set to a value other than zero and the PCM is in the NEXT state, the PCM will perform 

the LCT in one of three ways. The following table describes the action taken according 

to the value of the two bits: 

PC_LOOP Description 

command. Otherwise it will perform a LCT, that is, it will stop the test after the length of time 
indicated in the LC_LENGTH register. In either case LCT will stop whenever Master Line State 
or Halt Line State is detected, indicating that the neighboring station has completed its 
LCT and has started signaling. 
When PC_MAINT is set, the PCM state machine transitions to the MAINT state if it is 
currently in the OFF state. If the PCM is not in the OFF state when this bit is written, and 


No LCT is performed 
subsequently transitions to the OFF state, it will immediately transition to the MAINT 
State. 
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Table 3. PLC_CNTRL_B (continued) 


01-00 | PCM_CNTRL PCM_CNTRL controls the PCM state machine. When set to a value other than zero, it 
will cause the PCM to immediately make a transition to the BREAK, TRACE or OFF 
state. The transition to the BREAK or OFF state will occur regardless of the state the - 
PCN is in at the time. The transition to the TRACE state will only be made if the PCM is 
in the ACTIVE state, otherwise PCM_CNTRL will be ignored. The following table 
describes the action taken according to the value of the two bits: 


PCM_CNTRL Description 


The PCM state is not affected 
01 The PCM goes to the BREAK state (PC_Start) 

10 | The PCM goes to the TRACE state (PC_Trace) 
The PCM goes to the OFF state (PC_Stop) 


After a PC_Start (PCM_CNTRL=01) has been issued and before another one can be 
‘issued, PCM_CNTRL must first be written with zero and then written with the PC_ Start 
value again. Note that if the PCM goes to the BREAK state for a reason other than 
writing PCM_CNTRL (e.g. QLS is received, or a timeout occurs), the PCM will 

not go to the CONNECT state and will remain in the BREAK state until PCM_CNTRL is 
written with the PC_Start value. If the PCI is in the INSERTED state when PC_ Start or 
PC_Stop is issued, scrubbing will be performed. If the PClis inthe _ 
INSERT_SCRUB or REMOVE_SCRUB state when PC_Start or PC_Stop is issued, 
the scrubbing will be completed before the PCM enters the BREAK or OFF state. 
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PLC-S Control Register C (PLC_CNTRL_C) The PLC_CNTRL_C register bit assignments are listed 
PLC_CNTRL_C has address OA (hex). It is readable __‘in Table 4. 

and writeable. Bits 1 through 15 are cleared with the as- 

sertion of RST. Bit 0 (CIPHER_ENABLE) assumes the 

same value as SCRM after RST is asserted. 








PLC_CNTRL_C 
Addr SDOFF_ | SDOFF_| SDON_[| SDON_ | FOTOFF_|FOTOFF_[ spon | SDOFF CIPHER_| CIPHER. 
(Hex) TIMER | TIMER | TIMER | TIMER [CTRL ICTAL ENABLE | ENABLE RESERVED LPBCK | ENABLE 
OA 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


15535B-8 





Table 4. PLC_CNTRL_C 


| Bit_[Name | Definition 
15-14 | RESERVED These two bits are reserved for diagnostic purposes and must be 0 for normal operation. 


‘| 13-12 |] SDOFF_TIMER These two bits are used to select the timing values shown for deasserting Signal_Detect 
ENABLE bit is set and scrambler/descrambler is enabled either (by SCRM or CIPHER __ 
11-10 | SDON_TIMER 


ENABLE) 
FOTOFF CTRL 


00=0.76 ys 
01=1.32 us 
7 SDON_ENABLE 
SDOFF_ENABLE 
1 CIPHER_LPBCK If this bit is set, then the output of the scrambler is looped back to the input of the 
descrambler (within PLC-S). 


10=2.52 ps 
5-2 | RESERVED Bits 5-2 are reserved and should beset to 0. 
CIPHER_ENABLE This bit is used to enable and disable the scrambler/descrambler function if SCRM (pin #41) 


11=5.12 ps 

These two bits are used to select the timing values shown for asserting Signal_Detect if SDON_ 

ENABLE bit is set and scrambler/descrambler is enabled either by hardware or software. 
- is not asserted. If SCRM is asserted, this bit is automatically set to 1. If SCRM is not 
asserted, the value of this bit is determined by software. The default state (SCRM not 
asserted) is 0. 























00=0.84 ps 

01=1.32 ps 

10=2.52 us 

11=5.12 ps : 

These two bits are used to control the assertion of FOTOFF signal of PLC-S if scrambler/ 
descrambler is enabled either (by SCRM or CIPHER_ENABLE). The following timing delays 
are with respect to the time from which PLC-S output scrambled Quiet symbols on TDAT lines. 

















00=Timer is bypassed (i.e., FOTOFF is asserted at the same time when scrambled Quiet 
symbols are output on TDAT lines) | 

01=30 ps delay 

10=50 ps delay 

11=FOTOFF is never asserted 


If this bit is set and scrambler/descrambler is enabled (by SCRM or CIPHER_ENABLE), then 
SDON_TIMER bits (11-10) will determine the delay for asserting the Signal_Detect signal. 
During this time, the descrambler is allowed to acquire synchronization of its input stream. 


If this bit is set and scrambler/descrambler is enabled (bySCRM or CIPHER_ENABLE ), then 
SDOFF_TIMER bits (13—12) will determine the delay for deasserting the Signal_Detect signal. 
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PLC-S Status Register A (PLC_STATUS_A) The PLC_STATUS_A register bit assignments are | 
PLC_STATUS_A has address 10 (hex). Itis read-only. _‘listed in Table 5. 


It is used to report status information to the Node Proc- 
essor about the Line State Machine (LSM). 





Addr 
(Hex) PLC_STATUS_A 












PREV | PREV UNKN SYM SYM 
10 SIGNAL LINE LINE LINE LINE LINE LINE oe 
DETECT ST CTR on OTR 
3 1 0 
‘15535B-10 





Table 5.PLC_STATUS_A 
Ce 1 aT 


15—11 | REVISION_ID These bits give the revision identification. For Am79864A (PLC-S), these bits equal ‘11111’. 
For Am79C864 (PLC), these bits equal ‘00000’. 
a SIGNAL_DETECT 


This bit, when set, indicates that signal detect is deasserted. If SDO equals zero, then 
09-08 | PREV_LINE_ST 

















SIGNAL_DETECT is one; if SDO equals one, then SIGNAL_DETECT is zero. 


This field contains the value of the previous line state whenever line state changes 
from Quiet Line State, Master Line State, Halt Line State or Idle Line State (ILS16,. 
where ILS16 is achieved after 16 idle symbols) to another line state. When the line 
state changes from anything else, this field will not be updated. It is further defined as 
follows: 


~_- LINE ST Description 


Quiet Line State (QLS) 
01 Master Line State (MLS) 

10 Halt Line State (HLS) 

Idle Line State (ILS16 — achieved after 16 Idle symbols) 


07-05 | LINE_ST This field contains the most recently recognized Line State by the LSM. LINE_ STi is 
further defined as follows: 
Noise Line State (NLS) 
001 Active Line State (ALS) 
010 Undefined 
011 Idle Line State (ILS4— achieved after 4 Idle symbols) _ 
100 Quiet Line State (QLS) 
| 101 Master Line State (MLS) 
. 110 Halt Line State (HLS) 
Idle Line State (ILS16 — achieved after 16 Idle symbols) 


| 04 |LSM_STATE This field contains the state bit of the LSM state machine. 


UNKN_LINE_ST This bit is the Unknown Line State Bit from the LSM. Since a minimum of sixteen 
symbols is required to satisfy the entry conditions of a line state (four symbols in the 
SYM_PR_CTR 


case of Idle Line State), the LSM uses this bit to indicate it is attempting to recognize a 
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new line state. This bit is set to a one when the line state is unknown and reset to a zero 
when known. 


This field contains the LSM Symbol Pair Counter. When the count reaches seven, 
indicating eight consecutive like symbol pairs, then Current Line State is set with the 

new line state and the Unknown Line State Bit is reset. Note that Idle Line State (ILS4) 
is reached after just two Idle symbol pairs. 
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The PLC_STATUS _B register bit assignments are 


PLC-S Status Register B (PLC_STATUS_B) 


PLC_STATUS_Bhas address 11 (hex). It is read-only. listed in Table 6. 
It contains signals and status from the Repeat Filter and 
Physical Connection Management state machine 








(PCM). 

Addr 

(Hex) PLC_STATUS B 

i [et a i [a [me | = [= [= Pe 
STATE | STATE | STATE } STATE | SCRUB }] STATE | STATE } STATE } STATE | SIGNAL REASON] REASON| REASO 
15 14 #13 12 #44 ¢:10 9 8 #7 6 5 4 3 2 4 0 


15535B-11 





| Table 6. PLC_STATUS B 


| Bit [Name | Definition 


15-14 | RF_STATE This field contains the state bits of the Repeat Filter state machine. The states are 
defined as follows: 
RF_STATE Name 














REPEAT 
IDLE 


HALT1 





HALT2 


13-12 | PCI_STATE This field contains the state bits of the Physical Connection Insertion state machine. 
The states are defined as follows: 
PCI_STATE Name 


REMOVED 
01 INSERT_SCRUB 

10 REMOVE SCRUB 
INSERTED 


11 PCl_SCRUB The PCi_SCRUB flag indicates that the scrubbing function is being executed, that is 
Idle symbol pairs are being sourced on the RX output pins. 




























1010-1111 


ie ead cere 
machine. The states are defined as follows: 
0000 PCO (OFF) 
0001 PC1 (BREAK) 
0010 PC2 (TRACE) 
0011 — PC3 (CONNECT) | 
0100 PC4 (NEXT) 
0101 PC5 (SIGNAL) 
0110 PC6 (JOIN) 
0111 PC7 (VERIFY) 
1000 PC8 (ACTIVE) 
1001 PC9 (MAINT) | 
Reserved 
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ik 
Table 6. PLC_STATUS_B (continued) 





PCM_SIGNALING 


adhe cmesceute 















SF 


BREAK_REASON 


Physical Connection Management (PCM) Timers 


The PCM contains two timers, TPC and TNE. Both tim- 
ers have a clock divider circuit to reduce the frequency 
at which they are clocked. 


TPC Timer 


The TPC Timer is a 16-bit timer. In normal operation it is 
read-only by the Node Processor. TPC is read at 
address 12 (hex). When the PCM is inthe MAINT state a 
value can be written to TPC by writing TPC_LOAD_ 
VALUE at address 0E. The TPC Timer is incremented 
by the output of an 8-bit clock divider circuit. It is incre- 
mented every 20.48 ps (28 times 80 ns). The value inthe 
TPC Clock Divider is contained in bits 7 through 0 of the 
CLK_DIV register at address 14 (hex). 








The TPC Timer is used while the PCM is attempting to 
establish a physical connection with a neighboring 
PCM. It is used to ensure that state transitions proceed 
at the desired rate. 


The timer is loaded with a two’s complement value and 
counts up until it reaches zero. In normal operation the 
timer is loaded by the PCM from the TPC Timing 
Parameter Registers, which contain the two’s comple- 
ment of the time value in 20.48 us units. At the same 
time the TPC Timer is loaded, the TPC Clock Divider is 
loaded with zero. 


PCM_SIGNALING is a flag from the PCM indicating that the XMIT_VECTOR 
register has been written. The XMIT_VECTOR and VECTOR_LENGTH registers 
cannot be written when this flag is set. 


The Line State Flag is used by the PCM to indicate that a given line state has been 
received since entering the current state. It is cleared on every change of PCM state. 


The Receive Code Flag is used by the PCM to indicate that the Receive Pseudo Code 
has started execution. This flag is used to prevent the Receive Pseudo Code from 
being started multiple times while in the NEXT state. . 


The Transmit Code Flag is used by the PCM to indicate that the Transmit Pseudo 
Code has started execution. This flag is used to prevent the Transmit Pseudo Code 
from being started multiple times while in the NEXT state. 


This field indicates the reason for the PCM state machine’s last transition to the 
BREAK state. It is defined as follows: . 


The PCM state machine has not gone to the BREAK state. 
001 PC_Start issued 

010 TPC Timer expired after T_OUT 

011 TNE Timer expired after NS_MAX 

Quiet Line State detected 
Idle Line State detected 
Halt Line State detected 
Reserved 





























When the PCM is inthe MAINT state, the TPC Timercan 
be loaded directly from the Node Processor. The Node 
Processor accomplishes this by writing a 16-bit value 
which is loaded into the timer (the TPC Clock Divider is 
loaded with zero). The value written is the two’s comple- 
ment of the time in 20.48 ps units. If the PCM is not inthe 
MAINT state when awrite is attempted to the TPC timer, 
the NP_ERR bit in the INTR_EVENT register will be set 
and the timer will not be loaded. 


The timer may also be used in 16-bit mode, where the 
TPC Clock Divider is bypassed and the timer is incre- 
mented every 80 ns when in operation. In this mode the 
value loaded into the timer is the two’s complement of 
the time remaining in 80 ns units. This feature, con- 
trolled by the TPC_16BIT bit inthe PLC_CNTRL_A reg- 
ister, is intended for test purposes, where it is desirable 
to run the timer for only short periods of time. © 


TNE Timer 


The TNE Timer is a 16-bit timer. In normal operation it is 
read-only by the Node Processor. TNE is read at ad- 
dress 13 (hex). When the PCM is in the MAINT state 
and the NOISE_ TIMER bit in the PLC_CNTRL_A regis- 
ter is not set, a value can be written to TNE by writing 
TNE_LOAD_VALUE at address OF. The TNE Timer is 
incremented by the output of a 2-bit clock divider circuit. 
It is incremented every 0.32 1s (2? times 80 ns). 
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The value inthe TNE Clock Divider is contained in bits 9 
and 8 of the CLK_DIV at address 14 (hex). 


The TNE Timer is used to time the length of (potential) 
noise events while the PCM is in the ACTIVE state. The 
TNE Timer is started whenever the Line State Machine 
transitions from Idle Line State to Noise Line State, Ac- 
tive Line State, or Unknown Line State. If the timer ex- 
pires before the LSM recognizes Idle Line State again, 
the PCM transitions to the BREAK state. 


The timer is loaded with a two’s complement value and 
counts up until it reaches zero. In normal operation the 
timer is loaded by the PCM from the NS_MAX Timing 
Parameter Register, which contains the two’s comple- 
ment of the time value in 0.32 us units, whenever the 
LSM leaves Idle Line State. At the same time the TNE 
Timer is loaded, the TNE Clock Divider is loaded 
with zero. 


When the PCM is in the MAINT state the TNE timer can 
be loaded directly from the Node Processor. The Node 
Processor accomplishes this by writing a 16-bit value 
which is loaded into the timer (the TNE Clock Divider is 
loaded with zero). The value written is the two’s comple- 
ment of the time in 0.32 us units. If the PCM is not in the 
MAINT state when awrite is attempted to the TNE timer, 
the NP_ERR bit inthe INTR_EVENT register will be set 
and the timer will not be loaded. 


Note that through use of the NOISE_TIMER bit in the 
PLC_CNTRL_A register, the TNE Timer can be used to 
time noise duration when the PCM is in the MAINT state 
without the timer having to be explicitly loaded by the 
Node Processor. The Node Processor should not at- 
tempt to load the TNE Timer when the NOISE_TIMER 
bit in the PLC_CNTRL_A is set. If this condition is vio- 
lated the NP_ERR bit in the INTR_EVENT register will 
be set and the timer will not be loaded. 


The timer may also be used in 16-bit mode, where the 
TNE Clock Divider is bypassed and the timer is incre- 
mented every 80 ns when in operation. In this mode the 
value loaded into the timer is the two’s complement of 
the time remaining in 80 ns units. This feature, con- 
trolled by the TNE_16BIT bit inthe PLC_CNTRL_A reg- 
ister, is intended for test purposes, where it is desirable 
to run the timer for only short periods of time. 


Physical Connection Management Timing 
Parameters 


The PCM uses a number of different timing parameters 
while forming a physical connection. The parameters 
are programmable and must be written by the node 
processor. The registers are readable at any time. The 
parameters are 16 bits in length and are loaded into the 
TPC Timer. They hold the two’s complement of the time 
in 20.48 ps (28 times 80 ns) units. They have amaximum 
value of about 1.34 seconds (2'§ times 20.48 ps). When 
the TPC Timer is in 16-bit mode the timing parameters 


AMD &\ 


are the two’s complement of the time in 80 ns units and 
can have a maximum value of about 5.24 ms (2"6 times 
80 ns). 


In addition to the TPC Timing Parameters, there is one 
timing parameter used by the TNE Timer. Unlike the 
TPC Timing Parameters, NS_MAX holds the two's com- 
plement of the time in 0.32 ps (2? times 80 ns) units. It 
canhave a maximum value of about 20.97 ms (2'* times 
0.32 pws). When the TNE Timer is in 16-bit mode, 
NS_MAX is the two’s complement of the time in 80 ns 
units and can have a maximum value of about 5.24 ms 
(2' times 80 ns). 


Table 7 summarizes the PCM timing parameters. 


Minimum Connect State Time Register (C_Min) 


The Minimum Connect State Time (C_Min) register has 
address 06 (hex). It has a recommended value of 1.6 ms 
(FFB2 hex in 2’s complement). This is the minimumtime 
required to remain in the Connect State to assure that 
the other end has recognized HALT Line State. 


Minimum Line State Transmit Time Register 
(TL_Min) 

The Minimum Line State Transmit Time Register 
(TL_Min) has address 07 (hex). It has a recommended 
value of 0.03 ms (FFFE hex in 2’s complement). This is 
the minimum time required to transmit a Line State be- 
fore advancing to the next PCM state. 


Minimum Break Time Register (TB_MIN) 


The Minimum Break Time (TB_MIN) register has ad- 
dress 08 (hex). It has a recommended value of 5 ms 
(FF10 hex in 2’s complement). When PCM performs a 
break (in state BREAK), the break shail be of adequate 
length to allow time for a response to be seen on the in- 
bound physical link. This time allows for the possibility of 
a bypass failure mode in this or a neighboring station 
that could cause four PHYs to be connected in a loop 
and produce an invalid response to the break. The mini- 
mum break time guarantees that in this case the re- 
sponse to the break will propagate around the loop and 
be seen on the inbound link. 


Signaling Timeout Register (T_OUT) 


The Signaling Timeout (T_OUT) register has address 
09 (hex). It has a recommended value of 100 ms (ECED 
hex in 2’s complement). A response from a neighboring 
PCM must be received by T_OUT. When a response is 


expected and no transition is made in T_OUT time, a | 


transition is made to the BREAK state. 


Link Confidence Test Time Register (LC_LENGTH) 


The Link Confidence Test (LCT) Time register 
(LC_LENGTH) has address 0B (hex). This register 
specifies the time duration of the LCT and limits the du- 
ration of loopback to prevent deadlock. It has a recom- 
mended value of 50 ms (F676 hex in 2’s complement) 
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for the short LCT. For medium LCT, it has a recom-— 


mended value of 500 ms (A0A2 hex in 2’s complement). 


Scrub Time Register (T_SCRUB) 


The Scrub Time (T_SCRUB) register has address 0C 
(hex). Ithas arecommended value of 3.5 ms. T SCRUB 
is the same as the MAC TVX time. Its use is described in 
the Physical Connection Insertion Process functional 
description. 


Noise Time Register (NS_MAX) | 


The Noise Time (NS_MAX) register has address 0D 
(hex). It has a recommended value of 2 ms. NS_MAX is 
the maximum length of time that noise is tolerated be- 
fore a connection is broken down. 


Table 7 summarizes the recommended values for the 
timing parameter registers. Also shown is the 2’s com- 
plement, hexadecimal equivalent of the recommended 
value and the timer used for the parameter. 


Table 7. Summary of PCM Timing Parameters 


Recommended] Register Value Address 
Parameter Value (ms) |(2’s comp/hex)| Timer | (hex) 





Physical Connection Management Bit Signaling 
. Registers | 


The PLC-S contains three registers used by the PCM to 
perform bit signaling. Bit signaling is the mechanism the 
PCM uses to transfer information to the PCM in the 
neighboring station. 


Transmit Vector Register (XMIT_VECTOR)- 


The Transmit Vector register has address 03 (hex). It is 
readable and writable. All bits of the register are cleared 
with the assertion of RST. The PCM_SIGNALING bit 
must not be asserted in order to write to this register. If 
PCM_SIGNALING is asserted when a write is at- 
tempted, the register will not be written and the 
NP_ERR bit in the INTR_EVENT register will be set. 
This register is readable at any time. 


The Transmit Vector consists of from one to sixteen bits 
of data to be transmitted to the neighboring PCM. Bits 
are transmitted one at a time by the bit signaling mecha- 
nism. A one bit is represented by the transmission of 
Halt Line State and a zero bit by Master Line State. Bit 0 
of this register is the first bit to be transmitted, then bit 1, 
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etc., up to the number of bits specified in the 
VECTOR_LENGTH register. 


Writing this register causes PCM_SIGNALING to be as- 
serted. Therefore, the VECTOR_LENGTH register 
must be initialized before this register is written. 


Transmit Vector Length Register 
(VECTOR_LENGTH) 


The Transmit Vector Length register has address 04 
(hex). It is readable and writable. All bits of the register 
are cleared with the assertion of RST. The PCM_SIG- 
NALING bit must not be asserted in order to write to this 
register. If PCM_SIGNALING is asserted when a write 
is attempted, the register will not be written and the 
NP_ERR bit in the INTR_EVENT register will be set. 
This register is readable at any time. 


Bits 15 through 4 of this register are unused. Any value 
written to these bits will be ignored. These bits will al- 
ways be read as zeros. 


Bits 3 through 0 of this register contain the number of 
bits in the XMIT_VECTOR register to transmit. The 
value in this field (0 to 15) is actually one less than the 
number of bits to transmit (1 to 16). 


Receive Vector Register (RCV_VECTOR) 


The Receive Vector register has address 16 (hex). It is 
read-only. 


The Receive Vector consists of from one to sixteen bits 
of data received from the neighboring PCM. Bits are re- 
ceived atthe same time bits are being transmitted. As bit 
nis being transmitted from the Transmit Vector, bit nis 
received and placed in the Receive Vector register. If 
Halt Line State is received, then bit n is a one, and if 
Master Line State is received then bit n is a zero. Bit 0 
of this register is the first bit received, then bit 1, etc., up 
to the number of bits specified in the VECTOR_ 
LENGTH register. 


Although this register is readable at any time, if 
PCM_SIGNALING bit is asserted when this register is 
read the data may be incomplete. 


Event Counters 


The PLC-S contains three event counter registers and 
one threshold value register (used for gathering infor- 
mation about errors occurring on its associated physical 
link and for monitoring Idle symbol gaps between 
packets). 


Violation Symbol Counter (VIOL_SYM_CTR) 


The Violation Symbol Counter has address 18 (hex). Itis 
read-only and is cleared whenever it is read as well as 
when RST is asserted. The high order 8 bits of the regis- 
ter will always be read as zeros. The low order 8 bits will 
contain the counter value. The VSYM_CTR bit in the 





3-28 The SUPERNET 2 Family for FDDI 1994 Data Book 


PRELIMINARY 


AMD cl 





INTR_EVENT register is set whenever the counter 
increments or whenever the counter overflows (reaches 
256), depending on the setting of the 
VSYM_CTR_INTRS bit in the PLC_CNTRL_A register. 
When the counter overflows it wraps to zero and contin- 
ues to count. 


The Violation Symbol! Counter is incremented whenever 
the 4B/5B decoder in the PLC-S decodes a violation 
symbol. See the Decoder description for the symbols 
considered to be violation symbols by the Decoder. 
They are represented as a “V” in Table 15. 


Minimum Idie Counter (MIN_IDLE_CTR) 


The Minimum Idle Counter has address 19 (hex). It is 
read-only and is cleared whenever it is read as well as 
when RST is asserted. The high order 9 bits of the regis- 
ter will always be read as zeros. 


Bits 6 through 4 of the counter contain the value in the 
Idle Counter Minimum Detector. This is the minimum 
number of inter-packet Idle symbol pairs seen since the 
counter was last reset. It gets reset to 7. Whenever the 
value changes to a lower value, the MINI_CTR bit in the 
INTR_EVENT register is set. The Idle symbol pair count 
definitions are given in Table 8. 


Table 8. idle Counter Minimum Detector 


MIN_IDLE_CTR 6-4 Idle Symbol Pair Count 









Bits 3 through 0 of the counter contain the value in the 
Minimum Idle Gap Counter. This is the number of times 
the minimum number of inter-packet Idles has been 
seen since the last reset. It gets reset to 1. The 
MINI_CTR bit in the INTR_EVENT register is set when- 
ever the counter increments or whenever the counter 
overflows (reaches 16), depending on the setting of the 
MINI_CTR_INTRS bit in the PLC_CNTRL_A register. 
When the counter overflows, it remains at 16. The mini- 
mum Idle occurrence count definitions are given in 
Table 9. 





Table 9. Minimum Idle Gap Counter 


Minimum Idle 
MIN_IDLE_CTR 3-0 Occurrence Count 





Link Error Event Counter (LINK_ERR_CTR) 


The Link Error Event Counter has address 1A (hex). Itis 
read-only and is cleared whenever it is read as well as 
when RST is asserted. It is an 8-bit counter contained in 
bits 7 through 0 of the register. Bits 15 through 8 of the 
register will always be read as zeros. The LE_CTR bitin 
the INTR_EVENT register is set whenever the counter 
reaches the value contained in the LE_-THRESHOLD 
register. The counter will continue to count past this 
point. When the counter overflows (reaches 256), it 
wraps to zero and continues to count. 


The Link Error Event Counter is part of the Link Error 
Monitor (LEM) and is implemented in the PLC-S. The 
LEM monitors Bit Error Rate (BER) of an active link and 
detects and isolates physical links having an inadequate 
BER, e.g. due to a marginal link quality, link degradation 
or connector unplugging. 


In addition to the counter, the PLC-S also contains logic 
to detect link error events. Link error events are defined 
in Table 12. 
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Link Error Event Threshold Register 
(LE_THRESHOLD) 


The Link Error Event Threshold register has address 05 
(hex). It is readable and writeable and is cleared on the 
assertion of RST. Bits 7 through 0 of this register contain 
a value that controls when the LE_CTR bit in the 
INTR_EVENT register is set. Whenever the value inthe 
LINK_ERR_CTR reaches the value contained in this 
register the LE_CTR bit will be set. Bits 15 through 8 are 
ignored and will always be read as zeros. 


interrupt Registers 


~ The PLC-S has two interrupt registers which correspond 
bit-for-bit. One of the registers contains bits set by inter- 
rupt events and the other a mask which enables or dis- 
ables the assertion of the INT pin due to a corresponding 
interrupt event. | 


Interrupt Event Register (INTR_EVENT) 


The Interrupt Event Register (INTR_EVENT) has ad- 


dress 17 (hex). It is read-only and is cleared whenever it 
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is read, as well as when RST is asserted. It is used by 
the PLC-S to report events to the node processor. Indi- 
vidual bits are set by the PLC-S for the particular event 
occurrences. When an interrupt is generated (via the 
INT pin), the node processor should read this register to 
identify the source(s) of the interrupt. 


Note that while the RUN_BIST bit inthe PLC_CNTRL_A 
register is set, all interrupts are masked (prevented from 
asserting the INT pin) except BIST_DONE. Since this is 
the only interrupt that can occur in this situation, 
BIST_DONE need not occupy a bit in the INTR_EVENT 
register. The interrupt is cleared by clearing the 
RUN_BIST bit in the PLC_CNTRL_A register. 


The INTR_EVENT register bit assignments are listed in 
Table 10. | 
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Addr 
(Hex) INTR-EVENT | 
IE MIN| | VSYM EBUF |TNeE | TPC _|PcM PCM SELF | TRACE | PCM ]|LS PARITY 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
15535B-12 





Table 10. INTR_EVENT Register 


An event indicating that the Node Processor has requested a read or write to an invalid 

register. This case includes a write to a read-only register (such as this one), a read of 

a write-only register, a write to a XMIT_VECTOR or VECTOR_LENGTH register when 

PCM_SIGNALLING is set, a write to the TPC Timer register while the PCM is not in the 

MAINT state, and a write to the TNE Timer register while the PCM is not in the MAINT 
[ispdo 



















E 






11 
7 


0 








state or NOISE_TIMER is set. 

LSDO This bit is set whenever SDO pin is asserted. 

LE CTR An event indicating that the Link Error Event Counter has reached the value contained 
in the LE_THRESHOLD register. 

MINI_CTR Indicates that either of two events has occurred in the MIN_IDLE_CTR: the Idle 
Counter Minimum Detector has changed to a lower value; or, the Minimum Idle Gap 
Counter has incremented or overflowed, depending on the MINI_LCTR_INTRS bit in 
the PLC_CNTRL_A register. 

VSYM_CTR An event indicating that a Violation Symbol Counter has incremented or overflowed, 
depending on the VSYM_CTF_INTRS bit in the PLC_CNTRL_A register. 

O | PHYINV An event indicating that the Physical Layer Invalid signal has been asserted. 

EBUF_ERR An event indicating that the Elasticity Buffer has detected an overflow or underflow. 

TNE_EXPIRED An event indicating that the TNE Timer has expired, i.e. reached zero. 

TPC_EXPIRED An event indicating that the TPC Timer has expired, i.e. reached zero. 

PCM_ENABLED An event indicating the PCM has asserted SC_JOIN, has completed scrubbing, and is 
in the ACTIVE state. 

PCM_BREAK An event indicating the PCM has entered the BREAK state. 

SELF_TEST An event indicating Quiet or Halt Line State has been received while the PCM is in the 
TRACE state. 

TRACE_PROP An event indicating that Master Line State has been received while the PCM is in the 
ACTIVE or TRACE state. 

PCM_CODE An event indicating the PCM has completed transmitting the last bit in the vector 
written to the XMIT_VECTOR register and has received the corresponding bit of the 
RCV_VECTOR, or that the Link Confidence Test has completed. In the case where 
signalling has completed, PCM_CODE will not be set until the RCF flag has been set 
again. 

LS_MATCH An event indicating that the line state detected equals the line state in the MATCH_LS 
field of the PLC_CNTRL_B register. 

PARITY_ERR An event indicating that a parity error has been detected on the TX 9-0 input pins. 
This bit will not be set if ENA_PAR_CHK bit in PLC_CNTRL_A register is cleared. 
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interrupt Mask Register (INTR_MASK) 


The Interrupt Mask Register (INTR_MASK) has ad- 
dress 02 (hex). It is readable and writeable. It allows the 
disabling of interrupts caused by specific events. The 


INTR_MASK contains a bit that corresponds to each bit . 


of the INTR_EVENT register that, when clear, prohibits 
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processor. For each set bit, the setting of the corre- 
sponding bit in the INTR_EVENT will generate an inter- 
rupt to the node processor via the INT pin of the PLC-S. 
Note however, that the operation of a bit in the 
INTR_EVENT remains unchanged by the state of the 
corresponding bit in the INTR_MASK. All bits of this reg- 
ister are cleared with the assertion of RST. 





that condition from causing an interrupt to the node 


Addr 


(Hex) INTR-MASK 


02 





LSDO IE MINI pe PHYINV | EBUF PCM SELF | TRACE PARITY 
CTR CTR ERR EXPIRED EXPIRE D ENABLE  BREAK{ TEST | PROP MATCH ERR 
15 





ay 





Built in Self Test Register 


In addition to a bit in the PLC_CNTRL_A register and a 
bit in the INTR_EVENT register, Built In Self Test re- 
quires one register. 


Built In Self Test Signature Register 
(BIST_SIGNATURE) 


The Built In Self Test Signature register (BIST_SIGNA- 
TURE) has address 15 (hex). It is a 16 bit, read-only reg- 
ister that contains the resultant signature after execution 
of the chip’s self test. After BIST has been completed 
- (signaled by the INT pin being asserted), this register 
should be read and its contents compared against the 
known good signature for the PLC-S to determine 
whether the chip has passed its self test. The value of 
the BIST signature is 5B6B (hex). 


Framer 


The Framer accepts five bit wide parallel data as well as 
the recovered clock from the Physical Data Receiver 
(PDR) chip. Generally, data received by the Framer is 
not framed into proper FDDI symbols. The Framer is 
used to align the incoming data to form proper symbols 
before the data is passed onto the Elasticity Buffer. A 
starting delimiter that is used at the beginning of each 
frame is detected by the Framer and used to determine 
proper symbol boundaries for the data. The Framer has 
been designed such that the starting delimiter (the JK 
symbol pair) can be detected independent of previous 
framing. 


Elasticity Buffer 


The purpose of the Elasticity Buffer is to perform the 
necessary buffering in order to allow the passing of data 
between different FDDI stations with independent sta- 
tion clocks. The Elasticity Buffer consists of an 80-bit 
buffer and some control circuitry. The buffer is used to 
compensate for the differences in the transmit and re- 
ceive clock frequencies in the station. Data is clocked 
into the buffer by the recovered byte clock and clocked 


out of the buffer by the byte clock. The recovered clock is - 


also used to drive all the input circuitry including the in- 
put controller and the local input pointer. The byte clock 
is used to drive the output circuitry including the output 
pointer, the output controller, the overflow/underflow 
detection circuitry and the output buffer. Note that the 
Elasticity Buffer uses a different version of the byte clock 
than the rest of the PLC-S chip. This version is gener- 
ated on chip from LSCLK. 


Smoother Operation 


The Smoother resides in the Elasticity Buffer. The main 
purpose of the Smoother is to add and delete Idle sym- 
bols into the data stream when the Smoother detects an 
inadequate or a surplus number of Idles between 
frames. 


The Smoother function is necessary because the Elas- 
ticity Buffer may delete symbols from the preamble of a 
frame. If multiple PHY Elasticity Buffers delete symbols 
from the same preamble, then the number of Idle sym- 
bols in that preamble can reach a value resulting in a 
loss of that frame. This may happen because according 
to the ANSI PHY document, 


m An Elasticity Buffer is not required to recenter on 
preambles shorter than four symbols 


m MAC is not required to repeat frames with pream- 
bles shorter than two symbols 


m MAC is not required to copy frames with pream- 
bles shorter than twelve symbols 


The Smoother absorbs surplus symbols from longer 
preambles and redistributes them into shorter pream- 
bles. The smoothing function is capable of inserting ad- . 
ditional preamble symbols into repeated preambles 
shorter than fourteen symbols. The Smoother attempts 
to maintain 7 Idle bytes (or 14 Idle symbols) between 
frames. If there are less than 7 Idle bytes the smoother 
may inject Idle bytes onto the data path. If there are 
more than 7 Idle bytes in the preamble the Smoother 
may delete at least one Idle byte of the longer preamble. 
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Line State Machine (LSM) 


In the FDDI network, a special group of symbols called 
Line State Symbols (Q — Quiet, H — Halt, | — Idle) are 
transmitted to establish the physical connection be- 
tween neighboring stations. These Line State Symbols 
are unique in that they may be recognized independ- 
ently of symbol boundaries. 


The LSM constantly monitors symbol pairs coming from 
the Elasticity Buffer. The current symbols pair is en- 
coded (ENC_CSP) and compared to the encoded value 
of the previous symbol pair (ENC_PSP). The symbol 
pairs are counted by the Symbol Pair Counter 
(SYM_PR_CTR — bits 2-0 in the PLC_STATUS_A 
Register) until a Line State is reached. Once a Line 
State is reached the SYM_PR_CTR is stopped, the new 
line state (LINE_ST — bits 7-5 in the PLC_STATUS_A 
Register) is stored and the UNKN_LINE_ST bit is reset 
to zero. Upon receiving the first symbol pair that is not 
identical to the previous symbol pair (and is not a JK or 
noise symbol pair) the SYM_PR_CTR is started and 
UNKN_LINE_ST is set to 1 until conditions for the next 
Line State are met. 


The recognition of these Line States is reported to the 
PCM, which uses this information for insertion and 
removal of the station from the ring, ring recovery and 
maintenance. A change in the value of LINE_ST is re- 
ported to the Node Processor by means of an interrupt 
which can be enabled or disabled by setting the 
MATCH_LS bits in the PLC_CNTRL_B register. 


The LSM is reset into the NOT_ACTIVE state with 
LINE_ST = NLS, UNKN_LINE_ST =0, SYM_PR_CTR 
= 000 and PREV_LINE_ST = QLS. 


The function of the LSM State Machine is described in 
Table 11. 


Table 11. LSM State Descriptions 


| State Description | 


| This is the NOT ACTIVE state. The LSM is 
inthis state whenever LINE_ST equals 
anything other than ALS. A transition to 
LSM1 will occur whenever ENC_CSP = JK. 


This isthe ACTIVE state. The LSM will 
stay inthis state only if ENC_CSP = JK, 
DATA, or tl (if ENC_CPS =11 then only if 
ENC_PSP not = 11). Anything else will cause 
a transition to LSMO. 















Link Error Monitor (LEM) 


The Link Error Monitor provides an indication of the in- 
bound link quality to the Physical Connection Manage- 
ment entity. The PCM uses this information to determine 


if the Link Confidence Test passes to establish a new 
connection. Once a link is active the PCM continually 
runs a Link Error Monitor test to detect and isolate links 
having an inadequate bit error rate. 


The LEM hardware consists of a detector, accumulator 
and threshold element. The detector is a state machine 
which constantly monitors incoming symbol pairs on the 
receive path. When Link Error Events are detected they 
are counted by the 8-bit Link Error Event Counter 
(LINK_ERR_CTR). When the LINK_ERR_CTR 
matches the count written to the Link Error Event 
Threshold Register (_E_THRESHOLD) the LE_CTR bit 
in the INTR_EVENT register is set. 


A Link Error Event is defined in Table 12 below. Note 
that a number following an H or V symbol indicates the 
value of that symbol’s encoding. For instance, H2 is the 
symbol “00010”, V5 is the symbol “00101”, etc. 


Table 12. LEM Error Events 


When the symbol pair 
which causes the transition is 
followed by: QQ, QH, HQ, or HH 


Other transitions from Active | When the symbol pair 

Line State to Noise Line State} H4 H4 which causes the 
or Unknown Line State transition is followed by: 
H4 Q, QH4, 11, H4 1, or JK 








Noise Events 





Transition from Idle Line 
State to Noise Line State or 
Unknown Line State 


When in Active Line State, 
detection of the symbol pair: 
XV', V’X, J ~K, ~JK, or | D 
where: 


V' = H1, H2, H8, H16, V3, V5, 
V6, V12, or J 

V" = H1, H2, H8, H16, V3, V5, 
V6, V12, or K 
D=n,R, S, or T 

X = don't care 
~K=notK; ~J =notJ 


When in Active Line State, 
detection of the symbol pair: 


| | followed by D X 

































Physical Connection Management (PCM) | 


Connection Management (CMT) defines the operation 
of Physical Layer (PHY) insertion and removal, and the 
connection of PHY entities to the Media Access Control 
(MAC) entities. Physical Connection Management 
(PCM) is a subset of CMT. Fundamental to this task is 
the management of a connection between two physical 
attachments (PHYs) in adjacent stations. It is the job of 
the PCM state machines in both stations to cooperate in 
forming a connection between the two PHYs within the 
rules established by the Connection Management. 
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The FDDI SMT ANSI Standard defines the following CMT defines the type of physical connection between 
types of physical attachment: two physical attachments. PCM consists of two entities; 

ae ; the PCM State Machine and the PCM Pseudo Code. 
A. Dual ring PHY entity connected to Primary Ring In, The PLC-S chip implements the state machine, while 


Secondary Ring Out the pseudo code is implemented in SMT software. SMT 
B. Dual ring PHY entity connected to Secondary Ring software decides the acceptability of connections and 
In, Primary Ring Out communicates it to the neighboring PHY. 


M. Concentrator PHY entity type “Master” to provide 
connection within the concentrator tree . 


S. Single attachment PHY entity type “Slave”, 
intended to be attached to a PHY of type M within 
a concentrator tree. 


Figure 2 illustrates different connection types. 


Seconda Ring 





A-B 
Connection 






M-S 
Connection 






M-S 
Connection 





SAS 
End Stations 


End Stations 





Full Duplex 


Connection End Stations 15535B-14 


Figure 2. Illustrations of Connection Types 
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The Physical Connection Insertion (PCI) State Machine 
works in conjunction with the PCM State Machine. It 
controls ring scrubbing and the insertion and removal of 
a station on the ring. 


PCM Operation 


The PLC-S implements the PCM state machine as 
specified in the ANSI FDDI SMT standard. By only al- 
lowing a specific set of connection types, CMT secures 
a deterministic ring topology, independent of the se- 
quence of station power on, etc. The primary purpose 
for the PCM is to enforce these allowable connections. 
The local PCM announces its attachment type to the re- 
mote PCM and listens for the type of attachment from 
the remote PCM. If they are compatible, the local PCM 
accepts the connection, reporting the type of connection 
to the station configurator. Once the connection type 
has been established, the two PCMs share in testing the 
pair of physical links between them. If this is successful, 
the link can then be configured into the ring. The bit sig- 
naling protocol is implemented in a fashion which re- 
duces the software processing overhead considerably 
while at the same time allow enough flexibility to change 
the actual pseudo code. 


PCM State Machine 


The PCM State machine implements the connection se- 
quence for establishing the physical connection into the 
ring. The state machine is as described in the SMT 
document. The PCM state machine uses various timers 
whose expiration values are programmable by the vari- 
ous time registers. The time registers that are relevant 
to the PCM state machine are the Minimum Connect 
State (C_Min), Minimum Line State Transmit Time 
(TL_MIN) Minimum Break (TB_Min), Signalling timeout 
(T_Out), Link Confidence Test (LC_Length)and Noise 
time (NS_Max). The current state of PCM is readable 
through the PLC_Status_B Register. 


The PCM State machine is started by PC_Start signal 
from the node processor as indicated by PCM_CNTRL 
~ bits of PLC_CNTRL_B. The PCM State machine can be 
brought to the OFF state (Stop connection) also by pro- 
gramming PCM_CNTRL bits of PLC_CNTRL_B. 


PCM flags that are readable by the Node Processor 
through the status register of PLC-S include Line State 
Flag (LSF), Receive Code Flag (RCF) and Transmit 
Code Flag (TCF). 


Once the connection is established and the ring is 
scrubbed, PCM indicates the event through the PCM 
enabied bit of the INTR_EVENT register. 


The function of the PCM State Machine is described in 
Table 13. ; 
Pseudo Code Bit Signaling (PCS) 


As a part of the PCM process, before the connection is 
established, a sequence of bits are communicated 
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through the physical link. These bits as defined in the 
standard convey the following information: 


m™ Normal or Escape Sequence (escape sequence is 
not defined by the standard) 


m@ The type of Physical connection (Slave, Master, 
Peer A or Peer B) 


The acceptance of the connection 


The length of the Link Confidence Test (LCT): 
short, medium, long or extended 


MAC for LCT 

LCT Pass/Fail 

MAC Loopback 

m@ MAC output connected to this PHY 


The above information is conveyed in the first 10 bits of 
the standard pseudo code bit signalling sequence. If 
more bits are needed, more information up to a maxi- 
mum of 16 bits can be sent through this process. 


The normal operation of the PCM is as follows. When 
the PCM is in the OFF state, all the parameter registers 
and the configuration registers are loaded with the ap- 
propriate values. The PC_Start is written into the 
PLC_CNTRL_B register. The VECTOR_LENGTH reg- 
ister is then written with value n-1 (n = the number of bits 
to be transmitted). Next, the XMIT_VECTOR register is 
written with the bit pattern which is to be transmitted. 
The PCM then transitions through the BREAK, CON- 
NECT and NEXT states. Note: The VECTOR_LENGTH 
and XMIT_VECTOR register has to be written after 
PC_STart and before TB_MIN timer expires. \t then 
transitions back and forth between the NEXT and the 
SIGNAL states until all the bits in the XMIT_VECTOR 


_ register are transmitted. It causes Master Line State to 


be sourced to signal a zero bit and Halt Line State to be 
sourced to signal a one bit. While it transmits all the bits 
it also receives the corresponding bits from the remote 
station and forms a Receive Vector which is stored in the 
RCV_VECTOR register. When all the bits are transmit- 
ted the PCM_CODE Interrupt bit is set. The Node Proc- 
essor can then read the RCV_VECTOR register. (Note: 
The PCM is still in the NEXT state). 


If for any reason (other than PC_Start) the PCM state 
machine transitions to the BREAK state, then a 
PC_Start has to be issued before the connection proc- 
ess can begin again. This is to allow the VEC- 
TOR_LENGTH and the XMIT_VECTOR to be 
re-initialized. Also, any transition to the BREAK state 
sets the PCM_BREAK interrupt and writes the reason 
for the transition in the BREAK_REASON field in the 
PLC_STATUS B register. 


Typically, three bits are written into the XMIT_VECTOR 
register in the beginning. After they are received, the re- 
ceived bits are read by the node processor to know the 
connection type. Then the node processor decides if the 
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connection is acceptable and flags the next bit. On re- 
ceipt of the corresponding bit from the neighbor, the 
node processor decides the length of the Link Confi- 
dence Test and communicates it through the next two 
bits. On receipt of the corresponding bits from the neigh- 
bor, the node processor communicates if it wants to per- 
form LCT through the MAC. After receipt of 
corresponding bit from the neighbor, the LCT is per- 
formed. If the length of the LCT is longer, then the node 
processor will set the LONG bit in the PLC_CNTRL_B 
register. If LONG bit is set, the node processor has to is- 


sue a PC_SIGNAL command to progress the sequence: 


and communicate the status of LCT in the next bit. 


On receipt of the corresponding bit from the neighbor, 
the MAC LOOPBACK bit is sent. On receipt of MAC 
LOOPBACK bit from the neighbor, the MAC LOOP- 
BACK is performed based on the bit information. Once 
the MAC LOOPBACK is finished, the last bit is commu- 
nicated indicating if the MAC output is going to be con- 
nected to this PHY. 


After the LCT is completed (i.e. after LC_LENGTH, or | 


after Halt or Master Line State is received) the 
PCM_CODE interrupt is set. If the Node Processor de- 
cides to transmit more signaling bits it should load the 
VECTOR_LENGTH with a new value of n and then the 
XMIT_VECTOR register with the bit pattern to be trans- 
mitted. The PCM again starts transmitting these bits and 
alternates between NEXT and SIGNAL states until all 
bits are transmitted upon which the PCM_CODE inter- 
rupt is set again. 


This sequence continues until all the bits are transmitted 
and the Node Processor writes PC_JOIN in the 
PLC_CNTRL_B register. The PCM then leaves the 
NEXT state and enters the JOIN state. Setting these bits 
has no effect when the PCM is not in the NEXT state or 
when the PCM_SIGNALING bit is set. However, if this 
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bit is set even though LCT is not finished yet, then LCT 
will be aborted and the PCM join sequence will be 
initiated. 


Noise Detection Mechanism 


The TNE Timer in the PCM times the period between the 
receptions of the Idle Line State. This timer is loaded 
with the NS_MAX parameter when Line State Machine 
leaves the Idle Line State. The TNE Timer keeps count- 
ing the Noise until Idle Line State is again detected. 
While in the ACTIVE state if this timer expires then the 
PCM will break the link and transition to the BREAK 
state. In the ACTIVE state the TNE Timer starts count- 
ing noise only after LSF is set. If PC_Trace is set andthe 
TNE Timer expires in the same cycle then the transition 
to the TRACE state is taken. This timer is ignored in all 
the PCM states except the ACTIVE state. 


Noise in MAINT State 


If the NOISE_TIMER bit in the PLC_CNTRL_A register 
is not set, then the Node Processor can write the TNE 
Timer if the PCM is in MAINT state. If the NOISE_TIM- 
ER bit is set, then the TNE Timer is used in the MAINT 
state to time the Noise as described above. If the TNE 
Timer expires, then the TNE_EXPIRED bit in the 
INTR_EVENT register is set. 


Operation in TRACE State 


Inthe ACTIVE state if Trace Propagation (i.e., receipt of 
Master Line State) is detected then the TRACE_PROP 
interrupt is set. In the ACTIVE state if PC_Trace is re- 
ceived and a transition is made to the TRACE state then 
the station remains inserted, Master Line State is 
sourced on the TDAT(4—0) port, and no scrubbing is 
performed. Again in this state if Master Line State is de- 
tected, the TRACE_PROP interrupt is set. If Quiet Line 
State or Halt Line State is detected, then the 
SELF_TEST interrupt is set. 
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Table 13. PCM State Description 





PCO(OFF) 


PC1(BREAK) 
PC2(TRACE) 


















PC9(MAINT) 


PCI Operation 


The PCI State Machine works in conjunction with the 
PCM state machine to control the data paths of the 
PLC-S onthe MAC side (the RX 9-0 and TX 9-0 paths). 


There are three primary functions of the PCI state 
machine: 


m Provide a bypass path between TX 9-0 and 
RX 9-0 

m™ Provide a scrubbing function upon the insertion 
and removal of a station from the ring 


m Provide a direct path between the PDT/PDR and 
the MAC 


The operation of the PCI state machine depends on 
whether the CLASS_S bit in the PLC_CNTRL_B regis- 
ter is set and whether the PCM state machine is in the 
MAINT state. 


PCi Operation for Non-Class S Type Station 


After a reset the PCI state machine will be in the RE- 
MOVED state. If the station is not of type Class S, then 
the PLC-S will be in the bypass mode where the data in- 
put on TX 9-0 is directly output on RX 9-0. 


Description 


The PCM enters the OFF state whenever the RST pin is asserted or whenever the | 
PCM_CNTRL field of the PLC_CNTRL_B register is set to 11 (PC_Stop). The PCM stays in 
this state until PC_Start is issued or the PC_MAINT bit is set. 


This is the entry point in the start of a PCM connection. The PCM enters this state when 
PC_Start is issued, or while it is in the process of forming a connection when any of various 
error conditions occur (such as receipt of Quiet Line State, a timeout, etc.). 


The TRACE state is issued to localize a stuck Beacon condition. It is entered when PC_Trace is 
issued while the PCM is in the ACTIVE state. 


PC3(CONNECT) This state is used to synchronize the ends of the connection for the signaling sequence. It is 
entered from the BREAK state. 

PC4(NEXT) This state is used to separate the signaling performed in the SIGNAL state and to perform the 
Link Confidence Test. It is entered from the CONNECT state or SIGNAL state. 

PC5(SIGNAL) In this state individual bits of information are communicated across the connection by 
transmitting either Halt symbols or alternating Halt and Quiet symbols (Master Line State). 
The PCM transmits and receives bits of information at the same time. This state is entered from 
the NEXT state. 


PC6(JOIN) This state is the first of three states that leads to an active connection. It is entered from the 
NEXT state. 

PC7(VERIFY) This state is the second state in the path to the ACTIVE state. It will not be reached by a 
connection that is not synchronized. 7 

PC8(ACTIVE) The ACTIVE state is the state where the PHY has been incorporated into the ring. It is entered 
from the VERIFY state. 


This state is used to override the normal PCM operation for test purposes or so that the PCM 
operation may be done completely in software. In this state the data path configuration and the 
transmit data stream are controlled by the Node Processor. 































When the PCM state machine enters the ACTIVE state 
and asserts the SC_JOIN Flag, the PCI state machine 
enters the INSERT_SCRUB state and Idle symbol pairs 
are sourced on RX 9-0. At the same time, the PCM state 
machine causes Idle symbols to be output on 
TDAT 4-0. 


The PCI state machine remains inthe INSERT_SCRUB 
state for T_ SCRUB length of time, after which it enters 
the INSERTED state. Upon entering the INSERTED 
state, the PCM_ENABLED interrupt is asserted. In this 
state, a direct path exists from TX 9-0 to TDAT 4-0. 


lf for some reason the connection is broken and the PCI 
state machine enters the REMOVE_SCRUB state, Idle 
symbol pairs are sourced on RX 9-0. Because the PCM 
state machine is inthe BREAK state, Quiet symbols are 
sourced on TDAT 4—0. While scrubbing is being per- 
formed, the PCM state machine will not re-start the con- 
nection process. The PCI state machine remains in the 
REMOVE_SCRUB state for T_SCRUB length of time 
and then enters the REMOVED state. 


Note that if the connection is broken while the PCI state 
machine is in the INSERT_SCRUB state, scrubbing will 
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continue for T_SCRUB length of time and then enterthe 
REMOVED state. _ 


PCI Operation for Class S Type Station 


For a Class S type station, the PCI Operation is same as 
above with one exception. Normally, for a Non-Class S 
type station, PCI willbe in REMOVED state at reset, but 
for a Class S type station, PCI will be in the INSERTED 
state. Thus, before entering INSERT_SCRUB or after 
leaving REMOVE_SCRUB, rather than putting the 
PLC-S in the bypass mode, PHY_INVALID is output on 
RX 9-0. 


PCI Operation in MAINT State 


When the PCM state machine is in the MAINT state, the 
PCI state machine does not control the above functions. 
In this state all the data paths are under the control of 
software. Software controls the data paths via several 
control bits in the PLC_CNTRL_A register. Software 
can also override the PCI functions when the PCM state 
machine is not in the MAINT state by setting the 
CONFIG_CNTRL bit in the PLC_CNTRL_B register. 


PCI State Machine 


The function of the PCI State Machine is described in 
Table 14 and Figure 3. 
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Table 14. PCI State Description 


PCIO In this state the PCi causes PLC-S to be 

(REMOVED) bypassed. A transition is made to 
INSERT_SCRUB when SET_SC_JOIN 
signal is asserted. A transition is made to 
INSERTED if CLASS_S or PCM_MAINT 
is set. 


PCI In this state scrubbing is performed. 
(INSERT SCRUB) | A transition is made to INSERTED after 
' | T_SCRUB length of time. 


PCI2. In this state scrubbing is performed. 


(REMOVE SCRUB) A transition is made to REMOVED (or to 
INSERTED if CLASS _S is set) after 
T_SCRUB length of time. 


PCI3 In this state scrubbing has completed and 

(INSERTED) the data paths exists between the PDT/PDR 
and the MAC. A transition is made to the 
REMOVE_SCRUB state if the START_ 
SCRUBBING signal is asserted. A transition 
is made to the INSERT_SCRUB state if the 
SET_SC_JOIN signal is asserted (will only 
occur if CLASS_S is set). 





Note: 
User cannot disable PCI. 
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inserted 


Notes: 

1. Class = S or PCM_MAINT 

2. Not (SC_JOIN and not START_SCRUBBING) 
3. SET_SC_JOIN 
4 


. TPC > T_SCRUB and (SC_JOIN and not 
START_SCRUBBING) 


SET_SC_JOIN 
Not SET_SC_JOIN and START_SCRUBBING 
7. TPC> T_SCRUB 


DH 


AMD c\ 
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Signals on PCI State Machine: 


SC_JOIN: 

This signal is output by the PCM state machine and indi- 
cates that is has reached the ACTIVE state and scrubbing 
may be started. 

SET_SC_JOIN: 

This signal is output by the PCM state machine and is as- 
serted during the clock cycle before SC_JOIN is asserted. 
CLASS_S: 

This bit in the PLC_CNTRL_B register, when set, indicates 
that the station is of type CLASS _S. 
START_SCRUBBING: 


This signal is asserted by the PCM state machine when the 
station has joined the ring (SC_JOIN is asserted) and a 
Break condition occurs. It causes the PCI state machine to 
enter the REMOVE_SCRUB state. 


PCM_MAINT: 


This signal indicates that the PCM state machine is in the 


MAINT state. 


Figure 3. PCl State Machine 





Decoder 


The Decoder performs the 4B/5B decoding of received 
data symbols. The five bits of data from the Elasticity 
Buffer are decoded into four bits of data and one control 
bit, with the high order bit being the control bit. The de- 
coded symbol pairs are then sent to the MAC. Although 
the Decoder operates on symbol pairs, each symbol is 
decoded independently of the other. 


Until the PCM has completed establishing a connection 
forthe physical link, the PHY_INVALID symbol is output 
by the Decoder. Whether the output of the decoder or 


the data on TX 9-0 is output on RX 9-0 is dependent on 
the CLASS_S bit in the PLC_CNTRL_B register. In ad- 
dition, a Violation symbol (V) shall be generated when 
an input error condition has been detected, such as an 
Elasticity Buffer error (buffer overflow or underflow). 
PHY_INVALID takes precedence over Violation, so if an 
Elasticity Buffer error occurs while the Current Line 
State is Quiet, Halt, Master, or Noise then 
PHY_INVALID (1F in hex) is given to MAC. 


The symbol decoding is shown in Table 15. 





Am79C864A 3-39 


zl AMD 


PRELIMINARY 





Table 15. 4B/5B Decoding of Data 
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Encoder 


The Encoder performs the 4B/5B encoding of data sym- 
bols to be transmitted over the physical medium. The 
four bits of data and one control bit from the MAC are 


3 


4 


J 
+ 
V 
V 
V 
V 
1 , 
4 
7 


encoded into a unique five bit symbol which is sent to the — 


PDT. Although the Encoder operates on symbol pairs, 
each symbol is encoded independently of the other. 


The symbol encoding is defined in Table 16. 


oo1is | tooo 





Table 16. 4B/5B Encoding of Data 


Encoded Output 


Data Input 


STREAM CIPHER SCRAMBLER 


Background 


A popular implementation of FDDI is the replacement of 
fiber with unshielded twisted pair wire (UTP). When a 
digital signal is transmitted over copper wire it radiates 
radio frequency (rf) energy. FDDI encoded data has re- 
petitive patterns which result in peaks in the rf spectrum 
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large enough to keep the system from being approved 
by regulatory agencies such as the FCC. 


The peaks in the radiated signal can be reduced signifi- 
cantly by scrambling the transmitted signal. Scramblers 
add the output of a random generator to the data signal. 
The resulting signal has fewer repetitive data patterns. 
Thus the occurrence and amplitude of peaks in the fre- 
quency spectrum, of the transmitted signal, are greatly 
reduced and the probability of a systems approval by 
regulatory agencies, such as the FCC, is increased. 


The scrambled data is descrambled, at the receiver, by 
adding it to the output of another random generator. The 
receiver's random generator has the same function as 
the transmitter’s random generator. Because the ran- 
dom generators are the same and anything exclusive- 
ORed with itself is zero, the output of the descrambler is 
the original data signal. 


Data ® A=S_Data 
A=B Therefore 
A®B=0 and 

Data ® A® B= D_Data = Data 

where Data = Original Data 

S_Data = Scrambled Data 

D_Data = Unscrambled Data 

A = Transmitter Random Generator 
B = Receiver Descrambler 

® = Exclusive-OR Function 


For proper operation, the random generator in the 
descrambler must be synchronized to the random gen- 
erator in the scrambler, i.e., the random generators 
must be in the same state with respect to the data. Be- 
cause the random generators operate independently of 
each other, they require synchronizing circuitry. 


S Data © B =D _Data 


The descrambler synchronizes itself to the scrambler by 
utilizing the following relationship. 


H[n] = S_Data[n] © S_Data[n-j] © S_Data[n-i] = Data[n] 


where H[n] = a hypothesis bit 


j and i are bit delays 
This relationship is true when Data[n-J] = Data[n-K]. 
The requirements for a correct H(n) are approximated 
during the FDDI line states ILS, QLS, HLS and MLS. 
When a line state is detected, the corresponding correct 
data can be deduced. The proper setting for the random 
generator can be derived from Data and S_ Data. 


lf A® Data=S Data then Data®S Data=A 


The X3T9 committee has chosen X"' + X° as the random 
generator function. This can be represented as a shift 





register with the eleventh and ninth bits fed back to the 
input of the first bit via an exclusive OR gate (Figure 4). 
For this polynomial, j equals eleven and i equals nine. 
Table 17 shows the line state bits and the corresponding 
H bits. 


Table 17. Line States 


[thesis [vee [ 


00000000000 00000000000 
11111111111 
01110011100 
01110000000 


11111111111 
00100001000 
00100000000 


The following rules apply to the descrambler. When a 
line state is not detected, the input to the random gen- 
erator is bit 11 exclusive-ORed with bit 9. Data is 
S_Data exclusive-ORed with the random generator out- 
put. When a line state is detected, Data is derived from 
H in accordance with Table 17. The input to the random 
generator is Data exclusive ORed with S_ Data. - 


Scrambler 


A functional diagram of the scrambler is shown in 
Figure 4. It combines the output of a random generator 
(X"! + X°) with FDDI-encoded data via an XOR gate. 


Descrambler 


The descrambler (Figure 5) combines the output of a 
random generator with the scrambled data to produce 
an exact copy of the original unscrambled data. The ran- 
dom generator has the same function as the random 
generator in the scrambler (X"' + X°). 


The descrambler has a state-synchronizer to set the 
descrambler-random generator to the same state as the 
scrambler-random generator. The state-synchronizer is 
enabled by SCRM_RSYNC, which is from the PLC-S 
decoder. When SCRM_RSYNC is true, the decoder 
has not detected a valid FDDI signal. The state-syn- 
chronizer attempts to set the random generator. If 
SCRM_RSYNC is false, the data is valid and the ran- 
dom generator is assumed to be synchronized to the 
scrambler and will remain synchronized. 


The state-synchronizer monitors the scrambled data for 
one of the patterns in Table 17. When there is a match, 
the output data is set to the corresponding value. The 
random generator’s input is the deduced output XORed 
with the scrambled data input, which corresponds to the 
scrambler’s random generator. When there is not a 
match, the output data is the scrambled data XORed 
with the random generator’s output. The random gen- 
erator is open loop. 
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Using the Stream Cipher Scrambler 


The system has access to the scrambler and 
descrambler through a pin and a register. Pin 41 
(SCRM) and bit O (CIPHER_ENABLE) of 
PLC_CNTRL_C enable the scrambler. SCRM and 


Table 18. Stream Cipher Enable 


| _scrm | Cipher Enable 
LOW LOW | 


Disabled 
LOW Enabled 
Enabled 
Enabled 












SCRM_RSYNC 





S_ Data ; 





Deduced 
Line State 





State 
Synchronizer 


PRELIMINARY 
~CIPHER_ENABLE are ORed together so either one 


HIGH overrides the other (Table 18). Pin 41 is a ground 
pin on previous versions of the PLC; therefore if the 
PLC-S is to be used in the fiber mode, it can be inserted 
in a previously manufactured board without any 


_ changes. 


etet7fetstsis]a|s| 


[11 [10 









S_Data 
15535B-16 
Figure 4. Stream Cipher Scrambler 















Capture 


Data/D_Data 
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Figure 5. Stream Cipher Descrambler 





Repeat Filter 


The main function of the Repeat Filter is to prevent the 
propagation of code violations and invalid line states 
from the inbound link to the outbound link. This function 
is not required if a MAC layer is present in the station 
configuration (since MAC will not propagate invalid line 
states and code violations). But certain station configu- 
rations consist of only PHY layer entities (such as the 
path of the secondary ring inside a station with just one 
MAC in the primary ring). In such cases, a PHY layer 
implementation is expected to provide the Repeat Filter 
function. | . 


The Repeat Filter in the PLC-S filters the symbol stream 
at the output of the Remote Loopback MUX. Invalid line 
states are not allowed to propagate through a station; 
they willbe turned into an Idle symbol stream. Also, if the 
repeat filter detects a corrupted frame, it truncates the 
frame by transmitting four Halt symbols and then Idle 
symbols until a JK symbol pair is seen. The Halt symbols 
will cause the next MAC entity in the logical ring to count 
the frame. as a lost frame. 


Another function of the Repeat Filter is called the 
GOBBLE_BYTE function. When the Repeat Filter — 
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detects a fragment, i.e., a frame in which Idle symbols 
appears before the ending delimiter, then it changes the 
previous symbol pair to Idles. After passing through Re- 
peat Filters in other stations, the fragment will eventually 
be completely converted to Idles. 


The PLC-S includes the symbol pair wide implementa- 
tion of the Repeat Filter as defined in the FDDI PHY 
document. 


Data Stream Generator 


The Data Stream Generator block uses a multiplexer for 
the purpose of generating a symbol pair at the request of 
the PCM via an internal signal bus LS_REQ (or external 
through control when the PCM is in the MAINT state by 
using the MAINT_LS bits in the PLC_CNTRL_B regis- 
ter), the Repeat Filter via an internal signal RF-CNTRL 
(1_0), or transmitting the symbol! pair from TX 9-0. The 
DATA_STRM(9-0) is an internal bus that comes from 
the Data Stream Generator to the encoder block. 


The Data Stream Generator also latches the data each 
BCLK cycle. This is done for the GOBBLE_BYTE func- 
tion of the Repeat Filter (see above) which requires that 
the data be delayed for one clock cycle. 


Data Path Muxes 


The Receive Data Path and Transmit Data Path of the 
PLC-S include six multiplexers (MUXes) for the pur- 
pose of altering the normal flow of data through the chip 
(see chip block diagram). Reasons for altering the data 
paths are for physical connection insertion and removal 
and for testing and diagnostics. All receive and transmit 
data paths internal to the PLC-S are ten bits (two 
symbols) wide. 


EB Local Loopback Mux | 


In normal operating mode, the EB Local Loopback MUX 
puts the data held in the Receive Data Input latch to the 
input of Framer. 


When the EB_LOC_LOOP bit in the PLC_CNTRL_A 
register is set or when the built-in self test is running, the 
MUX loops back the data in the Transmit Data Output 
latch onto the receive data path just after the Receive 
Data Input latch (i.e., to the input of Framer). This cre- 
ates a path whereby data from a MAC device can trav- 
erse the entire transmit and receive data paths of the 
PLC-SS (excluding the scrambler and the descrambler) 
and be returned to the MAC device. The built-in self test 
uses this loopback along with the Remote Loopback to 
create a loop which covers all of the transmit data path 
and receive data path. 


Cipher Loopback MUX 


In normal operating mode, the Cipher Lookback MUX 
puts the data from PDR to the input of the descrambler 
block of PLC-SS and the data from the scrambler block 
of PLC-SS to PDT. 


AMD cl 


When the CIPHER_LPBCK bit in the PLC_CNTRL_C 
register is set, the MUX loops back the output of the 
descrambler to the input of the scrambler. This creates a 
path whereby data from a MAC device can traverse the 
entire transmit and receive data paths of the PLC-SS 
(including the scrambler and the descrambler) and be 
returned to the MAC device. 


LM Local Loopback MUX 


In normal operating mode, the LM Local Loopback MUX 
puts the output of Elasticity buffer/smoother block to the 
input of Decoder block. 


When the LM_LOC_LOOP bit in the PLC_CNTRL_A 
register is set or when the built-in self test is running, the 
MUX loops back the data in the Transmit Data Output 
latch onto the receive data path just after the Elasticity 
buffer. This differs from the EB_LOC_LOOPFP in that the 
Framer and Elasticity Buffer are bypassed. 


Bypass MUX 


In normal operating mode, the Bypass MUX sends the 
data output by the Decoder to the Receive Data Output 
latch. 


Whenthe SC_BYPASS bit inthe PLC_CNTRL_A regis- 
ter is set while the PCM is in the MAINT state, or when 
the CONFIG_CNTRL bit is set in the PLC_CNTRL_B 
register, or when the PCI is in the REMOVED, IN- 
SERT_SCRUB, or REMOVE_SCRUB state, the output 
of the BYPASS MUX is put to the Transmit Data Input 
Latch onto the receive data path. On reset this 
BYPASS _MUXwill be in effect and will put the Transmit 
Data Input Latch onto the receive data path. 


Remote Loopback MUX 


In normal operating mode, the Remote Loopback MUX 
puts the data held in the Transmit Data Input latch onto 
the transmit data path of the PLC-SS. 


When the SC_REM_LOOP bit is set (and 
EB LOC_LOOP, LM_LOC_LOOP and CIPHER_ 
LPBCK bits are not set) or when the BIST is running, 
this MUX loops back the data from the Decoder onto the 
transmit data path and is latched at this point. This cre- 
ates a path whereby data from the PDR cantraverse the 
entire receive and transmit data paths of the PLC-S and 
be transmitted by PDT. BIST uses this loopback along 
with the Local Loopback to create a loop which also cov- 
ers all of the receive data path and the transmit data 
path. 


Scrub MUX 
The Scrub MUX selects its input from either constant 
Idle symbol pairs or the output of the BYPASS_MUX. 


When the REQ_SCRUB bit in the PLC_CNTRL_A reg- 
ister is set while the PCM is in the MAINT state, or when 
CONFIG_CNTRL bits is set in the PLC_CNTRL_B 
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register, the PCI is in the INSERT_SCRUB or 
REMOVE_SCRUB state, the output of the Scrub MUX 
is Idle symbols. Otherwise transmit data from the 
BYPASS_MUxX is placed on the Receive Data Output 
Latch. | 


This MUX is used when the PLC-S operates in a Con- 
centrator. When a port in a Concentrator is connecting 
to an end station, Idle symbols are output on RX 9-0 so 
as to scrub the ring before the station starts putting data 
onto the ring. When a port in a Concentrator is not con- 
nected to another station, the port is bypassed by 
routing TX back out on RX. 


Test Data MUX 


In normal operating mode the Test Data MUX sends the 
data output by the Encoder to the Transmit Data Output 
Latch. 


When the built-in self test is running the Test Data MUX 
selects the input from the BIST block. This is how BIST 
inserts pseudo-random test data into the loop it forms 
with the transmit and receive data paths. This point was 
chosen to inject test data because it was desired to 
avoid sending the test data through the Repeat Filter 
and the Data Stream Generator. Since both of these 
- logic blocks act as filters, coverage of stuck-at faults in 
_ other parts of the chip would be reduced if data from 
these blocks rather than random test data were used. 


Data Input/Output 


The PLC-S contains four ports for receiving and trans- 
mitting network data: Receive Data Input, Receive Data 
Output, Transmit Data Input, and Transmit Data Output. 
The signal timing for these ports is detailed in the 
Switching Characteristics and Switching Waveforms 
chapters of this document. 


Receive Data Input 


RDATis afive-bit (symbol wide) data bus going fromthe 
PDR chip to the PLC-S. RSCLK is also input from the 
PDR chip and is divided by two to get a recovered byte 
clock. RDAT is latched on each rising and falling edge of 
the recovered byte clock. Following the rising edge of 
the recovered byte clock, the five bits (symbol) just 
latched, plus the five bits (symbol) latched by the previ- 
ous falling edge recovered byte clock edge, are uSed in- 
ternally in the PLC-S. All data paths inside the PLC-S 
are 10 bits (two symbols) wide. 


Receive Data Output 


RX is aten-bit (symbol pair wide) data bus going from 
the PLC-S to the a MAC device in a Single Attachment 
Station (SAS). In the case of a Concentrator or a Dual 
Attachment Station (DAS), RX may also go to. another 
PLC-S. Data is latched inside the PLC-S on each rising 
edge of BCLK andis available to the MAC device shortly 
after this clock edge. 
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Transmit Data Input 


TX is a ten-bit (symbol pair wide) data bus going from 
the MAC device (or in a Concentrator/DAS, from an- 
other PLC to the PLC-S. The data is latched by the fall- 
ing edge of LSCLK that precedes the rising edge of 
BCLK. Then it is latched again by that rising edge of 
BCLK. Assuming no skew between LSCLK and BCLK, 
this effectively adds a one half LSCLK period to the hold 
time provided on TX. Any amount by which BCLK trails 
LSCLK will subtract from the hold time provided. 


Transmit Data Output 


TDAT is a five-bit (symbol wide) data bus going from the 
PLC-S to the PDT. The ten bit wide internal data bus is 
latched initially by the PLC-S by each rising edge of 
BCLK. Bits nine through five are sent on the rising edge 
of LSCLK following the rising edge of BCLK. Bits four 


_ through zero are then sent on the rising edge of LSCLK 


following the falling edge of BCLK. Data are available to 
the PDT shortly after each rising edge of LSCLK. 


Built In Self Test (BIST) 


_ The Built In Self Test block contains logic to run the 


PLC-S Built In Self Test and also contains control logic 
for the chip’s Counter Segmentation Test Mode and 


' Boundary Scan Test Mode. 


BIST Operation 


The bulk of the PLC-S data path and state machine logic 
is tested by BIST. It remains passive during normal chip 
operation. Under test mode, BIST tests the chip, and re- 
turns a signature which verifies the functioning of the 
Chip’s logic with a high degree of certainty. Since BIST 
sits right on the silicon with the rest of the chip, it has the 
advantage of the optimum observability location: inside 
the chip. 


BIST tests the PLC-S by circulating pseudo random 
data throughout the chip. The various subcircuits within 
the chip are observed as they respond to these data, 
and a signature based upon their behavior is generated. 
This signature may be checked against the known cor- 
rect signature, to verify the functioning of the chip. A sin- 
gle fault in the chip, as long as it is covered by BIST, will 
cause a different signature to be generated. 


The majority of the logic blocks of the PLC-S sit directly 
on the chip’s data path. These blocks are easily tested 
by placing pseudo random vectors, generated by the 
Linear Feedback Shift Register (LSFR), on the data 
paths, and observing the behavior of the blocks with the 
Signature Generator. | 


With this method, data from LFSR are input by the 
Transmit Data Output latch lines via the Test Data Mux 
(see Block Diagram on page 2). The test data are looped 
back onto the receive data path via the EB Local Loop- 
back MUX. The test data traverse the entire receive data 
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path and are fed back to the Signature Generator. The 
test data are input to the transmit data path via the Re- 
mote Loopback MUX. The test data are fed back to the 
Signature Generator before the transmit data path be- 
cause the Repeat Filter, Data Stream Generator, and 
Encoder act as filters which would reduce the fault cov- 
erage provided by the test data. Fault coverage is ob- 
tained for the Repeat Filter, Data Stream Generator, 
and Encoder by separate signals fed to the Signature 
Generator. 


The state machines, while somewhat attached to the 
data path, are more control oriented, and are not likely to 
respond well to random vectors on the data paths. The 
LEM, LSM, PCM, PCI, and RF state machines are 
tested using scan logic. Under test mode, the state reg- 
isters of the state machines, and their control bits in the 
registers of the NPI are linked together to form a scan 


chain. The output of the scan chain drives a bit in the © 


Signature Generator. 


BIST is activated with the assertion of the RUN-BIST bit 
in the PLC_CNTRL_A register. Upon activation, the 
data path, LFSR, and Signature Generator are initial- 
ized, and the latches in the scan chain are placed in 
scan mode. After initialization, the LFSR and Signature 
Generator are enabled, and the test proceeds. 


When BIST has completed, the signature is frozen, and 
may be read through the Node Processor Interface. 
End of test occurs when a value of zero is reached in the 
LFSR. Using a 16 bit LFSR clocked by the 80 ns BCLK it 
will take approximately 5.24 ms to circulate 65535 test 
patterns through the chip. An interrupt to the node proc- 
essor after RUN_BIST has been asserted, signifies the 
completion of the PLC-S self test. This interrupt is 
cleared by clearing the RUN_BIST bit in the 
PLC_CNTRL_A register (NOT by reading the 
INTR_EVENT register). BIST is aborted if the 
RUN_BIST bit is cleared by writing a zero in the RUN_ 
BIST bit in the PLC_CNTRL_A register before BIST 
completes. 


Counter Segmentation Test Mode 


The counters (including all timers) in the PLC-S are de- 
signed in such a way, that under Counter Segmentation 
Test Mode, they break apart into several 4 bit counters. 
For example, in Counter Segmentation Test Mode, a 
16-bit counter becomes four 4-bit counters. These 4-bit 
counters in parallel, allow the counters to be tested in 24 
= 16 cycles, as opposed to 2" = 65536 cycles for a 16-bit 
counter. 





Since counter test requires the ability to control the 
BCLK, this test is not intended for any board level tests 
or diagnostics. This is a factory test only. 


Boundary Scan Test Mode 


In Boundary Scan Test Mode, most of the chip input and 
output latches are linked together to form a scan chain. 
While this complements BIST, which does not test these 
latches, the main purpose of this test mode is for board 
testing. In this mode the I/O latches of the various chips 
on the board are linked into a large scan chain. By 
serially shifting data into the scan chain (Boundary Scan 
Serial Test Mode), then clocking the data in parallel 
(Normal or Boundary Scan Parallel Test Mode) and then 
serially shifting the data out, the I/O latches and inter- 
connections between the various chips can be tested. 


The order of pins in the scan chain is shown in Table 19. 
The pin TEST 0 is the scan chain input and the pin 
SCANO is the scan chain output. The pins RST, LSCLK, 
BCLK, NPCLK, RSCLK, RRSCLK, EBFERR, LPBCK, 
SCRM, SDO, LSR 2-0, ULSB, ENCOFF, TEST 2-0, 
PTSTO, NPADDR 4-0, INT, CS, and NPRW are not in- 
Cluded in the scan chain. Note that only the output por- 
tion of the NP 15-0 bus is in the scan chain. BCLK is 
used for clocking. 


Table 19. Sr Scan Chain Order 


nr 

to 

RDAT4 
Output 
Output 


an 


Tata 


TXPAR 
RXPAR 


Output 
— 
RX0 Output 
Output 
to 
NP 0 Output 


Ni 
TX9 
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ABSOLUTE MAXIMUM RATINGS OPERATING RANGES 
Storage Temperature ........... —65°C to +150°C Temperature (TA) ...........05. 0°C to +70°C 
Ambient Temperature ............... 0°C to 70°C Supply Voltage, Vo ............. +5 V +/- 5% 


Supply Voltage Referenced to Vss .. -0.3V to+7V 
DC Voltage applied to any 
Pin Referenced to Vss......... —0.5 to Vo + 0.5 V 


Stresses above those listed under Absolute Maximum Rat- 
ings may cause permanent device failure. Functionality at or 
above these limits is not implied. Exposure to absolute maxi- 
mum ratings for extended periods may affect device reliability. 


DC CHARACTERISTICS over operating ranges unless otherwise specified 


Parameter | 
Symbol Parameter Description Test Conditions 


[Vu [inputtowvotage | SCCSC™C~—‘C;~C~S~sY =| tt | 
[vi [Inputtigh Votage | SSCSC*~*~—~—‘C*SCS*S*SCS Rows | 
[Vor _[OuiputtowVotage | tan4maSSC~iSC‘“‘Cé*d st ~=é«CCV~C 
VOH 
loz : 









V 
| Vow | OutputHigh Voltage | to=—4mA | 
cz [wp tetage cures tae) | oa v<vour<ven | 10 | 10 | oa 
[iret teaiage Curent (etea) | 0V<vwevoo «tt | 1 wk 


Parameter 
Symbol Parameter Description Test Conditions 


Power Supply Current (Note3)  . | Vcc = Max | 
f(BCLK, NPCLK) = 12.5 MHz 
{(LSCLK, RSCLK) = 25 MHz 


Notes: 
1. loz applies to all three-state output pins and bidirectional pins. 












2. Ix applies to all input-only pins. 
3. Vit= 0.0 Vand Vin = 3.0 V for Ipp test. 





CAPACITANCE (See Note 4) 


Parameter | 
~ Symbol Parameter Description Test Conditions 


OS a OT 
cro | Birecionaipine wares dP SSCS 


Notes: 
, 4. Pin capacitance is characterized at a frequency of 1 MHz, but is not 100% tested. 


5. Bidirectional and output pins are designed to drive a 50 pF capacitive load. 
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Parameter 
Symbol 


Parameter Description 
BCLK Period 

BCLK Pulse Width Low 
BCLK Pulse Width High 
NNPCLK Period 

NPCLK Pulse Width Low 
NPCLK Pulse Width High 
LSCLK Period 

LSCLK Pulse Width Low 
LSCLK Pulse Width High 
RSCLK Period 

RSCLK Pulse Width Low 
RSCLK Pulse Width High 
LSCLK to BCLK Skew 
CS Setup Time 

CS Hold Time 

NPRW, NPADDR Setup. Time 
NPRW, NPADDR Hold Time 
NP Driven to High Impedence 
NP Driven 

NP Valid 

NP Invalid 

NP Setup Time | 
NP Hold Time 

INT Asserted 

INT Deasserted 

RX, RXPAR Valid 

RX, RXPAR Invalid 

TX, TXPAR Setup Time 
TX, TXPAR Hold Time 
30 RDAT Setup Time 

31 RDAT Hold Time 


32 LPRCK FOTOFF, SCANO, LSR, 
ULSB, EBFERR Valid 


33 LRRCK, FOTOFF, SCANO, LSR 
ULSB, EBFFRR Invalid 


SDO Setup Time 
SDO Hold Time 
TDAT Valid 
TDAT Invalid 

TEST 2-0 Setup Time 
TEST 2-0 Hold Time 
ENCOFF Setup Time 
ENCOFF Hold Time 
RST Pulse Width 


“J 
co 


oh, 


_ 


0 
11 
12 
13 
14 
5 
16 
17 
18 
19 


wh f ocd 


_" 
—_ 


21 


24 


Nh 


7 
28 
29 








34 


—_ 


36 
37 


39 
40 
4 
42 


—_ 
a Se oe 9 


20 BCLK Periods 
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WAVEFORM INPUTS OUTPUTS 


Must be Will be 
Steady Steady 


May Will be 
Change Changing 
from H to L from H to L 


May Will be 
Change Changing 
from L to H from L to H 


Don't Care, Changing, 
Any Change State 
Permitted Unknown 


Does Not Center 

Apply Line is High- 
Impedance 
“Off” State 





KS000010 





SWITCHING WAVEFORMS 


NPCLK 
BCLK © © © 
© @ @ 
LSCLK 
@ 
RSCLK 


15535B-18 


PLC-S Clock Timing Parameters 
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SWITCHING WAVEFORMS 
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PLC-S Misc Signals Timing Diagram 
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SWITCHING WAVEFORMS 


© 
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NPCLK 
on a 


NPRW Y 


© 


NPADDR : q 


g 

A 

S 

NX 
© 

le 
V 

RS 

g 

aie 
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15535B-20 


Node Processor Interface Timing Diagram 


—o 


15535B-21 


PLC-S Reset Timing Parameters 
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SWITCHING WAVEFORMS 
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PLC-S Data Interface Timing Diagram 
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SWITCHING TEST CIRCUIT 
From Output 
Under Test 
OV 
| IOH 
| 15535B-23 
Note: 


Ct = 50 pF for all bidirectional or output pins. 


Standard Test Load 
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SWITCHING TEST WAVEFORMS 


3.0 VV 
1.5V—~ ei15V 
0.0 V 


Input Bus In High- 
Impedance State 







input Bus Valid 


1.5V 


15535B-24 


Input Waveform Test Points 





1.5V 


Output Bus In High- 
Impedance State 






Output Bus Valid 


1.5V 


15535B-25 


Output Waveform Test Points 
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Am79865/Am79866A 


Physical Data Transmitter/Physical Data Receiver 


DISTINCTIVE CHARACTERISTICS. 


@ Parallel input to the PDT is a 5-bit encoded 
NRZ symbol clocked by LSCLK 

@ Parallel output from the PDR is a 5-bit 
unframed NRZ symbol clocked by RSCLK 


™ The on-chip Phase-Locked-Loop (PLL) only 
requires an external frequency reference 


Advanced 
Micro 
Devices 


@ 125 MBaud (100 Mbps) serial link data rate 
Interfaces to fiber or copper media 


Dedicated pins provide electrical loopback 
data path | 


@ 20-pin Plastic Leaded Chip Carrier (PLCC) 
Mm Single +5 V power supply operation 





GENERAL DESCRIPTION 


The SUPERNET® 2 FDDI Physical Layer Protocol 
(PHY) chip set includes the Physical Layer Controller 
with Scrambler (PLC-S),— the Physical Data Transmit- 
ter (PDT) and the Physical Data Receiver (PDR). The 
PLC-S, PDT and PDR are collectively known as the Am- 
PHY. The PLC-S performs FDDI! physical layer func- 
tions which includes, among others, the 4B5B encoding 
and decoding. 


The PDT converts encoded symbols into a serial NRZI 
data stream. The on-chip PLL generates a bit rate clock 
from the LSCLK reference. 


The PDR uses a built-in clock recovery PLL to extract 
clock information from the received data stream. The re- 
covered clock is used for serial-to-parallel data 
conversion. 





BLOCK DIAGRAM: Am79865 PDT 


TDAT 4-0 


Input Register 







Test Mode 
Sync Logic +5 


Clock Multiplier 
(PLL) 





LSCLK 


TEST 


Publication# 15451 Rev.C Amendment/0 
Issue Date: December 1993 












product without notice. 


De HE 


This document contains information on a product under development at Advanced Micro Devices, Inc. The information 4-3 
is intended to heip you to evaluate this product. AMD reserves the right to change or discontinue work on this proposed 


LPBCK 


Output Sea 
Control 






LTX,LTY 











Output 
Control 


TX,TY 





15451C-1 


FOTOFF 
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BLOCK DIAGRAM: Am79866A PDR 
RDAT 4-0 | 





RSCLK 


Output Register ! 


= He 







LPBCK 
SDO 


aay LSCLK 












15451C-2 
CONNECTION DIAGRAMS 
Top View 
20-Pin PLCC 20-Pin PLCC 
£2 <5 N-3rse 
SAS Ee S248 6 
Pe PES Foe 
SEER Eee eee ot 
2 1 
GNDo []4 . 18 [] LTX RDATS3 []4 18 |] RSCLK 
TDAT1 (45 171} VCC; RDAT4 [15 171] GND; 
TDATO {]6 PDT 16 L] GND, GND» [6 SDR 16] VCCo 
VCCo [7 15[] NC Test [7 15] SDO 
LSCLK []}8 141] VCC, — [pack Lis 141] LSCLK 





FOTOFF |} 
TEST |. 


15451C-4 
15451C-3 
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LOGIC SYMBOLS 
Am79C864A PLC-S Interface 
Forcing Optical Loopback 
Parallel Data Symbol = Transmitter Off Control 
TDAT 4-0 FOTOFF 
Data Loopback 
25 MHz to Local PDR 
Local Symbol 
Clock 
Test Mode Select 
Serial Data Transmitted in : 
NRZI Format meee 
Note: 
1. Three Vcc pins and two GND pins. Fiber or Copper Interface 
Am79C864A PLC-S Interface 
Recovered Light 
Parallel Data Symbol Level Loopback 
Symbol Clock § Signal Control 
RDAT 4-0 RSCLK SDO- LPBCK 
Data Loopback 
25 MHz Am79866A from Local PDT 
Local Symbol PDR 
Clock 
Test Mode Select 
Serial Data Received in _Light 
NRZI Format Level 
, Signal 15451C-6 
Note: | —________ —____—_ 
1. Two Vec pins and three GND pins. Fiber or Copper Interface 
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ORDERING INFORMATION 
Standard Products 


AMD standard products are available in several packages and operating ranges. The order number (Valid Combination) is 
formed by a combination of: 


ANM79865/ 
AM79866A 


TEMPERATURE RANGE 
C = Commercial (0°C to +70°C) 


PACKAGE TYPE 


J = 20-Pin Plastic Leaded Chip Carrier 
(PL 020) : 


SPEED OPTION 
Not Applicable 


DEVICE NUMBER/DESCRIPTION 
Am79865_ = Physical Data Transmitter 
Am79866A = Physical Data Receiver 










Valid Combinations 


AM79865 JC 
AM79866A 


Valid Combinations 


Valid Combinations list configurations planned to be 
supported in volume for this device. Consult the local 
AMD sales office to confirm availability of specific 


valid combinations and to check on newly released 
combinations. 
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Am79865 PDT PIN DESCRIPTION 


TDAT 4—0 
Transmit Data (TTL Inputs) 


These five inputs accept data symbols from the 
Am79C864 PLC, latched by the rising edge of LSCLK. 


LSCLK 

Local Symbol Clock (TTL Input) 

This pin supplies the frequency and phase reference to 
the internal PLL clock multiplier. It should be driven by 
an external 25 MHz crystal-controlled clock source. 


FOTOFF 

Fiber Optic Transmitter Off (TTL Input, active LOW) 
When held LOW, the TX output is forced LOW and TY 
output is forced HIGH so that the Fiber Optic Transmit- 
ter will output logical 0. Intest mode, FOTOFF is used as 
the test clock input and does not control TX/TY. 


LPBCK 

Loopback Control (TTL Input, active LOW) 

When asserted, the LTX/LTY outputs transmit the NRZI 
serial bit stream to the PDR to establish the loopback 
data path. When deasserted, the LTX output is forced 
LOW and LTY output is forced HIGH. 


TEST 
Test Mode Enable (TTL Input) 


When asserted, the PDT is in Test mode. For normal op- 
eration, TEST pin must be tied LOW. 


TX, TY**. 

Transmit Data (PECL Differential Outputs) 

These transmit outputs carry differential NRZI data. 
They can be forced to logical 0 (TX LOW,.TY HIGH) by 
asserting the FOTOFF input. 


LTX, LTY** 
Loopback Transmit Data (PECL Differential 
Outputs) 


These differential outputs carry the same signal as TX/ 
TY when the LPBCK input is asserted (LOW). LTX/LTY 
should be connected to the LRX/LRY pins of Am79866A 
PDR to perform loopback function. When LPBCK is 
deasserted (HIGH), LTX is forced LOW and LTY is 
forced HIGH. 


**All differential PECL outputs carry data at ECL voltage 
levels referenced to +5.0 V (PECL levels). The external 
terminations required are shown in the Interface Con- 
nection Diagram in the Appendix. 


Vec1, Voce 
Power Supply 


Vec1,Vcc2 are +5.0V nominal power supply pins. Vcc 
powers all TTL and ECL I/O circuits. Vcc2 powers all in- 
ternal logic gates and analog circuits. They must be con- 
nected to a common external supply. 


GND1, GND2 

Ground Pins 

GND1 is TTL and ECL I/O ground. GND2 is the internal 
logic and analog ground. They must be connected to a 
common external ground reference. 
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Am79866A PDR PIN DESCRIPTION 


LSCLK 
Local Symbol! Clock (TTL Input) 


LSCLK is driven by an external frequency source at the 
25 MHz symbol rate. This signal is used as a frequency 
reference for the PDR clock-recovery PLL. 


LPBCK 
Loopback (TTL Input, active LOW) 


When active, LPBCK selects the serial data stream at 
LRX/LRY inputs as the received data. When HIGH, RX/ 
RY are selected. This function is used during system 
loopback test to bypass the transmission medium. 


TEST 
TEST Mode Enable (TTL Input) 


When asserted, the PDR is in Test mode. For normal 
operation, TEST pin must be tied LOW. 


RDAT 4-0 . 
Received Data (TTL Outputs) 


These 5-bit parallel outputs are clocked by the falling 
edge of RSCLK and carry the NRZ data symbols to the 
PLC. 


RSCLK 
Recovered Symbol Clock (TTL Output) 


RSCLK is derived from the clock synchronization PLL 
Circuit. It is synchronous to the received serial data, and 
is the recovered bit clock divided-by-five. This is a 
25 MHz clock. 

SDI 

Signal Detect Input (PECL Single-Ended Input) 

SDI typically comes from the fiber optic receiver to indi- 
cate that the received optical signal is above the detec- 
tion threshold. When asserted (HIGH), the data on 
RX/RY are used for the input to the PDR. When deas- 
serted (LOW), the RX/RY data stream is gated off and 
the PLL locks onto the LSCLK. 


SDO 

Signal Detect Output (TTL Output) 

SDO is the SDI input synchronized by LSCLK. It has the 
same logical sense as SDI, i.e., HIGH indicates the re- 
ceived optical signal is above the detection threshold. 


RX, RY* 

Received Data (PECL Differential Line Receiver 
Inputs) | 

These pins receive NRZI data. 


LRX, LRY* 
Loopback Received Data (PECL Differential Line 
Receiver inputs) 


This input pair should be connected to the PDT LTX/LTY 
outputs through properly terminated lines to establish 
the loopback data path. When LPBCK is asserted, LRX/ 
LRY carry the data to be used as the input to the PDR. in 
Test mode, LRX/LRY become the test clock input. 


*RX/RY and LRX/LRY are differential line receivers 
which have high input sensitivity and wide common- 
mode range. They can also accept PECL voltage 
swings and shail be driven by properly terminated trans- 
mission lines. 





Vec1, Vec2 

Power Supply 

Voc1,Vcc2 are +5.0 V nominal power supply pins. Vcc: 
powers all TTL and ECL I/O circuits. Vcc2 powers all in- 
ternal logic gates and analog circuits. They must be con- 
nected to a common external supply. 


GND,, GND2 

Ground Pins 

GND1 is TTL and ECL I/O ground. GND2 is the internal 
logic and analog ground. They must be connected to a 
common external ground reference. 
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FUNCTIONAL DESCRIPTION 


Normal Operation Mode 


The Am79865 PDT accepts encoded data symbols at 
TDAT 4-0 pins. The 5-bit symbol is latched into the PDT 
by the rising edge of LSCLK, serialized, converted to 
NRZI format and shifted to the outputs (TDAT4 bit is 
transmitted first). There are two pairs of serial data out- 
puts capable of driving either Fiber Optic Interface 
hardware or wire transmission lines without external 
buffering. The TX/TY pair is connected to the serial link 
and the LTX/LTY pair is used in the loopback connection 
to the Am79866A PDR. 


The PDT uses LSCLK as the frequency reference to 
generate the serial link data rate. The external clock 
source must be crystal controlled and continuous. All of 
the internal logic of PDT runs on an internal clock that is 
PLL-multiplied from the external reference source. The 
PDT’s internal PLL is referenced to the rising edges of 
LSCLK only. 


The input clock frequency required to achieve 
125 MBaud on the serial link is 25 MHz at LSCLK. Inor- 
der to generate the serial output waveforms conforming 
to the FDDI specification, the external reference clock 
(LSCLK) must meet FDDI frequency and stability 
requirements. The PDT serial output typically contains 
less than 0.4 ns peak-to-peak jitter at 125 MBaud. The 
latency from the LSCLK to the serial output is typically 4 
to 6 bits (8 ns/bit). 


_ TheAm79866A PDR accepts encoded NRZI serial data 
on the RX/RY inputs and converts them to NRZ format. 
It then latches the unframed symbol (5 bits) to the RDAT 
4—0 outputs on the failing edge of RSCLK. 


The heart of the Am79866A PDR chip is its 
clock-recovery PLL which extracts encoded clock infor- 
mation from the serial NRZI data stream and recovers 
the data. The PLL examines every data transition in the 


received serial stream and aligns its internal bit clock 
with these data transitions. In order to guarantee the 
correct operation of the PLL, the encoding scheme 
(such as the FDDI 4B5B code) must insure adequate 
transition density of the encoded data stream. 


The PDR has input jitter tolerance characteristics that 
meet or exceed the recommendations of Physical Layer 
Medium Dependent (PMD) FDDI document. Typically, 
at 125 MBaud (8 ns/bit), the peak-to-peak Duty-Cycle 
Distortion (DCD) tolerance is 1.4 ns, the peak-to-peak 
Data-Dependent Jitter (DDJ) tolerance is 2.2 ns, and the 
peak-to-peak Random Jitter (RJ) tolerance is 2.27 ns. 
The total combined peak-to-peak jitter tolerance is typi- 
Cally 5 ns with bit error rate (BER) less than 2.5 x 107'°. 


The PDR’s PLL typically has an acquisition time of 
100 is or less when ‘Master’ symbols (one data transi- 
tion within ten bits) are received. The acquisition time 
reduces with increasing transition density in the data 
stream. 


The SDI input qualifies the data at RX/RY. When SDI is . 
LOW, the PDR uses LSCLK as the PLL input and forces 
LOW at the Output Register. The LPBCK input selects 
the data source between RX/RY and LRX/LRY. When 
LPBCK is LOW, the SDI input is ignored. 


When SDI is HIGH andthe RX/RY input stream contains 
no data transition for PLL input, the PLL operating fre- 
quency range is limited by the LSCLK reference. The 
observed RSCLK output frequency is generally within 
0.5 % of the LSCLK frequency. 


Under normal conditions, the frequency of LSCLK mul- 
tiplied by five must be within 0.25 % of the expected re- 
ceived data for the PLL to operate correctly. (Note, 
FDDI specifies the two frequencies to be within 50 ppm 
or 0.005 % of each other.) 
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Am79865 PDT Functional Block 
Description 

Clock Multiplier 

LSCLK supplies the reference frequency which is multi- 
plied by five using an on-chip PLL. The transmission 
rate and all serialization logic are controlled by the 
internally generated bit clock. 


input Register 


TDAT 4—0 are clocked into the Input Register by the ris- 
ing edge of LSCLK. 


Shifter 


Parallel data are loaded from the Input Register into the 
Shifter at the internally generated symbol boundary, and 
serially shifted at the bit clock rate. 


NRZ-to-NRZI Converter 


The NRZ output of the Shifter is converted into NRZI 
data patterns for transmission. 


Output Control 


The differential outputs carry the encoded serial NRZI 
bit stream. The TX/TY pair can be forced to logical 0 (TX 
LOW, TY HIGH) by asserting FOTOFF input. The LTX/ 
LTY pair can be forced to logical 0 (LTX LOW, LTY 
HIGH) by deasserting the LPBCK input. 


Am79866A PDR Functional Block 
Description 

Clock-Recovery PLL 

The clock-recovery PLL separates the input data stream 
into clock and data patterns. The PLL operating fre- 
quency is established by the reference at LSCLK. The 
PLL is capable of tracking data correctly within + 0.25% 
_ of LSCLK (exceeds the Wequency range defined by the 
FDDI specification). 


Media Interface 


The RX/RY inputs are typically driven by differential 
PECL voltages, referenced to +5 V. These inputs accept 


PRELIMINARY 


the encoded NRZ!I serial data. LRX/LRY are also differ- 
ential line receiver inputs which accept the loopback 
data stream from the local PDT LTX/LTY outputs. 


NRZI-TO-NRZ Converter 


Serial data are retimed and associated jitter is removed. 
Retimed data are converted into NRZ format prior to the 
Shifter input. 


Shifter 


The Shifter is serially loaded from the NRZI_TO_NRZ 
converter, using the recovered bit clock. 


Output Register 


The Output Register is clocked by RSCLK falling edges. 
RSCLK is the recovered bit clock divided-by-five and is 
synchronous to the received serial data. 


Test Mode 


Asserting PDT TEST input pin forces PDT into its test 
mode. This allows testing of the internal logic without the 
PLL clock multiplier. The internal clock source is re- 
placed by the test clock provided at the FOTOFF input. 
An automatic test system can clock the PDT through 
functional test patterns at any rate, typically less than 
25 MHz, or any sequence to facilitate logic verification. 


In PDT test mode, LSCLK strobes data into the Input 
Register and provides initialization to the internal 
counter. 


The PDR test mode allows testing of the internal logic 
without the PLL. When TEST is HIGH, the internal clock 
source is replaced by the test clock provided at the LRX/ 
LRY inputs. Note: The loopback data path in the 
Am79866A PDR cannot be tested in test mode. 


An automatic test system can clock the PDR through 
functional test patterns at any rate, typically less than 
25 MHz, or any sequence to facilitate logic verification. 
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ABSOLUTE MAXIMUM RATINGS 


Storage Temperature ........... —65°C to +150°C 
Ambient Temperature Under Bias ...... 0°C to 70°C 
Supply Voltage (Vcc) to 

Ground Potential Continuous ..... -0.5Vto +7.0V 
DC Voltage Applied to Outputs ..... —0.5 to Vcc Max 
DC Input Voltage ................ —-0.5V to +5.5V 
DC Output Current ................... +100 mA 
DC Input Current ............ —30 mA to +5.0 mA 


Stresses above those listed under Absolute Maximum Rat- 
ings may cause permanent device failure. Functionality at or 
above these limits is not implied. Exposure to absolute maxi- 
mum ratings for extended periods may affect device reliability. 


AMD al 


OPERATING RANGES 

Commercial (C) Devices 
Ambient Temperature (Ta) ........ 0°C to 70°C 
Supply Voltage (Vcc) ........ +4.75 V to +5.25 V 


Operating ranges define those limits between which the func- 
tionality of the device is guaranteed. 





DC CHARACTERISTICS over operating range unless otherwise specified 


Am79865 PDT 






TTL Inputs: TDAT 4-0, LSCLK, FOTOFF, LPBCK, TEST 


Input LOW Voltage 


Power Supplies 


Icc1 Vcc: Supply Current 





Parameter Typ 
Symbol Parameter Description Test Conditions (Note 2) 


TWooeMax wotes) | 
[vi | input camp votage | Vec=Min, wana | 
| tm [input HiGH Current | Vec=MaxVn=27v | 
Tn | inpsttow Curent | Voo=Maxvw=oav | 
Ti | iputteskage Curent | Voo=Maxvw=ssv | 

[ouput HIGH Votage [PECL wad Wotea) | Veomioasv | | voo-oav 


Output LOW Voltage PECL load (Note 4) Vcc -1.81 V —- Vcc -1.62 V 


Vcci = Vcoc2 = Max 
(Note 5) 


Vec2 Supply Current Vec1 = Vec2 = Max 







ee 





Am79865/Am79866A 4-11 


ot amo PRELIMINARY 





DC CHARACTERISTICS over operating range unless otherwise specified 
Am79866A PDR | 


PS [meneronencn [omen [om [ote [ an 
Symbol Parameter Description Test Conditions (Note 2) Max 

TTL Inputs: LSCLK, LPBCK, TEST 

[Wi [roahicn vote [veowmarawes) [20 [| 
Pw [pa clamp votage | Vos Min w= tema | 
[| pat HiGH Curent | Voo=Maxvw=a7v | «iY Sid; 
| | inputLow current | Voo=MaxVin=o4v | || HOO WA 
|__| input Leakage Current | Voc=Maxvm=s5v | | | SpA 
TTL Outputs: RDAT 4-0, SDO, RSCLK 

| Vou | OutputHIGH Voltage | Vec=Min,ou=-tma | av | | 
| Vor Output Low Voltage | Vec=Minnioo=4ma | | ts 
| _isc__| output short circuit Current_| Voce Max, (Notes) | -15ma_— | | -85 mA 


Differential PECL Inputs: RX,RY; LRX,LRY : 
(Absolute High or Low) 
7 


Input Differential Voltage Vcc = Max, (Note 3,7) 
= 220 pA 


Input HIGH Current Vcc = Max, 
Vin = Vcc — 0.88 V 
tL Input LOW Current Vcc = Max, 0.5 pA 
Vin = Vcc -1.81 V 
Vcc — 0.88 V 


Single-Ended PECL Input: SDI . 
VIHS Input Single-ended Vcc = Max, (Note 3,8) Vcc —1.165 V 
HIGH Voltage 
Voc — 1.475 V 
220 pA 






















VILS Input Single-ended Vcc = Max, (Note 3,8) Vcc ~-1.81 V 
~ | LOW Voltage 
7. Input HIGH Current Vcc = Max, 
Vin = Vcc — 0.88 V 
hie Input LOW Current Vcc = Max, 0.5 pA 
| Vin = Vcc —1.81 V 


Power Supplies | 


Voos Supply Current Voo=Vece=Max | | ta | 
Voce Supply Current __| Voc1= Voo2 = Max ff tzoma ff 
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SWITCHING CHARACTERISTICS over operating range unless otherwise specified 
Am79865 PDT 


Parameter 
Symbol Parameter Description Test Conditions (Note 9) 


risciKPeres 
TISOUKPulse wamniGH | 
[ISCiK Putco wantow | 
TDAT 4-010 LSGLK Rise SoupTine| 
TTDAT #016 LSGLK Rise Hol Time | 

[rected 









TDAT 4-0 to LSCLK Rise Hold Time 
Am79866A PDR 


Parameter 
Symbol Parameter Description Test Conditions (Note 9) 
LSCLK to received data (Note 10) 
frequency offset 
LSCLK Pulse Width HIGH Pee el 
LSCLK Pulse Width LOW Roe el 











N 
—_ 


N nN 


TTL load (Note 11) 

| SDItoLSCLK Rise SetupTime | 

[SDI LSCLKRiseHoldTime | 
LLSCLKRisetoSDODelay =| TrLoad =| | 

Notes: 


1. For conditions shown as Min or Max, use the appropriate values specified under operating range. 


Typical limits are at Vcc = 5.0 V, 25°C ambient and maximum loading. 
Typically measured with device in Test mode while monitoring output logic states. 


Tested for Vcc = Min, shown limits are specified over entire Vcc operating range. 


A A OW ND 


PDT Icc1 is tested with all PECL outputs terminated to Vcc (unloaded). The PECL outputs contribute 25 mA/pair nominally 
to Icc1 when they are loaded with PECL loads, 50 Q to (Vcc—2). In calculating the chip power dissipation, the contribution by 
the output loads shall be multiplied by 1 V instead of by Vcc. 


Not more than one output should be shorted at a time. Duration of the short circuit test should not exceed one second. 
t: Not included in the production test. 


2 
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Notes (continued): . 
7. Vait is tested with each input voltage within the Vin range. 


8. Device thresholds on the SDI pin are verified during production test by ensuring that the input threshold is less than ViHs (min) 
and greater than Vits (max). The figure below shows the acceptable range (shaded area) for the transition voltage. 


-V 


(na) OOO Oe OO. Veo 0.88 V 
Vins 
(n)--—_—_—_—_—_—_——_—_—_—eeeeeeeee eee Veo - 1.165 V 
input threshold 


transition voltage 


~==s | ™ ™ 
~~ | ™ ~~ 
~™ ~ | “= “= 
~~ ~ | ~ ~ 
~~ Pm ~ 
~™ “~~ pS ~ 
~ S Fe ~~. 


(max) —-———_—_—— —_$_——§|— Vee 1.475 V 
Vits 
(min) —_—_—_—_— Vi -1.81 V 


9. All timing references are made with respect to + 1.5 V for TTL-level signals or to the 50% point between VoH and Voi for 
PECL signals. PECL input rise and fall times must be 2ns+0.2ns between 20% and 80% points. TTL input rise and fall times 
must be 2 ns between 1 Vand 2 V. 


. 10. Received data frequency is determined by serial data inputs. Multiply LSCLK frequency by 5 to convert the receive data bit 
rate. 
11. Tested for 125 MBaud received data rate (1 bit-time is 8 ns). tpw(HIGH) is functionally 2 bit-time wide. tpw(LOW) is 
functionally 3 bit-time wide. 
12. Tested for 125 MBaud received data rate (1 bit-time is 8 ns). 
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SWITCHING WAVEFORMS 
Am79865 PDT 


TDAT 4-0 





x >K OX >< > YY NK r< SX XK aKait DX >< 
lOS_L2SS iS JZ2N 


Symbol k 
Le Bit 4 corresponds ee 


TY 50% 
| 15451C-7 


Parallel 5-Bit -Bi Parallel 5-Bit 
RDAT 4-0 Symbol Valid ) Symbol Valid 





15451C-8 
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KEY TO SWITCHING WAVEFORMS 


WAVEFORM 


INPUTS 


Must Be 
Steady 


May 
Change 
from Hto L 


May 


Change 
from L to H 


Don't Care, 
Any Change 
Permitted 


Does Not 
Apply 





OUTPUTS 


Will Be 
Steady 


Will Be 
Changing 
from H to L 


Will Be 
Changing 
from L to H 


Changing, 
State 
Unknown 


Center 

Line is High 
Impedance 
“Off” State 


KS000010 





SWITCHING TEST CIRCUITS | 
| Vcc /\ 





15451C-10 


TTL Output Load 


Notes: © 
1. RA1=1 KQforthe loL.=4mA 


VOUT 





50 Q 


3 pF 


i= 


Voc -2 V 


15451C-11 


PECL Output Load 


Notes: 


7. 


Ci = 3 pF includes scope probe, wiring and 





2. All diodes IN916 or IN3064, or ee lent stray capacitances without device in text fixture. 
_ ; éa 2. AMD uses Automatic test equipment (A. T.E.) 
3. CL = 30 pF Hi cludes eecPe ey obe, dak Daal d load configurations and forcing functions. This 
Stray capacitances without device in text fixture. figure is for reference only 
4. AMD uses constant current (A.T.E.) load 
configurations and forcing functions. This figure is 
for reference only. 
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SWITCHING TEST WAVEFORMS 


3.0V 
2.0V 
1.5V 
1.0 V 
0.0V 
2+0.2ns 2+0.2ns 
1§451C-12 
TTL Input Waveform 


Voc -0.9V --<4 
80% ---* 






50% -"-"~ 


20% --- 
Voc -1.7V 


2+0.2ns 
15451C-13 


ECL Input Waveform 
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FASTcard 2 Data Sheet 





FASTcard 2 
FDDI PC/AT-Based SUPERNET 2 Technology Card (FASTcard) 
5-3 


Dual Attachment Concentrator Board Set and Software Package ...................... 
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FASTcard™ 2 


FDDI PC/AT-Based SUPERNET® 2 Technology Card (FASTcard) 


Advanced 
Micro 
Devices 


Dual Attachment Concentrator Board Set and Software Package 


DISTINCTIVE CHARACTERISTICS 


@ IBM PC-AT or compatible plug-in board to 
implement an FDDI station 


@ Highly integrated: single board DAS, four 
master ports per MP board 


@ AMD’s FORMAC Plus (Am79C830A) and 
AmPHY (Am79C864, Am79865 and Am79866) 
second generation FDDI devices 


@ 128K byte SRAM buffer memory with parity 


m Extensive implementation of station manage- 
ment (SMT) services in silicon (including 
physical connection management (PCM), sta- 
tion insertion and removal, station configura- 
tion management and fault detection, isolation 


and recovery, and duplicate address detection) — 


m Protocol independent—operates with all stan- 
dard protocols and network operating systems 


M@ Built-in interface for external address matching 
logic (e.g. CAM) 

™@ LED status indicators for ring operational and 
for port A, port B, and master ports physical 
connection 


m@ Station management (SMT) software and 


device drivers for on-board resources 
m@ Software support package 
— pDEMO 2 (demonstration software) 





GENERAL DESCRIPTION 


The FASTcard 2 is a PC/AT-based, single MAC, dual at- 
tachment FDDI concentrator board-set, based on 
AMD's second generation SUPERNET 2 FDDI devices. 
The board set consists of two board types: a dual attach- 


ment station (DAS) board, and a master ports (MP) 


board. The basic 2-board set configures a 4-station dual 
attachment concentrator. By adding additional MP 
boards, 8-station or 12-station dual attachment concen- 
trators can be configured. 


The FASTcard 2 evaluation board uses AMD’s proven 
SUPERNET 2 hardware solution to operate as an FDDI 
compliant node. The kit can be used as a model design 
to base new FDDI development on or it can be used to 
debug and test your existing system. The hardware and 





software have been tested and revised to make them 
more robust and interoperable with multiple vendors’ 
equipment. In fact, you can use the FASTcard 2 tools to 
check your own system for interoperability. 


The FASTcard 2 provides complete hardware and soft- 
ware tools to implement a FDDI Dual Attachment Sta- 
tion (DAS) or a concentrator. Along with the board, the 
DAS card comes with pDEMO 2 ( auser interface appli- 
Cation), user manuals, SUPERNET 2 Data Book, ribbon 
cable and connectors, and 10 ft fiber optic cables and 
connectors. The Master Port board(s) may be pur- 
chased separately to configure a 4, 8 or 12 station dual 
attachment concentrator. 
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at AMD 


PRELIMINARY 





32Kx8 SRAM 


External Interface 


32Kx8 SRAM 
32Kx8 SRAM 
32Kx8 SRAM 


32Kx8 SRAM 








Advanced Micro Devices 
FASTcard 2 DAS 


Optical : 
Pe Link F— Primary-in 


Optical 
Date Link [_——] Secondary-Out 


Optical . 
Data Link }+—— Secondary-In 


ee pacee: Optical 4I— 5. 
Bi abi Data Link Primary-Out 


ORRORDOROROOHLOOGOG 


SOR OGOCIO! 


_ DAS Card 





External 
Interface 
























Optical 
Data Link 
Optical 
Data Link 
Optical 
Data Link 
Optical 
Data Link 



















Advanced Micro Devices 
FASTcard 2 Master Port 








EERE 5 Optical 

POT: Datalink [| 

eens = 
Daiatink |— 

Optical 

Daiatink | 


Optical Fy 


Data Link 

















16047B-1 


MP Card 





HARDWARE 


The FASTcard 2 hardware consists of two main sec- 
tions; the FDDI station logic and the associated inter- 
face logic. The FDDI station logic consists of the 
SUPERNET 2 chip set, the buffer memory, and the fiber 
optic transmitter/receiver. The chip set performs the 
buffer memory management tasks in addition to the 
MAC and PHY layer functions. The buffer memory on 
the FAS Tcard 2 hardware consists of 128K bytes organ- 
ized as 32K x 36 bits. Buffer memory control logic pro- 
vides the host CPU with direct access to the FDDI buffer 
memory via the host DMA interface of the FORMAC 
Plus (Am79C830A). 


The interface logic consists of the AT bus interface, the 
host-buffer memory interface, counter and interrupt 
logic, Connection Management (CMT) logic, and FDDi 
configuration hooks and control logic. The CMT logic is 
responsible for gathering connection statistics of the 
network to report them to the station. The DAS board 
provides interface signals to additional MP cards when 
constructing a concentrator. The DAS board makes use 
of the AT’s processor as the host and node controller. 
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ORDERING INFORMATION | 


Ordering Part Number (OPN) Description 
AmFDDI-PC-DAS | Dual Attachment Station (DAS) Board 











AmFDDI-PC-MP 4-Port Master Port (MP) Board 
AmFDDI-PC-CON Concentrator Board Set (1-DAS, 1-MP) 


For more information, please contact your local AMD 
sales office. 
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6 PHYSICAL DIMENSIONS* 





Am79C830A 


CGX169 
169-Lead Pin Grid Array without Heat Sink ........... 0... eee eee eee 6-2 


PQR 168 
168-Pin Plastic Quad Flat Pack (Trimmed and Formed) ....................0.. 6-3 


PQR168 
168-Pin Plastic Quad Flat Pack (TapePak) .............. 2... cee eee eee eee 6-4 


Am79C864A 


PQR120 
120-Pin Plastic Quad Flat Pack (Trimmed and Formed) ....................--- 6-5 


PQR120 
120-Pin Plastic Quad Flat Pack (TapePak) ................. 20-0... e eee .... 66 


Am79865/Am79866A 


PL 020 
20-Pin Plastic Leaded Chip Carrier ........... 0.0.0.0. ccc ccc eee eee 6-7 


*For reference only. BSC is an ANSI standard for Basic Space Centering. 
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Am79C830A FORMAC Plus 




























CGX169 
169-Lead Pin Grid Array Without Heat Sink (measured in inches) 
1.740 
ee BASE 
INDEX nae PLANE 
CORNER 
SEATING 
WSGaG PLANE it 
©OOO@ { — 
©OQO@ i — 
©©QOO©,. OOO } ——— 
©O@O OOO —— Ff 
©EO@O QO@ ie ' —<—— 
©OO ©QOO@ a —} 
1.740 1.600 ae O00] LID-———+ 
i780 Bsc | OG O- OOo 3 
©OO@ QOO@ ; 
©@Q@© ©O@ ae. 
©©Q@© ©©OO 100 
©OQ@© ©©O@ BSC ~-=——-4j 
©O@ ©ECO@ —— 
©EO*Dd 6©© ——H 
OOO ©OO@ ; 
OOOE ©OECO@ . 





O}O 
als 
CHO | | 


| » .105 
BSC BSC MAX .003 .080 Te? 
.140 
MIN (4X) 07322E 
BOTTOM VIEW SIDE VIEW _ 8P37Caxie9 


7/8/92 c dc 
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Am79C830A FORMAC Pius 
PQR168 


168-Pin Plastic Quad FlatPack (Trimmed and Formed) 
(measured in inches) 


27.90 


_______ 26.65 28.10 


0.65 : 
REF - Pin 1 1.D. 





TOP VIEW 





0.35 — SIDE VIEW 
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Am79C830A FORMAC Plus 

PQR168 

168-Pin Plastic Quad FlatPack (TapePak) 
(measured in millimeters) 


45.87 
46.13 45.70 
41.37 BSC 
41.63 37.87 
___ 35.20 38.13 
BSC 32.20 
27.80 BSC 
28.10 
as eee Ce | 


Tt Ii i 










! 


l 


| 


| 





a 
| | 
45.70 | 37.87 | 32.90 
BSC |38.13| BSC 
45.87 | 41.37 | 35 90 | 27.80 
46.13] 41.63} BSC | 28.10 
a 
ae 


= OWES 





= 








.45 TYP. TOP VIEW 
.65 Pitch 
r as 
2.00| 4.80 
1.80 
65 TYHO000 | 
| SIDE VIEW 
|} 
fhe el 
7° MAX 14433C 
.127 REF 
10° TYP 
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Am79C864A Physical Layer Controller 
PQR120 | | 


120-Pin Plastic Quad FlatPack (Trimmed and Formed) 
(measured in inches) 


31.00 





27.90 
23.20 28.10 





31.00 
0.80 
REF Pin 1 1.D. 





0.35 SIDE VIEW 
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Am79C864A Physical Layer Controller 
PQR120 

120-Pin Plastic Quad FlatPack (TapePak) 
(measured in millimeters) 





Pn eet sree 5 i ee eee ee 
46.13 45.70 
41.37 BSC 
41.69 37.87 
35.20 38.13 
BSC 32.20 
27.80 BSC 
28.10 
Simi trl | 
fli a 


Time 











eee 
45.70 | 37.87} 32.20 _ 


BSC | 38.13] BSC t= 2 
aber ba —_— oe ee > ee Go psi tener ee 
45.87 | 41.37 | 35 90 | 27.80 ——_— 5S 


46.13] 41.63 | BSC | 28.10 


= 
i 





i ims 












45 TYP. TOP VIEW 
.65 Pitch 
r 
2.00! 4.80 

_it 1.80 

65 OoOu! 
| SIDE VIEW 
}____ 
oe ee Le al 
7° MAX 15718B 


127 REF 
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Am79865/Am79866A Physical Data Transmitter/Data Receiver 


PL 020 


20-Pin Plastic Leaded Chip Carrier (measured in inches) 


042 ,050 
048 REF 


385.350 
395 .356 


TOP VIEW 





042 
056 





.020 
MIN 







01 


021 | 
.200 .290 
REF .330 


w 


06970D 
BV 8 PL 020 
1/2/92 c de 


SIDE VIEW 
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Figure A-1. 


INTERFACE CONNECTION DIAGRAMS 


Interfacing connection of the FORMAC Plus (Am79C830A) with the Physical Layer 
Controller with Scrambler (Am79C864A). 


Interface Connection Diagram Between FORMAC Plus and a PLC-S for Single 
Attachment Station (SAS). 


FORMAC-Plus 
Am79C830A 


XCU X(7:4) XCL  X(3:0) RACU RA(7:4)RACL —RA(3:0) 


TX(9) TX(8:5) TX(4) TX(3:0) - RX(9) RX(8:5) RX(4) TX(3:0) 


PLC-S 
Am79C864A 





15502C-3 


Note: . : 

The above diagram is for a Single Attachment Station (SAS). RB-Bus (of FORMAC Plus) can be used instead of 
RA-Bus. The TXPAR line should be grounded and the RXPAR line left unconnected since FORMAC Plus does 
not generate a parity bit for X-Bus. Therefore, the software must mask out the interrupt generated from PLC-S 


due to parity error. 
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Figure A-2. 





interface Connection Diagram Between FORMAC Plus and Two PLC-S’ for 
Single MAC Dual Attachment Station (SMDAS) Without an External MUX. 
FORMAC-Plus 
X(7:4) XCL -Am79C830A_ RA(7:4) RA(3:0) 
RACL 
RX(9:0) TXPAR RX(9:0) RXPAR 
PLC-S (B) PLC-S (A) 
Am79C864A Am79C864A 
15502C-4 
Note: 


The above shows the connections between a FORMAC Plus and two PLC-S’ (i.e., for a Single MAC Dual 
Attachment Station) without any external MUX. THRU_B configuration cannot be realized with this connection. 
TXPAR of PLC-S (B) is grounded. RA-Bus and RB-Bus could be interchanged. 





Interface Connection Diagrams 


Figure A-3. 


AMD al 


Interface Connection Diagram Between FORMAC Plus and Two PLC-S’ for 


Single MAC Dual Attachment Station (SMDAS) With an External MUX. 


Configuration 
Control 


RX 


PLC-S (B) 
Am79C864A 


Note: 


FORMAC-Plus 
Am79C830A 


RA-Bus RB-Bus 


Configuration Switch 





TX RX 


PLC-S (A) 
Am79C864A 


15502C-5 


The above shows the connection between a FORMAC Plus and two PLC-S’ for a Single MAC Dual Attachment 
(SMDAS) station. This connection will support THRU_B configuration. The Configuration Switch contains 7 
paths (3 input and 4 output). The following table shows the connection between different paths for different 


“Configuration Control.” 


Configuration 





Control 
isolated 
Wrap_A 


Wrap_B 
Thru_A 
Thru_B 


Connection 
Paths 


2-1, 4-3 
4-5, 7-3, 1-2 
2-5, 7-1, 3-4 
4-5, 7-1, 2-3 
2-5, 7-3, 4-1 
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Interfacing Connection of the Physical Data Transmitter (Am79865 PDT)/Physical Data 
Receiver (Am79866A PDR) with the Physical Layer Controller with Scrambler | 
(Am79C864A PLC-S) and the Physical Medium Dependent (PMD) Optical Transceiver. 


AG PD AS 
et 


Tea RSCLK{SI 





FDDI Duplex Media 
Interface Connector 


**Typical 
50 PECL Termination 


130 Q 


15502C-5 





A-4 ' Interface Connection Diagrams 








| Sales Offices 


North American 


PU ABAMA icici viscicesoctestesoosvivestectedccbvargventesdesseeore (205) 882-9122 
PRIZOINA oss ein tecaideacatemtlnecs ate aw cheese aslaneeratasaees (602) 242-4400 
CALIFORNIA, 
CUNO CUNY aot ctsaseteearlGarteannticesweadelenie me (310) 645-1524 
Newport Beach ...............ccccccccccceeceesseeeeeseeanes (714) 752-6262 
Sacramento(Roseville) ............... ccc ceeeeeeeeeee (916) 786-6700 
SAN IODO Sea. ees, Raters wastes (619) 560-7030 
SAN JOS esis ccavscccotsiciiacawaeestendetentenyoovancccdvsseuenet (408) 922-0500 
Woodland Hills oo... cesses eee ee ees (818) 878-9988 
CANADA, Ontario, 
KaNMalaceedii cic iSelte oe eee ae (613) 592-0060 
Willowdale ...............00 00. cece ccc cee cece ccc eeee cee eeeeceeeee (416) 222-7800 
COLORADO rid hae ea lasted onto re teatreonct ets (303) 741-2900 
CONNECTICUT 00000. cece eect eceeeeerecteceeceeens (203) 264-7800 
FLORIDA, 
CIC AWARE aie iesa cc escitvelcalcre eli eetatiecestorss aes (813) 530-9971 
BOCA AON rcaterettg eect codec aes (407) 361-0050 
Orlando (LONQWOO)................:ccccccescssecceeesneeees (407) 862-9292 
GEORGIA 6 ics Fcc saiceon es vectiocieunne lesan eousee tease (404) 449-7920 
LOA oie tcindsicdecchare tsar ee enerevn eawnotnraatties (208) 377-0393 
ILLINOIS, 
Chicago (Itasca) .........c ce cccccccecsseetseeeeeeeneeees (708) 773-4422 
Naperville ncn wecerds nhs doaaiiceieaee (708) 505-9517 
MARY LAND. ciscnrcsdexdicyncen ied pense daneneeeansetecboans (301) 381-3790 
MASSACHUSETTS o.oo. ccc ccccsceneeeseeeceeeees (617) 273-3970 
MINNESOTA uuu..cccccccccccssesecescceccencesssscecceseccessseceenes (612) 938-0001 
NEW JERSEY, 
CHE IY FIN ee cosh cdheces ate hack ac isea lead ete ak (609) 662-2900 
PEPSIDD AY cic ossccoedse cach vcontdincetiat oueece Ganitnetestess (201) 299-0002 
NEW YORK, 
BF OWSIOM .fciciccc i ace csi ev et eda netndionts (914) 279-8323 
PROCESSION csire cesses ictacacl aechatbyhta eee ietareeias (716) 425-8050 
NORTH CAROLINA 
RO IOTO cts ht cctcoatedccetnesareeeiseereett cesateraped (704) 875- 3091 
PRal@iQ hich irscas ta eestor anette (919) 878-8111 
OHIO, 
Columbus (Westerville) ...............c cc eeeeeeeees (614) 891-6455 
DAYION So ceNitaroanitieec.tcatuieeetatasaditna ioe ees (513) 439-0268 
OREGON 25 io ectesensruaditanieantiadans fxn tslecea (503) 245-0080 
PENNSYLVANIA ...00.... cece ccceeceeeerenees (215) 398-8006 
TEXAS, 
PUES UID oi coh a cath tects tae eo th toute nce reanei ele (512) 346-7830 
EAS ieee cate acne vencd a etsch carded ke olen) (214) 934-9099 
POU S OD ails dattce eects eel ote nicl cera denes (713) 376-8084 
International = 
BELGIUM, Antwerpen ..... TEL... eee (03) 248 43 00 
PA Recta tecdlicacakisshocine (03) 248 46 42 
FRANCE, Paris ...........0.... i i = Erne ene ere (1) 49-75-10-10 
PA Mics te ce use (1) 49-75-10-13 
GERMANY, 
Bad Homburg .............. OEE le areaasee venues, caceedenias (06172)-24061 
FAX ani timc hieinen (06172)-23195 
Munchen ..................0.. a = Serer eee pete er OR (089) 45053-0 
PA Kictictichosdsed eumuSeoteet (089) 406490 
HONG KONG, .......00c. SJ] =a De eapeen rare ees nent (852) 865-4525 
Wanchai FAK is Kioas satae ec es sereacsene (852) 865-4335 
ITALY, Milano ww. TWEENS S ceideutet stich Mosies sic ivat (02) 3390541 
7.) eee een eam (02) 38103458 
JAPAN, 
AISUGH tcc uintecsanaie iE =| Een ee eee meer (0462) 29-8460 
ay, ?, ee ne ae (0462) 29-8458 
Kanagawa... IE bis sesateacc tea neal Susucies State (0462) 47-2911 
PAM nunca (0462) 47-1729 
TOKYO scsivicekiteeessene BW =| Mere e center oe neath eae (03) 3346-7550 
PAX cuesctred satstneclure diavects (03) 3342-5196 
OSA a icici i =| Sereeree SemeenerR rn ieee (06) 243-3250 
FAM dia sit tc inmnndics (06) 243-3253 


International (continued) 


KOREA, Seoul .................. GE en cect tse tutte cement! (82) 2-784-0030 
BAX Oo siti nna (82) 2-784-8014 
LATIN AMERICA, 
Ft. Lauderdale ............. of =) Rareeereenre tne ees er (305) 484-8600 
PX erent at aatadeussans (305) 485-9736 
SINGAPORE ...............0066 ff = Reet eee nee (65) 3481188 
AK iets ase iagisaeropneennees (65) 3480161 
SWEDEN, 
Stockholm area ........... EEG eccarsetssceieunsaatees (08) 98 61 80 
(Bromma) PAK Sole eaisel cade agin: (08) 98 09 06 
TAIWAN, Taipei ............... ffl =) Rage A Re ora eee Pe (886) 2-7153536 
PAM ticahstetindet ented (886) 2-7122183 
UNITED KINGDOM, 
Manchester area ......... Gf | Eterna een or eran eer, (0925) 830380 
(Warrington) PAK ssiisccdicedesatie sions (0925) 830204 
London area ................ WEL soc ueas atoms (0483) 740440 
(Woking) PAK aii oe aan (0483) 756196 
North American Representatives ____— 
CANADA 
Burnaby, B.C. - DAVETEK MARKETING ............ (604) 430-3680 
Kanata, Ontario — VITEL ELECTRONICS .......... (613) 592-0060 
Mississauga, Ontario — VITEL ELECTRONICS . (416) 564-9720 
Lachine, Quebec — VITEL ELECTRONICS ........ (514) 636-5951 
ILLINOIS 
Skokie — INDUSTRIAL 
REPRESENTATIVES, INC 0.0... eee cere (708) 967-8430 
IOWA 
LORENZ SALES ies scpecicsaaiensiarentctacteen (319) 377-4666 
KANSAS 
Merriam — LORENZ SALES ........... eee (913) 469-1312 
Wichita - LORENZ SALES... ee (316) 721-0500 
MEXICO 
Chula Vista (CA) - SONIKA ELECTRONICA ....(619) 498-8340 
Guadalajara - SONIKA ELECTRONICA ............ (523) 647-4250 
Mexico - SONIKA ELECTRONICA ...... (523) 754-6480 
Monterey —- SONIKA ELECTRONICA............0..... (523) 358-9280 
MICHIGAN 
Holland - COM-TEK SALES, INC ..u.. i. (616) 335-8418 
Brighton - COM-TEK SALES, INC... (313) 227-0007 
MINNESOTA 
Mel Foster Tech. Sales, INC... eee (612) 941-9790 
MISSOURI 
LORENZ SALES erence nc diate sentsuaaselateenn (314) 997-4558 
NEBRASKA 
LORENZ SALES oiccscscctincatiassdaesestiscrayayaeadaigee (402) 475-4660 
NEW MEXICO 
THORSON DESERT STATES ...............:0:065 (505) 883-4343 
NEW YORK 
East Syracuse — NYCOM, INC... (315) 437-8343 
Hauppauge — COMPONENT 
CONSULTANTS, INC... eeesceeeeeeeneeeees (516) 273-5050 
OHIO 
Centerville - DOLFUSS ROOT & CO............. (513) 433-6776 
Columbus — DOLFUSS ROOT & CO ............. (614) 885-4844 
Westlake - DOLFUSS ROOT & CO.........0.... (216) 899-9370 
PENNSYLVANIA 
RUSSELL F. CLARK CO.,INC. .......u. ee (412) 242-9500 
PUERTO RICO 
COMP REP ASSOC, INC 0.00... ceeeereeeneees (809) 746-6550 
UTAH 
FRONT RANGE MARKETING ........... (801) 288-2500 
WASHINGTON 
ELECTRA TECHNICAL SALES ...... (206) 821-7442 
WISCONSIN 
Brookfield — INDUSTRIAL 
REPRESENTATIVES, INC 0.000... ee eeeeeeeeeee (414) 574-9393 


Advanced Micro Devices reserves the right to make changes in its product without notice in order to improve design or performance characteristics. The performance 
characteristics listed in this document are guaranteed by specific tests, guard banding, design and other practices common to the industry. For specific testing details, contact 
your local AMD sales representative. The company assumes no responsibility for the use of any circuits described herein. 
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